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”Why then is not every geological formation and every
stratum full of such intermediate links? Geology assuredly
does not reveal any such ﬁne graduated organic chain; and
this, perhaps, is the most obvious and serious objection
which can be urged against the theory.”
Charles Darwin, 1809-1882
Abstract
To analyze, compare and draw conclusions within a resource assessment context based
upon parameter values that represent a large range of variability or evaluate their in-
teraction is far from being straight forward. One of the diﬃculties stems from the non-
uniqueness of the process-response system. Quantitative results are interpreted according
to the processes that controls inherent heterogeneity within multiple scales. To prove or
reject correlations between input parameters and observed responses requires knowledge
in each step of the analysis. Obtaining such knowledge has been the motivation of this
thesis with a three-folded purpose: (1) To assess how resource parameters are measured,
recorded, analyzed and interpreted relative to resource assessment objectives at given
scales, (2) to assess parameter variability at multiple scales as part of a process-response
system that may include not only the geosciences per se, but can also be enlarged to encom-
pass the societal consequences of natural resource issues, and (3) to use the representative
elementary volume (REV) and area (REA) concepts as a backcloth for interpreting the
signiﬁcance of variability at multiple scales. The REV/REA concept has allowed for an
explicit evaluation of the behavior of the study parameter within a given volume or area.
To produce a representative value, the volume or area must be large enough for the initial
random behavior to become continuous. The examples aborded during this thesis cover
the interaction of parameter variability and the corresponding REV/REA in a compre-
hensive fashion only at the reservoir scale. The other examples at the play, basin and
national level have only explored the REV/REA properties in a descriptive fashion due
to lack of in-depth data.
iv
vDiﬀerent methods have been applied for each of the nine individual case studies pre-
sented. For the ﬁrst case study, at the lithofacies level, a multivariate statistical analysis
has been used to decompose heterogeneous populations (e.g grains of a ﬂuvial deposit)
into their underlying populations (e.g sand, shale and coal) that can explain both within-
and cross lithological eﬀects. A structured principal component (PCA) methodology that
only use records selected from separate lithological units has been used to obtain a more
precise deﬁnition of variability sources than is possible by an unstructured approach that
use all the records from the well logged interval. New synthetic variables representing
the combination of the original wireline log variables can by this methodology be inter-
preted relative to underlying geological processes. The second case study using an inverse
procedure (the Eckart-Young theorem) permitted the back-calculation of new wireline log
responses that now correspond to the speciﬁc underlying geological process previously
identiﬁed. Results from the use of this methodology on a sandstone interval has per-
mitted to separate global sandstone porosity values into individual porosity contributions
from diﬀerent underlying and independent sedimentological processes. In the subsequent
third reservoir case study a process oriented numerical modeling tool (SBED) was used for
upscaling lithological heterogeneity at mm-scale to lithofacies heterogeneity (cm-scale). A
further upscaling to seismic (10m-scale) permitted to include multilayer sub-seismic het-
erogeneity in the generation of synthetic seismic traces. The resulting workﬂow shows that
very detailed layering can be modelled and synthetic seismic traces can be generated that
takes into account the inter-bedded seismic multiples which may be of great importance
in thin-layered reservoirs. In the fourth reservoir study a sequential re-burial methodol-
ogy to compute high-resolution re-burial porosity-depth values was used that allows for
stratigraphic interwell correlation. The results show that this methodology can lead to
alternative inter-well correlation scenarios based on diﬀerentially compacted sediments in
the subsurface.
A diﬀerent operational scale was chosen for the ﬁfth case study where characteristic
analysis (CA) was re-implemented in a GIS environment that permitted the disaggrega-
tion of a regional fault map and the construction of fault signatures within 1 × 1km2
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related to the accumulation of hydrocarbons. A sixth study focusing on the regional
downscaling of fault data was achieved by pre-processing the fault attributes into a cell
based ternary coding expressing either favorable or unfavorable conditions or a situation
where the controlling eﬀect of an attribute is either unknown or unevaluated. By using a
weighted linear combination of these ternary coded attributes, favorability was computed
using a probability signiﬁcance metric for selecting cells and variables to outline favorable
cells where further exploration should be conducted. In addition to the CA-GIS hydro-
carbon assessment examples, a seventh probabilistic assessment at the sedimentary basin
scale was undertaken to show how intra-country (meso-scale) hydrocarbon volumes can
be estimated. This assessment used the U. S. Geological Survey (USGS) world petroleum
assessment approach to estimate the prospective oil resources of Chad within three types
of sedimentary basins. Input parameters derived from published literature and oral con-
tributions from Chad oﬃcials were used in this assessment.
An eighth case study at the same operational scale as the previous one was undertaken
to investigate the resource management policy options of Chad relative to prospectivity,
exploration eﬀort and the endemic risk for conﬂict from post-colonial to the present time.
The result shows that exploration (and later production) and severe conﬂicts in Chad
have co-existed in a symbiotic way, where the government and the extractive industry
has sought to increase their reserve base and maintain production volumes, whereas those
opposing the government has tried to get a just share of the revenue derived from these
activities. The revenue management plan crafted by the World Bank in relation to oil
revenues intended to distribute that wealth justly but failed. A ninth case study this time
on a multi-national scale (Sub-Saharan region) and addressing renewable resources was
undertaken to investigate the utility of using a newly developed non-state conﬂict database
for a large-N study of non-state conﬂicts versus the annual variations in the access to
renewable resources, such as food with precipitation as a proxy. A standard regression
analysis was carried out using the spatial proxy data for testing non-state conﬂicts and
their relation to various theoretical hypothesis of lack of access to renewable resources and
the origin of such conﬂicts. The result of the analysis showed no statistically signiﬁcant
vii
correlations as could be expected from the REA evaluation that indicated only partly to
inadequate spatial and temporal representativity of the input parameters. More eﬀorts
need to be conducted e.g. regarding the homogeneity of the sub-types of non-state conﬂicts
and the spatial and temporal categorizations of the input data used.
This thesis with operational focus ranging from lamina scale to multi-national scale,
has shown that the interpretation of a given phenomenon depends on the required scale ap-
propriate for the quantiﬁcation of this phenomenon. The thesis further attempts to show
that there is an unredeemed potential for using the REV/REA concept in all studies that
have a spatial or temporal operational scale for problem solving. In the non-reservoir ex-
amples, still more work has to be carried out in order to prove the utility of the REV/REA
concept outside its established proven domain within reservoir characterization.
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Executive summary
Recent results from the literature have shown that traditional averages of core plugs in
upscaling will generally underestimate vertical permeability or overestimate horizontal
permeability. However, the representative elementary volume (REV) analysis has been
shown applicable to consistently upscale core plug data. The emphasis of this thesis has
therefore been on using the REV and representative elementary area (REA) concepts as
a backcloth against which the variability studies presented as individual cases could be
evaluated. The REV/REA evaluation ranges from quantitative to qualitative when pro-
ceeding from the reservoir to the multi-national scale reﬂecting the immature applicability
of this concept beyond the reservoir scale.
The industrial and resource management importance of this thesis resides in the fol-
lowing recommended actions.
1. An explicit quality assessment of observational data relative to the REV/REA con-
cept will ensure reproducible and reliable results when these data are used in reser-
voir, play or basin modelling or serve a basis for developing resource management
policies.
2. Implementation of a multivariate approach to data interpretation using structured
and inverse recalculation procedures will permit the detection of higher order vari-
ability eﬀects that normally are concealed by ﬁrst order heterogeneity.
3. A strategic choice of using GIS as the standard tool for pre-processing and analysis
of resource and social science data will enhance productivity and enable the eﬀective
x
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use of relevant proxies necessary for solving complex problems at multiple spatial
and temporal scales.
Nine case studies categorized into three parts, all within a natural resource context,
show that the REV/REA concept can help to frame complex problems related to the
derivation and use of parameter values that are representative for a given volume or area.
The results from two studies at the lithofacies scale using multivariate statistical anal-
ysis allowed for identifying individual populations from a mixture of heterogeneous pop-
ulations (ﬂuvial deposits) that correspond to underlying geological processes. Specially
a separation of porosity contributions from diﬀerent underlying and independent sedi-
mentological processes were achieved. This result permits in-depth interpretation and
prediction of porosity variability in producible horizons. The successful upscaling of small
scale lithological heterogeneity from lamina to lithofacies scale and further to seismic scale
(10m) made possible the comparison of synthetic seismic traces with seismic traces that
allowed for diﬀerencing between plausible depositional scenarios. This result illustrates
that the quantiﬁcation of geological knowledge in terms of interpreted scenarios can be
incorporated into an operational workﬂow. The example showing the computation of re-
burial porosity-depth values based upon diﬀerentially compacted sediments showed that
this procedure can lead to alternative inter-well correlation scenarios that can enhance the
quality of reservoir zonation mapping.
The identiﬁcation, quantiﬁcation and application of representative parameter values
in resource assessments is essential for obtaining reliable results. Pre-processing of data
reﬂecting the operational objective relative to the study purpose is therefore a prerequisite.
This was exempliﬁed by using GIS to disaggregate a regional fault map into fault signatures
representative of 1× 1km2 cells that expressed a favorable/unfavorable/unevaluated state
for the presence of fault related hydrocarbon accumulations. Eﬀective pre-processing of the
data capturing the essential discriminating power of the information useful for evaluating
prospectivity has successfully been demonstrated in the Halten case study and represents
a workﬂow that currently is operational and can be used both for play and prospect
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assessment.
Within a natural resource management framework, the availability of natural resources
and conﬂicts related to such resources may interact on multiple scales: Just as exploration
and exploitation of non-renewable resources has been shown to trigger conﬂicts, restricted
access to renewable natural resources like water have also provoked conﬂicts. The reason
behind such conﬂicts are complex and can be observed at multiple scales. To observe, map
and quantify such conﬂicts and to identify their causal mechanisms is tedious but reward-
ing and has great implications for conﬂict prevention. The post-colonial non-renewable
resource management history of Chad has shown that the exploration and exploitation of
non-renewable resources has co-existed with severe conﬂicts in a symbiotic way where all
stakeholders may beneﬁt from a large and undisruptive natural resource revenue stream.
This case reveals that conﬂicts are not religious or ethnic motivates and that oil revenues
can be said to directly contribute to keep Deby Itno in power-by ﬁnancing his ﬁght against
rebellions and the bribing of rivals with positions/and or money. The last case that un-
fortunately was not conclusive addressed the challenge of identifying global quantitative
causal mechanisms between non-state conﬂicts and the access to renewable natural re-
source within the Sub-Saharan region. This non-conclusive result is no surprise as the
the REA requirements were not met due to partly inadequate disaggregation of input
parameters into 100× 100km2 cells derived from much larger and irregular administrative
units. A large preprocessing eﬀort needs therefore to be undertaken if one shall have hope
to unveil causal mechanisms between non-state conﬂicts and renewable resources.
The thesis shows that in quantitative analysis of complex problems across scales and
disciplines there is an unredeemed potential for using the REV/REA concept in all studies
that have a spatial or temporal operational scale for problem solving.
The recommended solution is that preprocessing and proper upscaling or downscaling
that honor the REV/REA concept is needed if one wants to obtain successful quantitative
interpretation of reservoir and socio-political problems.
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Chapter 1
Introduction
1.1 General introduction
One of the key themes within the non-renewable resource initiative of the International
Year of Planet Earth (IYPE) stated the following question (de Mulder et al., 2006): - How
can our improved knowledge of geological resource endowments, promote better planning,
governance, social stability and advancement, in a climate of sustainable development?
The current thesis, ranging from reservoir characterization to the study of natural
resource induced conﬂicts, contain examples showing how natural resource information
at diﬀerent scales interacts within its own geological context as well as with the human
dimension and as such represents a contribution to the IYPE 2007-2009.
Even though scientiﬁc research has improved our knowledge of geological resource
endowments, the understanding of the inherent geologic variability is still a challenge.
Transformation of geological knowledge into a representative form where strategic deci-
sions, spanning from those made by natural resource exploration and production managers
to governmental oﬃcials, can reliable be made is not yet fully achieved and represent a
great untapped potential. The impact of the natural resources on the economies of many
countries is so dominant that understanding their technological, social and geoscientiﬁc
constraints commands broad interest for the world community (e.g. Le Billon, 2007b;
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Ross, 2008). To analyze, compare and draw conclusions within such a complex environ-
ment based upon quantiﬁed parameter values that represent a large range of variability or
evaluate their interaction is far from being straight forward (Le Billon, 2001; Ewert et al.,
2006). One of the diﬃculties stem from the non-uniqueness of the process-response sys-
tem deﬁned to explain such environments. Quantitative results are interpreted according
to the processes that controls inherent heterogeneity within multiple scales (Keogh et al.,
2007). To prove or reject correlations between input parameters and observed responses
requires knowledge in each step of the analysis. Obtaining such knowledge has been the
main motivation behind this thesis.
For centuries, scientists have attempted to understand heterogeneity developed by
earth processes at multiple scales (Craig et al., 2001). In the biological world much eﬀort
was devoted to express linkages that eventually led to the evolutionary theory of Darwin.
His theory was founded on observations of diﬀerent animal species, where he realised and
presented compelling evidence that all species of life have evolved over time from common
ancestors, through the process he called natural selection (Darwin, 1859). As earlier
quoted, Darwin indicated that the most obvious and serious objection against his theory
was that no continuous organic chain could be identiﬁed within geological formations and
processes. During the time Darwin published his ”Origin of Species”, knowledge of the
geosciences was limited, and a representative scale for explaining geologic processes and
their species linkages was not understood.
Using Darwin as an example, his measurements were based on analysis of multiple fos-
sil observations from diﬀerent stratigraphic layers from where he tried to explain geologic
layering. Darwin observed heterogeneity within analysed fossils, however only fossil analy-
sis cannot explain phenomenon related to stratigraphic layering. His approximation from
measurement scale to an operational scale from where the selected phenomenon was to be
explained was therefore not completely successful. This Darwin example includes several
aspects related to explaining a phenomenon: Not only is the deﬁnition of the phenomenon
to be explained important, but also the available data need to be at a representative format
when explaining this phenomenon. However, the most important aspect when trying to
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ﬁnd processes that can link heterogeneous variables and a given phenomenon is probably
the issue of scale.
An example can be cited from our current climatological debate about warming or
cooling of the Earth. The analysis of the development of the average annual temperature
anomalies over the northern hemisphere for the last millennium, Fig. 1.1, illustrates the
importance of the size of the selected time window when analyzing time series (Olsen et al.,
2008).
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Figure 1.1: Taken from Olsen et al. (2008), the left ﬁgure displays temperature anomalies from
the northern hemisphere covering the 1902 to 1980 yearly averages over the last millennium derived
mainly from temperature measurements of ice cores from Greenland. Curves with most variations
are smoothed with a window width of 30 years (upper-right), whereas the smoothest curves rep-
resents a width of 245 years. A Signiﬁcant Non-stationarities (SiNos) analysis of the signiﬁcant
deviation from the mean of the temperature data are shown in the lower-right. A temperature
increase is marked with black and a decrease in white.
The short window widths on the vertical scale from 30-64 years in Fig. 1.1, lower-right,
capture the temperature increase (black signatures) that started around 1900, whereas
those with more than 100 year window widths capture a temperature decrease (white
signatures) that started around the end of 1300th century. This was the beginning of the
”Little Ice Age”, a period of low average temperatures (1400-1850). If only window widths
4 CHAPTER 1. INTRODUCTION
of 74 or 86 years had been applied, non of these variations would have been captured (gray
areas). This example underlines the need for selecting an adequate operational window
(scale) that captures the representative changes that one wants to identify.
As both quantiﬁed input parameters and response outcomes are aﬀected by the se-
lected representative scale, the processes explaining their correlation is also aﬀected by
the selected scale (Griﬃths, 1988). This can be illustrated by how the selected scale can
aﬀect the relation between oil occurrence responses and the geologic processes making oil
generation and accumulation possible. A too detailed or generalized scale can result in no
or misleading correlation between responses and input parameters. In other words, the
selected scale of the process-response system was not representative. Similar misleading
correlations can be identiﬁed when selecting scale in systems where e.g. drought is the
response to changes in meteorological processes leading to lack of precipitation. Like-
wise armed conﬂict is the response to diﬀerent processes resulting in people picking up
guns for ﬁghting (Theisen and Brandsegg, 2007). From this reasoning it can be assumed
that the representative scale change accordingly to the analyzed process-response system.
According to Griﬃths (1988), several types of processes can be integrated as natural re-
source occurrences can be related to the accumulation processes leading to armed conﬂicts
(Gilmore et al., 2005; Theisen and Brandsegg, 2007), similarly political-technological pro-
cesses can be related to conﬂict (Le Billon, 2007a).
The concept of scale has intrigued scholars from many disciplines for centuries, being
the cornerstone for understanding and interpreting earth properties (Craig et al., 2001).
Following the development of map production, the question of scale and representation
arose: How will a location in a map deviate from the complexity of reality, and how is
this managed when deciding the size of features that should be included on maps with
diﬀerent cartographic scale? Such issues can be exempliﬁed by a map of non-state conﬂicts
in Africa South of Sahara (Fig. 1.2). The ﬁrst challenge when generating this map relates
to how the non-state conﬂicts are observed, recorded and given spatial coordinates. The
actual ﬁghting occurs often in rural areas and for geographic mapping purposes, it will
often be recorded to a known geographic location nearby a village/town. As locations
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Figure 1.2: Map of inﬂuenced zones related to non-state conﬂicts in Sub-Sahara (2002-2005)
taken from Theisen and Brandsegg (2007). Here, non-state conﬂicts has been deﬁned as a domestic
armed conﬂict between two non-state actors with more than ﬁve casualties (Kreutz and Eck, 2005).
Chad had no such recorded conﬂicts in the years between 2002 and 2005.
of similar conﬂicts are often grouped/aggregated together spatially and/or temporally
to suit quantitative analysis, a second challenge arise: How should a grouped conﬂict
location be deﬁned when more than one conﬂict location is observed within a given time
frame? Multiple spatial weighting methodologies can be applied, but the location of
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the mean value (e.g. center point) is often employed (Theisen and Brandsegg, 2007).
Generated inﬂuence zones around e.g. mean can therefore represent diﬀerent coverage
area; E.g. number of incidents or casualties (severity) can be represented by a circle with
a radius equal to the distance from the grouped conﬂict center point to the remotest conﬂict
point. A third challenge lies in the choice of how this information should be incorporated
into quantitative analysis. On the national level, all deﬁned records are attributed to a
speciﬁc country without considering the conﬂict location within the country where the
ﬁghting took place. Disaggregation on the other side opens for deﬁning conﬂicts induced
within speciﬁc areas, e.g., within a grid cell of 100 × 100km2 (Fig. 1.2). This example
show the complexity of transforming a map into cell based form where the cell values are
representative of the cell areas.
Throughout history, observational parameters have been quantiﬁed ranging from socio-
political themes to a geologist’s subjective interpretation of a speciﬁc land area or a well
measurement recording from a wireline log that measures a petrophysical response related
to a geological layer in an oil ﬁeld. All these parameter values are aﬀected by the scale of
measurement and needs to be transformed into an operational scale that reﬂect the scale
that is relevant for solving the stated problem. If a regional map is to be produced, the
geologist should interpret rocks with emphasize on the delineation of major rock types,
whereas for an outcrop of some 100m a diﬀerent scale is used in order to observe smaller
scale variations, such as diﬀerent depositional features.
In the current thesis, geological heterogeneity has been related to multiple scales rang-
ing from the macro to micro scale (Table 1.1), where for example the understanding of the
micro scale pore distributions in a hydrocarbon reservoir can be essential for predicting the
hydrocarbon production potential of a hydrocarbon well at the macro scale. The concept
of a representative sample for measuring as diverse properties as petrophysics, hydrocar-
bon accumulation sizes and the social tension often related to hydrocarbon extraction will
in this current thesis be used to emphasize the generality and importance of the repre-
sentative elementary volume and area (named REV and REA) concepts ﬁrst introduced
by Bear (1972) and Wood et al. (1988), respectively. The diﬀerence between REV and
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Table 1.1: General spatial scale used in diﬀerent disciplines: Cartographic scale (Peterson, 2009),
remote sensing (Wu and Li, 2009), seismic mapping (Brown, 2004), geologic mapping (Rockaway,
1976), reservoir characterization (Miall and Tyler, 1991; Schatzinger and Jordan, 1999).
Geographical mapping / remote sensing
Scale Length Area Coverage
Micro 1m− 1km 1m2 − 1km2 local
Meso 1km− 100km 1m2 − 1km2 regional
Macro 100km− 10000km 100km2 − 10000km2 continental
Mega 10000km 10000km2 global
Seismic mapping
Scale Length Area Coverage
Micro 1m 1m2 lithofacies
Meso 10m 10m2 − 1m2 lithofacies
Macro 100m 100m2 sequence stratigraphy
Giga 1km 1km2 basin
Geologic mapping
Scale Length Area Coverage
Micro 1cm 1cm2 rock type
Meso 10m 10m2 − 1m2 lithology
Macro 100m 100m2 rock groups
Giga 1km 1km2 nappe
Reservoir Characterization
Scale Length Area Coverage
Micro 1μm 1μm2 pore
Meso 1m 1m2 − 1m2 bedsets
Macro 10m− 1km 10m2 − 1km2 lithofacies
Giga 1km 1km2 reservoir
REA resides in a volumetric or areal support respectively for the corresponding represen-
tative values. Theoretically, this concept implies the possibility to replace a heterogeneous
property ﬁeld (e.g. porosity measurements) with a hypothetical homogeneous one. This is
often referred to as the eﬀective medium approximation (Bear, 1972). Essential to this ap-
proach is the notation of a representative elementary volume (REV) or area (REA) which
denotes the volume or area size of the property ﬁeld that will yield a value representative
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Figure 1.3: Schematic graph of how a measured property varies with sample volume and the
domain of the Representative Elementary Volume (REV) (based on Bear, 1972).
of the whole (Bear, 1972). Instead of considering speciﬁc core plug measurements with
large individual variations in porosity, Bear introduced average porosities at a coarser
scale in which the studied interval could be seen as homogeneous regarding porosity. The
three advantages of this REV continuum approach was according to Bear and Bachmat
(1984): (1) no knowledge of the microscale pattern is required if a representative value
is available at hand; (2) the continuous medium is diﬀerentiable; and (3) the continuum
represents measurable quantities. The REV/REA concept represents therefore a system-
atic eﬀort of looking at spatial variability as function of scale using a sampling window in
which numerous measurements of a highly-variable property (e.g, porosity, permeability)
can be averaged by an appropriate methodology into a single representative value of sta-
tistical and physical signiﬁcance (Nordahl, 2004). A too low sample size tend to oscillate,
whereas this oscillations begins to dampen out with larger sample size (Fig. 1.3). The
upper and lower limits of the REV/REA are closely related to the geostatistical terms
local homogeneity and local stationarity (Corbett et al., 1998).
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Figure 1.4: A conceptual sketch of diﬀerent scales (n = 1, 2, 3, 4) of REV related to sedimentolog-
ical porosity heterogeneities and the scales of measurement (modiﬁed after Nordahl and Ringrose
(2008)). In this illustration there are eight lamina types (REVn=1) that combine into four litho-
facies (REVn=2) that further combine two facies association (REVn=3) which again are combined
in a regional facies association (REVn=4). The approximate ranges in sample parameter values
for typical measurements are shown in relation to the volume of inﬂuence and indicate that these
parameter values have high variability below the appropriate REVn=x statistical support.
The applicability of the REV concept for reservoir characterization in Nordahl et al.
(2005) showed that traditional averages of core plugs in upscaling would generally underes-
timate vertical permeability or overestimate horizontal permeability. Nordahl and Ringrose
(2008) further showed how a nested structure of scales can give diﬀerent REV’s in the
reservoir and how these scales are related to scales of measurement. Fig. 1.4 enlarges
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the results of Nordahl and Ringrose (2008) and shows a conceptual sketch of how porosity
measurements has multiple REV’s according to the operational scale that a phenomenon
needs to be explained. Measurements from thin sections (< mm) to remote geo-sensing
(> m) scale include four diﬀerent REV’s. A reasonable separation of geological length
scales is required as shown in the ﬁgure if a multi-scale REV method is to be used.
In the present thesis, the research related to natural resource information and the hu-
man dimension has been hampered by the fact that the REV concept involving such dis-
ciplines have not been fully developed. However, representative elementary area (REA),
introduced by Wood et al. (1988) deﬁnes the optimal elementary measurement size for
water catchment areas from where the distribution of catchment behavior can be rep-
resented without the apparently undeﬁnable complexity of local heterogeneity. Further
both VandenBygaart and Protz (1999) and Lin (2003) applied the study of heterogeneity
in quantitative soil micromorphology to show that the REA concept is facilitating multi-
scale bridging when connecting pedology (soil study), soil physics and hydrology to link
such phenomena at multiple scales. Likewise, Jia and Lin (2010) used the REA concept
to estimate a best-ﬁtting cell size for speciﬁc lineament densities when mapping fractured
rock aquifer. An example of such multi-scale bridging of REAs (Fig. 1.5) shows that a
representative elementary value of REA at 1 × 1 cells can be included for explaining a
new phenomenon with representative elementary values of REA at 5 × 5 cells. A proper
upscaling routine must be applied to ﬁnd this new representative elementary parameter
value.
Lam (1992) showed that the concept of scale has in a wide sense both a temporal and
a spatial aspect, often with emphasis on one or the another. The current thesis considers
both multiple temporal and spatial scales. Four common uses of the term scale have been
outlined within the spatial domain according to Lam (1992) (Fig. 1.6) and these names
are retained for use in the thesis:
1. The cartographic or map scale refers to the ratio between the measurements on a
map and the actual measurement on the ground.
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Figure 1.5: A sketch of diﬀerent scales of REA. In this illustration there are 9 1× 1 cell values
(REAbox) that combine into one 3 × 3 cell value (REAtriangle). The 5 × 5 cell value (REAstar)
includes 25 (REAbox) cell values or just partly four of the (REAtriangle) cell values.
2. The geographical scale refers to the spatial extent of the study or the area of coverage.
3. The measurement scale, or commonly called resolution, is the scale from where
measurements are recorded.
4. The operational scale refers to the scale where the analysis need to be performed.
Traditionally, the concern of scale has been conﬁned to issues of units of analysis,
rather than the more fundamental problem of what determines the representative volume
or area for a given parameter. In particular, this thesis concentrates on demonstrating
the importance of knowing the appropriate REV/REA when a problem needs to be solved
with representative values for a voxel volume or cell area. A similar approach is also
relevant for the social science research component that addresses how the human sphere
of interest relates to the spatial resolution of natural resource information. If one wishes
to deﬁne and explain the interaction between social and non-human systems, then it is of
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Figure 1.6: Sketch of the structure and deﬁnitions of scale, based on Lam (1992).
vital importance to understand the scale of the interaction as well as the scale of diﬀerent
environmental and social processes (Ewert et al., 2006; O’Lear and Diehl, 2007).
The REV/REA examples outlined above have indicated that a parameter can be
recorded on diﬀerent measurement scales have multiple REV/REA’s according to the
operational scale where the phenomenon needs to be explained. This concept can be
adopted to other datasets to bridge micro scale and macro scale information and thereby
enhance the understanding of process-response systems in many disciplines.
Earth process-response systems involves several subsystems that is highly heteroge-
neous at multiple spatial and temporal scales (Fig. 1.7). E.g. the atmosphere, oceans,
hydro- and cryosphere, including the solid earths upper crust (Christopherson, 2005). One
possibility to categorize such information is by hierarchical systems that can be used to
explain primarily the organization of geologic information or, secondary in a wider sense,
both to the socio-political and the biological organization.
When moving within one hierarchical organization exempliﬁed by the geosphere, the
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Figure 1.7: Schematic representation of biological, geologic and socio-political hierarchical sys-
tems with their nested sub-systems (based on Ewert et al., 2006). A hierarchical system concept
allows for the investigation of systems that operates on multiple spatial-temporal scales, where the
focus on such systems is on levels of organization and issues of scale. The observer of the system
plays an important role (Weston and Ruth, 1997). In their organization, structured as the shape of
a pyramid, each row of objects is related to the objects below. Thus, at a given level of operational
scale, a system is composed of interacting objects/components and is itself an object/component
of a larger system. Proper scaling may reduce the nested detail.
representative spatial and temporal scales also change (Fig. 1.8). This ﬁgure portrays
the changing spatial zones of inﬂuence when focus varies from leads/prospects or other
drilling targets to the petroleum system or up to the global scale. Similarly, the time
needed to deplete a producing well is short compared to the depletion of a whole play or
producing sedimentary basin. The discrete levels in Fig. 1.8 displays the interaction of
these scale dependent inﬂuences at the discrete scales (n = 1, 2, 3, 4) of REV related to
the hydrocarbon pore volume heterogeneities explained in Fig. 1.4.
The natural resources itself have no relation to the human dimension as it has only
geologic characteristics (Griﬃths, 1978). However, the human dimension play a crucial
role when such natural resources are developed and extracted, as it is the current economic
status of the given resource that decides if it is economic or not. The natural resource
14 CHAPTER 1. INTRODUCTION
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Figure 1.8: Schematic representation of scales and levels of generalization in a petroleum explo-
ration setting (based on Ewert et al., 2006). Geologic play, petroleum system, sedimentary basin
etc. represents diﬀerent levels of generalization and changes from one level to another and are
discrete, whereas changes in temporal and spatial scale are continuous.
endowment is therefore inﬂuenced by the political-economical pressure to produce the
endowment (Griﬃths, 1978). This can be included in the modeling of natural resource
management (NRM) options, expressed in a process-response system. NRM options con-
sist of complex problems that require integration of information across multiple scales and
disciplines (Weston and Ruth, 1997). In the latest years, as the number of processes and
degree of added organizational information has increased following the extended range of
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spatial and temporal scales, models have become very complex to approximate the given
system reality. One particular challenge is the ambition to assess system behaviour simul-
taneously at several levels of organization. Therefore, understanding correlation within
process-response systems, both understanding input parameter characteristics and the
appropriate measurement and operational scales are of vital importance. Several other
approaches have been outlined for explaining and evaluating such highly complex, het-
erogeneous and multi-scaled systems, such as multilevel modelling and hierarchy theory
(Evans et al., 2002).
Conﬂict research is a branch of social science that aims to identify the causes of con-
ﬂict from local to multi-national scale. The latest achievements in both qualitative and
quantitative approaches of conﬂict research have resulted in an improved knowledge of
the conﬂict mechanisms (Cederman and Gleditsch, 2009). With the increasing popular-
ity of coupling geographic information systems (GIS) with armed conﬂict models and
geologic databases for diverse armed conﬂict applications (Gleditsch et al., 2002), the de-
mand for natural resource information has increased signiﬁcantly in recent years. The
lack of spatial and temporal data precludes the ability to perform robust time series anal-
ysis, hindering the ability to look at the dynamic nature of geological, biophysical and
social processes (Evans et al., 2002; Keogh et al., 2007). The primary challenge facing
researches now is in addition to disaggregating country or county level data to develop
spatially explicit models that elegantly handle dynamic relationships and human decision
making (Evans et al., 2002). This includes taking into consideration the recorded scales
of a phenomenon (O’Lear and Diehl, 2007).
To obtain representative parameter values according to an appropriate scale is a multi-
disciplinary challenge known to sociologists as the ecological fallacy (King, 1997), to geog-
raphers as the modiﬁable areal unit problem (MAUP) (Openshaw and Taylor, 1979) and to
earth scientists as the upscaling or change of support problem (Chile´s and Delﬁner, 1999)
embedded in the REV/REA concept (Bear, 1972; Wood et al., 1988; Nordahl and Ringrose,
2008). Despite the diﬀerent names of the appropriate phenomenon scale change between
scientiﬁc disciplines, they cover similar problems.
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With examples from diﬀerent scientiﬁc disciplines, this introduction has shown that
more or less all disciplines strive to achieve solid analytic results that can prove or reject
correlations between input parameters and observed responses that is important for eval-
uating a given speciﬁc hypothesis. In addition to the scale issue and the importance of
considering the problem solving within a process-response system context, this introduc-
tion has shown that the selection of an adequate representative scale is of vital importance
for achieving quantitative results that can serve as a basis for within and between disci-
plinary research.
1.2 Purpose of thesis
The purpose of the current study is to:
• assess how resource parameters are measured, recorded, analyzed and interpreted
relative to resource assessment objectives at given scales.
• assess parameter variability at multiple scales as part of a process-response system
that may include not only the geosciences per se, but can also be enlarged to en-
compass the societal consequences of natural resource issues.
• use the representative elementary volume (REV) and area (REA) concepts as a
backcloth for interpreting the signiﬁcance of variability at multiple scales.
• show the importance of using a representative scale and data that are combined with
a proper framing for explaining speciﬁc phenomenon.
By using REV/REA concept as a backcloth, this thesis aims to emphasise the impor-
tance interpreting the signiﬁcance of variability inﬂuencing natural resource related issues
at multiple spatial and temporal scales.
1.3. OUTLINE OF THESIS 17
1.3 Outline of thesis
This thesis consists of three major parts. The ﬁrst part after the introduction (Chapter 2)
is devoted to the study of small scale geologic heterogeneities, the second part (Chapter 3)
is related to meso scale heterogeneities ranging from reservoir to sedimentary basin scale,
and the last part (Chapter 4) is devoted to large scale political-sociological heterogeneities
in a natural resource context. All the three parts consider the previous outlined research
questions. The diﬀerent papers in Appendices A-I have their own aims and results and
contributes as case studies to the speciﬁc parts of this thesis. In this thesis, these case
studies are expressed in a wider sense enlighten by the research questions. This structure
has made it possible to merge diﬀerent case studies that rarely are identiﬁed to have any
coherence. Finally, general results, conclusions and recommendations for further work are
outlined, followed by an appendix where the individual papers are presented. A summary
of the papers and their relation to the diﬀerent parts of this thesis is outlined in Table 1.2.
1.4 Contributions of papers in Appendix
Several of the papers in Appendix are written in cooperation with others and in the
following my contribution to these papers are outlined.
A comparison of Unstructured and Structured Principal Component Analysis
and their Interpretation
Brandsegg, K.B., Hammer, E. and Sinding-Larsen, R., 2010
Natural Resources Research 19 (1), 45 - 62.
Brandsegg performed most of the interpretation and writing of this paper (Appendix
A)(Brandsegg et al., 2010). Hammer contributed with wireline log interpretation, litho-
logical classiﬁcation into units and matching core and wireline logs. Sinding-Larsen gave
important feedback on methodology, interpretation and writing. Both co-authors con-
tributed to reading corrections and discussions of the organization of the paper.
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performed perusals and comments of the paper.
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Sinding-Larsen, R. and Brandsegg, K.B., 2005.
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In: Cheng, Q., Bonham-Carter, G. (Eds.), The Current Role of Geological Mapping in
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Brandsegg, K.B. and Sinding-Larsen, R.
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paper (Appendix G). Sinding-Larsen contributed by reading through drafts, adding ideas
and commented on the organization of the paper.
Non-renewable resources and conﬂicts within a Chadian resource management
framework
Brandsegg, K.B.
In manuscript
This paper, (Appendix H), is single-authored by Brandsegg.
The Environment and Non-State Conﬂicts in Sub-Saharan Africa
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contributed by adding ideas and commenting on the organization of the paper. Theisen
performed the review of the methodology, wrote most of the paper and performed the
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Chapter 2
Small scale heterogeneities at
reservoir compartment scale
Through time the traditional scale of rock analysis has been related to a hand specimen,
where rocks have been characterized by appearance and by their physical behavior. The
introduction of microscopy, chemical analysis and others have established new scale levels
from where separate mineral characteristics that constitute the rock can be determined.
This has resulted in a new set of measurements and observations that can identify the
inherent variations of the hand specimen to give an improved characterization of the
previous visually observed rock properties.
This example of a rock hand specimen illustrates how measurements diﬀer accord-
ing to the deﬁned operational scale. The selection of operational scale is therefore not
self-explanatory or pre-deﬁned as it must reﬂect the study objective. It is obvious that
identifying the inherent variations of e.g density of a rock sample by only visual observa-
tions at hand specimen scale without additional measuring tools are ineﬀective and can
result in inappropriate densities that cannot fully explain the characteristics of the rock.
Similar challenges are observed in reservoir characterization where the early models
of ﬂuvial reservoirs using interpolation techniques failed to produce geologically correct
models for yield prediction (Keogh et al., 2007). In recent studies the philosophy of the
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”pore-to-ﬁeld” scale modelling approach aims to include the small scale heterogeneities of
ﬂuvial depositional systems at several scales in order to preserve the ﬂuvial heterogeneity
characteristics during upscaling (Keogh et al., 2007). In other words, it is important to
integrate the variability in parameter values at various measurement scales, from the mi-
croscopic to macroscopic scale, derived from the interaction of many depositional processes
to obtain reliable representative result at a given operational scale (Nordahl and Ringrose,
2008).
2.1 Introduction
This chapter considers scales in the context of geologic process-response systems that can
be broken down according to the measurement scale. Studies within this chapter range
from lithofacies types at intra-reservoir scale to characterization of diﬀerent minerals at the
microscopic scale. These studies encompass the four lowermost levels in the previously
outlined geological hierarchical system expressed in Fig. 1.7 and use the REV concept
(Fig. 1.4) for an explicit evaluation of the behavior of the study parameters within a given
volume and represent examples of the ”pore-to-ﬁeld” scale modelling approach.
As introduced in the previous chapter, the conceptual population framework of Griﬃths
(1988) allows diﬀerent populations across multiple scales and levels of organizations to be
explained by ﬁve factors (E.q. 2.1):
P = f(m, s, sh, o, p) (2.1)
where P is a unique index representing the speciﬁc population and is a function of
the kinds and proportions of the diﬀerent elements (mi, or m1,m2,. . . ,mk), their sizes
(si), shapes (shi), and arrangement. The arrangement is subdivided into two substitute
properties of the elements; their individual position in space (oi), and their position relative
to the neighbouring elements (pi). The index aims to represent elements of diﬀerent kinds.
These ﬁve properties are fundamental in deﬁning P as a unique index, where any other
property is dependent on variants in these ﬁve; for example, porosity and permeability
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may be substituted for P . The description of any population begins therefore by deﬁning
the kinds (m) of elements and often followed by a statement of their proportion. The
expression of the sizes and shapes of each kind of element gives increased knowledge of the
element, but suﬀers from explaining its relation to the other elements in the population.
The location of each individual element (o = orientation) and its relation to other elements
(p = packing) are the two last relevant factors. All diﬀerent populations can be explained
by this conceptual analysis.
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Figure 2.1: Petrogenetic system showing variable output from a single input. Modiﬁed after
Griﬃths (1988).
Griﬃths illustrates how diﬀerent populations (Eq. 2.1) of quartzitic boulders from
a scree of a hillside and quartzite pebbles from a gravel pit can be used to indicate the
initial composition of the host rock from where both of these populations are derived
(Fig. 2.1). The ﬁrst stage is characterized by the presence of both source material and
its weathered (in situ) soil. At the second stage this material is eroded, transported and
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deposited to form detritus where the sorting process is dominated by ﬂuvial transport
that results in a change in density (=composition of elements, m) and the size (s) and
shape (sh) of these elements. At the third stage this detritus is reworked and modiﬁed
by diagenetic processes that are present during and after deposition where the changes in
size, size-sorting and shape of the elements and the diﬀerent aspects related to compaction
and cementation modify the arrangement (o and p) of the elements. Whereas the second
stage is predominantly expressed by a single selective sorting process, the third stage is
mainly a diagenetic process. This system, illustrated by Griﬃths in Fig. 2.1, shows how
one process can be subdivided into two transforming processes changing the initial source
material to the ﬁnal detritus product. This demonstrates that there are no direct links
between the source area (input) and the detritus (output), other than through a process
stage that can be considered as poorly deﬁned or representing a black box.
To solve this relation, Griﬃths stated that it is essential to know the genetic model
of the sedimentary processes that may transform the scree quartzites to the ones found
in the gravel pit. This quartzite example, where the Tuscarira scree being a population
approximating stage 1 (Fig. 2.1) and the Montourville gravel and Homewood (Pottsville)
quartzite being approximation to the third stage (Griﬃths, 1966) is exceptional as both
the initial step and the ﬁnal step of a the genetic model is known. If the genetic model
explaining this speciﬁc sedimentary depositional process-response system is known then
predicting one of these two populations from the other can be done. This example can be
generalized and used to explain many other populations in various contexts. An example
is how crude oil in a reﬁnery can be diﬀerentiated into several diﬀerent cracked products.
Based upon this argumentation, it is therefore necessary to examine the entire problem
as the solutions to parts of problems are usually inadequate unless actually tied into the
entire problem-solving procedure of a process-response system (Griﬃths, 1988).
The SBED software (Nordahl, 2004; Wen, 2004; Geomodeling, 2006) represents an ex-
ample of one of the most sophisticated process-response systems developed for upscaling
porosity and permeability from lamina scale to the geomodel scale suitable for input to
the operational reservoir simulation scale (typical 100m×100m×10m). Upscaling models
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must therefore be capable of capturing correlations between measured observations that
is essential for identifying factors explaining process-response systems which can be ap-
plied for modelling geological processes across scales and levels of generalization up to the
appropriate operational scale.
In general, quantiﬁcation of any population can be performed through either direct
or indirect measurements. In direct measurements, records are determined directly. This
can be exempliﬁed by thin sections analyzed in microscope, where measurements are
accurate observations of the studied rock quantiﬁed by point counting, calculated sur-
face area, observations of size and shape as well as the occurrence of the diﬀerent min-
erals. Indirect measurements in the geosciences, for example sieving in the aggregate
industry (Stanley and Sinclair, 1988) and wireline log measurements carried out in the
oil industry (Serra and Abbott, 1982) characterizes the rocks diﬀerently. In sieving, the
original ﬁve factors from the initial rock sample are reduced to only include three fac-
tors P = f(m, s, sh) as both packing and orientation is eliminated by the disaggregation
of the minerals. In wireline log measurements only the petrophysical characteristics are
recorded and do only give a partial explanation of the variation in rock properties along the
logged interval. Indirect measurements are often more useful than direct measurements
as they are capable of obtaining reliable results on large volume of data within a short
time (Doveton, 1994). Still, in indirect measurements, inherent bias can occur as there
is a potential for inability to measure accurately and directly the desired phenomenon
(Davis, 2002; Ba´rdossy and Fodor, 2003). It is therefore important to be aware of the
potential processes behind a phenomenon and its relations to measurement methods when
explaining a speciﬁc phenomenon.
Table 2.1: Matrix representation of the petrogenetic model, modiﬁed from Griﬃths (1988).
Source material Process Detrital sediment
Aij Tij Bij
n x p m x n m x p
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Griﬃths (1988) expressed this petrogenetic model in a matrix representation indicating
that by applying the transformation process Tij to the input source material Aij then
the output Bij is obtained (Table 2.1). Several statistical methods, such as principal
component analysis (PCA), can be applied to model the transformation process that links
the initial state and variability of a system to its ﬁnal states (Brandsegg et al., 2010).
Multivariate analysis techniques used for mimicking black box processes can be ex-
plained as techniques that computes correlation between speciﬁc set of variables without
considering their nature and origin, where m variables deﬁne an m×m correlation matrix
(Davis, 2002). The crucial part is then to determine how good this correlation matrix is
in capturing the interrelated black box processes, according to some criteria or aspects.
Diﬀerent multivariate techniques are associated with diﬀerent aspects of correlation ma-
trices. In multiple regression, for instance, where one variable is predicted from the other
variables, the important aspect is the multiple correlation coeﬃcient (Davis, 2002). On the
other hand, principal component analysis (PCA) focuses on one or several of the eigenval-
ues of the covariance/correlation matrix and in many multinormal likelihood procedures
the determinant of the correlation matrix is studied (Davis, 2002).
Following the argumentation of Griﬃths (1988), Mohan and Rao (1992) successfully
applied PCA to evaluate the petrogenesis system of a Lower Pleistocene conglomerate
sequence and identiﬁed speciﬁc principal components separating erosion and transporting
processes (size, sorting and shape), composition (quartzite and sandstone grain propor-
tions) and depositional processes (orientation and packing). In another study from the
carbonate environment, Ramkumar et al. (2002) proposed a petrographic type recognition
and prediction scheme by using multivariate techniques (cluster analysis and discriminant
analysis). Their study demonstrated the importance of generating a large database con-
taining well-constrained groups of populations helping to predict the group/population of
unknown samples.
Multivariate analysis is the dominant tool used to study scale dependent factors in geo-
sciences (Royer, 1988; Bridge and Tye, 2000), such as in reservoir characterization where
seismic, wireline logs, core measurements and physical core examinations are compiled
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to express eﬀective parameters for optimal exploitation (Schatzinger and Jordan, 1999).
The beneﬁts of using such analysis are that the generated separation within the dataset
results in various independent factors that can potentially isolate eﬀective properties, such
as porosity and permeability (Nordahl and Ringrose, 2008).
Conceptually, a speciﬁc phenomenon can either be expressed directly at one scale or
by the results of its underlying processes at multiple scales representing diﬀerent levels
of generalization. In a hierarchical system approach, the population at a speciﬁc level of
organization is composed of other populations from underlying levels (Fig. 1.7). By follow-
ing the argument of Griﬃths (1988), each speciﬁc population can be evaluated separately
or in a joint population at a higher generalization level incorporating other lower level
populations. The joint population variability is therefore dominated by the measurements
incorporated in each speciﬁc scale.
Model
Model
Model
Model
Models Models
Responses
Model
Model
Model
Input Output
f) Integrated (summary) model
e) Response functions
d) Integration of models from lower levels
c) Aggregation of output
b) Aggregation of input
a) Extrapolation
Figure 2.2: Approaches used for upscaling in geosciences and conjugating disciplines (modiﬁed
after Ewert et al. (2006)). See text for further explanation.
30 CHAPTER 2. HETEROGENEITIES AT RESERVOIR SCALE
In addition to use mathematical methods to extract hidden information in datasets
potentially explaining inherent characteristics, several upscaling methods can be employed
to generate new generalized variables at an operational scale suitable for the explanation of
speciﬁc process-response systems related to a given phenomenon (Ewert et al., 2006). The
simplest method is to extrapolate results obtained at a detailed level up to a higher level
(Fig. 2.2a). A second approach is when aggregation is performed to project the underlying
details up to the next level either by aggregating the input (Fig. 2.2b) or by aggregating the
simulated output (Fig. 2.2c). The beneﬁt for using the latter is that it accounts for non-
linearity. However, this method has limited use due to lack of available data and the large
number of simulation runs needed. Some methods integrate data from diﬀerent levels of
organization (e.g mineral characterization to sedimentary facies), (Fig. 2.2d). This method
requires the input of extensive data and sophisticated model parameters that normally is
limited for applications beyond the reservoir scale. The ineﬀective modeling of details
from the previous method can be discarded by lower level relationships that can decrease
the data requirements and/or simulation runs if this can be justiﬁed by the problem
context (Fig. 2.2e). The derived parameters from Fig. 2.2e can also be used as input for
higher-level models. These pre-derived relationships can lower simulation runs, but are
not robust for complex interactions or feedback mechanisms. The last method, aggregate
models or integrate models into higher level (more generalized) models in multiple steps
(Fig. 2.2f). Such method is depending on the skills of the modeler as structure and details
are integrated and depend on the objectives of the model and the understanding of the
system under investigation. To avoid unnecessary details, the components or processes
that determine the higher-level systems behavior must be understood and modelled in
adequate and consistent details. The SBED modelling approach uses elements from both
method d and f for modelling the upcaling of permeability in three dimensions.
The selection of upscaling method to be applied on a dataset for obtaining precise
and accurate results is not self-explanatory as the method implemented depends on the
research question, the behavior of the system, understanding of this behavior including
underlying processes, mechanisms and their interactions. Still, the most important factor
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is the availability of data that can explain a certain response at a given scale as this is the
main component from where models are calculated (Ewert et al., 2006).
Nordahl and Ringrose (2008) identiﬁed multiple representative scales for measuring
vertical and horizontal permeability that can be incorporated in reservoir modelling for
optimal hydrocarbon production strategies. By using their approach for upscaling ef-
fective reservoir parameters from bedform scale to lithofacies scale, they identiﬁed the
importance of decomposing the permeability measurements into horizontal and vertical
directions important for reservoir characterization. The SBED software used in their study,
incorporating ﬁne-scale geological details and upscaled eﬀective properties from lamina to
reservoir scales by a process-oriented methodology, has previously shown its capabilities
in upscaling across several levels of generalization (Nordahl, 2004; Nordahl et al., 2005;
Jackson et al., 2005).
Some approaches have tried to couple models from diﬀerent levels of generalization
ranging from e.g grain composition to lithofacies, where the input data and model pa-
rameter requirements are high and their availability often limited for application across
multiple regions (Corbett et al., 1998). The underlying variability in response functions
and integrated models has shown to be of vital importance, when upscaling a dataset from
one discipline to be included in analysis at a higher level from other disciplines, such as
the integration of geological and geophysical data (Schatzinger and Jordan, 1999). This
includes how property variability can be upscaled into lower resolution without creating
bias in the representative value of the upscaled property (Webster et al., 2006).
The approach of Nordahl and Ringrose (2008) followed the representative element vol-
ume (REV) concept and is profoundly dependent on the characteristics of the phenomenon
analyzed as well as the representative scale from where observations are recorded (Nordahl,
2004). This concept has been further developed since its introduction and has wide appli-
cability (Keogh et al., 2007).
In the literature, several methods have been published to identify and evaluate small
scale heterogeneities ranging from how populations are measured (e.g Griﬃths, 1988) to
upscaling techniques important for incorporating the signiﬁcant small scale heterogeneities
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into higher levels of generalization (e.g Ringrose, 2008). In the following, four separate case
studies are presented to illustrate the importance of knowing small scale heterogeneities
related to geologic phenomena and how these can be used in the ”pore-to-ﬁeld” scale
modelling approach. By extending the conclusions of Nordahl and Ringrose (2008) which
indicated the need to evaluate representative scales related to geological heterogeneity,
the subsequent sections give study examples of how the REV concept can be applied to
ensure reproducible and reliable results at the reservoir scale. The driving force behind
the studies presented stem from the great industrial importance of being able to predict
the eﬀect of small scale heterogeneities upon reservoir ﬂuid ﬂow.
2.2 A comparison of unstructured and structured principal
component analysis and their interpretation
The quantiﬁcation of heterogeneity in sandstone reservoirs is often challenging as the
magnitude and type of geological heterogeneities are normally not known beforehand
(Schatzinger and Jordan, 1999). In reservoir characterization, often very few wells are
available to obtain representative reservoir parameters that are important for well plan-
ning and exploitation of the reservoir. Core samples are assumed to be the best for the
identiﬁcation of heterogeneity in reservoirs and for deﬁning eﬀective parameters for ﬂuid
ﬂow (porosity and permeability) as both direct measurements (e.g thin section analysis
and porosity and permeability tests) and indirect measurements (e.g rock physics that
among others can estimate pressure and share velocities and bulk and share modulus) can
be performed to characterize reservoir parameters. However, a complete core of the en-
tire well section is rarely available, due to intervals of no interest for exploration and that
coring increase the drilling time and costs. Wireline logs, on the other hand, give measure-
ments of the entire well and are quite inexpensive compared to core samples. Wireline log
responses give quantitative recordings that can be used for fast interpretation of intra-well
characterization as well as for lateral correlation between wells (Doveton, 1994).
Each wireline log response represents one or more speciﬁc rock properties (e.g. density,
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radioactivity, porosity), where several of these responses are needed to express the litho-
facies characteristics of a given sample interval. Manual methods for characterization of
such responses into lithofacies groups are often slow, highly labor-intensive, inconsistent
and expensive (Doveton, 1994). Although several automatic methods have been developed
to indicate both intra-well and inter-well correlations, human interaction is still needed
to omit correlations that are not related to geological processes (Doveton, 1994). One of
the most applied techniques for studying dependencies is multivariate data analysis (e.g
principal component analysis, PCA) can visualize the data in a more comprehensive way
than by visual inspection of raw data cross plots and thereby ease the interpretation of
heterogeneity (Davis, 2002).
One goal of PCA is to reduce the dimensions of a speciﬁc dataset without losing infor-
mation. Linear combinations of the original variables created through PCA can deﬁne a
smaller set of variables that successively extract the maximum variability (Jolliﬀe, 2002).
Another goal can be to seek the most representative multidimensional structure according
to a given problem. This implies seeking an appropriate variance-covariance matrix as
input to the PCA. The general objectives may therefore be twofold; data reduction and
interpretation (Davis, 2002). In wireline log characterization, the challenge when apply-
ing PCA is to isolate speciﬁc process signatures, expressed by the principal component
(PC) loadings that mimic geologic processes. These geologic processes can be, among oth-
ers, depositional features explaining vertical sandstone successions or, transformed into
a reservoir characterization context, explaining eﬀective porosity or permeability varia-
tion. Multivariate analysis, in particular PCA, has traditionally been applied under the
assumption that the ﬁrst PC is the most important one and that it can separate diﬀer-
ent lithofacies types (Moline and Bahr, 1995; Scheerens et al., 1995; Yang et al., 2006).
Without considering the diﬀerential selection of input variables or the selection of a spe-
ciﬁc study interval expressing the given research aims, such research is of limited value as
the ﬁrst principal component will be randomly data dependent explaining the major vari-
ability without considering the relevance of the PC loadings that makes up the weighting
mechanism for generating the PC responses (scores). It is of crucial importance for ob-
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Figure 2.3: Five wireline logs (gamma ray, neutron porosity, density, resistivity and sonic) that
show a clear indication of vertical heterogeneity form the basis for the multivariate analysis. The
lithofacies log derived from interpretation of cm scale core samples and the original wireline logs
has the following notation: (1) sand, (2) shale, (3) coal and (4) cemented layers.
taining interpretable results to exclude outliers that can mislead interpretation and results
due to the inclusion of correlation between geologic process variables.
The following case presents the main ﬁndings in Brandsegg et al. (2010) (Appendix A)
where PCA is used in a non-standard form including both an unstructured and structured
approach for the characterization of ﬂuviodeltaic reservoir heterogeneity from inferred
wireline logs. The beneﬁts of using a modiﬁed structured PCA approach to decompose
petrophysical wireline log responses reﬂecting diﬀerent orders of variability is emphazised.
From a well in the Norwegian Sea, indirect measurements of ﬁve wireline log responses
are used to demonstrate the importance of deﬁning diﬀerent populations that portray
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small scale heterogeneities (Fig. 2.3). The wireline logs are taken from a speciﬁc geologic
formation, the ﬂuviodeltaic Upper Triassic to Lower Jurassic A˚re Fm. (Dalland et al.,
1988) and PCA is introduced to evaluate the joint information from the ﬁve wireline log
responses (gamma ray, neutron porosity, bulk density, resistivity and sonic log). Princi-
pal components (PC) are used to identify independent correlations that can be related to
speciﬁc geologic processes. PCA has the potential to show relationships not previously
suspected, and thereby uncover ﬂuviodeltaic associations that are not readily seen from
the initial wireline log responses. The lithofacies classiﬁcation used corresponds to the
deﬁnition presented by Serra and Abbott (1982), where lithofacies is deﬁned as a charac-
terization of collective associations of wireline log responses that are linked with geological
attributes. Two lithofacies types, representative of two diﬀerent processes are used. The
ﬁrst process is associated with the deposition of rock types (sandstone, shale, coal and
cemented layers), whereas the second lithofacies classiﬁcation is adopted from Kjærefjord
(1999) expressing the depositional environment of the A˚re Fm. (ﬂuvial channel, ﬂoodplain
ﬁnes, sandy bay-ﬁll and muddy bay-ﬁll).
In PCA, the data can be standardized values or not. Whereas a PCA using non-
standardized values is based upon the covariance matrix, a PCA in which the values
are divided by the standard deviation is based upon the correlation matrix. This study
follows the recommendations of Davis (2002), who stated that a correlation matrix is most
appropriate when analyzing variables that are measured and expressed by diﬀerent units.
A two step methodology is applied to identify and interpret both gross and intra litho-
logical variations. The ﬁrst step seeks to identify the gross variations. Univariate analysis
is performed in a preprocessing mode to interpret the shape of the individual frequency
distributions, where the most prominent populations of log responses can be revealed by
probability plots (Stanley and Sinclair, 1988). Polymodality within the ﬁve wireline log
distributions might be caused by processes expressed by speciﬁc variations within the
diﬀerent lithofacies types. The number of modes or populations is determined by the
selection of inﬂection points for each of the probability plots (Stanley and Sinclair, 1988),
where the calculated percent overlap between each population indicates the separation
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between each population.
Subsequent multivariate analysis is structured according to the univariate analysis
results. Eigenvectors representing orthogonal directions in space permit the viewing of
data from a variety of perspectives (Davis, 2002). In this case study (Appendix A), the
modiﬁed structured PCA approach is not applied to reduce the dimensionality of the data,
but rather to work on subsets of the wireline log. These subsets only include those samples
in the correlation matrix that capture particular heterogeneity eﬀects related to speciﬁc
lithological units. Two calculations are performed, ﬁrstly, a total unstructured analysis
of all well records from all wireline log variables and, secondly, a structured subset of
separate well records according to the lithofacies classiﬁcation given in Hammer et al.
(2010). Four lithofacies classiﬁed rock types are identiﬁed within the total wireline log
interval based upon core analysis and wireline log responses; sandstone (ss), shale (sh),
coal (co) and cemented layers (cc). The loadings from these structured subsets are used
to calculate PC scores that can be used to extrapolate a speciﬁc lithological signature
to the totality of the well records. The signatures of both the univariate and the two
multivariate approaches are compared with each other to identify both similarities and
diﬀerences. These results are visualized by interpreting the PC loadings in table form
and as star diagrams (Wegman, 1990), whereas the univariate results and PC scores are
displayed as probability plots (Davis, 2002) and crossplots.
The univariate analysis identiﬁed several populations within each of the wireline log
responses. The most signiﬁcant populations were identiﬁed, such as the populations of
radioactive enriched samples in the GR variable, cemented samples in the RHOB variable
and in the coal component of the NPHI variable (Fig. 2.4). The identiﬁcation of the most
prominent variability in the data outlined large diﬀerence in the measurement wireline log
response magnitudes ranging from neutron porosity, NPHI, (0-1) to gamma-ray, GR, (1 -
300). Such large diﬀerences in response magnitudes and the skewness of the distributions
would impose an unequally weighting of the diﬀerent responses if a standardization of
each of the ﬁve wireline logs was not performed to ensure equal weights for the wireline
log responses. The standardization procedure applied to all variables is consisted in the
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Figure 2.4: The cumulative probability plots, represented by four of ﬁve wireline responses,
indicate polymodal distribution. The mean and standard deviations for each distribution are
speciﬁed including the percentile of the total records within each population. The red circles specify
the inﬂection point between two populations and the lines crossing the cumulative distribution
indicate the average value for each population.
subtracting for each record variable mean from the measurement value followed by a
division by the standard deviation.
The ﬁrst PCA, performed on all samples of the studied interval as one population,
named unstructured PCA by Stanley and Sinclair (1988), outlined the major lithological
contrast between sand and shale. However, the interpretation of speciﬁc PCs in terms of
discovering speciﬁc geologic processes was found to be intricate due to non-speciﬁc loadings
representing interacting geological processes. Despite this, the unstructured PCA crossplot
of the ﬁrst two unstructured PCs still permits a more precise separation of the lithological
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units than can be obtained from the crossplot of the NPHI and RHOB wireline logs (Fig.
2.5).
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Figure 2.5: Analysis of the unstructured PCA. Polymodal distributions are indicated for the two
ﬁrst PCs. For visualization purposes only every ﬁfth point is plotted in the crossplots. (a) TPC1
has 4 populations, where the B and C populations comprise 94% of the records. (b) TPC2 also
indicates four populations. (c) The TPC1-TPC2 crossplot illustrates that the TPC1 could not
resolve all the major lithofacies variations as the sand-shale variations are discriminated only by
the TPC2. (d) The crossplot of RHOB and NPHI wireline log variables has less discriminating
power than the TPC1-TPC2 crossplot. In the crossplots, only every twentieth record is displayed.
As a supplement to this standard approach, each of the lithofacies are calculated
separately to explain within lithofacies variations without the interference by the other
lithofacies responses. Stanley and Sinclair (1988) introduced the term structured PCA for
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the analysis using a speciﬁc subset of variables in a geochemical survey in order to better
outline mineralized zones. Their results showed that the PCA using all the elements that
were related to rock forming minerals outlined the major lithological units, whereas the
mineralization was not delineated due to variations dominantly reﬂecting lithological con-
trasts. Diﬀerent modes in the polymodally distributed variables related to trace elements
from a mineralization could be identiﬁed and was used to select the variable that should
be included structural approach pin-pointing the mineralized zones. This interpretational
philosophy is extended to wireline log interpretation with some important modiﬁcations.
Where Stanley and Sinclair (1988) selected a subset of the variables to characterize min-
eralized zones separately in a R-mode fashion, this study is not reducing the variables,
but splits the sample points into four categories from where the structured analysis in
a Q-mode fashion is executed. This results in an unbiased version of the within lithofa-
cies variations, that can be expressed by the probability plots of each of the ﬁve separate
lithofacies as well as separate binary cross plots that can identify speciﬁc within lithology
contrast. All principal components outlined polymodal populations indicating diﬀerent
within lithofacies contrasts (Fig. 5 in Appendix A).
The interpretation of these polymodal populations clearly indicates the importance
of interpreting the principal component loadings from where the principal component
scores are calculated. Subsequently, the individual lithofacies crossplots of the two ﬁrst
principal components illustrate how the diﬀerent principal component loadings aﬀect the
distribution within each speciﬁc lithofacies (Fig. 2.6). The PC crossplot of the sandstone
records can outline coal, GR enriched and shale inﬂuence records that was not evident
in the unstructured analysis. The crossplot of the shale lithological units indicate that
PC1 sh separate sand-shale variations and the low PC2 sh scores outline coal inﬂuenced
shale. Through extrapolation of the speciﬁc lithofacies PCs by calculating the speciﬁc
lithofacies loadings to all wireline records, all wireline records are visualized by the speciﬁc
lithofacies signatures.
The diﬀerence in loading values (Table 2 in Appendix A), including their ability to
explain the total data variability, is distinct when comparing unstructured PCA and the
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Figure 2.6: Crossplots of the ﬁrst two PCs of the (a) sandstone and (c) shale lithological units,
including crossplots where the loadings of each speciﬁc lithological unit are applied to the entire
study interval (b and d) to illustrate the diﬀerence between the structured PCAs. In (a and c)
only every tenth record is displayed, whereas (b and d) display every twentieth record.
four separate structured PCAs (Fig. 2.7). The bar plot shows that the ﬁrst two PCs of
the unstructured PCA explain less of the total variability than the structural PCAs. This
implies that unstructured PCA uses a correlation matrix that has less strong correlations
due to a larger part of heterogeneity from inter-lithological variations. The star diagrams
and Chernoﬀ faces show that the PC1 ss has about identical loadings as TPC2. This
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Figure 2.7: Separate plots displaying and comparing unstructured and structured PCA loadings
and their magnitude of variability. (a) The bar plot explains the total variability of each PC
both for unstructured and structured PCA. (b) The star diagrams (Wegman, 1990) show that
each PC loading has its own speciﬁc signature that can be compared to other loadings. The most
prominent loadings are easily identiﬁed by their high negative or positive values conﬁrming that
similar loadings have diﬀerent PC rank. Zero loading is plotted at the dotted line and high negative
loading is at the center point. The dotted line of the diagram is where PC loadings are zero. (c)
Another visualization of the PC loadings is Chernoﬀ faces (Chernoﬀ, 1973), which use faces to
display ﬁve variables in one plot; GR - height of face, RHOB - width of face, NPHI - shape of face,
RT - height of mouth, DT - width of mouth.
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indicates that TPC2 represents the residual sandstone variability due to internal sandstone
variations after the major lithofacies variability has been removed by TPC1. The similarity
between PC2 ss and TPC1 shows that the residual variability once the intra-lithological
sand variability is removed contains much of the same heterogeneity as shown in the
totality of the well records. This indicates a sort of fractal behaviour (deﬁnition see
Emerson et al. (2005)) of the lithological mix at the A˚re Fm. scale (300m) and the scale
of the combined sandstone layers (130m).
The comparison of the unstructured and structured PCA scores, expressed by the per-
cent overlap of populations, identiﬁed some signiﬁcant results: While the unstructured
PCA shows an increase in population overlap with increasing PCs, the structured PCA
has an opposite trend. The unstructured PCA has little overlap between populations
as it incorporates all data samples including the end-members. It therefore explains the
interpopulation variability with only limited variability remains to explain the intra vari-
ability. The structured PCA on the other hand expands the intra-population variability
in the respective lithofacies units without interference from other lithofacies variations.
This permits to break the apparent uniform unstructured population into sub-populations
reﬂecting local petrophysical contrasts related to speciﬁc lithofacies units. Through com-
parison of unstructured and structured PCA by displaying probability plots and binary
cross plots of the PC scores as well as table analysis, spider diagrams and Chernoﬀ faces of
the PC loadings, this intensive evaluation has increased the knowledge of the importance
of understanding the input data prior to multivariate analysis. It has also identiﬁed how
within population contrasts can be identiﬁed by stepping down one level of organization
from analyzing gross lithofacies type to analyze the inherent variability within speciﬁc
lithofacies types.
In contrast to the initial study performed by separating the samples into four lithofa-
cies types derived from rock types, a second lithofacies characterization explaining depo-
sitional features, ﬂuvial channel (FCH), ﬂood plain ﬁnes (FF), sandy bay-ﬁll (SBF) and
muddy bay-ﬁll (MBF) was applied. The two major principal component scores of the
sandstone lithofacies, plotted with the labelling of the new lithofacies grouping, showed
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Figure 2.8: Comparison of initial wireline logs, NPHI and RHOB, and the two ﬁrst PC scores,
PC1 ss and PC2 ss, calculated by the structured sandstone intervals with a lithofacies types clas-
siﬁed according to Hammer et al. (2010). There is more distinct separation between the ﬂuvial
channel (FCH) and sandy bay-ﬁll (SBF) when structured PCA is applied. Only every tenth record
is displayed.
a more distinct separation between FCH, SBF and MBF than the initial RHOB-NPHI
crossplot (Fig. 2.8). This conﬁrms the expectations of using the structured PCA of sand-
stone grouping to accentuate the variations within sandstone depositional features. The
structured PCA crossplot is therefore superior to the initial wireline log responses when
focusing on speciﬁc variations within a speciﬁc depositional setting. The calculations and
graphical visualization of data using loadings expressing variations in the sandstone pop-
ulation has enhanced the diﬀerentiation between the diﬀerent depositional environments
without interfering with the other speciﬁc lithologies, such as coal and cement inﬂuenced
intervals.
Capturing small scale heterogeneities in a reservoir by indirect measurements, such
as wireline logs, are shown not to be straight forward. In terms of scale, taking into
considerations the petrophysical responses and their sampling rate and inﬂuence distance,
are all important when correlating direct measurements of core samples. In this study,
the 15 cm sample rate of measurement scale contained suﬃcient details to express within
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lithology contrasts.
These results show the importance of the pre-processing of the data before input to
multivariate statistical analysis. Cumulative probability plots of each wireline log allowed
the identiﬁcation of polymodality that in most cases represented speciﬁc lithological pop-
ulations.
This study has shown that there is a vast potential to apply separate loadings derived
from structured PCA for expressing speciﬁc lithological contrast, both between and within
lithofacies units, to other locations with similar geologic setting and/or deposition envi-
ronment. This result contradicts the work of those who blindly deﬁnes the ﬁrst PC as the
most important one, as the selection of study interval is crucial for the exclusion of unde-
sirable signiﬁcant end-members. The analysis of speciﬁc lithologies and their decomposed
wireline log signatures can express underlying geologic processes that often are classiﬁed
as noise. The comparison of the unstructured and structured PCA loadings and their ex-
plained variability permits a detailed understanding of the relationship between geologic
processes and the PC loadings and scores. By recalling the REV conceptual sketch (Fig.
1.4), this study is related to lithofacies, whereas the underlying processes are related to
the lamina level. The structured sandstone PCA showed evidence to express underlying
processes not seen when using univariate analysis or the unstructured PCA approaches.
This study coincides with the REV concept as the unstructured PCA identiﬁed repre-
sentative values for each of the lithofacies types. At the same time the structured PCA
extracts representative values for the underlying variability of the given lithofacies types
at lamina level.
This study has opened for a more detailed understanding of the PC loadings and their
importance for indicating signatures that can express speciﬁc lithological processes. It is
of crucial importance to understand the input variables, its measurement and operational
scale and how these parameters can be applied for achieving representative values that can
increase the correlation of wireline log responses to diﬀerent rock types and/or upscaled to
speciﬁc depositional environments. However, more work need to be performed in lithofacies
classiﬁcation, in the lithofacies type identiﬁcation of the representative parameter values,
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how this is related to the geological processes forming these lithofacies types and how all
these interacts with the change in measurement and operational scales.
2.3 Reﬁned lithological description through structured mul-
tivariate analysis
In reservoir characterization, the interpretation of wireline logs for deﬁning lithology types
and investigating lithological variability is challenging (Schatzinger and Jordan, 1999):
Wireline log responses are indirect measurements and various log responses are needed
to portray special lithological signatures. Generally, the wireline log responses can been
decomposed into three diﬀerent types; gross lithology contrasts, within lithology contrast
and noise. The relative magnitude of these types of contrasts is strongly dependent on the
geological variations on one side and how the well was drilled and the quality of the wire-
line log responses on the other side (Shelly, 1998). The geologic variations aﬀecting the
petrophysical wireline log signatures can among others be a result of grain-size variation,
grain sorting and grain orientation (Martinius et al., 2005). Small scale heterogeneities
within speciﬁc lithological units, whose contrasts are minor compared to gross litholog-
ical contrasts, can be of great importance as input to reservoir modeling for explaining
eﬀective reservoir properties (Nordahl and Ringrose, 2008). The magnitude of noise com-
pared to the within lithological variations depends on the geologic heterogeneity and the
quality of the wireline log responses. Even though, numerous attempts to isolate diﬀer-
ent geologic variations and noise have been tried, no published method have completely
separated these contrasts and evaluated them against core sample studies. E.g. the study
of Moline and Bahr (1995) used PCA as a pre-processing tool before lithofacies clustering
and concluded that the use of PCA reduced dimensionality of the wireline log space and
increased the separation between gross lithology eﬀects for facies clustering. However,
their study did not consider if the remaining PCs explained small scale geologic variations
or noise.
Other previous studies of wireline logs have outlined capabilities to invert principal
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component scores to rescaled versions of the initial wireline log responses. Doveton (1994)
showed how a PCA model can invert the ﬁrst principal component into a speciﬁc wireline
log response, exempliﬁed by the gamma-ray (GR) log, by computation of Eq. 2.2,
Gi = u11z1i (2.2)
where Gi is the ﬁrst principal component estimate of the gamma ray reading of the
i-th sample, the u11 coeﬃcient is the loading of the ﬁrst principal component with respect
to the GR log, and z1i value is the ﬁrst principal component score for the i-th zone. As
the principal components were computed from the correlation matrix, the reconstructed
logs are in units of standard deviation with an origin at the mean. Therefore the rescaled
GR in API units can be calculate by
Gi = u11z1is + G¯ (2.3)
where G¯ is the mean and s is the standard deviation of the original GR log (Doveton,
1994). The residual value that represents the combined contribution of the remaining
principal components, expressing both minor geologic variations and noise, can then be
calculated by subtraction of the rescaled GR based on the ﬁrst principal component from
the initial GR response.
Despite several studies have indicated the advantages of using only the ﬁrst principal
component for lithofacies classiﬁcation while the remaining components are neglected (e.g
Moline and Bahr, 1995; Elek, 1990; Lim, 2003), other study results, such as Zhang et al.
(2007), successfully showed the importance of evaluation of the speciﬁc principal compo-
nents by applying minor PCA variability to detect hydrocarbon bearing sands on satellite
images. Still, this procedure has not yet been adopted to wireline logs or litho-classiﬁcation
in general.
Following the ﬁndings in the previous section (Section 2.2), where speciﬁc lithofacies
analysis were found to be essential for indicating small scale heterogeneities, the present
study evaluates the performance of two separate multivariate techniques for the charac-
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terization of ﬂuviodeltaic reservoir heterogeneity from wireline logs (Appendix B). The
beneﬁts of using structured PCA approach in conjunction with the Eckart-Young theorem
(Eckart and Young, 1936) demonstrates how petrophysical wireline logs can be decom-
posed into diﬀerent orders of variability and diﬀerentially interpreted to provide additional
insight into ﬂuviodeltaic heterogeneity. This study also emphasizes how the second, third
and subsequent PCs, previously often classiﬁed as noise, contain information of small scale
heterogeneities that can be important for e.g. deﬁning representative eﬀective parameter
values in reservoir characterization. It is further shown that standardized PC scores, by
the use of Eckart-Young theorem can be decomposed into signatures expressed by the
initial wireline log units. The PC loadings expressing a reﬁned lithological ﬁngerprint can
be used to portray separate processes that inﬂuences porosity e.g. grain size, sorting and
packing. The interpretation and use of these loadings will uncover additional information
from the initial wireline log responses.
A case study, analyzing a ﬂuviodeltaic section of the Late Triassic - Early Jurassic
A˚re Fm. (Dalland et al., 1988) from a well in the Norwegian Sea, oﬀshore mid-Norway,
was carried out. This well section (Fig. 2.9) has previous been classiﬁed into the follow-
ing four lithofacies groups that have been separately evaluated (Brandsegg et al., 2010):
Sandstone, shale, coal and cemented inﬂuenced lithofacies types. In the present study,
structured PCA of the sandstone lithofacies group is compared with structured PCAs of
two 10m subsections (zone 1 and 2), interpreted to be two pointbar successions. The
results are correlated with core interpretation that is documented with core photos.
As Doveton (1994)’s study used the mean and standard deviation for calculating
rescaled versions of a wireline log response, the present study uses the Eckart-Young the-
orem to decompose the speciﬁc wireline log responses into wireline log responses related
to each of the calculated principal components. Further these principal components can
be back-calculated to portray their individual contribution to each of the initial wireline
log measurements.
Prior to applying the Eckart-Young theorem, an intensive evaluation of structured
PCAs are performed to investigate how the PC loadings are inﬂuenced by changing the
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Figure 2.9: Five wireline logs (gamma ray, neutron porosity, density, resistivity and sonic) that
show a clear indication of vertical heterogeneity form the basis for the multivariate analysis. The
lithofacies log derived from interpretation of cm scale core samples and the original wireline logs
has the following notation: (1) sand; (2) shale, (3) coal and (4) cemented layers.
focus from one sandstone interval (Zone 1, z1) to another (z2) as well as a composite
sandstone representing the sum of all sandstone intervals. The remarkable stability of the
loading from each of these subsets of data indicates the intrinsic sandstone ﬁngerprint of
these heterolithic sandstones interpreted to be point bars (Brandsegg et al., 2008, 2010).
The results of the pre-processing study is illustrated by spider diagrams and the PCs in-
dependent signature is summarized in table form outlining the dominant and opposing
wireline variables that express diﬀerent lithological variations within the sandstone litho-
facies type that may be linked to speciﬁc depositional processes (Tab. 3 in Appendix B).
These PC loadings are used as input to the Eckart-Young theorem for back-transforming
standardized PC scores into the original wireline log unit responses .
The Eckart-Young theorem is the cornerstone of several multivariate techniques (Davis,
2002). The theorem expresses the interrelationship between a data matrix and the eigen-
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values and eigenvectors of the correlation matrix. It states that any real matrix, X, can
be decomposed into two orthogonal matrices, V and U , and a matrix, Λ, containing the
square rot of the non-zero singular values, λ, where the positive elements are along the
diagonal and oﬀ-diagonal elements equal to zero (Davis, 2002). That is,
X = V ΛUT (2.4)
where Λ is deﬁned as
Λ = I
√
λ (2.5)
where I is the identity matrix. The initial wireline log responses are placed as column
vectors into an n×m matrix, X, where n is the number of samples in each wireline log and
m is the number of wireline logs. The ﬁrst step is to compute the V and U matrices using
the standardized wireline log variables. The columns of the n ×m orthogonal matrix V
and the m×m orthogonal matrix U contain the eigenvectors associated with eigenvalues
of the major and minor product matrix of X, respectively. Λ is an m×m diagonal matrix
containing the square root of the eigenvalues, λ1 ≥ λ2 ≥ λ3 ≥ λ4 ≥ λ5. This use of
eigenvalues are possible as the initial matrix, X, has zero empirical mean. The matrix Λ
can be decomposed such that
5∑
i=1
ΛiIij (2.6)
where Λ is the 5× 5 identity matrix, I is the Kronecker delta function, j = 1, 2,. . . , 5
and i = 1,2,. . . ,5. By performing this decomposition and then recalculate the X matrix for
each eigenvalue, ﬁve separate signatures for each of the wireline logs are produced related
to the ﬁve eigenvalues of the matrix X. Each of the ﬁve separate versions of the original
data set contains isolated ﬁrst to ﬁfth order eﬀects which when summed together equal
the original. The procedure above can be used in a total mode, where the entire wireline
log is used to calculate the correlation matrix or in a structured mode where speciﬁc
intervals of the wireline log can be selected to focus on speciﬁc lithological variability or
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a particular type of samples within the study interval. The use of total or structured
mode will normally result in some degree of diﬀerence in weights illustrating the inherent
variability within these samples. The wireline log samples of the structured mode are
placed as column vectors into an s×m matrix, Xsection, where s is the number of samples
in each wireline log section and m is the number of wireline logs. The section of the X
matrix is deﬁned as
Xsection = VsectionΛsectionU
T
section (2.7)
where the notations are similar to Eq. 2.4. The weights from this speciﬁc section can
be applied to the entire wireline log, X, mimicking the speciﬁc sectional variations. The
reﬁned decomposition of the entire wireline log can be deﬁned as
Xrefined = VrefinedΛsectionU
T
section (2.8)
where Vrefined is similar to the Eckart-Young theorem deﬁning V = XUΛ
−1 that in
this case can be written as
Vrefined = XUsectionΛ
−1
section (2.9)
where X is the initial wireline log responses. Vrefined is now the new decomposed
wireline log mimicking the ﬁve signatures of the selected interval.
Further is the isolated ﬁrst to ﬁfth order eﬀects of each wireline response scaled to show
the percentile contribution of each eﬀect on the wireline response. The direction of the
speciﬁc eigenvectors is undetermined and can therefore be changed to suit the problem at
hand. This makes it possible to ensure that the loadings of a speciﬁc wireline variable are
positive. The positive loadings for this variable make it possible to calculate the percentile
contribution of each of the ﬁrst to ﬁfth order PCs for this speciﬁc wireline variable. The
individual contribution can represent inherent petrophysical variations that are intricate
and may not be perceived by core inspection or the original wireline log.
2.3. REFINED LITHOLOGICAL DESCRIPTION 51
The results of the structured PCAs, prior to applying Eckart-Young theorem, indicate
that the ﬁrst principal components of all three analyses (sandstone lithofacies and the
two point bar successions) have close to identical signatures, whereas the remaining PCs
have diﬀerent loadings according to their rank of variability (Fig. 2.10). A more detailed
comparison between the sandstone lithofacies and the two point bar successions are given
in Appendix B.
The decomposed NPHI wireline log (Figure 2.11) calculated over the 10m ﬂuviodeltaic
section (zone 2) provides a clear example of the existence of diﬀerent small scale heterolithic
lithology eﬀects. These lithology eﬀects could be veriﬁed by core interpretation and core
photos of the point bar sequence and indicated the presence of sandstone including coal
fragments in the upper part, succeeded by shale. The separate decomposed NPHI variables
can also be expressed as a ratio. E.g. the NPHI [%] indicates the percent contribution
for each of the ﬁve decomposed NPHI variables relative to the total NPHI at that speciﬁc
depth interval. The PC4 contributing only about 1% of the total variability is of particular
interest as the NPHI scores (expressed as % contribution to the total NPHI) outlines three
sandstone successions, possibly cyclic, within the point bar. These successions have been
interpreted to reﬂect change in sand transport rate. In addition, the analysis permits to
identify two thin coal layers not detectable from the initial wireline response.
As a supplement to the 10m point bar sequence, a crossplot of the individual de-
composed NPHI variables and the initial RHOB variable expressing isolated eﬀects and
that it is superior to the initial NPHI variable (Fig. 2.12): NPHI1 scaled express GR
enriched records, whereas the NPHI4 scaled variable indicates where the three sandstone
successions are terminating.
The results show that a mapping of contrast components by the use of PCA and Eckart-
Young theorem can be used to enhance our ability to characterize small scale reservoir
heterogeneities. Through the decomposed variables mimicking speciﬁc within-lithology
contrasts by means of percentile contribution of the initial wireline log responses, the
interpretation is suitable for non-multivariate experts as the percentile values give more
comprehensive understanding than the traditional principal component scores. The use
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Figure 2.12: The plots of Eckart-Young derived scores constructing new responses ﬁrst scaled
to show their contribution to the standardized wireline log response and secondly the percentile
contribution for each variable of each sample point. This can ease speciﬁc lithology trend interpre-
tations based upon speciﬁc decomposed wireline log variables without interpreting the traditional
PC scores.
of Eckart-Young theorem also enables to merge two or more principal components into
a combined component that explain a speciﬁc lithologic phenomena that is not possible
in a standard PCA as each principal component is independent on each other and have
independent (scaleless) scores (Fig. 2.13).
Within the present study, a change in the operational scale related to the study area was
performed. Firstly, it evaluated all the sandstone lithofacies samples, followed by two sep-
arate point bar sequence. The point bar sequences expressed similar gross variability with
deviating within lithology contains as the two point bars contained diﬀerent composition
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Figure 2.13: The plots of joined Eckart-Young derived scores constructing new responses can be
ﬁne-tuned to explain speciﬁc lithology trends.
of sand, shale and coal. These contrast in the point bars were illustrated by the deviations
from the sandstone lithofacies loadings (Table 2 and Fig.2 in Appendix B). There is also
a diﬀerence in the PC loadings between each of the point bars interpreted sections. This
is most probable related to the number of records within the PCA, counting 66 for each of
the analysis. If a more general expression of point bars are to be assessed, several intervals
with similar depositional characteristics need to be incorporated in the analysis. Based
upon this argument, when explaining within lithofacies contrast that is to be related to
depositional processes, more sample points with similar depositional history need to be
incorporated in the analysis. Here in this study, the selected sandstone lithofacies outlined
speciﬁc within lithological contrasts related to the aim of this study that was to isolate
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within lithological contrast related to eﬀective parameter value signatures. This presented
study follow the REV concept (Fig. 1.4) and the process-response concept for identifying
the appropriate scale for extracting representative responses explaining speciﬁc geologic
processes that can ultimately increase the accuracy when upscaling to overall reservoir
characteristics. The analysis of the sandstone interval has permitted to separate global
sandstone porosity values into individual porosity contributions from diﬀerent underlying
independent sedimentological processes.
The introduction of addition wireline logs, especially geochemical logging tools, esti-
mating concentrations of mineral elements by measurements from several nuclear logging
devices (Wendlandt and Bhuyan, 1990; Lofts et al., 1995), can enhance the characteriza-
tion of small scale heterogeneities and reduce the deviation between petrophysical log and
core measurements. However, if these or other tools (e.g electrical imaging methods, in-
duction logging and total gamma and spectral gamma) are to be used, an increased eﬀort
to understand the inherent variability of the new wireline log responses is needed in order
to understand the result of the application of Eckart-Young Theorem.
The results presented here hold great promise, but additional work remains in order to
explain the sedimentological processes that underlie the use of the Eckart-Young theorem.
One option is to include more variables in the analysis and a second option is to ﬁngerprint
speciﬁc PCA signatures (loadings) that are known to express speciﬁc geologic processes
that are present in heterolithic environments.
2.4 A novel workﬂow for 3D integration of geological and
geophysical heterogeneity signatures at the reservoir
scale
Following the two previous sections that identiﬁed the importance for recognition of un-
derlying processes recorded by wireline logs, this section is devoted to the inclusion of
small scale heterogeneities in a seismic reservoir characterization workﬂow from lamina to
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facies association scale (Fig. 1.4). The present study relates to reservoir characterization
where various reservoir signatures are described using all the available data at multiple
scales to generate reliable reservoir models for precise reservoir performance prediction
(Schatzinger and Jordan, 1999). The ultimate goal of seismic reservoir characterization is
to identify reservoirs, delineate them and determine the distribution of their eﬀective prop-
erties, such as porosity and permeability, and model and determine the hydrocarbon yield
of a given reservoir. The reservoir characteristics aﬀecting porosity and permeability in-
clude pore and grain size distributions, facies distribution and depositional environments.
During ﬁeld production, repeatable seismic is often performed to monitor the production
and to delineate undrained areas where additional production wells need to be placed for
maximizing the recoverable reserves (Brown, 2004). A typical reservoir characterization
project using seismic data and well data is subject to continuous assessment process of
mapping, calibrating and interpreting data and is often reﬁned through iterations over
each of them (Ringrose, 2008). Proper selection and application of representative infor-
mation derived from various tools contributes to the accuracy of property determinations
and to the success of the project (Keogh et al., 2007).
The most important data for describing reservoir characteristics are core data, well
logs, well test data, production data and seismic survey (Allen and Allen, 2005). Normally,
the available data for reservoir characteristics is only fragmented, e.g. core samples and
wireline logs give only cm lateral knowledge of a reservoir that are several km wide. It is
therefore essential to extract as much information from the available data and incorporate
this data for generating realistic reservoir models (Brown, 2004). Especially, wireline
log data gives valuable petrophysical information about mineralogy, texture, sedimentary
structure and ﬂuid content of the reservoir layers. By including core samples, direct
information can support the wireline log data to improve the determination of speciﬁc
reservoir properties. As the capture of small scale lateral variations are mainly limited to
the cross-comparison of wireline measurements, such reservoir properties can be integrated
with information from seismic data. Seismic data provides a more lateral investigation
that still has a shortfall of identifying small scale vertical heterogeneities beyond seismic
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resolution (Brown, 2004). A challenge is therefore to produce a geomodel incorporating
small scale heterogeneities of the eﬀective reservoir properties that can be upscaled and
related to seismic trace signatures (Keogh et al., 2007).
According to Avseth et al. (2005), rock physics can be the link between seismic data
and geology as the rock physics helps to explain reﬂection signatures by quantifying the
elastic properties of rocks and ﬂuids. This contrasts the conventional seismic interpreta-
tion that recognizes and map geologic elements and/or stratigraphic patterns from seismic
reﬂection data from where hydrocarbon prospects are deﬁned and drilled. Seismic resolu-
tion is normally characterized by a voxel size of 15-25 m (both horizontal and vertical).
From 3D seismic data, top and base of thin reservoirs can often be distinguished and in-
terpreted, whereas the internal variations within the reservoir often needs to be based on
well bore information that can capture this heterogeneity at lamina and lithofacies scale.
These intra-reservoir variations can contain internal boundaries that often are neglected in
synthetic seismic generation from wireline logs (Stovas and Landrø, 2005). Avseth et al.
(2005) indicated that geological software packages can represent very detailed geological
models, but these still have signiﬁcant uncertainty at the sub-seismic scale.
For both reservoir characterization and in general, the demand for integration of geol-
ogy and geophysical data has resulted in an intensive literature stretching from basin scale,
via reservoir characteristics and to small scale heterogeneities (e.g. Keogh et al., 2007;
Hantschel and Kauerauf, 2009). Their united aim is to incorporate geologic and geophysi-
cal heterogeneity for the characterization of eﬀective reservoir parameter values. Previous
research in sedimentary deposit modelling as well as seismic modelling (Janbu et al., 2005;
Nordahl, 2004; Stovas et al., 2004; Stovas and Landrø, 2005; Stovas et al., 2006) have iden-
tiﬁed problems related to characterize a reservoir model acute in geologically complex and
heterogeneous reservoirs.
As a contribution to reservoir characterization methodology, a novel workﬂow is in-
troduced to improve integration of geologic and geophysic data that can be used to en-
hance the importance of geology knowledge in constructing realistic reservoir models and
validate industry-standard geomodels both for hydrocarbon exploration and production
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(Appendix C). This workﬂow focus exclusively on integrating geological and geophysical
heterogeneity signatures on sub-seismic scale that are upscaled to seismic scale.
Figure 2.14: Representation of the workﬂow. The initial geomodel is based on regional 3D seismic
and wells. A composite geological analogue is created and calibrated with wellbores and relevant
geological outcrops. Hypothetical wellbores are then positioned and modelled by SBED. SBED
modelling gives output for seismic modelling, which can in turn be compared with the 3D regional
seismic cube. Hypothetical inﬁll wells and existing wells generated with SBED are constrained
with seismic data through modelling and used to update the existing geomodel.
The presented novel workﬂow is based upon improving an existing geomodeling derived
from 3D seismic, wireline logs and other sources by quantiﬁed hypothetical well at cm
scale derived from cores, wireline logs or composite analogues (Fig. 2.14). Further, these
ultra-slim one-dimensional digital hypothetical wells are used to generate synthetic seismic
traces which are later correlated to the existing 3D seismic. By introducing hypothetical
wells in undrilled areas, diﬀerent depositional scenarios can be tested in relation to the
existing 3D seismic and an updated geomodel reﬂecting all available data is achieved.
From the latter analysis, geologists can verify if a given hypothetical well corresponds to
relevant facies from borehole data, outcrop analogues or imaginary wells, through quality
control of the petrophysical parameters. The hypothetical well bores, introduced to test
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diﬀerent reservoir depositional scenarios, are evaluated in relation to a given seismic trace
at the speciﬁc hypothetical well site that enables to quantify which estimated depositional
scenario is the most plausible.
SBED Domain
Bed/Bed Set Lamina Set Lamina/Rock Type
(m scale) (cm-m scale) (mm-cm scale) 
Outcrop - Cross Bedding Core Core - Fine Lamina
Figure 2.15: The SBED domain operates from lamina rock type (mm-cm scale), via lamina set
of cm-m scale to bed sets of m scale (Geomodeling, 2006). These scales can be correlatable with
the representative element volume (REV) scales outline in Fig. 1.4.
To generate hypothetical wells, the SBED software (Geomodeling, 2006) from Geo-
modeling Technology Corp. are applied. This software represents the state of the art
in quantifying petrophysical properties from sedimentary complexity described by deposi-
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tional environments and is capable to quantify stratigraphic architecture of reservoirs that,
here, are used as input for seismic modeling (Nordahl et al., 2005). The SBED software is
based on manipulating sine-functions, creating surfaces representing incremental sedimen-
tation (Nordahl, 2004; Wen, 2004). The displacement of the surfaces generates a three
dimensional image mimicking bedform migration and depositional environments, which
can be used to model intrinsic properties such as porosity, permeability and net-to-gross
ratio based upon customized Gaussian distributions (Nordahl et al., 2005). This SBED
methodology generates realistic 3D lithofacies models that are able to span the geological
length scales from lamina to bedset (Fig. 2.15). This upscaling is important for obtaining
representative bedset data that are input for seismic inversion.
In this case study, a small turbiditic oﬀshore ﬁeld in the North Sea is investigated
from 1cm resolution core samples and 15cm resolution petrophysical logs. These input
parameters are used by SBED to model the geological complexity in and between existing
vertical wells. The output parameters (porosity and net-to-gross) are the key parameters
used in the following synthetic seismic modeling.
First, the methodology is tested on two vertical wells, from where two SBED deposi-
tional models are generated. At the modeling time, turbiditic depositional templates was
not available in SBED, therefore several templates was applied to generate a realistic de-
positional model. The building block for thicker turbiditic sandstones are modeled based
upon the ﬂat lying, parallel bedding SBED template. The sub-model ”no mud lamina,
thinning upwards” provided the best ﬁt form large depletive turbidity currents, which
becomes weaker with time and therefore depositing gradually ﬁner sediments like the typ-
ical normal graded beds of the Bouma sequence. The ﬂaser bedding SBED template is
selected for thin turbiditic sandstones interbedded with thin turbiditic mud. With some
modiﬁcation, this model could be adapted to represent deposition from weak turbidity
currents, producing sequences of thin sandstones (commonly with small ripples) interbed-
ded with thin (silty) mudstones. The separate ﬁne-tuned template models are further used
to generate a stacked geomodel representing the observed data.
After the diﬀerent depositional templates are selected, their parameters (bedform,
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Figure 2.16: Forward modeling scheme from quantifying reservoir sedimentology by SBED for
generating porosity and net-to-gross values, to create seismic traces by incorporating ﬂuid satura-
tion scenario, representative rock physics, elastic properties and seismic wavelet information.
migration, sand and mud petrophysical parameters) are ﬁne tuned to mimic the exact
deposition and petrophysical signature indicated by the input data. The input parameters
for the SBED modeling are predominantly given with a mean value with a possibility to
add linear trends, periodic variations or random ﬂuctuations. The former represents the
mean value of the parameters that together describe the bedform, while the latter three add
diﬀerent forms of deterministic and stochastic variability to the mean pattern. The output
from the SBED modeling is porosity, permeability (lateral and vertical) and net-to-gross
ratio at mm scale which is possible to upscale using the the incorporated SBED upscaling
routine evaluated to be precise (Nordahl and Ringrose, 2008). The upscaling technique
incorporated in SBED has successfully be incorporated in several published studies, such
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as (a) representing small-scale sedimentological heterogeneity in full-ﬁeld reservoir models
(Elfenbein et al., 2005; Ringrose et al., 2005; Scaglioni et al., 2006; Nordahl and Ringrose,
2008), (b) re-scaling well data (Nordahl et al., 2005), and (c) to evaluate two-phase ﬂow
performance (Pickup et al., 2000).
The SBED model generations of two wells, named well 1 and well 2, are used to
create input for synthetic seismic trace generation and to analysis the results with 3D
seismic trace in their given locations. The well 1 model is 80m long and consists of
37m of three cored intervals. The remaining non-cored zones are modeled from wireline
log interpretation. Deposition pattern, wireline responses and porosity for both sand
and shale intervals are used as input parameters for SBED modeling. The basic to the
understanding of SBED is that each cell represents both a compositional element, two
types of sand and mud, and a homogeneous and isotropic petrophysical property.
The seismic traces are generated from several diﬀerent input parameters (Fig. 2.16):
The porosity and net-to-gross parameters are derived from SBED modelling and the re-
maining parameters, ﬂuid saturation, representative rock physic, elastic properties and
seismic wavelets were taken from a related study of the wells (Avseth et al., 2001).
Seismic interpretation, matching of well log-data with seismic data and seismic mod-
eling requires relating measurements of wave velocities at a scale of tens of meters with
measurements of velocities at a scale of centimeters. As stated above, borehole logs can
capture sedimentary layering on all length scales down to a few centimeters. Whereas
thick layer models use blocking and ray tracing procedures assuming no internal multi-
ples, thin layer models are more realistic for, among others, deep water turbiditic deposits
as they includes stacking of thin sediment layers. By using a matrix propagator method
that includes multiples and having frequency dependent AVO responses, thin layer mod-
els need no preliminary interpretation and blocking (Stovas and Landrø, 2005). Previous
studies have indicated that wave propagating through ﬁnely layered medium, such as cm
thick turbiditic layers, is dispersed and attenuated (O’Doherty. and Anstey, 1971) and
that the limit of inﬁnite wavelengths in ﬁnely layered media can be regarded as an ef-
fective homogeneous medium (Backus, 1962). The wave propagation velocity depends
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strongly on the ratio λ/d of the dominant wavelength to the typical layer thickness. When
the wavelength is large compared to the layer thickness, the wave velocity is given by
an average of the properties of the individual layers (Backus, 1962) and waves behave as
if propagating in an eﬀective anisotropic homogeneous medium. Based upon these ar-
guments, Stovas and Ursin (2001) outlined a methodology for the purpose of generating
synthetic seismic based on only the velocity from the Backus averaging technique in terms
of reﬂection coeﬃcients. A more detailed geophysical explanation of the seismic trace
generation are expresses in e.g Stovas and Ursin (2001); Ursin and Stovas (2002); Stovas
(2002); Stovas and Landrø (2005).
Synthetic seismic traces of well 1 and 2 were derived from both SBED and wireline
responses (Fig. 2.17). From the wireline response P and S waves including density were
used to generate synthetic seismic traces. The correlation of these synthetic seismic re-
sponses to seismic are performed by a moving-window approach and a higher correlation is
indicated by the synthetic seismic responses based upon SBED models than the synthetic
seismic based solely on wireline derived responses.
To infer the heterogeneity in areas between wells, two diﬀerent scenarios are con-
structed as input to the SBED modelling. These scenarios are based upon a superposition
of turbiditic reservoir analogues and nearby well information, where Model 1 is assuming
thick homogeneous turbiditic sands interbedded with thin shales, the Model 2 has a vary-
ing sand thickness assuming change in distance to feeder channel and general sand inﬂux.
Separate synthetic seismic traces are generated from these two scenarios (Fig. 2.18). The
likelihood for the reality of these two given heterogeneity scenarios are evaluated against
the center and 8 surrounding 3D seismic traces. Only the heterogeneity within the reser-
voir has been correlated against 3D seismic as the overburden is not modelled. Model 1
displays within the reservoir interval a decrease in amplitude with depth, where model
2 displays the opposite (Fig. 2.18). Fig. 2.19 shows that the model 1 scenario has a
higher correlation coeﬃcient than model 2 and therefore represents the most plausible
heterogeneity setting of these two.
The results, based upon the presented novel workﬂow, show that core analysis and
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Figure 2.17: Synthetic seismic traces of well 1 and 2 derived from both SBED (left) and wireline
(right) responses. The correlation of these synthetic seismic responses to seismic are performed by
and indicate that the SBED results give a higher correlation than the wireline derived responses.
wireline log responses supported by the SBED software can be used to generate ultra-slim
wellbore with a resolution of 1cm corresponding to lamina / lithofacies scale (REV in
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Figure 2.18: Two separate hypothetical wells are constructed based upon nearby well information,
reservoir analogues and depositional history for generation of diﬀerent synthetic seismic traces.
Both scenarios have alternating shale and sand, where (b), model 2, have thinner sand bodies and
more shale than model (a), model 1.
Fig. 1.4), where eﬀective reservoir parameters, such as porosity and net-to-gross (NTG)
fractions, are expressed at similar scale. By including lithofacies scale rock physics, elas-
tic properties and seismic wavelets, these small scale variations can be incorporated in
generation of seismic traces. The cross correlation of 3D seismic traces and the synthetic
seismic traces can be applied to test diﬀerent deposition scenarios both at existing and
hypothetical well locations.
The advantage of this method is that very detailed layering can be modelled and syn-
thetic seismic can be generated that takes into account the inter-bedded multiples which
are of great importance in thin-layered reservoirs (Stovas and Landrø, 2005). Diﬀerent
depositional scenarios can subsequently be evaluated against 3D seismic indicating the
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Figure 2.19: Cross correlation between 3D seismic and synthetic seismic based on hypothetical
wells from two depositional scenarios; model 1 and model 2. The trace with the highest match,
model 1, is more plausible due to its correspondence to 3D seismic compared to the depositional
scenario for model 2.
probability of match. The most likely scenario can be found among several relevant com-
posite analogues. In this study the collection of appropriate parameters, both geologic and
geophysics, has been important foundation for successfully show the applicability of the
novel workﬂow. The preprocessing of geological data in relation to SBED modelling was
performed by the incorporation of how turbidity reservoirs are deposited. The reservoir
parameters related to rock physics was adopted from Avseth et al. (2001), with one value
for sand and one value for shale. These values were deﬁned as constants throughout the
study without consideration of variations within the sand and shale at lamina scale. This
presented workﬂow is incorporating several sub process-response systems to express how
small scale heterogeneity geomodels can be upscaled to an operational scale where the data
is representative for the generation of seismic responses. The results in this study corre-
sponds to the REV concept outlined in Fig. 1.4 as small scale parameter values at mm
scale are upscaled into representative parameter values at sub-seismic scale from where
synthetic seismic traces are generated to diﬀerentiate facies associations. This outlined
workﬂow and its applicability is a contribution to the pore-to-ﬁeld approach (Keogh et al.,
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2007).
A potentially further improvement of the seismic trace generation can be to link sed-
imentary micro-structures quantiﬁed by geomodel software, such as SBED, with appro-
priate rock physics models related to speciﬁc depositional scenarios. In addition to the
improvements in the preprocessing to obtain representative data, one potential direction
for further work can be to optimize the novel workﬂow by means of testing diﬀerent re-
alizations including multiple depositional scenarios and rock physics parameters. One
possibility is to modify the method of Schaaf et al. (2004), who introduced an optimiza-
tion workﬂow: Through a single objective function evaluation, reﬁnement indicators were
computed and these indicated which realizations that might improve the iterative geolog-
ical model in a signiﬁcant way. The performed workﬂow of Schaaf et al. (2004) integrated
data by a linear combination of gradually deforming a set of multimillion grid geostatistical
realizations during the optimization process, where the inversion parameters are reduced
to the number of coeﬃcients of this linear combination. However, this optimization need
to be anchored within the parameter variability deﬁned in the geomodel so that it obtain
its representativeness of the geologic understanding.
2.5 Reconstruction of heterogeneous reservoir architecture
based on diﬀerential decompaction in sequential re-burial
modelling
Whereas the previous sections have indicated the importance of spatial geologic hetero-
geneity in present day recordings, this section includes how spatial heterogeneity can
evolve through time (Appendix D). Knowledge of the subsidence history is important for
understanding the development of a sedimentary basin as it has implications on, among
others, reservoir characteristics. In quantitative analysis, present day stratigraphic thick-
nesses, a product of cumulative compaction through time, is investigated and correlated
with present day depositional patterns for interpretation of the deposition at speciﬁc time
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(Allen and Allen, 2005). The common method for decompaction of these stratigraphic
units is to apply variations of porosity with depth relationships for identiﬁed sedimentary
units (e.g. Sclater and Christie, 1980). This can, for normal pressured sediments, exhibit
an exponential relationship of the form
φ = φ0e
−cy (2.10)
where φ is the porosity at any depth y, φ0 is the initial porosity and c is a lithology
dependent coeﬃcient describing the rate of the exponential decrease of porosity with depth.
While some, more sophisticated methods incorporate corrections for variations in water
depth through time and for absolute ﬂuctuations of sea level relative to present sea level
datum, other methods consider burial pressure, sediment density and sediment overburden
load (Allen and Allen, 2005).
For lateral correlation, such as linking top of correlative units, geologists trace the
structure and thickness changes of formations through correlations proﬁles and maps of
surfaces across ﬁelds or basins (Schatzinger and Jordan, 1999). Although several auto-
matic methods are developed and proposed, still human interactions are essential for
extracting lateral correlations (Doveton, 1994). Compared to automatic methods, manual
methods for correlation are often slow, highly labor-intensive, inconsistent and expensive.
The decisions performed by human operators in stratigraphic correlation require pattern
recognition skills of a geologist. Still, correlations made by geologists often diﬀer sub-
stantially. Therefore, geologists apply a set of procedures and criteria for the practice of
correlation (Doveton, 1994). These procedures and criteria can be applied to computer
methods for result consistency. However, these methods need to be adjusted for each case
study analyzed to produce, not only a consistent, but accurate and precise result.
In a reservoir perspective, the problem of correlating wireline logs between wells is gen-
erally complex (Hammer, 2010). Some beds are laterally continuous over great distances
and maintain essentially constant log characteristics, while others display marked lateral
variability, or even pinch out completely. Cyclic repetitions of lithologies also challenge
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Figure 2.20: A conceptual sketch illustrating the backstripping procedure. Stepwise re-burial
comprising progressive compaction, beginning with decompaction of the lower most unit (1) after
removing the overburden (2-5). This is followed by a stepwise burial (compaction) in time steps
(t1-t5), determined by ﬂooding surfaces (FS), of each unit and subsequent reduction in porosity fol-
lowing calculated porosity-depth-trends for each interpreted lithofacies within each unit (modiﬁed
from Bond and Kominz (1984)). t0 corresponds to the present day scenario.
the interpretation of correlatable units. Other features, such as unconformities, hiatuses,
faults, can also disturb correlations signiﬁcantly (Schatzinger and Jordan, 1999). The in-
clusion of several new wireline logs and new interpretation methods have improved the
correlatability between the indirect measurements performed by the wireline logs and the
direct measurements on subsurface cores.
Whereas backstripping and decompaction of stratigraphic units have normally been
analyzed on seismic stratigraphic units (facies associations) with a scale of measurement
of 15-25m or larger, wireline logs captures smaller scale heterogeneity due to its sampling
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Figure 2.21: Left: The structural elements of the Mid-Norwegian continental shelf (modiﬁed from
Gabrielsen et al. (1984); Koch and Heum (1996)) and the location of the Heidrun Field (shaded
rectangle). Right: Top A˚re reservoir structure (after Svela, 2001) and the location of studied wells
and cross-section.
rate around 15cm (See REV sketch in Fig. 1.4). The results presented here show that
diﬀerent lithofacies types at wireline log scale can be incorporated into a quantitative
decompaction methodology for stratigraphic correlation of sedimentary units by using a
re-burial technique (Appendix D).
Seven wells from the Heidrun Field (Fig. 2.21), oﬀshore mid-Norway, were used as
a case study, where eight lithofacies groups are determined from core data and speciﬁc
wireline log signatures for each lithofacies type. In addition, two lithofacies types were
introduced, fault and sea water, with constant porosity of 0 and 1, respectively, to counter
the eﬀect of water depths and assumed fault throws. An exponential porosity-depth
relationship was deﬁned for each lithofacies (Eq. 2.10). Each of the lithofacies φ0 and c
values were derived from published literature and performed calculations.
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Figure 2.22: A conceptual sketch illustrating the principles of signal stretching. The sample
interval is increased in relation to the added porosity due to decompaction, whereas the sample
value is retained.
The methodology used here calculates diﬀerential compaction for selected depths an-
chored to the speciﬁc sample points (Figs. 2.20 and 2.22). This allows, not only for de-
compaction based upon predeﬁned horizons, but can also easily incorporate new identiﬁed
surfaces by changing the sample points which represent the depth to these new surfaces.
This ﬂexibility allows for testing diﬀerent interpretations of lateral correlation challenging
the present interpretation of the A˚re Fm. (Dalland et al., 1988) sequence stratigraphy (e.g
Leary et al., 2007; Thrana et al., 2008). Each of the applied lithofacies types has separate
porosity-depth curves, which will change the thickness of the lithofacies units depending
on the lithofacies present and the depth of burial at the time of interest (Appendix D).
The results, plotted as correlation panels including speciﬁc horizons, decompacted
lithofacies types and petrophysical signatures, shows how early compactions aﬀect the dif-
ferent lithofacies types (Fig. 2.23). The decompacted sequence stratigraphic interpretation
contributes to increase the robustness of the present A˚re geomodel and can strengthen the
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general knowledge of the A˚re depositional system by mapping and correlating the lateral
and vertical distribution of depositional units on a decompacted reservoir architecture.
Diﬀerences in compaction thicknesses and lithofacies composition are assumed to aﬀect
the lateral correlation of highly heterogeneous and highly compactible sediments, such as
the A˚re ﬂuviodeltaic deposit.
This can be exempliﬁed by the reservoir architecture interpretation of the lower A˚re
units (Fig. 2.24) that is based on published and identiﬁed correlatable surfaces. The
decompacted intra A˚re 3.1 coal suggests a possible re-interpretation of the A˚re 2.2 incised
valley ﬁll. As shown in Fig. 2.24 the incised valley is in fact rather a zone comprising more
abundant channel sandstones occurring as lateral and/or vertical amalgamated in some
wells. This may suggest that there was no base level fall, but probably more a reduction in
base level rise and that the upper part of the A˚re 2 reservoir zone corresponding to a late
highstand deposit, rather than a lowstand as inferred by the presence of an incised val-
ley. This example shows that this methodology enables re-interpretation of stratigraphic
surfaces/units and interpretation and correlation of depositional units between known
correlatable surfaces from where diﬀerent depositional scenarios can be evaluated (Fig.
2.25).
Measurements of lithology at 15cm wireline log scale can be combined with other de-
compacted thickness techniques to yield more accurate lithological description. However,
the results here show that adding the 15cm scale of lithofacies information to the re-
burial routine is particularly helpful when interpreting heterogeneous reservoir units that
include diﬀerent lithofacies types with diﬀerentiated early compaction development. This
coincides with the REV concept shown in Fig. 1.4 as the result presented here showed
the importance of using an appropriate scale from where representative parameter values
can give reliable input parameters. The approximate ranges in sample volume for typi-
cal reservoir measurements are shown and indicate large variabilities within certain scale
intervals. Parts of this variability, such as variability within the core plug scale used in
this study, may relate to the inherent small scale heterogeneity of the core plug. This can
be accounted for by selecting and grouping plug samples related to speciﬁc interpreted
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Figure 2.23: This cross-section comprising the Top A˚re 1 Coal Marker. A correlation of MFCH
deposits in wells I, III and V is suggested. The cross-section is interpreted as parallel to palaeoﬂow
direction (south east) as these sandstones are suggested to represent anastomosing channel deposits
indicating limited channel widths.
Figure 2.24: This cross-section showing 50m decompacted reservoir underlying the intra A˚re
3.1 Coal I suggests several correlatable channel sandstones in addition to intra A˚re 3.1 coal II
approximately 20 m below the intra A˚re 3.1 coal I.
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lithofacies classes, such as plug data from sandstone intervals not aﬀected by signiﬁcant
diagenetic alteration (REV). This is an example of the importance of preprocessing data
when incorporating small scale reservoir heterogeneities into reservoir interval correlations.
These results expressed here show how a basin scale method can be adopted to express
within lithological contrast. Recalling the process-response system outlined by Griﬃths
(1988), the study here has included representative input parameters derived from analysis
of small scale variations. These parameters are further processed through the general ex-
ponential porosity-depth relationship, to generate time-dependent small-scale output that
focus on small-scale variations in a intra-reservoir scale context.
The results presented in this section show some promise, but much work remains
in order to better utilize small scale heterogeneity into backstripping/re-burial routines.
Lithofacies classiﬁcation is very scale-dependent, and the unity of the deﬁned lithofacies
through depositional time is important for determining their speciﬁc representative c-value
in the exponential depth-compaction (Eq. 2.10). One option is to include a sedimento-
logical approach to reﬁne reservoir architecture from an improved litho-classiﬁcation (e.g.
Section 2.4 and Hampson et al. (2004)) and combine this result with the backstripping
procedures from where the assumed geologic horizons can be evaluated. A second option
is to include multivariate analysis to evaluate compaction of sedimentary rock, as exempli-
ﬁed by, Tewari (2008) using PCA to evaluate net subsidence and evaluation of coal swamp
compaction. His study concludes that the total thickness of sandstone and number of
sandstone beds are largely responsible for variation in net subsidence in coal measures.
A third option is to apply structured PCA (see Sections 2.2 and 2.3) to outline more
representative eﬀective parameters that can e.g. improve the values expressing each of the
lithofacies types i.e. improve discrimination between lithofacies types. A fourth option
is to used the SBED routine presented in the previous section (Section 2.4) for upscaling
pore plug measurements to representative porosity parameter values for each lithofacies
type. A ﬁfth option is to include wireline scale seismic inversion and rock physics into
basin modelling, such as indicated in Avseth et al. (2005), to close the gap between ge-
ology and geophysics. The common interest of these ﬁve options, including the study
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expressed in this section, is a thorough appreciation and representation of the variability
and uncertainty of the system at multiple scales. This is required if a full understanding
of this system is to be achieved (Keogh et al., 2007). This section shows that the selection
of scales and the type of data to be included into the selected methodology is important
for obtaining representative results answering a desired question.
2.6 Results and conclusions
This ﬁrst part has considered lamina to reservoir scale heterogeneities and has shown the
importance to assess how reservoir related parameters are measured, recorded, analyzed
and interpreted relative to reservoir analysis objectives at given scales. Further by using a
process-response system approach, the interaction of parameter variability from lamina to
reservoir scales have been comprehensive assessed and related to the corresponding REV.
The REV concept is shown to be vital both mapping representative parameter values from
underlying variability into integrated models and when upscaling a dataset to be included
in analysis at a higher / more generalized level.
The major results of this chapter studying reservoir related heterogeneities are:
• A structured principal component (PCA) methodology that only use records selected
from separate lithological units has been used to obtain a more precise deﬁnition
of variability sources than is possible by an unstructured approach using all the
records from the logged well interval. This methodology decomposed heterogeneous
populations (e.g grains of a ﬂuvial deposit) into their underlying populations (e.g
sand, shale and coal) that can explain both within- and cross lithological eﬀects. This
coincide with the REV concept as the unstructured PCA identiﬁed representative
parameter values for each of the lithofacies types, the structured PCA uncovered the
underlying population at lamina scale.
• Results from the use of an inverse PCA statistical analysis procedure (the Eckart-
Young theorem) on a sandstone interval has permitted to separate global sandstone
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porosity values into individual porosity contributions from diﬀerent underlying and
independent sedimentological processes.
• The results of using a process oriented numerical modeling tool (SBED) methodology
for upscaling lithological heterogeneity at mm-scale to lithofacies heterogeneity (cm-
scale) and a further upscaling to seismic (10m-scale) shows that very detailed layering
can be modelled and synthetic seismic traces can be generated that takes into account
the inter-bedded multiples which are of great importance in thin-layered reservoirs.
This study showed also how diﬀerent high resolution depositional scenarios can be
upscaled and evaluated against 3D seismic traces indicating the probability of match.
• The results using a sequential re-burial methodology to compute high-resolution
re-burial porosity-depth values based on wireline log interpretation can lead to an
alternative inter-well correlation scenario in hydrocarbon reservoirs based on dif-
ferentially compacted sediments in the subsurface. This study showed also how a
sedimentary basin scale methodology can be adopted to express within lithological
contrast of reservoir zones if the data is properly preprocessed and incorporating
small scale reservoir heterogeneities.
The implication of considering small scale geologic variations is that it can give a
thorough appreciation and representation of the variability and uncertainty of the system
to be analyzed at multiple scales that is required to achieve a full understanding of this
system. This can lead to enhanced well placement and drainage strategies over ﬁeld life
cycles and ultimately more eﬃcient hydrocarbon production. These results presented here
contributes also to the philosophy of the ”pore-to-ﬁeld” scale modelling concept, reviewed
by Keogh et al. (2007). Other implications are:
• An explicit quality assessment of observational data relative to the REV concept
can ensure reproducible and reliable results when these data are used in reservoir
modelling and analysis and has implications on the strategic decisions related to
reservoir assessments.
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• The PCA methodology can be used to isolate speciﬁc variability in other depositional
environments.
• The inverse recalculation procedure of Eckart-Young Theorem allows for back-calc-
ulation of responses of second order or higher eﬀects that can contain signatures
explaining e.g. sedimentological processes. This procedure can most likely be ap-
plied in other resource related studies considering hidden eﬀects obscured by the
primary/gross eﬀect.
• The process oriented numerical modelling tool (SBED) for upscaling lamina scale
heterogeneity to seismic can generate better geological anchored models for sub-
seismic reservoir characterization.
• The sample based sequential re-burial methodology using high-resolution re-burial
porosity-depth values for stratigraphic inter-well correlation of diﬀerentially com-
pacted sediments can be applied in other heterogeneous environments (e.g. tur-
bidites) for the purpose of evaluate alternative inter-well correlation scenarios. By
using lithofacies variations at wireline log measurement scale as building block from
correlations studies a more conﬁned model can be generated that will increase the
depositional knowledge that is assumed to outperform the more generalized re-burial
methods when reservoir modeling is in focus. This methodology has the potential
to enhance the quality of reservoir zonation mapping.
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Chapter 3
Play scale heterogeneities related
to basin and reservoir scale
Diﬀerent natural resources are scattered throughout the world both on the surface and
subsurface according to varying densities (Craig et al., 2001). These resources are formed
as a result of speciﬁc phenomena derived from time dependent processes (Griﬃths, 1988).
Whereas the non-renewable resources represent phenomena predominantly derived from
geological processes evolving over long time intervals, renewable resources are phenomena
evolving over shorter intervals controlled mainly by topographic relief and climatic pro-
cesses (Christopherson, 2005). Our society is heavily dependent on both types of natural
resources and their future availability is vital for our society (Craig et al., 2001). The
extraction of natural resources are inﬂuenced by two types of characteristics (Griﬃths,
1978); (1) inherited characteristics from the geological events (processes) that accumu-
lated these resources and (2) acquired characteristics, such as the socioeconomic factors
leading to e.g. capital investments and the construction of infrastructure.
This chapter covers the inherited characteristics, whereas the renewable resources and
the relationship between natural resources and the human dimension will be discussed in
the subsequent chapter (Chapter 4). The focus of this chapter is on reservoir to basin scale
heterogeneities and are more generalized than the pore-to-reservoir scale presented in the
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previous chapter. How geological parameters can be mapped, categorized and combined
into representative forms that are suitable for play and sedimentary basin assessment will
be discussed relative to the REV/REA concept.
3.1 Introduction
The assessment of non-renewable resources require information across multiple scales. In-
herent variabilities and uncertainties related to the underlying geological processes allow
hydrocarbons to be matured, generated, migrated and trapped (Hantschel and Kauerauf,
2009). According to Divi (2004) the most obvious uncertainties in hydrocarbon resources
assessments are: (1) imprecisely understood geological processes that generate, transport
and trap the resources; (2) insuﬃcient geological, geochemical, geophysical and other data
for the region under assessment; and (3) unavailable or incomplete existing data on the
resources because of proprietary rights. These processes leading to a population of accu-
mulations can be explained, as earlier stated by Griﬃths (1988), by ﬁve factors expressed
within a process-response system. The hydrocarbon accumulations formed can therefore
be deﬁned as the end-product of the hydrocarbon forming processes. To quantitatively
express an end-product phenomenon, mathematical models mimicking these related geo-
logical processes must be constructed.
Before outlining speciﬁc resource assessment methodologies, three central concepts
need to be deﬁned, sedimentary basin, petroleum system and play. Whereas a sedimentary
basin is deﬁned as an area where sedimentary rocks have been deposited, plays are related
to the presence of similar types of hydrocarbon accumulations (Allen and Allen, 2005), a
”petroleum system” is a geologic system that encompasses the hydrocarbon source rocks and
all related oil and gas, and which includes all of the geologic elements and processes that
are essential if a hydrocarbon accumulation is to exist (Magoon and Dow, 1994). NPD
(2009) deﬁnes a geologic play as: ”A play is a geographically and stratigraphically delimited
area where a speciﬁc set of geological factors such as reservoir rock, trap, mature source
rock and migrations paths exist in order that petroleum may be provable.”
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The selection of an appropriate scale for a given assessment is important as both the
operational scale and the measurement scale needs to be known before deciding on the ap-
propriate assessment methodology. Diﬀerent resource assessment methodologies have been
developed to quantify ultimate resources within a given geographic area or to estimate how
the quantity of given resource will change over time (Meneley et al., 2003). Whereas the
objective of some methods is to give a ﬁrst indication of the total resources within an area
without consideration of where the accumulations are, others are directly related to the lo-
cation of the remaining resource including their potential yield (Otis and Schneidermann,
1997). For successfully explaining a given resource phenomenon, the selection of input
parameters and the transformation of these to a representative form given the operational
scale is important. Following the approach in the previous chapter (Chapter 2), the REV
concept can also be applied at the play scale level, as spatial maps generated from quan-
tiﬁcations of point, line and polygon features can be pre-processed/transformed into the
appropriate operational form that are suitable to be included in the resource assessment.
Finding the appropriate measurement and operational scales led to the adoption of
the previously outlined REV concept (Bear, 1972) for volumes to that of representative
elementary areas (REA)(Wood et al., 1988). The REA concept is related to the spatial
area that is large enough to include suﬃcient data to be statistically meaningful and small
enough to be quantiﬁed as a mathematical point (Fan and Bras, 1995). The REA concept
has been successfully used to analyse spatial heterogeneity and scale-dependent problems
in studies of e.g. catchment hydrological responses (Wood et al., 1988) and lineament
mapping of fractured rock aquifer (Jia and Lin, 2010). Density maps are also used to
explain features related to hydrocarbon resources assessment. The REA density features
can, e.g. represent the number of leads, undrilled prospects, dry prospects, discoveries,
ﬁelds, production units, plays and sedimentary basins within a deﬁned cell of size area (A).
All these features may have diﬀerent methods for calculating a representative elementary
value depending on the area (REA) and the phenomenon that produces feature values.
In other words, the feature representing the number of sedimentary basins on a continent
level scale unit could have a REA of 10000km2, whereas a representative number for hy-
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drocarbon discoveries at play scale unit may have a REA in order of 1000 km2 (Brandsegg,
2003).
Adopted from the previous outlined REV concept sketch (Fig. 1.4), a speciﬁc sketch of
diﬀerent REA’s related to hydrocarbon yield at diﬀerent scales of measurement is outlined
(Fig. 3.1). This conceptual sketch shows how the nested hierarchy of scales needs to be
integrated when a representative value needs to be calculated for the REA given the
operational requirements. Ideally, a multi-scale model should be used to consistently
integrate all available data types to achieve appropriately modelled estimates, rater than
using averaging functions based on feature values from lower measurement scales. It is
especially important that hydrocarbon yield properties assigned to the prospect, play or
sedimentary basin are consistently upscaled to ensure realistic generalized values for REAs
at the chosen operational scale. The ﬁgure shows that there are diﬀerent representative
REAs according to the features studied and the process-response system that governs how
feature values e.g. sub-play/individual play/petroleum system change with the change in
areal support. Similarily, the disaggregation of representative feature values for the sub-
play/individual play/petroleum system REAs to lower REAs needs to capture the inverse
process-response system that can induce feature variability belonging to REAs at a lower
level than the original REA.
The quantiﬁcation of undiscovered hydrocarbon resources in accordance with a stan-
dardized protocol is desireable as it results in a quantitative expression of the potential
of a speciﬁc area that can be used for cross comparison with other study areas having
used the same protocol (Meneley et al., 2003). The quantiﬁcation of undiscovered re-
sources generally needs to consider two separate steps (Griﬃths, 1978). The ﬁrst step is
related to the magnitude of the resource itself, and the second step is related to the fac-
tors inﬂuencing exploration and exploitation of this resource. Whereas some hydrocarbon
assessments focus solely on the estimation of resource magnitude, others includes a time
threshold deﬁned as hydrocarbon volumes that can be producible within the next 30 years
(Charpentier and Klett, 2005). Previous exploration history, earlier regional assessments
or previous delineated remaining oil pools are all factors that need to be considered prior
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Figure 3.1: A conceptual sketch of diﬀerent scales (n = 1, 2, 3, 4, 5) of REA related to hydrocar-
bon yield heterogeneities and scales of measurement. In this illustration there are sixteen areal
yields at the segment level corresponding to closure area (REAn=1) that combine into eight sub-
play yields corresponding to sub-play area (REAn=2) that further combine into four individual
play yields (REAn=3) which again are combined in two sedimentary basin play / petroleum sys-
tem yields (REAn=4) that ﬁnally are combined to include continental / global yields (REAn=5).
For visualization purposes the segment types are not further disaggregated. According to the trend
in scale (n = 1, 2, 3, 4, 5), the lithofacies, sedimentary bed, lamina and pore yields corresponding
to individual REA’s at each scale should have had 32, 64, 128, 256 sub-yields, respectively. The
approximate ranges in yield values for typical measurements are shown in relation to the area of in-
ﬂuence and indicate that these features values have high variability below successive representative
values within the corresponding REAn=x areal support.
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to methodology selection (Divi, 2004).
Five major hydrocarbon assessment methodologies are outlined below to show how the
various methodologies use diﬀerent types of input parameters as a function of the study
purpose. Each of these methodologies is expressed with a focus on the REV/REA concept,
the operational scale, measurement scale and the level of aggregation. This also includes
an emphasis on the type of representative data that are needed to obtain accurate and
precise results. Both interval analysis and probability theory can be applied to outline the
uncertainties related to these methodologies.
Despite the challenges outlined above, hydrocarbon resource assessments are highly ap-
preciated and have been conducted by a variety of organizations at diﬀerent operational
scales, such as global, national, provincial and local, and for wide range of purposes.
Such purposes include resource management options for strategic, optimal usage, conser-
vation, planning and exploration decisions (de Mulder et al., 2007). Other uncertainties,
not directly related to the resource itself, could be caused by the changing economic and
technological issues related to the exploration, exploitation and marketing of the resources
(Griﬃths, 1978; Meneley et al., 2003). These issues are not considered in this chapter, but
is included in the subsequent chapter (Chapter 4).
Basin analogue
In frontier areas, assessments can be made utilizing hydrocarbon occurrence patterns and
yields pr. unit volume of rock from analogue areas with similar overall geologic character
and tectonic framework (Allen and Allen, 2005). Such assessments are often performed
within a given basin, play or total petroleum system (TPS). There are several methods
that can be applied. One method is to use the known ﬁeld size distribution of an analogue
area and the accumulation density to calculate the assumed potential within the study
area (Divi, 2004). The advantage of this method is that it is based on direct analogy with
a known basin providing a yield factor to be applied to the target basin. However, the
range of variation of yield factors is large, and as such, the selection of the appropriate
factor is very critical for the assessment process and results.
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A second method, mass balance, also known as source generation model, has been
commonly used to estimate the hydrocarbon resource potential within a study area (Divi,
2004). This deterministic method estimates the amount of hydrocarbon that may have
been generated from known or hypothetical source rocks within a basin. A coeﬃcient is
used to estimate the fraction of trapped resources. A precise volumetric estimation of
the source rock, including its organic content, are necessary for obtaining reliable results
(Allen and Allen, 2005). An alternative approach is to use probability theory. Each of
the input parameters are then modelled by probability distributions and the quantity of
interest is represented as a random variable whose distribution is computed by numerical
methods (e.g. Monte Carlo simulations) (Hantschel and Kauerauf, 2009). This allows for
computing the probability for instance for a play having a hydrocarbon yield potential
larger than a given threshold.
The basin analogue method rely on being able to deﬁne similarities within the geolog-
ical context at an aggregate level corresponding to individual plays REA and petroleum
systems REA as outlined in the REA sketch (Fig. 3.1).
Basin play analysis
Play analysis methods are predominantly used when assessing mature to semi-mature ar-
eas where hydrocarbons already have been discovered and a reasonably good geological
database exists (Allen and Allen, 2005). The study area often consists of a play fair-
way (Fugelli and Olsen, 2005) where a group of prospects and/or discovered pools have
common geological characteristics such as reservoir unit, petroleum charge, regional top
seal, petroleum traps as well as an opinion about the detailed reservoir parameters such
as prospect area, reservoir thickness, porosity, trap ﬁll and hydrocarbon fraction that are
used to estimate hydrocarbon yields (Meneley et al., 2003). The operational scale depends
on the aim of study and range from the segment REA to individual prospects REA and
plays REA.
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Discovery process methods
In semi-mature to mature hydrocarbon provinces, discovery process methods oﬀers some
advantages for estimating the remaining resources in terms of both volume and number of
ﬁelds (Haun, 1975). Discovery process models have been successfully used to assess speciﬁc
plays (e.g. Sinding-Larsen and Xu, 2005). Both the selection of representative data and
the appropriate operational scale need to be considered when using this method. The
sensitivity of this method is among others, related to discovery eﬃciency and exploration
maturity aﬀecting the shape of the parent ﬁeld size distribution which if biased can result
in an over or underestimation of a given play yield potential (Chen and Sinding-Larsen,
1994).
In 2003, Meneley et al. (2003) stated that they believe that discovery process mod-
elling in the future will represent a dominant assessment methodology for mature plays.
A demonstration of this is shown by Chen and Osadetz (2009), who successfully combined
discovery process models with traditional play assessment to estimate the undiscovered
number of hydrocarbon pools in the Sverdrup basin, Canada. Their results were cross-
validated by assessment results using other methods. This example showed that quanti-
tative estimates of the ultimate play resources can be predicted with increased accuracy
when integrating multiple assessment methodologies. The discovery process methods op-
erates best with input data at the segment level REA and with results given at the play
level REA.
Direct assessments
Direct assessments are performed by experts that are familiar with the geological setting
of a region under study (Divi, 2004). They relate the adequacy of the required geological
features within an area to a potential resource yield for this area (Otis and Schneidermann,
1997).
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Play scale introduction remarks
Play scale variability has a large impact on the appropriate selection of hydrocarbon
resource assessment methodology and the expected reliability of the assessment results.
This implies that the study objective and its operational scale needs to be compatible
with the measurement scale of available data. Play scale heterogeneity must be expressed
at the operational scale by representative elementary feature values often represented
by a generalization of the small scale heterogeneities described in the previous chapter
(Chapter 2). Each of the REA variables need to represent the pre-processed and upscaled
version covering the inherent variability of this speciﬁc variable. If the detailed information
necessary to properly compute a representative feature value within the desired REA is
not available, then proxy features must be created that can mimic the information needed
for resolving the problem at hand. A second option is to include an analogue approach
to extrapolate information from a mature part of the given play or a separate mature
explored play with similar characteristics.
By applying the full range of GIS technologies covering pre-processing of data, such as
data capture and data manipulation as well as data analysis of these pre-processed data,
it is possible to answer spatial questions that include utilizing the inherent characteristics
of the available spatial data. The selection of data analysis methods need to reﬂect the
input parameters, the pre-processing of these parameters into an operational form and the
aim of study. The beneﬁt of GIS is that it is time-eﬀective in both data manipulation and
calculation and that the results can be quickly visualized by maps, graphics or in a table
form (Kumar, 2007).
The need to explicitly know the appropriate process-response system that governs the
scale change for a given phenomenon and how to obtain representative values that describes
this phenomenon at a given REV/REA has been one of the driving forces behind the theme
of this thesis.
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3.2 Characteristic analysis - GIS and petroleum exploration
risk
The quantiﬁcation of resource variables can be performed by using GIS software. GIS
is built upon knowledge predominantly from geography, cartography, computer science
and mathematics and can be applied in any ﬁeld, directly or indirectly (Rajesh, 2004).
The use of GIS in the natural resource industry is widely recognized and has been used
extensively for the exploration of natural resources (Kumar, 2007). GIS systems make
images and extracted information compatible and provide convenient data modelling and
information extraction functionality, which greatly facilitate the integration of data from
regionalized variables (Brandsegg, 2003, 2004a,b; Hantschel and Kauerauf, 2009). Raw
data will seldom be appropriate for decision making. The relevant information content of
the data is often concealed by inherent variability and some ﬁltering is needed to enhance
the relevant signature beyond the inherent noise (Broome, 2005). Pre-processing of data
prior to analysis is therefore a necessity.
Characteristic Analysis (CA) is a technique originally proposed as a R-mode approach
(Botbol, 1971) that has been re-implemented as a Q-mode approach into a GIS environ-
ment to facilitate spatial map generation and the characterization of fault trends related
to hydrocarbon accumulations (Appendix E and Sinding-Larsen and Brandsegg, 2005). In
this GIS implementation, the CA technique is executed in three steps. A hydrocarbon
accumulation process model is ﬁrstly generated based upon known hydrocarbon accumu-
lations within model cells and then similar cells outside the known hydrocarbon accumu-
lations are added. Models based solely on cells that contain known accumulations may
not be optimal in that such models are overly restrictive in their application in other
areas. Thus, the model should as stated above include other cells that are similar to
cells in the model but that may or may not contain hydrocarbon accumulations. The
problem now is the potential to overgeneralize the model by including cells in which the
variables match only by chance. A reﬁned generalized model is therefore calculated where
only variables with a high signiﬁcance for being hydrocarbon related are retained and the
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other being present only by chance are excluded. This reﬁned generalized CA, proposed
by McCammon (1983), expands the established model progressively by adding to the sta-
tistical base the unknown cells that are most closely related to the initial control cells
selected for model identiﬁcation.
The basic idea of CA is three fold (McCammon, 1983); combining data, interpreting
data and identifying prospective areas based upon the two ﬁrst factors. If used by experi-
enced interpreters, McCammon (1983) concluded that CA is a valuable tool for (1) target
selection in exploration, (2) delineation of favourable areas in regional resource appraisal,
and (3) evaluation and appraisal of resources. One of the major advantages of CA is,
according to Chaves (1993), its simplicity and that it is easily understood by geologists.
Another appealing feature of this method is that it consists of quantitative procedures
by which diﬀerent modes of geological data pertinent to exploration for minerals and
hydrocarbons can be quantiﬁed, integrated, and analysed.
In the initial applications of CA, the data used were transformed into binary form, 1
meaning favourable and 0 meaning unfavourable or unevaluated (Botbol, 1971). In order
that the two states represented by 0 could be distinguishable, the data were transformed
into ternary form; +1 meaning favourable as before, −1 unfavourable, and 0 meaning
unevaluated (McCammon, 1983).
In CA, the favourability f of a given cell is deﬁned as a weighted linear combination
of the ternary-transformed variables, that is
f = a1x1 + a2x2 + . . . + anxn (3.1)
where the ai(i = 1, 2, . . . , n) represented the weights and the xi(i = 1, 2, . . . , n) rep-
resented n transformed variables. However, an experienced explorationists commonly has
prior knowledge of diﬀerent logical combinations of variables using AND, OR and NOT
combinations that are judged to be favourable (or unfavourable) with respect to particular
models. Consequently, the xis in Eq. 3.1 can be extended to include not only ternary-
transformed variables but also logical combinations of ternary-transformed variables. The
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capacity to construct logical combinations of ternary-transformed variables enhances the
result obtained by using CA. A demonstration of the diﬀerent aspects of variable selections
and ternary coding are explained in details in the subsequent section (Section 3.3).
The results outlined here show that CA incorporated into a GIS environment can
successfully manipulate and decompose variables related to speciﬁc geologic signatures
that are favourable for the accumulation of hydrocarbons. The case study in Appendix
E demonstrates that the CA signiﬁcance metric can be used to derive favourabilities for
the presence of fault induced hydrocarbon accumulations on the Halten Terrace, oﬀshore
Mid-Norway (Fig. 3.2).
Figure 3.2: Map of the Norwegian Sea showing the location of Halten Terrace with main faults,
ﬁelds and discoveries. Field and discovery names (census 2005) are given in Table 3.1.
Whereas McCammon (1983) derived mineralization and lithogeochemical models to
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Table 3.1: Index of discoveries (census 2005) on the Halten Terrace that is numbered in Fig. 3.2.
No. Discovery/Field No. Discovery/Field No. Discovery/Field
1 6406/1-1 13 Falk 25 Ragnfrid
2 6406/1-2 14 Heidrun 26 Skarv
3 6406/11-1 15 Heidrun North 27 Smørbukk
4 6406/5-1 16 Idun 28 Smørbukk South
5 6407/4-1 17 Kristin 29 Snadd
6 6506/11-7 18 Lange 30 Stør
7 6506/6-1 19 Lavrans 31 Svale
8 6407/11-6 20 Lerke 32 Trestakk
9 6407/2-2 21 Midgard 33 Tyrihans North
10 6407/7-13 22 Mikkel 34 Tyrihans South
11 Alve 23 Njord
12 Erlend 24 Norne
delineate new areas favourable for massive sulphide deposits, this study, testing CA in a
GIS environment, has derived two models related to separate hydrocarbon trapping styles,
a rotated fault block model and a horst model (Sinding-Larsen and Brandsegg, 2005). A
ternary coding scheme honoring the REA concept related to the publicly available fault
data from the Norwegian Petroleum Directorate (NPD, 2005) was deﬁned within the
operational scale chosen representing 1 × 1km2 cells. Initial fault models were each built
from groups of 10 cells. Details related to the ternary coding of the input variables in the
relation to the REA requirements will be discussed in the subsequent section (Section 3.3).
Favourability for the presence of hydrocarbon accumulations were computed by a weighted
linear combination of ternary attributes, where the weights were calculated by Eq. 3.1,
corresponding to the ﬁrst eigenvector of the fault model. From the regional cells with
high favourability calculated from the initial model, 30 new cells were selected in addition
to the 10 cells in the initial model constitute a more robust generalized model. These
40 cells were then tested by the signiﬁcance probability metric in order to evaluate if the
high values could have occurred by chance. Those 20 cells having the highest signiﬁcance
values for not occurring by chance were then selected for the reﬁned generalized model.
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In addition the variable with the lowest probability for discriminating between barren and
hydrocarbon prone cells was excluded from the ﬁnal favourability calculations. Through
this process, a reﬁned generalized model was generated and expressed by weights in the
model tables and used to generate favourability maps.
Table 3.2: Characteristic weights of rotated fault block related variables. The favourability map
of cell results are shown in Fig 3.3.
Variables S1 S2 S3 Variables S1 S2 S3
Structural 4km 0.407 0.335 0.340 Structual E-W 0.301 0.318 0.313
Structural 5km 0.430 0.314 0.416 Complexity sum 0.349 0.277 0.000
Structural NE-SW 0.079 0.297 0.000 Complexity count 0.407 0.279 0.399
Structural N-S 0.267 0.319 0.375 Intensity structural 0.337 0.328 0.416
Logical Structural NW-SW
AND Structural N-S
0.013 0.351 0.020 Logical Structural 4km
AND Complexity count
0.407 0.336 0.416
The CA methodology has been applied twice to model speciﬁc trapping signatures of
speciﬁc hydrocarbon ﬁelds, ﬁrst to characterize the Smørbukk trap model and secondly
the Tyrihans North trap model (Fig. 3.2 and Table 3.1). Both models were used to de-
termine the degree of match between the central Halten Terrace area and these speciﬁc
models. By ﬁne-tuning ternary transformed variables of 8 variables and two logical com-
binations, speciﬁc input variables were generated according these two trapping models.
The resulting CA weights from of the rotated fault block model (Smørbukk trap model)
in Table 3.2 show that the initial model (S1) has two variables with low weights and in
the subsequent signiﬁcance probability calculations (S2) the ﬁrst of these two variables
has the lowest signiﬁcance value and is classiﬁed as pure chance, whereas the second vari-
able has obtained the highest signiﬁcance probability and is therefore included in the ﬁnal
model (S3) calculation. The reﬁned generalized model is superior to the initial model as
it expands the model to include cells outside the initial model with cells containing close
to similar signature (Fig. 3.3).
The example presented in this section outlined and evaluated one geologic factor con-
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stituting play analysis to express fault related hydrocarbon accumulations. The applied
CA methodology was based on fault variables derived from the disaggregation of one sin-
gle fault variable. These variables were combined, optimized and generalized to include
regional data in the surrounding areas of the calibration points for estimating the presence
of prospective fault related hydrocarbon accumulations.
The result shows that CA methodology can be incorporated in a GIS environment to
manipulate and decompose variables suitable for expressing speciﬁc geologic signatures
that are later included in calculating favourability maps for petroleum exploration. When
used by experience interpreters, CA has proven to be a valuable tool for (1) evaluating
exploration patterns, and (2) delineating favourable areas for use in hydrocarbon play
assessment. This case study treated demonstrates that the signiﬁcance probability metric
can be used to derive favourabilities for the presence of fault trapped hydrocarbons and
contribute to the evaluation of exploration risk on the Halten Terrace.
The major diﬃculties relate to the implementation of CA technique is perhaps not in
the technique itself, but the need for the pre-processing of data and the ternary coding
procedure. After deﬁning a model, including deﬁning the appropriate cell size and the
ternary coding of the included variables, the selection of cells to be included in the weight-
ing calculations of the model is of crucial importance. The number of cells in the initial
model and location of these aﬀect strongly the weighting calculations.
Determining the number of independent observation cells required to obtain a sample
pattern given the number of variables constructed represents a challenge. In the literature,
the suggested observation to variable ratio vary predominantly from 2:1 to 20:1, still some
indicate the need for as far as 200:1 and beyond in order to have signiﬁcant and stable
results (Guadagnoli and Velicer, 1988). Because the model weights and the derived cell
scores are based on samples, the replicability of the results will be aﬀected by sampling
considerations. (Velicer and Fava, 1998) concluded that the rules that recommend deter-
mining sample size as a function of number of variables are incorrect as it is the design of
the study methodology including the quality of the sample selection and input variables
that deﬁnes the sample size. They also concluded that representative population sampling,
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variable sampling, and the calculated weights interact in ways that permit compensation
for weaknesses in one area by strengths in another area. These results must be seen in
relation to the presented case study where the initial model used a ratio of 2:1, 20 samples
were selected for 10 variables. The models used here did not include neighbouring cells as
these often have strong autocorrelation and do not necessary express the model optimally.
Despite this low ratio, it is assumed that the samples used are representative for the model
as the operational scale is in accordance with the fault related migration into parts of sub
segments which is believed to be at the km scale. The three step methodology corrects
for new model cells that are incorporated to create the generalized model. The calcula-
tions in the second step, testing the sample cells constituting the generalized model are
included due to variable matching by chance, corrects for cells deviating from signature of
the fault modelling process. The introduction of this signiﬁcance probability metric helps
to identify cells deviating from the model and the reﬁned generalized model therefore rep-
resents a more robust prediction tool. However, knowledge of inherent limitations in the
multivariate techniques used and their dependency on pre-processing are important issues
for obtaining reliable results.
This study follows with the population deﬁnition from Griﬃths (1988). The disaggre-
gation of the initial fault map into fault related migration components induced variability
at a 100m - 1km scale that could be captured by new input parameters that reﬂect the
hierarchical geologic system (Fig. 1.7). The variability within 1× 1km2 cells is related to
the REA concept outlined in Section 3.1 as the initial fault data has a diﬀerent variability
and REA (Fig. 3.1) at the 100× 100km2 scale than each of the disaggregated REA values
of the fault cell maps. The applied operational scale of 1× 1km2 corresponds to the study
objectives for the identiﬁcation of sub-segments favourable for fault related migration of
hydrocarbons. The results described above could not have been obtained if the fault data
used had retained its initial single variable form with an REA corresponding to a larger,
say 5× 5km2 or 10× 10km2 support area (A) as the input data would have been to gener-
alized to capture the variability of the REA related to migration hydrocarbons along fault
paths into 1× 1km2 segments.
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3.3 Where should we explore in the Halten Terrace? -GIS
and Characteristic analysis applied to a mature play in
the Norwegian Sea
Whereas the previous section (Section 3.2) outlined the methodology of CA in a GIS envi-
ronment with examples of hydrocarbon trapping styles, this section is devoted to express
in more detail how the disaggregation of the information from single faults presented in
the previous section was transformed into several fault attributes at a 1 × 1km2 resolu-
tion that made it possible to outline potential fault related migration scenarios related
to hydrocarbon accumulations. Fault trapping styles and knowledge of their underlying
geological processes are essential when fault attributes needs to be transformed into an
operational form that relates the presence of fault induced migration and trapping to the
presence of hydrocarbon accumulation.
The ultimate goal in play analysis is to identify hydrocarbon accumulations and sev-
eral parameters need to be present for accumulations take place (Allen and Allen, 2005).
Three of these parameters are the presence of traps, migration of hydrocarbons into the
trap and retention. Hydrocarbon accumulations can be classiﬁed into several trapping, mi-
gration and retention types (Shelly, 1998). As most traps are related to diﬀerent tectonic
processes, the investigation of fault patterns is important for understanding the geological
setting leading to the identiﬁcation of hydrocarbon accumulations (Gluyas and Swarbrick,
2003). The relationship between fault density patterns and hydrocarbon accumulations is
complex as faulting and fracturing inﬂuence e.g. reservoir geometry were hydrocarbons
are accumulated. Vertical fractures may also constitute critical pathways for hydrocarbon
migration and spill that are related to matured and expelled hydrocarbons from source
rock beds into reservoirs (Hantschel and Kauerauf, 2009). Traps are preferentially charged
in the vicinity of fractures and therefore are fracture density and orientation of fractures
important factors related to hydrocarbon accumulations.
Seismic interpretation is the classical method for identifying faults and other struc-
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tural and stratigraphic features of the subsurface for generating structural maps (Brown,
2004). These structural maps can outline faults from where the tectonic development is
interpreted. Geological features can be transformed into an operational form by a stan-
dardized scheme in terms of area. E.g. lineaments captured from satellite images often
provide a crustal clue on the interpretation and analysis of the structural setting within
mineral and hydrocarbon provinces (e.g Rajesh, 2004; Zhang et al., 2007, respectively).
The main assumption that underlines all lineament analysis is that these features, when
properly identiﬁed, represent proxy subsurface parameters and that such information can
ultimately lead to the identiﬁcation of mineral zones or hydrocarbon accumulations.
Generally, lineaments are usually characterised by azimuth and length distributions,
length density (total length of lineament per unit area), frequency (total number of linea-
ments per unit area), and intersection point density (total number of lineament intersection
points per unit area). Such lineament density maps are hence important for the study
especially when they are incorporated with other pertinent maps via GIS integration.
The preparation of lineament density map is usually done by segmenting lineaments with
squared or circular grids cells. The speciﬁc lineament feature is computed for each cell
that generates density maps through various interpolation techniques. The choice of cell
size in not arbitrary but obtained through a statistical study of speciﬁc spatial properties
(Wu and Li, 2009). There is therefore necessary to estimate a best-ﬁtting cell size (REA)
for the speciﬁc lineament densities at the operational scale (Jia and Lin, 2010).
How to calculate a representative value for a process-response system is not trivial and
may depend on diﬀerent algorithmic approaches. In image analysis, local variance analysis,
global variance analysis, fractal analysis and variogram analysis is used (Wu and Li, 2009).
These methods are applied for evaluating scale eﬀects, but can also be used to analyze the
lateral extent of speciﬁc fault phenomena at a given operational scale and may include
other standard summary statistics, such as total length of feature, total number of features
and their geographical orientation within a geographically deﬁned area (Jia and Lin, 2010).
A simple index of spatial complexity can e.g. be a local variance analysis using the
standard deviation as an indicator to reﬂect a moving window with sizes ranging from
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3x3 cells up to 7x7 or larger. The results of such local variance analysis help to outline
areas with high or low local variability. The diﬀerent local density maps depends on the
measurement scale and need therefore to be transformed to an operational form to mimic
the speciﬁc process-response system deﬁned by the study objectives.
In the present study (Appendix F and Brandsegg and Sinding-Larsen, 2005), the pre-
processing of variables deﬁned to model diﬀerent fault related trapping styles outlined
in Section 3.2. The knowledge of understanding tectonic processes in conjugation with
fault mapping and interpretation related to optimal sample selection for deﬁning eﬀective
variables explaining such processes and the classiﬁcation of these processes are therefore
of crucial importance to map out such trapping styles. To a large extent, the success or
failure of CA of a given set of data rests upon the ability of the interpreter to determine
what constitutes favourability for each variable within the deﬁned regional cells (Chaves,
1993).
The present section analyzes the eﬀect of using diﬀerent ternary coding schemes on the
input maps for subsequent generation of favourability for hydrocarbon maps. CA is used
to calculate the favourability related to the following trapping models; Rotated fault block
traps and horst traps from the Halten Terrace area, Norwegian Sea (Fig. 3.2 and Table
3.1). Vector maps available from the Norwegian Petroleum Directorate containing struc-
tural and play information from Upper and Lower Jurassic reservoirs formed as described
in the previous section (Section 3.2) the basis for the input attributes (NPD, 2005).
Three major types of new fault related variables were generated describing the; (1)
inﬂuence distance from faults, (2) intensity of fault manifestations within a speciﬁc cell
and (3) complexity incorporating fault trends from neighbouring cell. These structural
variables were generated by selecting inﬂuence distances from the faults without taking
into account the analytical cell size. The initial fault variable was further split into three
according to the fault line direction that can be related to the geologic history of Halten
Terrace: NE faults had a mean fault direction of 25− 70◦N or 110− 155◦N, N-S a mean
fault direction of < 25◦N or > 155◦N and W-E a mean fault direction of 70− 110◦N. The
intensity variables were related to the number of fault occurrences within each speciﬁc cell
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measured by the total number of faults, the total length of faults and the variance of the
fault lengths. The local fault contrasts, named complexity, was related to fault records
from neighbouring cells. High values of standard deviations (SD) indicate large contrasts
within the neighbouring cells, whereas low contrasts can be assumed for low SD values.
Table 3.3: Ternary transformed variables related to the Smørbukk rotated fault block model
used to describe exploration data in the Halten Terrace area, Norway. The ternary coded maps
are given in Figs. 3.4,3.5,3.6.
Structural 4km Structural 5km Structural NE-SW Structural N-S
0 At fault 0 At fault 0 At fault 0 At fault
+1 < 4km from fault +1 < 5km from fault +1 < 4km SE of fault +1 < 5km E of fault
0 > 4km from fault 0 > 5km from fault −1 > 4km NW of fault 0 > 5km W of fault
Structural E-W Complexity sum Complexity count Intensity structural
0 At fault 0 0 faults in cells −1 SD > 0.1 0 Sum> 0
+1 < 4km S of fault +1 1− 3 faults in cells 0 > 4km from fault +1 0
−1 < 4km N of fault −1 > 3 faults in cells +1 SD < 0.1 −1 Sum < 0
Based upon these fault derived variables ternary coding was performed to identify two
separate fault related trapping styles: Rotated fault block trap and horst trap. The rotated
fault block model was tuned to ﬁt the Smørbukk ﬁeld and 10 variables were identiﬁed,
including two boolean variables combining (1) Logical Structural NW-SW AND Structural
N-S and (2) Logical Structural 4km AND Complexity count (Table 3.3, Figs. 3.4, 3.5,
3.6). The second model, the horst model, was related to the Tyrihans North ﬁeld and
a full decription can be found in the corresponding paper in Appendix F. Based upon
the three step CA methodology outlined in the previous section including the variables
weighting, speciﬁc high favorable areas for fault related hydrocarbon traps are outlined
for two trapping style models (Fig. 3.7).
Expanding the results of CA, a third model was identiﬁed by Boolean operations
of the categorical data; unfavourable, unevaluated, favourable and high favourable. A
confusion matrix of the rotated fault block model and horst model outlined the Smørbukk,
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Figure 3.7: Favourability map for indicating high favorable zones for the Smørbukk, Tyrihans
North and Lavrans models deﬁned in Table 3.4. 25 exploration wells have been drilled in this
play between 2005 and end of 2010 (NPD, 2010). These wells, on the map shown as T (targeted
hydrocarbons) and O (dry), resulted in one hydrocarbon well within the Smørbukk model, 9 wells
(6 with hydrocarbon) within the Tyrihans North and 6 wells (4 with hydrocarbons) within the
Lavrans model. 6 discoveries and 3 dry wells were not within the favorable cells of these three
models.
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Table 3.4: Deﬁnition of the models including some discoveries described by these models.
Model Rotated fault block
model
Horst model Examples of discoveries described by
model
Smørbukk High fav. Uneval. & Fav. Kristin, Tyrihans South, 6406/1-2
Tyrihans North Uneval. High fav. Idun, 6406/1-1
Lavrans Fav. Fav. & High fav. Skarv, Heidrun North, 6507/2-2
Tyrihans North and the new Lavrans models. Whereas the Smørbukk and Tyrihans North
models are related to high favourability cells in either the fault block model or the horst
model, the Lavrans model is related to favourability cells to both fault models (Table 3.4).
The graphical display of the three ﬁeld models outlines separate areas within the Halten
Terrace region where there are a higher probability for the presence of speciﬁc fault related
accumulations (Fig. 3.7). These three model results are compared to the 25 exploration
wells drilled in the play since 2005 and the wells in both the Tyrihans North and Lavrans
models have a discovery rate of 1/3. However, the Tyrihans North model has 3 more wells
drilled than the Lavrans model. Only one well has target in the Smørbukk model, which
can indicate that large drillable structures have already been drilled in the region. This
shows that the transform and generation of the third model was superior to the Smørbukk
model and appropriate for delineate drillable structures.
The selection of an operational scale consisting of 1×1km2 cells was not arbitrarily but
chosen according to the maximization of fault density given the presence of hydrocarbon
discoveries related to conjugated faults. A larger cell size, say 5 × 5km2 or larger, would
have made it diﬃcult to diﬀerentiate between diﬀerent trapping styles because each cell
would have covered multiple fault patterns. An operational scale corresponding to sub-
segment closure areas (REA in Fig 3.1) was chosen. The empirical ﬁeld-discovery closure
areas on the central Halten Terrace have a range of 5-150km2, with a mode of 25km2
(Brandsegg, 2004a). Therefore, a discovery generally covers many neighbouring grid cells.
Studies have indicated that the ternary classiﬁcation of variables using +1 for favourable,
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−1 for unfavourable and 0 for unevaluated/unknown outperform the binary classiﬁcation
of +1 favourable and 0 unfavourable/unevaluated (e.g Chaves, 1993). However, the intro-
duction of the −1 for the unfavourable state could lead to bias in the dataset, especially
in oil exploration as most often there is no method for direct detection of oil and it is
risky to conclude that there is no chance for oil in a speciﬁc part of a sedimentary basin
unless the play element maps clearly indicate no chance e.g. by not having a reservoir due
to erosion. The selected representative values for a given feature may not have its signiﬁ-
cants related to a linear scale and could accordingly have values that are more signiﬁcant
if the feature describing the geological process was thresholded at the more appropriate
value. If this thresholding invalidates of the model, then new threshold values and/or new
variables need to be evaluated and potentially included to enhance the predicting power
of the model chosen to explain the process-response system.
This study has shown that adequate attribute pre-processing is vital for a good result
and that image analysis and GIS are ideal tools for performing the necessary tuning of
ternary coding that are used for input. The favourabilities obtained show how the CA
method can be used to express the favourability for fault related hydrocarbon accumula-
tions. The selection of the individual play (REA) as the geographical study object with an
operational scale at the sub-segment closure area level (REA) gave representative results
corresponding to the study objectives. The results further show that GIS is an excellent
computing platform for building the database, doing the map calculations and visualizing
the results that all are required in successful quantitative hydrocarbon assessment. The
CA approach with a fault related model provides an example of how a single mappable
fault feature can be pre-processed into several new derivative fault features that jointly
and weighted properly can predict drilling targets where hydrocarbons could have been
accumulated due to fault related migration and entrapment.
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3.4 Yet to ﬁnd oil resources in Chad
Hydrocarbon resources are one of the most income-earning natural resources in the world
that also has a strategic position in the world energy supplies (Shelly, 1998). Apart
from Antarctica, hydrocarbon resources have been identiﬁed within all continents. The
presence of natural resources within the borders of a given country represents a major
opportunity for the development of that country (Craig et al., 2001). However, several
geological factors, such as source and reservoir rocks, trap occurrence, source rock maturity
and the timing of these factors needs to be simultaneous adequate for an accumulation
to form (Shelly, 1998). The mapping and quantiﬁcation of these factors are therefore
essential for obtaining reliable information that can ultimately indicate a location resulting
in a successful exploration drilling result (Gluyas and Swarbrick, 2003).
A national resource assessment is a necessary prerequisite for making strategic de-
cisions about what basin to enter and subsequently the tactical decision about what
targets to drill. Russia (Sandvik and Zakharov, 1996), China (Zhao et al., 2008), USA
(Ahlbrandt and Klett, 2005) and Norway (NPD, 2007, 2009), assess their hydrocarbon
resources regularly as part of their strategy to increase eﬃciency in hydrocarbon resource
management policies. Assessments are updated with new geologic information as the ge-
ologic knowledge base increases with ongoing exploration. The development and use of
hydrocarbon assessment methods (e.g. Meneley et al., 2003) for such national appraisals
are a continuing activity in most oil producing countries. Assessments can be very gen-
eral, e.g. include only an evaluation of the hydrocarbon potential within a sedimentary
basin area solely based upon the presence of a favourable geological setting (Divi, 2004).
Whereas other assessments can be related to speciﬁc local areas where risk factors, such as
political and economical considerations, are incorporated (Otis and Schneidermann, 1997).
Both these assessment examples can be included in diﬀerent decision making processes.
Exploration for prospective hydrocarbons is therefore a challenging task that not only in-
cludes geosciences disciplines, such as geology and geophysics, but may also includes other
disciplines that are involved such as petroleum economy (Gluyas and Swarbrick, 2003)
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and sociopolitical aspects (Griﬃths, 1978).
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Figure 3.8: According to USGS (Charpentier et al., 2000), Chad can be divided into several
structural provinces. The three sedimentary basin provinces within Chad are named Erdis Kufra
in north, Chad Basin in central west and Sud in the south.
This national assessment of Chad uses the USGS World Petroleum Assessment 2000
approach (here named USGS 2000 methodology), which is a probabilistic methodology
with representative input parameters that ensures an uncertainty range in the ﬁnal results
expressed by the estimated statistical distribution of undiscovered hydrocarbon resources
(Klett et al., 2000). Experts’ judgments are fundamental for the determination of input
parameter values expressed in the form of a range of values, each with a diﬀering degree
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Figure 3.9: The mapped proven and inferred sedimentary basins within the available Chadian li-
censing blocks (African Petroleum Producer’s Association, 2008) are interpreted from the Bouguer
anomaly map of Louis (1969, 1970).
of certainty (subjective probability). A single assessment unit can be subdivided into a
number of sub-assessment units (AU) each with homogeneous geological characters.
The USGS world assessment hydrocarbon resource approach comply with the REA
concept and its operational scale are mostly related to individual plays (REA in Fig. 3.1)
with input parameters expressing, among others, a speciﬁc minimum accumulation size,
the number of expected accumulations that exceeds the minimum size, and the undiscov-
ered accumulation sizes or a ﬁeld size distribution (FSD). Although this USGS assessment
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method is geology-driven, exploration and discovery processes are typically included in
the deﬁnition of the probability distribution of each parameter (Klett et al., 2005).
This national Chad assessment has as its objective to assess the oil potential of all
the sedimentary basins in Chad (Figs. 3.8 and 3.9) in support of the Chadian eﬀorts to
evaluate all the future resource management policy options. The input parameters for
the assessments are based upon the hydrocarbon geology of Chad and its adjacent areas
as well as the results of previous exploration eﬀorts conducted within these areas. Until
2010, no published regional hydrocarbon resource assessments had been undertaken before
Brownﬁeld et al. from the USGS performed a geology-driven assessment of the Cretaceous-
Tertiary total petroleum system of the greater Chad basin that include parts of Niger,
Chad, Nigeria and Cameroon (Fig. 3.8). They assessed the following mean amounts of
undiscovered, technically recoverable resources: 2.32 billion bbl oil, 14.65 trillion cubic
feet of natural gas, and 391 million bbl of natural gas liquids as part of their World Oil
and Gas Assessment Project. When assuming equally distributed volumes, the oil volume
estimate in Chad is approximately 463 MMBO as approximately 20% of the study area is
within Chad. This hydrocarbon potential as well as the reserves discovered to date was
in the colonial to post-colonial time considered non-existent and only a historical patchy
hydrocarbon exploration eﬀort had been conducted (Azevedo, 1998; Kusnir and Moutaye,
1997). A contributing factor to this patchy exploration eﬀort is the fragile political stability
in Chad that several times in the past has stopped exploration or slowed it down in speciﬁc
regions of the country (Section 4.2). Prior to the assessment of individual sub sedimentary
basins as part of the present assessment thesis work, the hydrocarbon exploration history
of Chad will be outlined as this background information is important for understanding
how the exploration coverage has evolved through time. A more extensive treatment can
be found in Appendix G.
The remote location, including dry and hot environment and long distance to port
interacting with depressive exploration results in the early stage of exploration resulted
in insigniﬁcant quantities of hydrocarbons (Klitzsch, 1994). The ﬁrst major oil discov-
ery was proven in 1975, 15 years after the hydrocarbon exploration was ﬁrst initiated
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(USGS minerals yearbook, 1976). During this period, the exploration eﬀort moved from
Northern Chad to the more promising sedimentary basins in S-SW Chad. During the last
30 years the oil exploration eﬀort has been focused upon Southern Chad which is now the
preferred area for hydrocarbon development, not only from a geologic point of view, but
also when considering political, technical and economic issues. This is dominantly due to
the presence in the area of a skilled workforce, better infrastructure and political support
from the local government. Development of 1 bill bbl of oil reserves found in the Doba
and additional reserves that is now being developed in the Bongor basins have reduced
technical and economic risk and thereby prompted several oil companies to restart explo-
ration in the central and northern Chad regions (Younous, 2008). The ﬁrst oil from the
Doba was exported in 2003, almost 30 years after the ﬁrst oil discovery, and has up to
mid-2010 produced 354 mill bbl oil (EssoChad, 2010).
Chad comprises three distinct sedimentary domains, the Palaeozoic-Jurassic intra-
cratonic depression in the North and two rift systems in the S-SW related to Cretaceous-
Tertiary rifting (Guiraud et al., 2005). Three major types of hydrocarbon source rocks can
be found within these domains; Upper Paleozoic (Silurian) marine source rock (Craig et al.,
2009), Cretaceous lacustrine and marine shales (Genik, 1993) and Paleogene lacustrine
shales (Genik, 1993; Alalade and Tyson, 2010). Several of the more recent publications
(e.g. Brownﬁeld et al., 2010) indicate that many of the large sedimentary basins in Chad
can contain signiﬁcant amounts of hydrocarbon. This is explained by the presence of
diﬀerent types of both source rocks and reservoir rocks in combination with a favorable
timing for hydrocarbon generation (Genik, 1993; Lu¨ning et al., 1999; Tawadros, 2001;
Mohamed et al., 2002; Guoping and Lei, 2007; Craig et al., 2009).
Based upon these petroleum system elements, three composite assessment units (AU)
were deﬁned for the present Chadian assessment: (1) AU Center-North, including only
Paleozoic source and reservoir rocks that are assumed to be present in both the Kufra
Erdis and the Chad Basin provinces; (2) AU Center-West, includes only Upper Cretaceous
to Tertiary source and reservoir rocks that are assumed to be present only within the
greater Chad Basin province; and (3) AU South, including only the Lower Cretaceous
3.4. YET TO FIND OIL RESOURCES IN CHAD 113
source and reservoir rocks of the Sud province. These AUs are inline with the USGS
2000 deﬁnitions, where AU Center-West is corresponding to the Chadian part of the AU
assessed in Brownﬁeld et al. (2010). The mapped and inferred basins outlined in Fig. 3.9
can be categorized into the following three assessment units (AU):
1. AU Center-North: Erdis, Djado, Siltou, Manga and Largeau 1-6 basins
2. AU Center-West: Lake Chad, Madiago, Moussoro and Largeau 7-10 basins
3. AU South: Bongor, Chari West, Salamat, Doseo and Doba basins
Even though exploration drilling have been performed within all these three AUs,
proven economic oil accumulations related to eﬀective source and reservoir rocks have
only been identiﬁed within the Cretaceous-Tertiary strata the S-SW Chadian sedimentary
basins of Lake Chad, Doba and Bongor (USGS minerals yearbook, 2009).
Despite the fact that the Chadian government has opened bidding for oil blocks that
cover nearly all regions of Chad (African Petroleum Producer’s Association, 2008), only
technical discoveries (e.g. Doseo and Salamat basins) have been found outside the Lake
Chad, Doba and Bongor basins (Table 3.5). Stratigraphically, all the major economic
oil reserves in Chad, predominantly high viscous crude, are discovered in Cretaceous
strata representing complex and challenging reservoirs with signiﬁcant vertical hetero-
geneity (Liangqing, 2008). The Ronier ﬁeld in the Bongor basin has, however multiple
thin oil zones with light-oil suitable for pipline transport to the reﬁnery near N’Djamena
(Geosint, 2011). Additionally, the Lake Chad basin has a thin oil zone discovered in
Eocene sandstones (Genik, 1993).
When assessing the oil potential of the three AUs of Chad, the information from
ﬁelds and discoveries and analogue areas are transformed and downscaled or upscaled to
individual plays. Based upon the geologic knowledge of the mapped sedimentary basins,
an estimation of the total oil resources pr. basin is calculated and aggregated into a
estimate of the total AU oil resources.
The discoveries in Doba, Lake Chad and Bongor have area of closure and reserves as
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Table 3.5: Oil reserves in Chad and their pool sizes based on USGS minerals yearbook (2000);
EssoChad (2002, 2010); Chevron (2008); CNPC (2008, 2009); Geosint (2011); Liangqing (2008)).
Sed. Field Discovery Discovery Reserves Reserves/ Nr. ﬁeld Reserves/
basin name name closure closure basin basin
name area area area area
[km2] [MMBO] [MMBO/
km2]
ﬁelds MMBO
/1000km2 /1000km2
Doba
Doba Kome 50.8 588 11.6
Doba Bolobo 13.5 135 10.0
Doba Miandoum 22.7 227 11.3
Doba Nya 1.3 11 8.4
Doba Moundouli 15.0 69 4.6
Doba Maikeri 3.2 22 6.9
Sum Doba basin 106.5 1052 9.9 0.26 46.3
Lake
Chad
Se´digui
Se´digui
Kanem/Kumia
5.0 15 2.0
2.0 4 3.0
Sum Lake Chad basin 7.0 19 2.7 0.14 0.9
Bongor
Ronier Ronier 30.0 243 8.1
Mimosa Mimosa 10.6 86 8.1
Baobab Baobab 5.6 44 8.1
Kubla Kubla 9.4 76 8.1
Sum Bongor basin 55.6 450 8.1 0.23 26.3
Total: 191.1 1583 8.3
indicated in Table 3.5. The areal yield from discoveries are calculated from the proven
reserves divided by the estimated closure area expressed as MMBO/km2 and range from
2 to 11.6.
Two of three assessment units have diﬀerent maximum ﬁeld sizes and size distributions
(Table 3.6), where the AU South and AU Center-West is assumed to have similar ﬁeld sized
and accumulation densities. The intra-cratonic basins of AU Center-North are assumed
to have similar ﬁeld density and higher maximum accumulation size than the rift basins
to the South. The results (Table 3.6 and Fig. 3.10) shows that the Erdis, Largeau and
Doseo basins have the most undiscovered mean resources.
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The USGS 2000 methodology uses basin play methods incorporating Monte Carlo
simulations to indicate the total petroleum occurrence within a speciﬁc area (Klett et al.,
2000). The input parameters for this methodology consist of information about the as-
sessment unit, characteristics of the assessment unit, estimates of the number and size
of undiscovered ﬁelds. The prerequisites for calculating the potential hydrocarbon yield
within a study area is based upon several factors; minimal ﬁeld size, assessment unit ma-
turity, discovery history and assessment unit probabilities. Resources in a ﬁeld less than
the minimum size are excluded from the assessment. Generally, in areas with only small
ﬁelds, is it preferable to increase the minimum ﬁeld size threshold as the total number
of insigniﬁcant small ﬁelds will be high. The threshold value was set to 10 million bbl
oil [MMBO] to exclude a potentially large number of small ﬁelds. In Chad, all mapped
basins without discoveries are classiﬁed as frontier or hypothetical, where mature is classi-
ﬁed if more than 13 discoveries exceed the minimum ﬁeld size, frontier from 1-13 ﬁelds are
discovered and hypothetical where no ﬁelds are discovered at present time (Klett et al.,
2000).
The input parameters for this assessment (Table 3.6) estimated from the published lit-
erature are deﬁned in terms of triangular distribution with an estimation of the minimum,
median and maximum of both the number of expected ﬁelds and resource sizes, in addition
to the point estimates of the fractions of geologic risk and accessibility. The results from
50000 Monte Carlo simulations runs of the excel-based program Emc2 (Klett et al., 2000)
are outlined in tabular form (Table 3.7) as well as on a map (Fig. 3.10). The assessment
units have been aggregated with full dependency within each unit due to a common de-
pendency on a within unit source. Between units (Table 3.8 and Fig. 3.11) no dependency
is postulated and the aggregation has been done without any dependency. The estimated
risked most likely value (mode) of the undiscovered resources of 1420 MMBO is about
one-half of the ultimate most likely resources of 2639 MMBO (Table 3.8). This mode is
used to report ultimate resources due to its lack of sensitivity for a highly uncertain upside
potential (pers. comm. Sinding-Larsen). Although Chad is generally underexplored in
both the intra-cratonic and most of the rift development related basins, they are estimated
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to contain signiﬁcant yet to ﬁnd oil that can potentially lead to ﬁeld developments and
contribute to sustain Chad’s oil export. About half of the Chadian total undiscovered
resources are expected to be in the Lower Cretaceous strata. The Lake Chad and Erdis
basins are the two basins outside the Lower Cretaceous strata (AU South) basins with
most expected undiscovered oil resources.
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Figure 3.10: Estimated mean risked undiscovered oil resources in Chad using the USGS 2000
methodology. Graphical display of Tab. 3.7.
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Table 3.8: Chad ultimate technically recoverable oil are compiled from proven reserves (Table
3.5), cumulative oil production (EssoChad, 2010) and the oil assessment results using the USGS
2000 methodology (Table 3.7). MMBO, million barrels of oil. Results shown are fully risked
estimates. P90 represents a 90 percent chance of at least the amount tabulated; other fractiles
are deﬁned similarly. The individual basin results are aggregated under the assumption of full
interdependency due to the regional uncertainty about the presence and the adequacy of a mature
source rock. The AUs have been aggregated assuming independence. AU, assessment unit.
Assessment
Unit
(AU)
Field
Type
Cumulative
production
Identiﬁed
reserves
Original
reserves
Total undiscovered Resources Ultimate
resources
(mode)
Oil (MMBO)
P90 P50 P10 Mean Mode
AU Center-North Oil - - - 103 285 552 304 240 240
AU Center-West Oil - 19 19 139 368 739 413 310 329
AU South Oil 354 1210 1564 270 699 1002 630 780 2344
Total 354 1229 1583 877 1376 1900 1347 1420 2639
The immediate future of new oil development in Chad will be from the Bongor Basin
where the already proven hydrocarbons will be tied to a reﬁnery that is now under con-
struction around the capital N’Djamena (CNPC, 2009). In a longer term, the exploration
of the sedimentary basins in western and northern Chad depends on the exploration re-
sults in the neighbouring countries as these sedimentary basins extends into Nigeria, Niger,
Libya, Sudan, the Central African Republic and Cameroon.
The hydrocarbon assessment results in Table 3.8 show that Chad is composed of many
basins without any exploration drilling, but not necessarily without geological information.
Exploration for hydrocarbons in the Center-West and South as well as in the neighbouring
countries where similar sedimentary basins occur, has given valuable insight into many of
the still under-explored basins of Chad.
National borders do often correspond to present day topographical boundaries, such as
rivers, mountain chains, lakes and oceans, and do not necessarily follow geologic boundaries
(e.g. the intra-cratonic sedimentary basin Kufra/Erdis basin where Chad, Sudan and Libya
all have a share).
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Figure 3.11: Chad ultimate oil resources. Graphical display of Tab. 3.8. The upper non-shaded
area of the resource column indicates the magnitude of undiscovered resources given removal of
the geological and access risk.
When performing a resource assessment, obtaining full focus on specifying the uncer-
tainties, indicate dependencies between geologic variables and selecting the appropriate
values are important for generating accurate and precise results (Schuenemeyer, 2002).
His ﬁrst concludes that uncertainties can be split into two, where the uncertainty inherent
in the geologic process can be solved stochastically, the uncertainty associated with lack of
knowledge are best solved by expert judgments. Secondly he emphasize that dependencies
can occur at several stages of an assessment process, where the failure to consider positive
dependencies leads to narrower estimates of uncertainty than could occur if they have been
incorporated into the model. The third aspect highlighted relates to the quantiﬁcation of
risk. Whereas failure to risk an assessment will overstate the expected resource, assigning
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too much risk, such as double risking, will result in understating the expected resource.
These uncertainty principles have been taken into account in this assessment.
3.5 Results and conclusions
This chapter has considered play scale heterogeneities related to reservoir and sedimentary
basins and emphasized the importance of critical evaluation and necessary pre-processing
of resource assessment input parameters. Raw data must be recorded, analyzed and
interpreted relative to resource assessment objectives at the suitable operational scale.
The interaction of parameter variability between reservoir and sedimentary basin scales
can be assessed against changes in the REAs. The REA concept has proved its utility both
for understanding the process-response system when upscaling/downscaling a dataset and
for quality assurance of variability in integrated models.
The major results of this chapter related to reservoir heterogeneities are:
• The disaggregation of a regional fault map using a GIS environment and the con-
struction of signatures within 1×1km2 for fault related accumulation of hydrocarbons
showed that the fault data needed to be pre-processed into cell based ternary coding
expressing either favourable or unfavourable conditions or a situation where the con-
trolling eﬀect of an attribute is either unknown or unevaluated. GIS is an ideal tool
to perform adequate attribute pre-processing (tuning) of data into ternary coding
which is vital for obtaining reliable results.
• By using Characteristic Analysis for a play assessment, a weighted linear combina-
tion of ternary coded attributes was used to compute favourability for hydrocarbons
on the basis of a probability signiﬁcance metric. The outlined favourable cells ex-
press where further exploration should be conducted for potentially identifying fault
related accumulation of hydrocarbons.
• A Monte Carlo assessment of the Chadian oil potential in the AUs (AU Center-
North, AU Center-West and AU South) gave 1420 MMBO as the most likely amount
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of untapped oil and indicates that approximately half of the national potential has
been identiﬁed.
The implication of considering play scale geologic variations is that it can give a thor-
ough appreciation and representation of the variability and uncertainty of the regional
geological system to be analyzed at multiple scales that is required for obtaining quanti-
tative estimates. This increased knowledge can lead to a more eﬃcient location of natural
recourse exploration eﬀort. This knowledge may further enhance the formulation of re-
source management options within a sociopolitical context. Other implications are:
• An explicit quality assurance of observational data relative to the REA concept can
ensure reproducible and reliable assessment results when the input parameter values
are representative. High quality resource assessment results has implications for the
strategic decisions related to such assessments.
• The GIS environment permits pre-processing of data, e.g. disaggregating of data
into operational form to produce representative signatures. These signatures e.g. in
terms of boolean variables are of general nature and can be eﬃciently used for more
than explaining fault related hydrocarbon accumulations.
• The CA methodology with GIS supported pre-processing of data into a ternary
coding should be used by the oil industry to delineate favourable areas in play
assessments.
• National resource assessments estimating the ultimate hydrocarbon resources within
a country expressed by probabilistic volumetric estimates within each sedimentary
basin has implications not only for identifying the location and potential hydrocar-
bon volumes important for further prospectivity eﬀorts, but are also important for
devising eﬃcient resource management policies and for supporting the international
community for political decisions.
Chapter 4
Human dimension of natural
resource variability
The human existence is dependent on natural resources and how these resources are
available for human consumption. Such resources, both renewable and non-renewable re-
sources, are unevenly distributed around the world both in terms of geologic characteristics
(mineralogy, grade, grain size, grain texture, size and depth of a deposit) and economic
dependency (proﬁtability dependent on extraction costs and market value) (Craig et al.,
2001). The natural resources itself have no relation to the human dimension as it has only
geologic characteristics (Griﬃths, 1978). However, the human dimension plays a crucial
role when such natural resources are developed and extracted, as it is the current economic
status of the given resource that decides if it is economic or not (Fig. 4.1).
The quantities of economic resources (named reserves) at any time are well deﬁned, but
changes constantly with change in the economic environment (Table 4.1). Due to mineral
extraction, the reserve base decrease, but increase as new discoveries are made or as
technological advances make the overall extraction cheaper (Griﬃths, 1978). An increase
in the market value can also turn an uneconomic resource into an economic reserve. The
access to natural resources has not only a technical aspect, but also legal and economic
constrains deﬁned by political regulations through land ownerships, incorporation of land
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Table 4.1: Resources are classiﬁed according to geological understanding and economic viability
(Craig et al., 2001). The best known and most proﬁtable of the resources fall into the category of
reserves and the constitute our present source of mineral commodities. The resources classiﬁed as
”demonstrated identiﬁed resources” are included in the reserve base.
Identiﬁed resources Undiscovered resources
Cumulative
production
Demonstrated Inferred
Probability range
(hypothetical / speculative)
Economic Reserves Inferred reserves
Hypothetical -
speculative
Marginally economic Marginal reserves Inferred marginal reserves
Sub-economic
Demonstrated Inferred
sub-economic resources sub-economic resources
into national parks or wilderness areas that may exclude otherwise mineable resources from
reserve status (Humphreys, 2005). This includes ﬂuctuations in price of non-renewable
resources adding extra complexity to the resource classiﬁcation expressed in Table 4.1.
Conﬂicts over present boundaries and land areas, both non-violent and severe armed
conﬂicts, can also reclassify the mineable reserves to demonstrated resources as the reserves
may not be exploitable during a conﬂict. Even though conﬂicts are not directly related to
natural resources, modern industrialized societies function on the basis of natural resources
and strives therefore to obtain its resource base. A deprivation of a nation’s natural
resource base would rapidly lead to a collapse of the nation’s economy and could therefor
be worth ﬁghting for access to new resources (Le Billon, 2001; Collier and Hoeﬄer, 2005;
Le Billon, 2007a).
In a global perspective, identifying the major driving mechanisms of conﬂicts are of
importance not only for science itself, but primary to identify potential conﬂicts before
break out. The expenses for ending a running armed conﬂict is much more expensive for the
global community, in terms of e.g. money, time, casualties, than preventing an emerging
conﬂict to start. Conﬂicts related to natural resources can be identiﬁed on multiple scales
(Le Billon, 2007b). One example can be onshore hydrocarbon exploration, development
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Figure 4.1: Simple cybernetic model of mineral resource subsystem, modiﬁed from Griﬃths
(1978). The exploration phase for natural resources, can be expressed by two kinds of processes;
(1) acquired characteristics, such as the socio-economic factors which lead to capital investment
and to the construction of infrastructure, and (2) inherited characteristics, the geological events
(processes) that formed natural resources.
and exploitation that includes both area and time intensive operations from large regional
seismic surveys to infrastructure development and construction of production facilities.
Such operations can cause crossing interests, not only on micro (household level) scale as
in Chad where farmers loose their possibility to perform agriculture (May and Massey,
2000), and also at meso (community level) scale where e.g. new industry interferes with
existing industry (Bridge, 2002), and lastly also at macro (national level) scale where
e.g. income taxes from oil production that can increase the national revenue rapidly
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like in Chad and open for more governmental spending (Hilson and Maconachie, 2009).
Contradictory interests can also be identiﬁed at a global level as e.g. a hydrocarbon
exploration program can be situated in a region sensitive for speciﬁc animal eradication
e.g. the recent Chevron oil pollution case from Amazonas. The local citizens, the national
government and the industry can all be positive for exploration and production, whereas
on a global level, it is important to retain the world’s diversity if the area contains rare
species/animals (IUCN, 2007) as was observed when the Chadian Doba pipeline crossed
the tropical forest areas in Cameroon.
Much of the growing quantitative literature on the role of natural resources and con-
ﬂicts are devoted to geographic distribution of natural resources and its relation to environ-
mental and sociopolitical factors. The intensive increase in available digital geographical
data has been utilized to quantitatively assess this role (Cederman and Gleditsch, 2009).
The central aspect related to this role lies in the management policy of natural resources
(Le Billon, 2007a). Natural resources, renewable and non-renewable, are spatially scat-
tered over a given territory and have a speciﬁc economic, political and social value that
has varied through time (Craig et al., 2001). From this perspective, is it perhaps intuitive
that the management of natural resources could motivate conﬂict, however, the precise
role that the speciﬁc natural resource may have in conﬂicts are less obvious (Collier, 2000;
Ross, 2004; Le Billon, 2007a; Di John, 2010).
Whereas the previous chapters, in a wide sense, have been devoted to explain various
characteristics of the input parameters for controlling the quality of the process-response
systems within the natural resource context, this chapter enlarges the system and concen-
trates on the human dimension of natural resource variability.
4.1 Introduction
Without including to much or making this thesis too wide, two speciﬁc case studies are
outlined. These two cases express diﬀerently how the human dimension is related to
natural resource variability and are devoted to aspects of the natural resource-conﬂict
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nexus. The common aim of these case studies is to exemplify how spatial and temporal
data are pre-processed to generate representative parameter values at an operational scale
that reﬂects each of the study objectives. These results are discussed in relation to the
REA concept to emphasize the representativeness of the input parameter values used in
the analysis.
The challenges
Similar to observable geologic processes and how such processes develop speciﬁc natu-
ral resources, the development of conﬂicts can be expressed by process-response systems
(Griﬃths, 1988). E.g. the important step in a conﬂict is the phenomena where humans
pick up arms for ﬁghting (onset of armed conﬂict). A conﬂict itself is perhaps easy to iden-
tify, however, the underlying processes leading to this conﬂict is more complex (Le Billon,
2007a). The absolute magnitude or the magnitude variations over time of factors explain-
ing e.g natural resource, political, economical, social and technological processes can be
signiﬁcant for explaining a given conﬂict phenomenon (Mauro, 2009). Quantifying these
multidisciplinary processes to express potential causal mechanisms for conﬂict is a multi-
faceted task as observations are mapped and recorded at multiple scales (both spatially
and temporally).
The complexity of each conﬂict on one side and the quantiﬁcation methodology of con-
ﬂicts on the other side can result in inconsistent and incomplete sets of conﬂict data due to
inadequate quantiﬁcation of the underlying processes (Le Billon, 2007a). This can gener-
ate misleading results as all interactions in the process-response system are not considered
(Di John, 2010). One of the main challenges in quantitative natural resource conﬂict re-
search using spatially distributed data is therefore to obtain appropriate representative
parameter values for all input variables at an operational scale that can explain a certain
phenomenon by an appropriate mathematical procedure.
The debate on the quantiﬁcation of the relation between natural resources and conﬂicts
was initiated predominantly by Collier and Hoeﬄer (1998) after their econometric study
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work initiated by the World Bank that presented development economist’s perspective on
the origins of the post-World War II civil wars. Their results implied that the strongest
predictors of civil war onset were, among other factors, oil resources, dependence on pri-
mary commodity exports and poverty. The initial excitement about the signiﬁcance and
large eﬀect that natural resources have on risk for conﬂict has tapered oﬀ as other re-
searchers with other methods and model speciﬁcations have failed to conﬁrm such relation
(e.g. Ross, 2004; Fearon, 2005; Hegre and Sambanis, 2006; Brunnschweiler, 2008). How-
ever, as Collier et al. (2009) concludes, the availability of systematic empirical studies have
not fully succeeded in providing convincing evidence for a relationship between natural
resource abundance and territorial conﬂicts.
The various outcome of the present results in natural resource conﬂict studies show
no indications that there is a universal scaling law for complex natural resource-conﬂict
phenomena (Cederman and Gleditsch, 2009). Thus, as Openshaw and Alvanides (1999)
generally conclude, it is critical to ﬁnd an appropriate scaling method or a proper combi-
nation of scaling methods for diﬀerent types of processes. The challenge is therefore how
to obtain representative quantitative values from available data (Le Billon, 2005, 2007a;
Di John, 2010). This implicitly includes being able to derive the REA’s of human-natural
resource related processes. It is widely accepted that measurement values can change
with varying measurement scale (resolution). E.g. the national GDP per km2 can be
diﬀerent from the county GDP per km2. In quantitative large-N studies of conﬂict re-
search, the traditional workﬂow has been to compare countries against each other using
data on the national level to identify causal mechanisms that may cause conﬂict (e.g.
Collier and Hoeﬄer, 1998).
Finding the appropriate scale for a given data variable can be exempliﬁed by the an-
nual precipitation data of Chad (Fig. 4.2). The Chadian climate zones can be divided
into three regions and the spatial variability in % within each region at three diﬀerent
measurement scales were calculated. Whereas the regions with high precipitation (Souda-
nian and Sahelian regions) had stability in their parameter values across scales, deviated
the low precipitation area (Saharan region) with increasing percentwise variability as for
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an decrease in operational scale from 100 × 100km2 to 25 × 25km2. This could be the
consequence of locally increasing radom percipitation behavour and therby lack of reliable
average values.
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Figure 4.2: The annual precipitation data from CPC (2006) show that the there is stability in the
Soudanian and Sahelian region in Chad with diﬀerent scale, whereas the Saharan region show no
stability in the study interval and a scale larger than 100x100 km2 is assumed to be appropriate.
Values are percent diﬀerence of standard deviation and mean of the mean value of the speciﬁc grid
cell.
The importance of obtaining representative datasets must therefore be emphasized.
Anselin (1999) outlined three directions how spatial analysis can enhance process-response
modelling in the social sciences. The challenges related to these three directions are:
1. Theory has three major challenges; ﬁrstly how the concept of ”space” is incorporated
in statistical models and how it is digitally recorded and stored in a GIS environ-
ment, secondly the theoretical concerns related to the theoretical interpretation of
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the role of ”space” in statistical and economic models, and thirdly is how data mod-
els and modelling techniques can handle spatial interaction as well as space-time
interactions.
2. Data might be split into three parts. The ﬁrst challenge is the selection of ”proper”
scale of analysis as the GIS tool can integrate data collected at diﬀerent scales of ob-
servations for one level of analysis that do not necessarily provide useful information
about lower levels of analysis. This is also related to the integration of multiple scales
of analysis as in hierarchical modelling. The second challenge is the large size of the
geo-spatial databases that can constitute a computational (permutation approaches
for each observation) as well as conceptual (multiple comparisons) challenges. The
last challenge is how spatial sampling is performed. The sampling design need to be
corrected for presence of spatial eﬀect (such as spatial autocorrelation), understand
and measure the underlying spatial autocorrelation as it is the basis for respectively
separating or grouping sampling units. The granularity of the sampling design is
important for understanding processes characterized by spatial heterogeneity.
3. Dissemination has two major challenges; ﬁrstly is the development of a generic
spatial analysis software toolbox and secondly is the integration of spatial analysis
in the methodological curricula of social scientists.
Anselins research conclude that the developments in the theory and empiricism of
the social science will most likely inﬂuence the spatial analysis discipline and will be ac-
complished by a tight interaction between theory, data analysis and computation that
require interdisciplinary and multidisciplinary environments where the traditional bound-
aries are broken down. One decade have passed since the publication of Anselin (1999)
and several of these challenges have partly been met. This includes, among others,
more disaggregated data from where new theories assisted by GIS software can be tested
(Cederman and Gleditsch, 2009). Armed conﬂicts represents one such example where data
need to be disaggregated into several subcategories (Gleditsch et al., 2002; Kreutz and Eck,
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2005); Type, onset, duration, severinity, repetition and location, where the representative
variables applied in a given analysis can change accordingly to the operational scale.
Several new datasets have been developed to increase the knowledge of the spatial vari-
ations of speciﬁc natural resources, such as petroleum (Gilmore et al., 2005), diamonds
(Lujala et al., 2005), minerals (Taylor et al., 2009) and uranium (IAEA, 2009). In addition
to these datasets, other spatial datasets incorporated in present day empirical studies are
topographic related datasets such as administration boundaries, rivers, roads, mountains,
precipitation (CPC, 2006) and forest cover (FAO, 1999). Spatial datasets related to the
human dimension are e.g. population (CIESIN, 2005b), infant mortality rate (CIESIN,
2005a), ethnicity (Buhaug et al., 2008). The spatial non-renewable resource datasets de-
scribed above have resulted in new knowledge of the spatial distribution of some of the
most valuable and disputed non-renewable resources in the world. Such datasets have
resulted in a more balanced understanding of the processes leading to conﬂict and have
according to Cederman and Gleditsch (2009) been used both for approving and rejecting
stated theoretical hypothesis. Most of these non-renewable resource datasets give no indi-
cations of prospective resources in terms of location, type and quality. This also includes
no estimation of ultimate potential revenue that can be generated from such resources.
Based the lack of data, less quantitative research has been devoted to indicate prospective
and hypothetical non-renewable natural resources and analyze how these resources are
related to conﬂicts (e.g. Humphreys, 2005).
The United States Geologic Survey (USGS) has compiled two of the most signiﬁcant
data sets for predicting the future non-renewable resources of the world that are inde-
pendent of socio-economic factors. Predicting world’s prospective hydrocarbon volumes
was carried out in the USGS World Assessment 2000 (Klett et al., 2000), whereas mineral
quantities was compiled by the USGS Quantitative Global Mineral Resource Assessment
Project (GMRAP) (Schulz and Briskey, 2003, 2005). The GMRAP project included infor-
mation such as deposit name, location, commodity, deposit description, geologic character-
istics, production, reserves and resources (Taylor et al., 2009). This project also pointed
out interesting areas that most likely will contain world-class deposits. Due to its sensitiv-
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ity and study objective, only the most prominent world-class deposits was outlined. On
global and/or continental scale, these outlined deposits will potentially have an impact on
the host country economy. However, for a speciﬁc country, a discovery lower than a world-
class magnitude that are not outlined can also make huge diﬀerence for the government
income and its citizens.
The major challenge of these non-renewable resource datasets outlined above is that
the reserve and resource volumes are dynamic quantities as they are just a picture of the
present knowledge and can vary strongly by, among others, future technological achieve-
ments and human consumption (Wellmer and Becker-Platen, 2002; Wellmer, 2008). Other
challenges of such datasets are the need to indicate more precisely the exact location of
the prospective areas and reliable volumes and monetary value. However, these hypo-
thetical resources can be used by governments, the extractive industry, NGOs, as well as
local patriots to estimate a given area’s future value that can be used in natural resource
management policies to reduce crossing interests related to extraction of these potential
resources.
Some of the datasets applied in conﬂict-natural resource research are widely criticized
according to their reliability, among others measurement quality and categorization. One
of the most criticized dataset is perhaps the soil degradation dataset of the GLASOD
(Global Assessment of Soil Degradation) study by Oldeman et al. (1990). The data con-
sists of 250 expert assessments of soil degradation in their area of expertise. The lack
of ”cross-expert” comparability and the potential role of incentives which could bias the
reported degradation make it hard to validate the representativeness of the data and to
use it as a proxy variable for land degradation (Benjaminsen, 2002).
Potential surmounts of these stated challenges
One of the major uncertainty aspects in conﬂict research is the structure of a study.
Local case studies analyzing ”isolated” processes and large-N studies analyzing the gross
variation within the whole or parts of the world are both important for giving insight to the
4.1. INTRODUCTION 133
resourceconﬂict nexus (Le Billon, 2001). O’Lear (2005) critically argues that such natural
resource datasets tend to indicate the location or distribution of natural resource features,
but they do not necessarily indicate infrastructure that is critical to the exploitation,
use, or transfer of these resources. In his point of view enhancements in these datasets
could be, for water resources; attribute and spatial data on water quality, wells, dams
and extraction structures, for minerals; infrastructural data such as mining technologies
would greatly enhance our understanding of how proﬁtable extraction of such resources
could be or the likelihood of a change in control over the given resources. With respect to
hydrocarbon exploration and production, the locations and operational factors of pipeline
networks, oil rigs, reﬁneries and storage facilities are important (O’Lear, 2005). The eﬀorts
by the French company Geo212 (Geosint, 2011) to use geointelligence to asses the extent
of development infrastructure for oil development represents a path in the right direction.
The ultimate dataset which O’Lear seeks is a joint dataset that can incorporate several
underlying datasets, similar to the earlier outlined global ecology approach. Even though
the understanding of the underlying processes and their representative measurement and
operational scales when express phenomena generating conﬂicts are of great importance,
a joint dataset of O’Lears dimension will contain major complexity. Not only in spatial
scale, but also in the temporal scale and suits better to be generated in a local case study
within a speciﬁc time and area than in a large N-study.
According Buhaug (2007) three complementary directions can be identiﬁed to enhance
future resource-conﬂict studies:
1. A sustained blend of case-based and large-N empirical assessments
2. Disaggregation of the subject under study, both theoretically and empirically
3. Increased use of advanced methods, such as GIS, spatial regression, and multilevel
modelling
Case-based analysis and large-N empirical assessments are designed to answer diﬀerent
questions and complement each other so that better understanding of a given phenomenon
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is achieved (Collier et al., 2009). This can be exempliﬁed by how policy makers tend to
ask experts on how to end a speciﬁc conﬂict. Such experts use theoretical knowledge,
results derived from case-based and large-N analysis combined with local knowledge of
the given conﬂict to indicate possible actions to end this conﬂict. The second direction
is related to the disaggregation of data to avoid explaining lower-order phenomena with
higher-order data, known as ecological fallacy (Cao and Lam, 1997). These lower-order
phenomena can be explained by generating disaggregated datasets. This turns the focus
away from general state-centric analysis and towards more speciﬁc disaggregated analysis,
e.g. types of conﬂicts that will require improved and more complete geo-referenced data,
not only on armed conﬂict but also on important environmental and socioeconomic factors.
The disaggregation of data opens for testing new theoretical approaches in conﬂict studies
previous unattainable. The third point introduces approaches taken from other scientiﬁc
disciplines to be included in conﬂict studies. GIS technology have opened for advanced
spatial methods that allow multi-level modeling to test among others hierarchy theories.
The transformation of measurement values into an operational form that is representa-
tive for a given phenomenon is intensively discussed in spatial data analysis (e.g. Anselin,
1999). The Modiﬁable Area Unit Problem (MAUP) indicates challenges resulting from
the imposition of artiﬁcial units on geographical phenomenon that might be impacted in
the generation of artiﬁcial spatial patterns (Openshaw and Taylor, 1979). To solve the
MAUP, Wrigley (1995) outlined two challenges that need to be overcome: For treating
these problems, it is essential to develop an adequate statistical framework with clearly
formulated models, and to develop practical method which can be oﬀered to researchers
for using spatial data to draw meaningful inferences about level relationships.
The generalization of data from one speciﬁc scale to another is one of four key relevant
problems identiﬁed in spatial data analysis, where the three others are the boundary
problem, the measurement scale problem (resolution) and the pattern problem (Barber,
1988; Sheppard and McMaster, 2004).
Boundary problems can ﬁrstly aﬀect the interpretation of spatial patterns depending
on how the phenomenon is bounded. Arbitrary or inappropriate boundaries can split
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spatial-temporal social phenomenon (e.g. sub national/international borders splitting a
speciﬁc ethnic group). Secondly, it can cause ”blurred” statements about spatial-temporal
social phenomena that are computed for a large area whereas it might be just valid in one
particular location/area (e.g. one ethnic group controlling one major city within a county,
whereas excluding this city the remaining area is controlled by another ethnic group). On
the other hand, measurement scale problems are related to moving from local scale, where
homogeneity of phenomenon is maximized and extreme values are noticeable, even though
at these scales heterogeneity must be assumed, to regional scale, where conditions might
merge towards an average state and correlations become stronger (REA). Knowing the
measurement scale when this average-state occur and when the distribution of a given
phenomenon potentially becomes exaggerated it therefore essential. The pattern problem
is related how similar two datasets are within an analysis and this can be tested by spatial
autocorrelation statistics to measure and analyze the degree of dependency among spatial
observations (Davis, 2002).
Phenomena can be explained by hierarchical theory which enables a given phenomenon
to be separate into distinctive temporal and spatial scales. This implies that diﬀerent
processes are expected to have speciﬁc spatial-temporal scale characteristics at which
these processes operate (Sheppard and McMaster, 2004). This means that multi scalar
analysis can be dramatically simpliﬁed. Projecting this into the discipline of resource-
conﬂict studies, the complexity of nature can be tackled by applying the proposition of
hierarchy theory that nature can be divided into a hierarchy of spatial-temporal scales of
progressively increasing extend. Implicitly, this indicates that conﬂict causality runs from
the bottom up as local scale phenomena and processes provide the initiating conditions
for larger scale conﬂict phenomena.
Political and technological ecology represent another potentially constructive meeting
point for the integration of diverse perspectives of scale, in the sense of understanding
political and technological as well as biogeophysical processes behind people-technology-
economic-environment-conﬂict relations (Zimmerer and Bassett, 2003). This approach
combines information from diﬀerent sources with diﬀerent temporal and spatial extent
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that aims to explain integrated politicized phenomena (Bridge, 2002). The political ecol-
ogy approach has also been applied in analysis of natural resources and conﬂicts. Le Billon
(2001) outlined how natural resources and conﬂicts can be expressed by the political ecol-
ogy of war. He argued that within the historical processes shaping political economies of
resource extraction, natural resources and armed conﬂicts are related to the distortionary
eﬀect of societies’ dependence on valuable natural resources, the conﬂictuality of such
resources and the spatial distribution and lootability of resources that can be regarded
as opportunities for conﬂict actors at multiple scales to seize or retain control over such
resources.
The transformation/pre-processing of geologic maps into an operational form that is
suitable for analysis related to the human dimension is a challenge that are now incorpo-
rated in natural resource management options (NRM)(Evans et al., 2002; Suteanu, 2010).
Such analysis assesses natural resources in relation to economic, political, sociological,
technological and infrastructure factors. In social science disciplines, one possible solution
to increase the data quality in models is to include the REA concept (e.g Chapter 3.1 or
Wood et al., 1988; Jia and Lin, 2010). The initial REA concept can be used as a system-
atic eﬀort of looking at spatial-temporal variabilities as function of scale. Whereas the
hierarchal theory and global ecology concepts are aiming for complete dataset, the REA
concept applies representative scales from where records can give essential information. It
is therefore not essential to include all inherent variability of a given input data variable
if the representativeness is known. However, the representative parameter values need to
reﬂect the operational scale deﬁned by the study objective.
Whereas much of the present literature have validated/invalidated previous proposi-
tions, the future analysis will blend the state-centric analysis with new scales and levels
of analysis including new theoretical and methodological approaches in a way that can
give a more nuanced understanding of the resource-conﬂict nexus. Especially importance
is the collaboration with other scientiﬁc disciplines that can supply future studies with
more data and theoretical knowledge incorporating the representative scale to identify
process-response systems that are included in statistical calculations of natural resource
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and economic models for evaluating the causal mechanisms of natural resource induced
conﬂicts.
No standardized workﬂow to generate datasets has been identiﬁed within the social sci-
ences or natural resource-conﬂict research. One potential workﬂow can be anchored to the
detailed explained methodology expressed in Charpentier and Klett (2005) that outlined
ﬁve philosophic principles when assessing undiscovered natural resources: (1) Robust-
ness, (2) valuable data exists in geology and exploration history, (3) the use of statistical
methods without geological analysis can give misleading results, (4) transparency and (5)
utility. These ﬁve philosophic principles can also be projected into social sciences and
conﬂict research to increase the data quality and the correlatability within and between
speciﬁc datasets.
This introduction covering challenges related to the human dimension of natural re-
source variability, exempliﬁed with the natural resource-conﬂict nexus, has shown that
more eﬀort need to be carried out to select variables and to pre-process these variables
into representative values explaining a given phenomena. This implies that the study
objective needs to be compatible with the operational scale, upscaling/downscaling of pa-
rameter values recorded at diﬀerent measurement scales. Without proper control of these
factors, the inherent uncertainties can in worst case totally obscure the results. Several
challenges have been expressed in this introduction and probably the most challenging fac-
tor in social science is the creation of representative (spatial-temporal) proxy variables that
with the available information can be related to the phenomenon problem to be solved.
The need to explicitly knowing the appropriate REV/REA at all aggregation levels has
been one of the driving forces behind the current thesis and a motivation of the two cases
presented below. This includes reﬂections related to data, methodology and theory with
a focus on input parameter’s measurement scale and the operational scale of the speciﬁc
study.
In the following sections, the two examples outlined give additional insight to the
human dimension related to natural resource variability. The ﬁrst section (Section 4.2) is
a case study outlining how the resource management framework has been a major factor in
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the co-existence of non-renewable resources and conﬂicts in the country of Chad and how
these factors can aﬀect Chad in the future. The second section (Section 4.3) is a empirically
large-N study evaluating non-state conﬂicts in Sub-Saharan Africa and how these conﬂicts
are related to annual variations in renewable resources. These sections expressed below
give a wider perspective of the independent paper expressed in Appendices H and I.
4.2 Non-renewable resources and conﬂicts within a Chadian
resource management framework
The management of the exploration and exploitation of resources are challenging as the
development of a given resource and its economic exploitation revenues can result in cross-
ing interests, ultimately leading to conﬂict (Le Billon, 2001). The knowledge of a nation’s
identiﬁed and undiscovered non-renewable resources are therefore important for managing
the long term perspective economic development of a country (Hilson and Maconachie,
2009). Natural resource management, exploration/exploitation of these resources and
conﬂicts related to such resources may interact at multiple scales (Bridge, 2008). Conﬂict
related to exploration/exploitation of natural resources and the revenues derived from
these activities are observed at multiple scales spanning from angry peasant loosing his
farmland through e.g. expropriation or land degradation, displaced village citizens due to
resource development, local politicians that receive no or marginal revenue of the natural
resource exploitation performed within their area, ethnic groups from resource-lean parts
of the country that is marginalized by the government and receive no/minimal share of
the national revenue, to countries that see the strategic importance of obtaining access to
a given resource so vital that it is worth ﬁght for. All these examples can be related to
the resource management framework deﬁned by the government as it is the management
policies that deﬁned the areas where natural resource exploration (licensing permits) and
exploitation are to be performed, the taxation of such activities and the distribution of
income and revenues derived from such resources (Davis et al., 2001).
The interaction of resource management framework, exploration/exploitation and con-
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ﬂicts varies from country to country, and create a space for tension between resource-
holding states, its citizens and resource-seeking companies (Le Billon, 2001). If the re-
source management framework policies are in strong favour of collecting revenue for the
government (e.g. high taxation rates) then international exploration and exploitation
companies will cease its activities and pull out its involvement in the country. This will
then result in less income for this country if no other companies are willing to perform
activities under such conditions. Similar, conﬂicts over income derived from the extractive
industry can result in outbreak of civil war resulting in termination of such activities that
will reduce the governmental income (Hilson and Maconachie, 2009).
In many countries, natural resource exploitation has been an important element of
continuity across fault lines of political conﬂicts, self-suﬃcient models of development and
transitions from authoritarianism to formal democracy (Bridge, 2008). Other countries
have not evolved into such blessing, as they have experienced increased poverty, armed
conﬂicts, corruption, economic stagnation and squandering of the national wealth and
ultimately increased poverty, political violence and irreparable damage to the environment
(Ross, 2008). This tendency, for large natural resources to decrease rather than increase
the level of development in a country, is commonly referred to as ”the resource curse”
(Auty, 1994). The level of development is therefore connected to a country’s management
of their natural resources endowment which inﬂuences both its political economy and type
of governance (Auty, 2001). Studies have shown that resource management from good
governance is crucial to ensure that the potential wealth from non-renewable resources
becomes a beneﬁt to the general population and can lower the risk for armed conﬂicts
(Hilson and Maconachie, 2009).
According to the abundance resource war argument, primary commodities are easily
and heavily taxable, and therefore attractive to both the ruling elites and their competitors
(Collier, 2000; Le Billon, 2001). Non-renewable resources can be identiﬁed spatially as
point assets, including estimates of its volumes (tonnes or barrels) or monetary values
and are easier to secure and tax compared to the taxation of evenly distributed natural
resources or the taxation of citizens (Hilson and Maconachie, 2009). The characteristics
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of conﬂict related to the presence of natural resources and the spatial distribution and
lootability of such resources are crucial when considering the opportunities of violent acts
of war to seize or retain control over resource revenues (Le Billon, 2001).
A country with large non-renewable resources can beneﬁt substantially from them, but
the revenues from exploiting these resources can pose challenges. The ultimate goal for
any government is to ensure that important social considerations are safeguarded, that
the value created from the activities beneﬁts society as a whole, as well as consideration
for the external environment, health, working environment and safety plays. By including
these considerations, the government aims to maximize the monetary income from nat-
ural resources based on a legal and regulatory framework and ensure that income from
the extractive industry are maximized at multiple levels along the extractive industry
value chain (Le Billon, 2007a). Such legal framework has a resource management plan
that aims to encourage national and international actors to perform exploration and ex-
ploitation in their country. For the oil companies to maximize the values within a deﬁned
area, a legal framework must be in place which provides the extractive industry with in-
centives to fulﬁl the states objectives while at the same time meeting their own goals,
which is to maximize their proﬁts. In order for the extractive companies to make rational
investment decisions, the legal framework conditions must be predictable and transparent
(Hilson and Maconachie, 2009).
A resource management framework is normally deﬁned by the government and can
be divided into four parts (e.g. NPD, 2010): (1) licensing permits, (2) ﬁscal policy, such
as tax policy, governmental spending, (3) monetary policy (interest rates, income policy,
reserve requirements), and (4) national extractive companies.
National ﬁscal policymakers need to decide how national expenditures can be planned
and insulated from revenue shocks arising from the volatility and unpredictability of re-
source prices. Decisions also need to be made on the extent to which resources should be
saved for future generations (Hilson and Maconachie, 2009). Collier and Hoeﬄer (2005)
indicated that possible starting point is transparency in the reporting of oil revenues, to
ensure that they actually ﬂow into the budget and to make the expenditure side of the
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budget transparent. However, in poor governance countries with low institutional capac-
ity, such as Chad, this approach has often failed (Mehlum et al., 2006). In such countries,
the concept of the rentier state indicate that governments use abundant resources to buy
oﬀ opposition or suppress armed rebellion, thereby contributing to political stability and
preventing armed conﬂict (Basedau and Lay, 2009). Such governments use the large re-
source revenues to maintain internal peace by combining a huge security apparatus with
generous distributional policies. On the other hand, the lack of inﬂuence on multilateral
institutions can also be an advantage of international business corporations and bilateral
actors with stakes in resource exploitations (Le Billon, 2007a).
Finding the quantitative causal mechanisms related to natural resource-conﬂict nexus
still have some shortcomings (Collier, 2000; Ross, 2004; Buhaug, 2007) and Di John (2010)
concludes that the extent to which non-renewable resource abundance generate develop-
mental outcomes depends largely on the nature of the state and politics as well as the
structure of ownership in the export sector, all of which are neglected in much of the
research-conﬂict literature today. Humphreys (2005) looked behind the observed corre-
lations of exploration and exploitation of non-renewable resources and violent conﬂicts
and suggested ways to introduce ﬁner division of the data that can help to chose between
plausible underlying causal mechanisms. This study tries to compile conﬂict evidence and
ultimate resource values to help complement some weaknesses in the current information
base regarding the potential conﬂict-natural resource links in Chad.
In this section, the African country of Chad (Fig. 4.3) is used as a case study, where the
historical exploration for non-renewable resources is outlined in relation to the evolution
of the resource management framework in relation to political ﬂuctuations. The future
areas containing potential undiscovered non-renewable resources, such as hydrocarbons,
non-fuel minerals and fuel minerals, are outlined and further discussed in the related
article (Appendix H) that elaborates how these spatial distributed resources can aﬀect
the potential conﬂicts and the resource management framework of Chad in the future.
These presented results can be characterized as an early estimation of Chad’s regional
value of non-renewable resources and serve as a basis for assessing Chad’s future general
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Figure 4.3: Administration boundaries and major settlements in Chad.
development.
Chad is today one of the ten poorest countries of the world, ranking 170 of 179 countries
in the United Nation’s 2008 Human Development Index, where poverty is a widespread
social problem (Frank and Guesnet, 2009). With a per capita income of under $250 a year,
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and 55% of the population living in poverty, Chad also struggles with low social indicators:
more than half of the population over the age of 15 is illiterate and electricity is accessible
to only 1% of the population (OECD, 2008). The Human Poverty Index (HPI), focuses
on the proportion of people below a threshold level, living a long and healthy life, having
access to education, and a decent standard of living, the value is 56.2% for Chad, ranks
133rd among 135 developing countries (OECD, 2008).
This case study involve exploration for non-renewable resources in a political-economic
context. Exploration eﬀort conducted in a region will be strongly inﬂuenced by not only
political and economic decisions arranged by the national government in the form of the
legal resource management framework, but also by international actors and multinational
companies like CNPC with strong ties to industrialized countries that are seeking to supply
their needs for non-renewable resources. The results from Chad illustrate the complexity
of the natural resource-conﬂict within a country that is challenging to upscale into large-N
studies ﬁnding global causal mechanisms (Appendix H).
This complexity can be recorded on both local (community) scale from where the
Doba exploration and exploitation for non-renewable resources has lead to alterations
in the working conditions for the locals (EssoChad, 2002), meso scale e.g. where the a
rebel group in 1990 (led by current President Deby Itno) overthrew the former regime
(May and Massey, 2000), and to large (national) scale e.g. when Libya occupied northern
Chad where one of the parameters for occupation was access to the potential large Tibesti
uranium deposits (Huliaras, 2001). These and other conﬂicts can be identiﬁed to have a
co-existence with the resource management framework in Chad.
In the following three examples from the post-Independence Chad is outlined to show
the interaction between exploration/exploitation of non-renewable resources, conﬂict and
resource management are given
During the colonial times, France became aware of the hardship to administer Chad
with its huge size, rough topography, geographical disparities, scarce resources and poverty
(Azevedo, 1998). The French taxation approach, following the colonial trend of how to
best govern Chad in such way that it will beneﬁt France, focused on southern Chad, with
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Figure 4.4: Major historical events in exploration, armed conﬂicts and resource management
policy actions in Chad since 1960.
its savannas and rainforests, leaving the northern parts as neglected due to its poverty
and lack of signiﬁcant natural resources (Azevedo, 1998). Azevedo (1998) conclude that
the pre-independent Chad was so chaotic and violent at the end of the colonial time as
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the colonial system by nature was prone to abuse due the unequal power and the marginal
supervision of the territories from Chad’s capital.
Parallel to Chad’s Independence from France, exploration for economic natural re-
sources within the region was carried out by French companies. The systematic explo-
ration in Chad started in the beginning of 1950s as an extension of the exploration of
the French occupied Fezzan province (SW Libya) and the primary target was mineral
resources as the vast quantities of oil in the African interior were unknown at that time
(Klitzsch, 1994).
The ﬁrst discovery of oil onshore in Libya in 1956 resulted in a massive interest in
oil exploration in northern Chad in be beginning of 1960’s (Klitzsch, 1994). The explo-
ration for oil that was performed by Petrodar, a company led by a subdivision of the
French ELF company, explored for oil in the Erdis basin in northeastern Chad (Borkou-
Ennedi-Tibesti county, BET). In 1962, a new petroleum code was introduced based on
a concession contract system where royalties and taxes was a function of oil production
(Eriksson and Hagstrømer, 2005). The same year, rumors of a substantial oil ﬁnd in the
northeastern Chad caused optimism (USGS minerals yearbook, 1963). Subsequent to this,
the tactic of President Tombalbaye to unite all parties by forcing them to collaborate with
his own party failed and in 1962 that of the banning of all political parties except the
president’s own (Azevedo, 1998). Thereafter followed series of arrests from prominent
cabinet ministers to regular Christian and Muslim activists. The increased tension follow-
ing the introduction of a single-party state led to attacks by the opposition with following
counter-attacks by government forces (Azevedo, 1998).
The ﬁve well exploration campaign of Petrodar concluded in 1965 that there is only
sand and water in this region (USGS minerals yearbook, 1965). This disappointed Presi-
dent Tombalbaye, who saw the potential of future oil revenue disappearing and he canceled
the 152 000 km2 Pertrodar concession (Djimrabaye, 2005). Angry with the French explo-
ration eﬀort, Tombalbaye forced the French troops out of BET (Azevedo, 1998) and the
sought to United States and Italy for exploration participation. Following this termination,
Chad announced an intensive 5-year plan for mineral exploration including hydrocarbons
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in the Erdis basin, geologic mapping near Abeche and mineralized veins and Uranium
in the Tibesti (USGS minerals yearbook, 1965). Now without any French support, the
United Nations Special Fund Aid stepped up and ﬁnanced the mineral exploration re-
sulting in deposit identiﬁcation in the Tibesti Mountains (BET), Maya-Kebbi and Logone
Occidental counties (USGS minerals yearbook, 1968), however all deposits were too small,
widely scattered and of too low quality for large-scale exploitation.
The establishment of the National Liberation Front (FROLINAT) in 1966 by northern
politicians and nationalists, whose objective was to overthrow the Sara led regime in
N’Djamena by force, led to a further escalation of the revolt that proliferated further
south into other regions, such as Chari-Bagirmi and Wadai regions (Azevedo, 1998).
The map of the mineral deposits within Chad (Chaussier, 1968; Kusnir and Moutaye,
1997, an updated map of the mineral deposits in Chad is given in Fig. 4.5) that described
and located the principal mineral deposits led to an increased tension within the govern-
ment of Chad as this map indicated prospective national revenues, e.g. Uranium deposits
in Tibesti massif (Azevedo, 1998). Before further drilling for oil in the Erdis basin, it
was important for the government to secure an Chad-Libyan agreement for a possible
pipeline through the most obvious oil transportation route through the Libyan desert
(Djimrabaye, 2005). In 1968 the signature of bilateral friendship and technical agreements
coincided with a large northern rural revolt, including an increased opposition within the
government (Azevedo, 1998). President Tombalbaye had to re-connect to France and ask
President Charles de Gaulle to honor the French-Chadian military pact (Azevedo, 1998).
The French intervention in 1969 helped to keep the rebels at distance and opened for
a reassignment of the lost concessions to the French company Societe Inde`pendante de
Recherches et d’Exploitation Pe`trolie`res (SIREP) in 1970 after 5 years of minor explo-
ration eﬀort from US and Italian companies. During the ﬁrst half of 1970s, President
Tombalbaye survived several coup attempts as he was facing even more opposition than
he were able to prevent and several of these coups was supported from Libya (Azevedo,
1998).
The mentioned map of Chaussier (1968) speciﬁed 14 locations potentially containing
4.2. NON-RENEWABLE RESOURCES AND CONFLICTS IN CHAD 147

  
  





 


  











 


















&KDG 6XGDQ
/LE\D
1LJHU
(J\SW
&DPHURRQ
1LJHULD
&HQWUDO$IULFDQ5HSXEOLF
%RUNRX(QQHGL7LEHVWL
.DQHP
%DWKD
*XpUD
%LOWLQH
6DODPDW
2XDGGDw
&KDUL%DJXLUPL
0R\HQ&KDUL
7DQGMLOp
0D\R.HEEL
/DNH&KDG
/RJRQH2ULHQWDO
/RJRQH2FFLGHQWDO
*ROG
*ROG
*ROG *ROG
*ROG
*ROG
6DOW
6DOW 6DOW
6DOW6DOW
6DOW
6DOW
7LWDQ7LWDQ
7LWDQ
.DROLQ
.DROLQ
.DROLQ
.DROLQ.DROLQ
.DROLQ.DROLQ
8UDQLXP
8UDQLXP
8UDQLXP
8UDQLXP
8UDQLXP
8UDQLXP
8UDQLXP8UDQLXP
'LDPRQGV
*UDSKLWH
*UDSKLWH
'LDPRQGV
'LDPRQGV
*UDSKLWH
*UDSKLWH
'LDWRPLWHV
'LDWRPLWHV
'LDWRPLWHV
'LDWRPLWHV
1DWURQVRGDDVK
1DWURQVRGDDVK
1DWURQVRGDDVK
1DWURQVRGDDVK
/HDG]LQFFRSSHU
/LPHVWRQHVPDUEOHV
/LPHVWRQHVPDUEOHV
/LPHVWRQHVPDUEOHV
/LPHVWRQHVPDUEOHV
/LPHVWRQHVPDUEOHV
7LQ7XQJVWHQ1E7D
7LQ7XQJVWHQ1E7D
7LQ7XQJVWHQ1E7D
7LQ7XQJVWHQ1E7D 7LQ7XQJVWHQ1E7D
7LQ7XQJVWHQ1E7D7LQ7XQJVWHQ1E7D
1
'MDPHQD

(

(

(

(

(

(

1 
1

1 
1

1 
1
0LQHUDOUHVRXUFHVRI&KDGm
   .LORPHWHUV
/HJHQG
&KDGERUGHU
&RXQWU\ERUGHUV
0DMRUODNHVULYHUV
 &DSLWDOV
3LSHOLQH
*HRORJLFSURYLQFHV
6HGLPHQWDU\EDVLQV
$UFKPDVVLIXSOLIW
 ,GHQWLILHG0LQHUDOV
Figure 4.5: The mineral discoveries of Chad including province boundaries. The mineral discov-
eries are outlined in tabular form in Appendix H. The favourable provinces, known as min-
ing districts, within the Mayo-Kebbi (gold, uranium), Ouiddai (Gold, Diamond) and Tibesti
(gold, uranium, tin, tungsten, wolframiite) provinces, having the highest deposit concentrations
(Goodell, 1992; Kusnir and Moutaye, 1997; Soo-Young and Se-Jung, 2001; Brinkley Mining, 2008;
Mining Weekly, 2009; Signet Mining, 2009; USGS minerals yearbook, 2009). In addition, are sev-
eral alluvial deposited minerals (gold, diamonds and bauxite) identiﬁed near the favorable mining
districts and scattered over a large area mainly restricted in the southern half of Chad.
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uranium deposits in the Tibesti region and these resources were one of the reasons why
Libya, in 1972, occupied the Aouzou strip of Northern Chad (Huliaras, 2001). The mili-
tary intervention in Chad was undoubtedly Libya’s most signiﬁcant external involvement,
as Chad was the center piece of Colonel Qaddaﬁ’s Libyan dream for a large Muslim cen-
tral African cooperation. Libya spent important ﬁnancial resources with an intense anti-
imperialism in supporting Coup d’Etats and radical governments all over sub-Saharan
Africa to give support to this ambition (Huliaras, 2001).
This exempliﬁes that the resource management policy chosen under President Tombal-
baye have inﬂuenced the exploration eﬀort and the conﬂicts related to the oppositions
aspiration to power. Tombalbaye started in 1960’s with a democratization process and
openness aiming for exploration of non-renewable resources that could boost the national
revenues. This lead within few years to a brutal single-party state due to armed conﬂicts
with opposition rebel groups and an international actor interested to get a share of the
resource base.
In late 1969, the government of Chad granted a 5-year permit for hydrocarbon explo-
ration to Continental Oil Co. (CONOCO) covering a 600 000km2 area of the Lake Chad
Syncline and Chari Depression in the central and southern Chad (USGS minerals yearbook,
1969). During the ﬁst years CONOCO performed only magnetometric and photogeologic
surveys over their concessions (USGS minerals yearbook, 1971), followed by drilling 28
exploration wells with 11 discoveries between 1969 and 1986 (Djimrabaye, 2005). This
was the ﬁrst oil exploration within the southern areas.
In 1972, the same year as Libyan forces attacked Chad, CONOCO sold 50% of its con-
cession to Chad Shell Exploration and Development Corp. CONOCO and Shell stepped
up their seismic campaign in Mondou, Doba and Sarh; south of Bousso; Kanem northeast
of Lake Chad. Both oil exploration and mineral activities in the south were hampered
by local unrest, still exploration continued (USGS minerals yearbook, 1973). This in-
cludes the UNPD (United Nations Development Programme) 10 000 km2 geologic survey
program that resulted in evidence for the presence of gold, nickel, uranium and com-
plex sulﬁde ores in Mayo-Kebbi and Ouaddai regions (USGS minerals yearbook, 1976,
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1979). The ﬁrst economic oil discovery in Lake Chad region was hit in September 1974
(USGS minerals yearbook, 1974). This opened for full exploration in the Lake Chad
and Doba areas. The subsequent year, in 1975, oil was discovered near the town Doba
(USGS minerals yearbook, 1976). The assassination of President Tombalbaye during the
successful coup d’etat in 1975, where the opposition, led by Malloum, a Sara ethnic,
blamed the president for dividing the country, putting the tribes one against the other,
and for humiliating the military (Azevedo, 1998).
The opposition against President Tombalbaye increased in the beginning of 1970’s due
to the pressure from the war against Libyan forces that occupied central and northern parts
of Chad together with armed conﬂicts against and within the government of this brutal
single-party state. Despite the conﬂicts in the northern and central parts of Chad, Tombal-
baye maintained a pro-company resource management policy that permitted CONOCO to
make the economic discoveries in the Lake Chad and Doba basins. The military takeover
of the Government in 1975 by assassinating President Tombalbaye, did not change the
Government’s position towards mining and petroleum ventures (USGS minerals yearbook,
1975). This therefore favoured for more exploration.
The French was expelled from Chad in 1975 after the new head of state, Malloum,
discovered that the French government had directly negotiated with the northern rebel
groups in the 1974 capture of a French German group (Azevedo, 1998). This misstep
coincided with the build up of the Chadian Civil war where the southern Chad population
lost their inﬂuence and paved the road to N’Djamena for the northern rebels and for the
French army to return to Chad in 1978. Oueddei (from the Teda tribe in BET) that was
president during the civil war was overthrown by Habre` (from the Toubou tribe, Faya,
BET) in 1982.
In the late 1980s civil unrest escalated as President Habre` could not control the ethnic
tension amongst government troops serving in the south as well as disaﬀection in the
capital (Azevedo, 1998). Beyond military superiority and clever negotiation, Habre` relied
on the twin support of the United States and, in particular, France (May and Massey,
2000). These assumptions did not materialized and following the successful coup d’etat led
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by De`by, a Zaghawa ethnic from eastern Chad (May and Massey, 2000), started the long
presidential rule of Deby. The previous attempts for exporting or reﬁning the discovered
hydrocarbons in Lake Chad and Doba basins had failed and President Deby Itno now
sought help from the World Bank through the oil for poverty plan to materialize oil
export (Eriksson and Hagstrømer, 2005). The new government started a more democratic
rule and strengthened their systematic prospection for mineral and energy resources by
encourage investors to carry out research and exploit known mineral resources that would
diversify the energy sector (Frank and Guesnet, 2009). In this regard, a new mining code
(law No. 011/PR/1995 of 1995) was adopted (Frank and Guesnet, 2009). The appraisal
drilling in the Doba ﬁeld was ﬁnished in 1994 with large quantities of oil reserves (about
1 mill bbl oil)(EssoChad, 2002). President De`by Itno constant under the treat of coup
d’etat, both from southern and northern rebel groups. After the Chad-Cameroon bilateral
treaty was signed in 1996, the last obstacle before exploiting the Doba oil reserves, was to
end the opposition near the Doba ﬁeld. This was terminated at Moundou in 1997, where
the most dangerous armed rebels were liquidated (May and Massey, 2000).
The new petroleum code (Law No. 001/pr/99 of 1999) was dictated from the World
Bank and was a prerequisite for the World Bank supported construction of the Doba ﬁeld
(World Bank, 2000; Frank and Guesnet, 2009). This new code was based on a production
sharing agreement, where 70% was to be used on provety reduction within Chad. The main
development objective was to strengthen the capacity of Chad to manage the development
of its petroleum resources in an environmentally and socially sound manner, beginning
with the Doba Petroleum Project in southern Chad (World Bank, 2000).
The code stated that (World Bank, 2000): 10% goes to a future generations fund
invested on long-term abroad and 90% goes to domestic accounts in private banks and
shall be used as following: (i) 80% of the royalties and 85% of the dividends goes to
ﬁve poverty reduction sectors: education, health and social services, rural development,
infrastructure, environment and water resources. (ii) 5 % of the royalties goes to the oil
producing regions local government (Doba). (iii) During the ﬁrst ﬁve years the residual
15% will go to governments operational needs. After that, it will go to the poverty reduction
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sectors. (iv) Revenues that can jeopardize macroeconomic stability or cannot be used
eﬃciently shall be sterilised.
The oil from Doba started to ﬂow in 2003 after three year development that included
the construction of a 1070km long pipeline, including pumping stations and production
facilities to transport oil from the Doba ﬁeld in southern Chad, to the port of Kirbi,
Cameroon (EssoChad, 2010). In the beginning of 2004, president De`by Itno resisted
political instability after the amendment of the constitution that abolished the limitation
of the number of re-elections. President De`by Itno found quickly that that he was unable
to prevent the coup d’etat attempts without having a larger share of the oil revenue
accumulated in WorldBank accounts (Pegg, 2006). The President announced in 2005 a
desire to re-negotiate the oil revenue management plan with a raise in the non-priority
sector from 13.5% to 30% and inclusion of new priority sectors such as justice, security
and territorial administration (Frank and Guesnet, 2009). The abolition in late 2005 by
the Chadian parliament of the future generation funds displeased the World Bank and
resulted in a freeze of its accounts to Chad (Pegg, 2009).
In Spring 2006, an unsuccessful Coup d’etat was performed by rebel groups supported
by Sudan as a result of the rebel growth in eastern Chad, relating to the Darfur crisis
in Sudan (Frank and Guesnet, 2009). The following month President De`by Itno, who
threatened to expel 200000 Darfur refugees from Chadian Territory, came to an agreement
after talking with France and the US that he would receive 10% more of the oil revenue by
lowering the poverty reduction percentile (Pegg, 2009). The next step of President De`by
Itno was to create a national oil company (SHT), whose aim was to have an ownership of
60% in the oil industry (Acyl, 2008). The welcoming of the Chinese investments in the
oil industry changed the Chadian commitments to France and US (Pegg, 2009). After
getting a larger share of the oil revenue income, President De`by Itno, accused Petronas
and Chevron for failing to pay taxes and threatened to expel them from the country, but
came to an agreement were Petronas and Chevron had to pay Chad 289 million dollar
(Pegg, 2009). At the end of 2007, after the De`by Itno regime had ﬁrst replaced the
commitment of the 5 percent fund of royalties paid to the oil-producing region by his own
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hand-picked government appointees and secondly, dissolved the national coordination for
the oil project, the World Bank realized that their position in the pipeline project was
not sustainable (Pegg, 2009). The World bank ended the involvement after conveying
its concerns to Chad about the 2006 Memorandum of Understanding the breach of Chad
answered by respondly fully paying all outstanding World Bank loans (Pegg, 2009).
Both in 2006 and 2008 have eastern multi-ethnic rebels that also include the same
ethnic group as De`by Itno, have attacked the capital, where the De`by Itno regime de-
feated the opposition with minor help from France (Pegg, 2009). Despite the coup d’etat,
the exploration of non-renewable resources are still ongoing and the development of the
oil reﬁnery near N’Djamena using the oil from the Bongor and Lake Chad basins will be
completed in 2011 (CNPC, 2009), the year before the next presidential election. De`by
Itno has now also begun reinstating the environmental monitoring agency, increasing in-
vestments in productive sectors and mooting its candidacy to EITI(Gerin and Houdin,
2010). This will probably include more companies in the exploration and exploitation for
non-renewable resources.
The De`by Itno regime has now retained governmental power the last 20 years, where
as the last 8 years as a oil producer. Despite the challenges with armed conﬂicts and large
oil resources discovered, he has used its resource management eﬀorts cleverly as he has
stayed in power despite multiple coup d’etat.
This section has provided an assessment of undiscovered non-renewable resources in
Chad and addressed how the perception of resource wealth and conﬂict dynamics at the
local and national level has inﬂuenced the resource management policies of Chad. The
result show that exploration and exploitation of non-renewable resources together with
conﬂicts have coexisted in a symbiotic way. Chad’s resource management policy has
always aimed to maximize the national resource revenues regardless of violent changes in
regimes. Changes of Presidents have in the past not created diﬃculties for the extractive
industry compared to conﬂict.
The causes of conﬂict are many and complex but may in the case of Chad not be readily
explained by religion or ethnicity. Hansen (2011) argues that both President Oueddei and
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the man who toppled him, Habre, as well as De`by Itno were from minority ethnic groups
(Toubou and Zagawa) representing only 5% and 2% of the population respectively and
doubt that such small and divided groups could use ethnic politics to stay in power.
The religious explanation for conﬂict is also diﬃcult to substantiate in view of the fact
that the major rebel movements are being led by muslin leaders that all of them have
been central political players in President De`by Itnos government or in state-run business.
Hansen (2011) therefore concludes that: ”Personal greed and aspiration to power seems
to be more relevant as explanation of the conﬂicts in Chad than in most other African
countries”.
Based on the resource estimates of the USGS (Brownﬁeld et al., 2010), the national
Chadian yet to ﬁnd oil assessment (Section 4.2) and the brief evaluation of prospective
uranium and non-fuel minerals in Chad (Appendix H), Chad will most likely continue to
receive money from non-renewable resources also throughout the next decades year period.
The prospective non-renewable resources in Chad are geographically scattered both in
terms of type and quality and the regions that can contain producible quantities of such
resources represent windfall economic opportunities. The most likely areas for future oil
are in the Bongor and Lake Chad area, as well as the Erdis basin. The other prospective
non-renewable resources (e.g. gold, diamonds, uranium, REE) in the mineral district of
Tibesti (BET) and the district in the East are geographically located in other regions
of Chad than where the current oil production is. Similar as oil revenue is important
for the current Chadian government, the government will apply eﬀort to obtain revenue
from new oil discoveries and/or potentially other non-renewable resources (Younous, 2008;
Moutaye, 2008). Such new discoveries can in the future both destabilize and strengthen the
De`by Itno regime as the current oil production facilities are under strong governmental
protection, it is likely that new locations of extractive resources need to have identical
control of the government. E.g. the BET county has a long distance from the capital with
marginalized control from the government with historically low level for local unrest.
Some rebel groups might see the oil wealth as an additional incentive to seize state
power. Due to the negative socio-economic and environmental consequences of oil ex-
154 CHAPTER 4. HUMAN DIMENSION OF NATURAL RESOURCE VARIABILITY
ploitation and their unsatisfactory mitigation, multifaceted conﬂict potential in the oil
producing region exists. Nevertheless, the outbreak of violent conﬂict is unlikely as vio-
lent crackdowns of previous rebellions will avert new violent conﬂict.
Oil revenues can be said to directly contribute to keep De`by Itno in power-by ﬁnancing
his ﬁght against rebellions and the bribing rivals with positions/and or money. The wealth
from non-renewable resources may accordingly contribute to the national and regional
stability and permit the current government to implement the EITI initiative taken by
the president and accelerate the development of institutional capacity (Gerin and Houdin,
2010).
The quantitative (large-N) analysis has limitations imposed by data constraints and
can not uncover the causal natural resource-conﬂict mechanisms. These mechanisms are
not simple and need explanations with ﬁner grain, such as public policy responses that
require stories about who is doing what and why. The use of prospective non-renewable
resources has delineated geographic areas within Chad that can have a high potential for
conﬂicts in the future hydrocarbons (heavy and light oil), fuel minerals (uranium) and
other minerals important for export that consequently can generate future government
revenues.
More eﬀort needs to be performed for mapping and estimating the Chad’s prospective
natural resources and further quantify them by means of volumes or economic value. In
this way a more comprehensive analysis of Chad’s non-renewable resource base can be es-
timated and used as input parameters for sociopolitical analysis related to both identiﬁed
and unproven resources. The analysis of multiple non-renewable resources coincide also
with the unit regional value concept (urv) of Griﬃths (1978) that allows for transforming
the geologic information of a map into diagrams expressing the ultimate economic poten-
tial geographical area. The implications of this work is that the information of proven
and estimated prospective non-renewable resources in terms of geographic location, mag-
nitude and type, can be made suitable for decision making by local communities, national
governmental entities to the world community, eg. NGOs, UN and other stakeholders.
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4.3 The environment and non-state conﬂicts in Sub-Saharan
Africa
Pressure on renewable resource is frequently referred to as an important driver of armed
conﬂicts (Homer-Dixon, 1999). Several case studies have suggested that the role of resource
scarcity is more prominent in small-scale conﬂicts than in international conﬂicts or large-
scale civil conﬂict (e.g. Kahl, 2006). Some studies have also suggested that conﬂicts are
due to change in access to resources than to the absolute level of resources available (e.g.
Ba¨chler, 1999).
Whereas the previous section (Section 4.2) showed how the resource management
framework inﬂuence the exploration and exploitation of non-renewable resources and con-
ﬂicts in Chad, this section moves from case study approach to a large-N approach that
considers short term renewable resource variations and its impact on non-state conﬂicts.
In the following the eﬀect of environmental and demographic factors on the incidence
of inter-group conﬂicts is tested (a complete and more detailed version of this study is
given in Appendix I / Theisen and Brandsegg (2007)). In order to perform this study, the
traditional scarcity concept needs to be reﬁned, since it incorporates both environmental
and demographic issues (Homer-Dixon (1999) and Section 4.1). Given the analytical
problems, the operational deﬁnition of scarcity of a renewable resource is ”a low access
to a renewable resource of which decrease absolute and/or increased demand leads to
absolute scarcity”.
A common topic in the scarcity literature is African drylands, allegedly undergoing
desertiﬁcation due to anthropogenic activity such as overgrazing by herds and ﬁrewood
consumption (Ba¨chler, 1999). Recent research of dryland areas has weakened these argu-
ments, by indicating that human activity has very little impact on where the Sahara begins,
as variations in rainfall is seen as the main determinant of how far the desert stretches
(Benjaminsen, 2006). This coincide with the assumption scarcity of a renewable natural
resource is driven by precipitation. The following question is then, who will ﬁght over such
resource? Goldstone (2001) argues that environmental degradation mostly takes a form
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that strengthens elites and states and/or the relation between them, thus decreasing the
opposition against the degradation is strong. Therefore a large-scale conﬂict is not likely to
occur. As ﬁghting a government army requires a considerable amount of organization and
resources, is it here assumed that non-state conﬂicts are more aﬀected by environmental
scarcities than conﬂicts between a given group and the government of a state. A second
question emerges: If there is scarcity, why will there be violence? Homer-Dixon (1999)
argues that rural-to-rural migration, motivated by the scarcity in the place of departure,
leads to further ecological and economic decline at the place of arrival. This process has
been labelled environmental marginalization and is argued to have caused deprivation
conﬂicts e.g in the Brazilian Amazon forest, where the scarcity-related process has fueled
conﬂicts over land, although rarely violence with large death tolls (Lopez, 1999).
Based upon this theory, three propositions are outlined:
1. A lower absolute amount/level of renewable resource available in a country increase
the risk of internal conﬂict incidence.
2. Negative change in people’s access to renewable resources increase the risk of internal
conﬂict incidence more than absolute amount/level of renewable resources available
in a country.
3. Marginalized areas within one country experiencing pressure on renewable resources
are more prone to armed/violent conﬂict than better of areas.
In the empirical assessment testing these propositions the dependent variable used
is the incidence of armed non-state conﬂicts within quadratic 100 × 100 km grid cells.
Since the current study only has four years of information on the dependent variable
using an incidence design is the only defensible option. Here, development, population
density and growth, and precipitation variables are used to try to explain where non-state
conﬂicts break out on a sub-national level. This reduces the problem of ecological fallacies
drastically, as a sub-national approach is much more ﬁt to test whether the theorized local
fact is an empirical local fact (Buhaug, 2006). For the sake of comparability an operational
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scale of 100x100km grids are used, just as Buhaug (2006).
In this study, a non-state conﬂict is deﬁned as ”the use of armed force between two
organized groups, neither of which is the government of a state, which results in at least
25 battle-related deaths” (Eck, 2004, p.4). Here, a cross-sectional analysis is performed in
the time-period 2002-05 for Sub-Saharan Africa, where the conﬂict data are taken from
the Uppsala Human Security Project (Kreutz and Eck, 2005), covering non-state conﬂicts
for the 2002-05 period. Each non-state conﬂict location has been coded by the conﬂict
midpoint from each conﬂict event on a standard approach where all events are weighted
equally. Here, a circular radius similar to the longest event distance from the conﬂict
centre point rounded upwards to the closest 50km are used, consequently the most distant
event is within the conﬂict zone and not located exactly on the rim (Fig. 4.6). Each
conﬂict zone within a country is set to not exceed neighbouring country borders and the
variable contains therefore no spill-over eﬀects. First and second order spill-over variables
are generated separately by recording the number of conﬂict cells within the surrounding 8
cells for the ﬁrst-order spill-over variable, and the 24 cells for the second spill-over variable.
The population data are downloaded from Center for International Earth Science In-
formation Network (CIESIN, 2005b) of the Earth Institute at Columbia University, which
has gathered the Gridded Population of the World, version 3 (GPWv3). The population
estimates are available for each ﬁve years covering from 1990 to 2005, in addition to future
population estimate predictions for 2010 and 2015 and the population estimate values
were deﬁned at each national or sub-national administration unit. In this study popu-
lation estimates from 1990 to 2005, adjusted to match UN totals, persons per km2, are
applied (Fig. 4.7). Population change is measured as the percentage change from 1995 to
2000 of this density estimate. Both these measures are derived from the mean calculated
population density within each 100x100 km grid cell.
Precipitation data were downloaded from the Climate Prediction Center, US National
Weather Service (CPC, 2006). Annual precipitation data in the time interval 1995 to
2000 were acquired by the algorithm RFE1.0 (Rainfall Estimates 1.0) followed by RFE2.0
from 2001 to 2005 Fig. 4.6). Three precipitation variables are used: (i) the average
158 CHAPTER 4. HUMAN DIMENSION OF NATURAL RESOURCE VARIABILITY
precipitation for the period 2001-05; (ii) the percentage change in precipitation for the
period 2001-05 as compared to 1997-2000; (iii) the standard deviation of rainfall within
the 2001-05 period. The measure for mean precipitation has been log-transformed, and
the measures for average precipitation and percentage growth in precipitation have been
reversed so that higher values reﬂect more resource scarcity.
In this study, the measure of development (infant mortality rate) is produced by
the Columbia University Center for International Earth Science Information Network
(CIESIN). The Global Subnational Infant Mortality Rates, hereafter IMR, consists of
estimates of infant mortality rates for the year 2000 and single values were deﬁned at each
national or sub-national administration unit (CIESIN, 2005a). The IMR is deﬁned as the
number of children who die before their ﬁrst birthday for every 1000 live births (Fig. 4.7).
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Figure 4.6: Map of inﬂuenced zones related to non-state conﬂicts derived from Kreutz and Eck
(2005) and a map of the year 2000 total precipitation derived from CPC (2006).
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Figure 4.7: Map of the 2000 population estimates of CIESIN (2005b) and a map of the estimated
infant mortality rates of CIESIN (2005a).
In order to see whether state capacity aﬀects the risk of conﬂict, one variable measuring
the distance to the national capital for the centerpoint of each 100x100km cell is included.
This is based on the assumption that the control capacity of a state is strongest in its
capital and diminishes as the problem is removed farther from the capital.
The raster data used are deﬁned by the earth’s latitude and longitudes measured in
decimal degrees in a geo-referenced coordinate system. The area of each raster pixel will
therefore diﬀerentiate from regions around equator where the pixel area is largest, to
regions diﬀerent to equator with less area per degree. Using geo-referenced coordinate
system is therefore not optimal when statistics applied to varying pixel closure areas. The
solution is to use a projected coordinate system, here World Eckert VI. The strength of a
standard block with ﬁxed closure area is that is independent to latitude. The resolution
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problem when transforming from polygon data to pixel data, such as international borders,
is adjusted so that each pixel only can be assigned to one country. The method used is
if a pixel intersects several countries, then the country position that is at the centre of
the unit is given the pixel. Transforming and applying raster data with values recorded
at 5 and 10 km units to lower resolution, such as 100km unit squares involves choosing
an aggregation type. In this study, the mean value for all of the study grid covariates is
applied.
In addition to these variables, national control variables have been applied in a such
way that the results can be related to other large-N studies. Since there are no previous
large-N studies of non-state conﬂicts, the choice of control variables are to a considerable
extent borrowed from studies of civil conﬂict. These variables are size of a country, national
infant mortality rate (IMR), state-capacity, democracy and political instability (Complete
explanation is given in Theisen and Brandsegg, 2007). All variables have been centered
to reduce potential collinearity problems, as well as to facilitate interpretation. Robust
standard errors and cluster on country are used in order to reduce the potential impact
of within-state dependence between units.
The results show that for bivariate analysis the democracy seems to be negatively,
but not signiﬁcantly related to conﬂict. In the bivariate analysis, it is a general trend
that quite few variables are signiﬁcant. The only robust local predictor of conﬂict is the
number of neighbouring cells with conﬂict which signiﬁcantly and substantially increases
the risk of conﬂict with a huge impact on the marginal risk of conﬂict. The variables
proxying for pressure on renewable resources are only to a limited extent in line with the
study’s expectations. In the bivariate analyses, only population density increases the risk
of conﬂict signiﬁcantly, while the reversed measure of level of precipitation reveals that
the dryer a cell is the safer it is.
When controls for conﬂict in neighbouring cells are introduced, all the grid-level co-
variates except for the conﬂict in neighbouring cell control turn insigniﬁcant. This is also
the case for the multivariate analyses. Thus proposition 1, 2 and 3 gets little support. As
outlined in proposition 3, marginalized areas with increasing scarcities were expected to
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be more prone to experience non-state conﬂicts the interaction eﬀects reveals that this is
not supported by the current analysis.
An important caveat for these results concerns the homogeneity of the sub-types of
non-state conﬂicts. Since the dataset on these conﬂicts contains all conﬂicts not involving
oﬃcial forces, the degree of similarity between the diﬀerent conﬂicts is one thing that
should be kept in mind. However distinguishing for example between what is a conﬂict
between militias and what is a conﬂict between tribes could be quite futile as most armed
conﬂicts of a substantial magnitude follow ethnic boundaries. Another limitation of the
applied data relates to the temporal category. Four years is not a complete time series
when it comes to conﬂict studies. In order to be more certain about what way the causal
arrow runs, a longer time-span should be investigated.
The results of this analysis have lent limited support to the eco-scarcity argument,
implying that the arguments that pressures on renewable resources is a security threat do
not gain support. One very important caveat has to be noted. This study is assumed to
be the ﬁrst cross-national study of non-state conﬂicts, so further empirical and theoretical
studies is needed to get better modelling of the conﬂict dynamics and contextual eﬀects.
This paper expressed above shows a clear evidence of the challenges outlined by e.g.
Anselin (1999), not only is the theoretical assumptions widespread in low-intensity non-
state conﬂicts, the challenge to include appropriate data expressing the process-response
systems of these theories, both when it comes to the dependent variable identifying armed
conﬂicts with more than 25 battle deaths (Kreutz and Eck, 2005) and to the explanatory
variables expressing the annual variations in the access to renewable resources, such as
food with precipitation as a proxy. The data incorporated in this study is within one of the
most harsh and remote areas of the world, Sub-Saharan Africa, where local knowledge and
information is sparse for the teams assembling these datasets. This is especially evident
for the non-state conﬂicts, both the identifying the conﬂict location and the number of
casualties. Some of the variables, such as used in this study are proxies and can be
classiﬁed as indirect measurements.
The operational scale used in this study is deﬁned as a 100 × 100km2 grid to which
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all variables are upscaled or downscaled to. For instance the precipitation grid already
rasterized with a higher resolution, was generalized into the operational scale. Both the
population and the IMR data within the Sub-Saharan countries were on sub-national
administrative scale that often covers large areas (the BET county, Chad, is an example
(Fig. 4.3)) resulting in no heterogeneity variations within the downscaled area units.
Similar, the smoothing from upscaling parameter values deﬁned for small sub-national
administrative units into the operational scale can level out essential variability.
After assessing the input parameters in more detail, the non-conclusive result presented
in this section is expected as the REA requirements were not met due to partly inadequate
disaggregating input parameters in the operational scale of 100 × 100km2 cells. A large
pre-processing eﬀort needs therefore to be undertaken if one shall have hoped to unveil
causal mechanisms between non-state conﬂicts and renewable resources.
One possibility to obtain representative elementary values of the input variables is
to follow the REV/REA concept outlined in the previous chapters. Just as the fault
lineament analysis in Sections 3.2 and 3.3 transformed the raw single value fault linea-
ment feature into disaggregated fault features representative for calculating favourability
for fault related hydrocarbon accumulations, the spatial explanatory variables here can
be preprocessed into spatial-temporal maps with representative elementary values that
expresses a process-response system at a given operational scale.
Whereas the measurement scale of the precipitation variable was upscaled from ap-
proximately 25 × 25km2 grid cells to 100 × 100km2 using standard averaging technique,
other mathematical or modelling techniques can give other values that can harmonize more
with the operational scale. Another transformation can be applied on the population grid
values that were deﬁned within each administrative unit and expressed by a single value of
population pr km2. These values are representative for each speciﬁc administration unit,
but will most likely be inappropriate for a diﬀerent operational scale, such as grid cells,
if a average technique is applied. The transformation of population values into grids can
be carried out by introducing new variables that can be combined with the initial popula-
tion values at a given measurement scale. To disaggregate the single value administration
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unit into smaller units can be performed by using e.g. forest cover map when assuming
there is a function between forest cover and population. Similar, remote sensing maps of
e.g. buildings can be used to disaggregate the administration units population values if a
relation between population and presence of buildings are assumed.
Understanding the inherent variability in non-state conﬂicts is in line with Le Billon
(2001), where the political ecology of war was outlined. Understanding the local comman-
ders in non-state conﬂicts and the processes leading to conﬂicts can increase the knowledge
of identifying the appropriate scale of the phenomenon. Similar the pre-processing of input
parameters into representative elementary values reﬂecting the process-response systems
involved are vital. This study of non-state conﬂicts has shown that it is a multifaceted chal-
lenging task involving both theoretical challenges and challenges related to data. Further
analysis involving more precise data is essential for testing both previous and new theoret-
ical propositions of the phenomena of disaggregated conﬂicts. This includes knowing each
datasets scale of measurement and how to aggregate/disaggregated data into representa-
tive elementary values at the operational scale from where the scarcity phenomenon is to
be tested. The REV/REA concept has therefore the potential to be applied to ﬁnd the
representative values at the appropriate operational scale of a given scarcity phenomenon
as well as other spatial-temporal phenomena.
4.4 Results and conclusions
This chapter has considered natural resource heterogeneities related to the human dimen-
sion and emphasized the importance for critical evaluation and necessary pre-processing of
natural resource parameters related to society. Raw data must be recorded, analyzed and
interpreted relative to the study objectives at the suitable scales. The interaction of param-
eter variability from community to multi-national scales can be assessed against changes
in REA. The REA concept has the potential for both mapping representative parameter
values from underlying variability into integrated models and when upscaling/downscaling
a dataset to be included in the analysis at a more generalized / disaggregated level.
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The major results of this chapter studying the human dimension of natural resource
heterogeneities are:
• The result of the investigation of the resource management options of Chad rela-
tive to prospectivity, exploration eﬀort and the endemic risk for conﬂict show that
exploration (and later production) and severe conﬂicts in Chad has co-existed in
a symbiotic way. On the one side the extractive industry has sought to increase
their reserve base and production volume, and on the other side, the government
is dependent on the revenue derived from these activities and both those in power
and those that take power will beneﬁt from an undisruptive revenue stream. Oil
revenues can be said to directly contribute to keep Deby Itno in power-by ﬁnancing
his ﬁght against rebellions and the bribing of rivals with positions/and or money.
The wealth from non-renewable resources may accordingly contribute to the national
and regional stability and permit the current government to implement the EITI.
• The standard regression analysis result of an investigation of the utility of using a
newly developed non-state conﬂict database for a large-N study of non-state conﬂicts
versus the annual variations in renewable resources analysis at a multi-national scale
(Sub-Saharan) showed no statistically signiﬁcant correlations as could be expected
from the REA considerations due partly to inadequate representativity of the input
parameters. More eﬀort need to be conducted when using spatial proxy data for
testing non-state conﬂicts and their relation to various theoretical hypothesis of
renewable natural resources and the origin of such conﬂicts. E.g. the homogeneity
of the subject matter sub-types of non-state conﬂicts and the spatial and temporal
category of the applied data.
The implication of considering human dimension of natural resource variability is that
it can give a thorough appreciation and representation of the variability and uncertainty of
the societal consequences of natural resource issues to be analyzed at multiple scales that
is required for obtaining quantitative estimates. This can lead to increased knowledge in
determination of the relationship between natural recourse endowments and societal fac-
4.4. RESULTS AND CONCLUSIONS 165
tors, but such information can also increase the precision in natural resource management
options and political ecology approaches important for sociopolitical context decisions.
Other implications are:
• An explicit quality assessment of observational data relative to the REA concept
can ensure reproducible and reliable results when these data are representative input
parameter values in quantitative methodologies assessing societal relations to natural
resources and has implications on the strategic decisions related to such assessments.
• The implications of the results of resource management option history of Chad show-
ing a co-existence relative to prospectivity, exploration eﬀort and the conﬂict is that
even if Chad (or any other country) will experience severe conﬂicts in the future,
exploration and exploitation of non-renewable resources will be conducted if possible
continue undisrupted.
• The implications of considering the input data in large-N regression analysis is that
more eﬀort need to be conducted when using spatial proxy data for testing conﬂict
occurrences and their relation to various theoretical hypothesis of natural resources
and the origin of such conﬂicts. E.g. the homogeneity of the speciﬁc sub-types of
conﬂicts and the spatial and temporal category of the applied data.
166 CHAPTER 4. HUMAN DIMENSION OF NATURAL RESOURCE VARIABILITY
Chapter 5
General results, conclusions,
implications and further work
5.1 General results and conclusions
Using REV/REA concept as a backcloth has sought to emphasise the importance of in-
terpreting the signiﬁcance of variability at the operational scale relative to the variability
of raw data at the measurement scale. The research has covered multiple disciplines rang-
ing from analysis of small scale hydrocarbon reservoir heterogeneities of core and wireline
data, to how the distribution of identiﬁed and unidentiﬁed non-renewable resources on
regional scale are related to the possibility for eﬃcient resource management by the Cha-
dian government. The thesis has identiﬁed similar patterns related to heterogeneity and
scale across diﬀerent scientiﬁc problem assessments.
This thesis comprises of nine case studies, grouped into three parts, where all parts
in a wide sense are enlightened by the REV/REA concept. The most important results
presented in the current thesis are:
• A structured principal component (PCA) methodology that only use records selected
from separate lithological units has been used to obtain a more precise deﬁnition of
variability sources than is possible by an unstructured approach that use all the
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records from the well logged interval. This methodology decomposed heterogeneous
populations (e.g. grains of a ﬂuvial deposit) into their underlying populations (e.g
sand, shale and coal) that can explain both within- and cross lithological eﬀects.
• Results from the use of an inverse PCA statistical analysis procedure (the Eckart-
Young theorem) on a sandstone interval has permitted to separate global sandstone
porosity values into individual porosity contributions from diﬀerent underlying and
independent sedimentological processes.
• The results of using a process oriented numerical modelling tool (SBED) methodol-
ogy for upscaling lithological heterogeneity at mm-scale to lithofacies heterogeneity
(cm-scale) and a further upscaling to seismic (10m-scale) shows that very detailed
layering can be modelled and synthetic seismic traces can be generated that takes
into account the inter-bedded multiples which are of great importance in thin-layered
reservoirs.
• The results using a sequential re-burial methodology to compute high-resolution
re-burial porosity-depth values based on wireline log interpretation can lead to an
alternative inter-well correlation scenario in hydrocarbon reservoirs based on diﬀer-
entially compacted sediments in the subsurface.
• The disaggregation of a regional fault map using a GIS environment and the con-
struction of signatures within 1×1km2 for fault related accumulation of hydrocarbons
showed that the fault data needed to be pre-processed into cell based ternary cod-
ing expressing either favourable or unfavourable conditions or a situation where the
controlling eﬀect of an attribute is either unknown or unevaluated.
• By using Characteristic Analysis for a play assessment, a weighted linear combina-
tion of ternary coded attributes was used to compute favourability for hydrocarbons
on the basis of a probability signiﬁcance metric. The outlined favourable cells ex-
press where further exploration should be conducted for potentially identifying fault
related accumulation of hydrocarbons.
5.1. GENERAL RESULTS AND CONCLUSIONS 169
• The USGS 2000 methodology gives a credible indication of the remaining potential
for oil as it can include uncertainty in the upscaling from discovery/ﬁeld informa-
tion to basin scale and apply these values to other sedimentary basins that can be
considered as representative.
• The result of the investigation of the resource management options of Chad rela-
tive to prospectivity, exploration eﬀort and the endemic risk for conﬂict show that
exploration (and later production) and severe conﬂicts in Chad has co-existed in
a symbiotic way. On the one side the extractive industry has sought to increase
their reserve base and production volume, and on the other side, the government is
dependent on the revenue derived from these activities and both those in power and
those that take power will beneﬁt from an undisruptive revenue stream.
• The standard regression analysis result of an investigation of the utility of using a
newly developed non-state conﬂict database for a large-N study of non-state conﬂicts
versus the annual variations in renewable resources analysis at a multi-national scale
(Sub-Saharan) showed no statistically signiﬁcant correlations as could be expected
from the REA considerations due partly to inadequate representativity of the input
parameters. More eﬀort need to be conducted when using spatial proxy data for
testing non-state conﬂicts and their relation to various theoretical hypothesis of
renewable natural resources and the origin of such conﬂicts. E.g. the homogeneity
of the sub-types of non-state conﬂicts and the spatial and temporal category of the
applied data.
Based on these results, the major conclusions presented in this thesis are:
• An explicit quality assessment of observational data relative to the REV concept will
ensure reproducible and reliable results when these data are used in reservoir, play
or basin modelling and analysis as well as a basis for resource management policies.
• Implementation of a multivariate approach to data interpretation using structures
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and inverse recalculation procedure will permit the detection of higher order vari-
ability eﬀects that normally are concealed by ﬁrst order heterogeneity.
• A strategic choice of using GIS as the standard tool for pre-processing and analysis
of resource and social science data will enhance productivity and enable the eﬀective
use of relevant proxies necessary for solving complex problems at multiple spatial
and temporal scales.
5.2 Implications of work
In closing, I turn to the implications of this work. Given the conclusions outlined above,
the following are among the overall implications of the results from the work presented in
this current thesis:
• An explicit quality assessment of observational data relative to the REV concept can
ensure reproducible and reliable results when these data are used in reservoir, play
or basin modelling and analysis as well as a basis for resource management policies
and has implications on the strategic decisions related to reservoir, play assessment
and resource management options.
• The PCA methodology can be used to isolate speciﬁc variability in other depositional
environments.
• The inverse recalculation procedure of Eckart-Young Theorem allows for back-calc-
ulation of responses of second order or higher eﬀects that can contain signatures
explaining e.g. sedimentological processes. This procedure can most likely be ap-
plied in other resource related studies considering hidden eﬀects obscured by the
primary/gross eﬀect.
• The process oriented numerical modelling tool (SBED) for upscaling lamina scale
heterogeneity to seismic can generate better geological anchored models for sub-
seismic reservoir characterization.
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• The sample based sequential re-burial methodology high-resolution re-burial porosity-
depth values for stratigraphic inter-well correlation of diﬀerentially compacted sedi-
ments can be applied in other heterogeneous environments (e.g. turbidites) for the
purpose of evaluate alternative inter-well correlation scenarios. By using lithofa-
cies variations at wireline log measurement scale as building block from correlations
studies a more conﬁned model can be generated that will increase the depositional
knowledge that is assumed to outperform the more generalized re-burial methods
when reservoir modelling is in focus.
• The GIS environment permits pre-processing of data, e.g. disaggregating of data
into representative operational form, into representative signatures and can most
likely be successfully applied on proxy data in other resource assessments beyond
explaining fault related hydrocarbon accumulations.
• The CA methodology with GIS supported pre-processing of data into a ternary
coding can be applied to delineate favourable areas in play assessments.
• National resource assessments estimating the ultimate hydrocarbon resources within
a country expressed by volumetric estimations within each sedimentary basin has
implications not only for identifying the location and potential hydrocarbon volume
important for further prospectivity eﬀort to be conducted, but also important for
national oﬃcials and the international community for political decisions.
• The implications of the results of resource management option history of Chad show-
ing a co-existence relative to prospectivity, exploration eﬀort and the conﬂict is that
even if Chad (or any other country) will experience severe conﬂicts in the future,
exploration and exploitation of non-renewable resources will be conducted.
• The implications of considering the input data in large-N regression analysis is that
more eﬀort need to be conducted when using spatial proxy data for testing conﬂict
occurrences and their relation to various theoretical hypothesis of natural resources
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and the origin of such conﬂicts. E.g. the homogeneity of the subject matter speciﬁc
sub-types of conﬂicts and the spatial and temporal category of the applied data.
5.3 Recommendations for further work
This thesis has documented the importance of interpreting variability in natural resource
related issues at multiple scales and the importance of pre-processing measurement records
prior to analysis. However, more research is needed to fully understand such variations.
A way to achieve an increased overview is by reassessing other works to determine if
the selected scale and data is appropriate for explaining any given phenomenon. Just
as the REV concept is now starting to be implemented in reservoir characterization, the
REV/REA concept into play, sedimentary basin, national and multi-national level need
to be carried out in a comprehensive fashion to fully identify its capabilities.
Even though the importance of considering the REV concept is known when upscaling
geologic heterogeneity to reservoir modelling units in a pore to ﬁeld approach, still there
is more work to be carried out for relating direct geologic measurements of outcrops
and core with indirect wireline logs, rock physics and geophysics into eﬀective parameters.
Avseth et al. (2005) argues that the connection between geology and geophysics lies in rock
physics. Even though there has been much research on rock physics related to geophysics,
less eﬀort have focused on the gap between geologic processes and rock physics. The
development of a process-response database of diﬀerent geologic processes and its relation
to rock physics can signiﬁcantly help closing the gap between these two disciplines.
More work need also to be carried out to fully explain the structured PCA loadings
and scores in terms of relating lithofacies type signatures and their potential geological
processes. Similar, the interpretation of Eckart-Young Theorem derived second and higher
signatures need to be related to sedimentological processes. The capabilities of the outlined
high resolution re-burial routine is not fully known, but improved diﬀerential compaction
functions and improved lithofacies deﬁnitions that are tested on multiple heterogeneous
depositional systems can identify its unredeemed potential in inter-well correlations.
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The successful re-implementation of CA into a GIS environment to outline fault related
hydrocarbon accumulations has showed that ternary coding is capable to be applied, not
only assessing a speciﬁc input variable in exploration for hydrocarbons, but can also be ap-
plied in other assessments where it is important to outline speciﬁc favourable/unfavourable
conditions. The pre-processing of the input data in a representative form is essential for
obtaining reliable results and such pre-processing includes the appropriate selection of
ternary coding threshold values that also should be considered in future works.
Future eﬀorts in quantitative socioeconomic research should ensure that additional key
information is collected to improve the chances of validating possible cause-eﬀect hypothe-
ses. As Buhaug (2007) argues, there is three main directions for environmental conﬂict
studies in the future; (1) a sustained blend of case-based and large-N empirical assess-
ments, (2) disaggregation of the subject under study, theoretically as well as empirically,
(3) increased use of advanced methods, such as GIS, spatial regression, and multilevel
modelling. The common of these directions is to consider the representativity of the input
parameters explaining the dependent variable (the phenomenon to be explained) using a
speciﬁc method explaining their correlation. More research need therefore to be performed
in the preprocessing of data, such as considering the appropriate upscaling (aggregation)
and/or downscaling (disaggregation) of parameters and transforming these into repre-
sentative proxy variables. This includes knowledge of how data parameter values might
change both in spatial and temporal scale.
The mapping of world’s natural resources has improved signiﬁcantly the last decades
following the availability of remote sensing incorporated with GIS software. More research
needs to be performed to outline both known reserves and prospective areas and volumes of
future natural resources important both for sustainable development of renewable and non-
renewable natural resources. Based on mapped and estimated natural resources collected
in a database, analysis of these resources can be performed. Such database can be included
in conﬂict research to achieve a more complete evaluation of the causal mechanisms in
natural resource related conﬂict. This database can also be included in natural resource
management options to evaluate the overlapping interests in natural resource endowments.
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E.g. mapping out diﬀerent stakeholder’s interests in an area which is essential for critical
political decisions. The unit of analysis should not be isolated to separate countries or
administration counties as a nation borders and sub-borders are neither fully related to
the extent of natural resource presence nor without inﬂuence from other factor such as
political processes.
While the scope and niche areas of natural resource management are yet to be fur-
ther deﬁned and accepted by the general geosciences and study of civil war communities,
the promotion of natural resource management oﬀers a renewed perspective and a more
integrated approach to the study of people-technology-economic-environment-conﬂict in-
teractions across spatial and temporal scales.
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Abstract
Estimation of reservoir heterogeneity from well logs is an important yet diﬃcult task encountered in geophys-
ical formation evaluation and reservoir engineering. This paper presents a workﬂow for mapping petrovari-
ability through a structured multivariate analysis of a well from the Upper Triassic to Lower Jurassic
Fluviodeltaic A˚re Fm., oﬀshore mid-Norway. Traditionally, principal component analysis (PCA) is run
by analyzing the entire wireline log and using PCA scores to characterize variability within and between
lithologies. In this paper we propose a workﬂow using only selected segments of the wireline log and spe-
ciﬁc variable responses to quantify reservoir heterogeneity due to second order rock property contrasts, in
addition to more standard approaches for lithological segmentation. This paper demonstrates ﬁrst the po-
tential of structured PCA analyzing speciﬁc lithofacies sequences to portray within-lithofacies variations.
Secondly, it shows that the petro-normalization obtained by using the Eckart-Young theorem can separate
the initial wireline responses into speciﬁc litho-variability components that reﬂect diﬀerent rock property
contrasts. A mapping of these contrast components can be used to enhance our ability to characterize reser-
voir heterogeneity. Deviating from traditional PC scores, the Eckart-Young derived results can decompose
the initial wireline log responses into fractions, that can ease the interpretation performed by petrophysics
or geologists. The application of this workﬂow in the Heidrun case study provides additional insight into
the variability of a complex ﬂuviodeltaic heterolithic sequence that poses great challenges for development.
Key words: Eckart-Young theorem, reservoir heterogeneity, lithofacies classiﬁcation
1. Introduction
The interpretation of wireline logs to investigate
lithological changes poses a variety of problems:
Wireline log responses are indirect measurements
and various log responses are needed to portray
lithological variations. The increase in the number
of wireline log variables have resulted in enlarged
data sets that are too complex to manage and to
draw conclusions from. Several automatic well log
facies classiﬁcation algorithms have consequently
been developed to interpret these datasets more
comprehensively. Multivariate analysis method in-
cludes e.g. principal component analysis (PCA),
discriminant analysis, cluster analysis, regression
∗Corresponding author: Tel.: +47 91783003.
Email address: kristian.brandsegg@exploro.no
(Kristian Bjarnøe Brandsegg)
1Current address: Exploro AS, Stiklestadveien 1, N-7041,
Trondheim, Norway
analysis (Tang and White, 2008). Although artiﬁ-
cial neural network represents a ﬂexible and robust
method, training the network requires considerable
parameter tweaking, which is strongly based upon
interpreters’ experience (Saggaf and Nebrija, 2000).
Convergence is often both unreliable and slow and
do not explicitly describe the link between wireline
log responses and lithofacies. The more classical
multivariate statistics methods, on the other hand,
are ﬂexible and provide a clear mathematical ex-
pression of the relationship between wireline logs
and lithofacies (Doveton, 1994).
Wireline log responses can been decomposed
into three diﬀerent types; gross lithology contrasts,
within lithology contrast and noise. The relative
magnitude of these contrasts are strongly depen-
dent on the geological variations on one side and
how the well was drilled and the quality of the wire-
line log responses on the other side (Shelly, 1998).
Small scale heterogeneities within speciﬁc litholog-
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ical units, whose contrasts are minor compared to
gross lithological contrasts, can be of great impor-
tance as input to reservoir modeling for explaining
eﬀective reservoir properties (Nordahl, 2004). The
magnitude of noise compared to the within litholog-
ical variations depends on the geologic heterogene-
ity and the quality of the wireline log responses.
Numerous attempts to isolate these problems have
been tried. A study of Moline and Bahr (1995)
used PCA as a preprocessing tool before clustering
concluded that the use of reduced dimensionality of
wireline log space increased the separation between
gross lithology eﬀects for facies clustering.
PCA has been widely used to evaluate geo-
logical processes ranging from extracting struc-
tural elements from regional satellite images (Zhang
et al., 2007b) to applying PCA to 3D seismic
data for reservoir property estimation (Scheevel and
Payrazyan, 2001). Traditionally principal compo-
nent analysis (PCA) is only used for reducing the
dimensions a data set (Davis, 2002), and assumes
that only the ﬁrst principal compoents (PCs) in-
clude sensible variability, whereas the remaining
PCs are interpreted to be variability due to data
noise. This tradition is in contrast with the ex-
perience of Zhang et al. (2007a), who successfully
applied minor variability PCAs to detect hydro-
carbon bearing sand through remote sensing. The
higher dimension PCs were used to outline diﬀerent
hydrocarbon-induced zones to decide the prospect-
ing area for oil-bearing sand exploration without
the inﬂuence of the major data variability explained
by the ﬁrst PCs.
Obtaining lithological variations from wireline
responses via applying the Eckart-Young theorem
(Eckart and Young, 1936) avoids the need for diﬀer-
encing and bypasses many of the above mentioned
associated problems. The process of Eckart-Young
theorem is a mathematical operation for decompos-
ing a matrix into the sum of several individual ma-
trices which when summed together is equal to the
original (Davis, 2002). The signiﬁcant implementa-
tion of Eckart-Young theorem related to geosciences
has been widely demonstrated previously in geo-
physical prospecting. E.g. Reid et al. (2005) en-
hanced the 4D time-laps signal to gain conﬁdence
in areas where traditional diﬀerencing fails and Liu
et al. (2005) explained that the Eckart-Young theo-
rem can be applied on the combinable magnetic res-
onance (CMR) tool to enhance the determination
of the formation total porosity, free ﬂuid porosity
and formation permeability. The lithological varia-
tions recorded from wireline responses can express
speciﬁc geological-driven processes as petrophysi-
cal responses are inﬂucenced by mineral composi-
tion, texture, grain size and sorting. These param-
eters aﬀects the strongly the most inportant eﬀec-
tive parameters in reservoir characterization, poros-
ity and permeability (Martinius et al., 2005; Beard
and Weyl, 1973). By using the experimental work
results of Fraser (1935) that provided the basin con-
cepts of how grain size, sorting and grain packing
aﬀect porosity, and (Graton and Fraser, 1935) who
showed that porosity is independent of grain size,
but decreases signiﬁcantly with poorer sorting.
The present study evaluates the performance of
two separate multivariate techniques for the char-
acterization of ﬂuviodeltaic reservoir heterogeneity
from wireline logs. The objective is to describe and
evaluate the beneﬁts of using structured PCA ap-
proach in conjunction with the Eckart-Young the-
orem to show how petrophysical properties can be
decomposed into diﬀerent orders of variability and
diﬀerentially interpreted to provide additional in-
sight into ﬂuviodeltaic heterogeneity. This also
includes evaluation of transforming scaleless PC
scores by the use of Eckart-Young theorem into de-
composed wireline log responses related to each of
the PCs and inversely how the PCs can be back
calculated to portray their individial contribution
to each of the initial wireline log responses.
2. Method
2.1. Study Area, Wireline Data and Software
Lithofacies ID Description Counts
Sand 1 Fine to medium
grained sand-
stone
867
Shale 2 Shale and clay
to very ﬁne silt-
stone
830
Coal 3 Organic rich
coal to silt
inﬂuenced coal
149
Cemented layer 4 Cemented layer 28
Table 1: Summary of the lithofacies description of the stud-
ied ﬂuviodeltaic well interval.
The present study was carried out over a 300m
zone of the Upper Triassic to Lower Jurassic ﬂu-
viodeltaic A˚re Fm. (Dalland et al., 1988) of the
Heidrun Field, oﬀshore mid-Norway. A vertical
water saturated well was selected where both core
and petrophysical parameters have been thoroughly
studied relative to ﬁve wireline logs (gamma ray,
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neutron porosity, bulk density, resistivity and sonic
logs). The computations have been performed
within the R Language, a free and open source soft-
ware, with facilitates for data manipulation, calcu-
lation and graphical display (Dalgaard, 2008). Uni-
variate evaluation of the wireline logs has been ear-
lier performed by Brandsegg et al. (2010) where the
major variations within the study area are outlined.
The A˚re Fm. can be subdivided into three major
lithofacies, sandstone (ss), shale (sh) and coal (co),
in addition to cemented lithofacies layers (cc) (Ta-
ble 1). Their diﬀerences are detectable at the 15cm
interval wireline log sampling (Fig. 1).
Facies 1, sandstone, is relatively clean poorly
to well-sorted sand characterized by low values of
gamma, density and velocity, while the resistivity
and neutron porosity are more variable. Thickness
of the sand varies in the range 0.5-7m. Facies 2,
shale, is a material consisting of clay to ﬁne-grained
silt. The log responses are more variable than in the
sands, depending on the clay content and are char-
acterized by high gamma, density and velocity, and
generally low resistivity. Coal layers (Facies 3) are,
in general, characterized by low density and veloc-
ity with a distinct peak of very high values of neu-
tron porosity. The cemented layers (Facies 4) are
diagenetic eﬀects predominantly occurring in sand-
stone intervals where porosity is replaced by min-
erals (Hammer et al., 2010; Hammer, 2010). The
characteristic log responses are high density and ve-
locity, while neutron porosity and resistivity is low.
2.2. Principal component analysis
PCA of the ﬁve wireline logs was performed to
outline speciﬁc lithology contrasts, both between
lithologies and within lithologies. The eigenvectors
representing orthogonal directions in space permits
the viewing of data from a variety of perspectives
(Davis, 2002). Previous studies have shown that the
calculated PC loadings and scores can be used to
enhance the separation of multiple populations in a
data set that reﬂect geologic heterogeneity (Brand-
segg et al., 2008, 2010). This is the reason for
the introduction of structured PCA. The PC signa-
tures obtained via analyzing separate lithological
unit types using the structured approach showed
substantial improvement compared with unstruc-
tured PCA where the whole well log was analyzed
at once (Brandsegg et al., 2010). The aim of the
modiﬁed structured PCA used in this study is not
to reduce the dimensionality of the data, but to
work on subsets of the wireline log responses and
use the speciﬁc variance-covariance matrices that
capture particular heterogeneity eﬀects within dif-
ferent lithological units. PC loadings and scores
are calculated ﬁrst from a structured subset includ-
ing only sandstone intervals, secondly only subsets
of speciﬁc sandstone dominated sequences are se-
lected. Through these structured approaches a re-
ﬁned reservoir heterogeneity analysis permits the
quantiﬁcation of the higher order eﬀects of petro-
variability by means of the Eckart-Young theorem.
2.3. Echart-Young theorem
The analysis is performed through a normal-
ization transform of the original logs followed by
a decomposition of variability due to diﬀering
rock properties before a new log response is re-
constructed by inverse PCA processing using the
Eckart-Young theorem (Eckart and Young, 1936).
The Eckart-Young theorem is the cornerstone of
several multivariate techniques (Davis, 2002). The
theorem expresses the interrelationship between a
data matrix and the eigenvalues and eigenvectors
of the correlation matrix. It states that any real
matrix, X, can be decomposed into two orthogonal
matrices, V and U , and a matrix, Λ, containing the
square rot of the non-zero singular values, λ, where
the positive elements are along the diagonal and
oﬀ-diagonal elements equal to zero (Davis, 2002).
That is,
X = V ΛUT (1)
where Λ is deﬁned as
Λ = I
√
λ (2)
where I is the identity matrix. The initial wire-
line log responses are placed as column vectors into
an n×m matrix, X, where n is the number of sam-
ples in each wireline log and m is the number of
wireline logs. The ﬁrst step is to compute the V
and U matrices using the standardized wireline log
variables. The columns of the n×m orthogonal ma-
trix V and the m×m orthogonal matrix U contain
the eigenvectors associated with eigenvalues of the
major and minor product matrix of X, respectively.
Λ is an m×m diagonal matrix containing the square
root of the eigenvalues, λ1 ≥ λ2 ≥ λ3 ≥ λ4 ≥ λ5.
This use of eigenvalues are possible as the initial
matrix, X, has zero empirical mean. The matrix Λ
can be decomposed such that
5∑
i=1
ΛiIij (3)
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Figure 1: Five wireline logs (gamma ray, neutron porosity, density, resistivity and sonic) that show a clear indication of vertical
heterogeneity form the basis for the multivariate analysis. The lithofacies log derived from interpretation of cm scale core
samples and the original wireline logs has the following notation: (1) sand; (2) shale, (3) coal and (4) cemented layers.
where Λ is the 5 × 5 identity matrix, I is the
Kronecker delta function, j = 1, 2,. . . , 5 and i =
1,2,. . . ,5. By performing this decomposition and
then recalculate the X matrix for each eigenvalue,
ﬁve separate signatures for each of the wireline logs
are produced related to the ﬁve eigenvalues of the
matrix X. Each of the ﬁve separate versions of the
original data set contain isolated ﬁrst to ﬁfth or-
der eﬀects which when summed together equal the
original. The procedure above can be used in a
total mode, where the entire wireline log is used
to calculate the correlation matrix or in a struc-
tured mode where speciﬁc intervals of the wireline
log can be selected to focus on speciﬁc lithological
variability or a particular type of samples within
the study interval. The use of total or structured
mode will normally result in some degree of diﬀer-
ence in weights illustrating the inherent variability
within these samples. The wireline log samples of
the structured mode are placed as column vectors
into an s×m matrix, Xsection, where s is the num-
ber of samples in each wireline log section and m is
the number of wireline logs. The section of the X
matrix is deﬁned as
Xsection = VsectionΛsectionU
T
section (4)
where the notations are similar to Eq. 1. The
weights from this speciﬁc section can be applied to
the entire wireline log, X, mimicking the speciﬁc
sectional variations. The reﬁned decomposition of
the entire wireline log can be deﬁned as
Xrefined = VrefinedΛsectionU
T
section (5)
where Vrefined is similar to the Eckart-Young the-
orem deﬁning V = XUΛ−1 that in this case can be
written as
Vrefined = XUsectionΛ
−1
section (6)
where is the initial wireline log responses. This
is now the new decomposed wireline log mimicking
the ﬁve signatures of the selected interval.
Further is the isolated ﬁrst to ﬁfth order eﬀects of
each wireline response scaled to show the percentile
contribution of each eﬀect on the wireline response.
The direction of the speciﬁc eigenvectors is unde-
termined and can therefore be changed to suit the
problem at hand. This makes it possible to en-
sure that the loadings of a speciﬁc wireline variable
is positive. The positive loadings for this variable
makes it possible to calculate the percentile contri-
bution of each of the ﬁrst to ﬁfth order PCs for this
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speciﬁc wireline variable. The individual contribu-
tion can represent inherent petrophysical variations
that are intricate and may not be percieved by core
inspection or the original wireline log.
2.4. Visualization and interpretation methods
The calculated loadings derived from PCA are
traditionally shown in table form and biplots. The
relationship between each input variable loading is
complex to interpret when several input parame-
ters are used. In particular is the importance of
identiﬁcation of loading contrasts. An additional
graphical plot is introduced to visualize the varia-
tions of loadings. Star diagrams (Wegman, 1990)
visualize the loading signatures for each PC, where
high negative loading is plotted at the center point
and large positive loading is plotted furthest dis-
tance from the center point. Each PC loading will
have its own speciﬁc signature that can be related
to other loadings. The most prominent loadings are
easily identiﬁed with their high negative or positive
values.
To visualize the relationship between the ini-
tial wireline logs and both calculated PC and
Eckart-Young derived scores, their values are plot-
ted against depth and related to core photos of the
identical depth interval. The combination of wire-
line log traces and core photos enhances the inter-
pretation of both major lithological contrasts and
within lithology small scale heterogeneities.
To visualize the diﬀerence between separate wire-
line responses, crossplots are introduced to improve
the interpretation from sample point to sample
point. Several crossplots can be generated based
upon the aim of investigation: The possibility to
identify diﬀerences between initial wireline log re-
sponses and speciﬁc PC scores can identify litholog-
ical constrasts that diverge from the initial wireline
log response.
3. Results
3.1. Structured principal component analysis
Initially an independent structured PCA, based
on the correlation matrix, was executed to por-
tray the internal variations within the interpreted
sandstone lithology unit of the 300m study interval.
Two point bar sequences (zone 1 and zone 2) were
separately analyzed to study the spatial variations
of the heterogeneity within these zones (1). Table
2 shows the PC loadings for the structured PCAs,
the sandstone unit (named PC ss) and the two 10m
point bar sequences (named PC z1 and PC z2). All
are computed from the standardized values of the
original wireline logs. The separate sandstone litho-
facies grouping is introduced to enhance the inter-
nal variations within the sandstone grouping, where
as the analysis of two sand-dominated sequences are
performed to outline the diﬀerence between them
and relate these results to all sandstone intervals. A
PCA of all records is not performed here as Brand-
segg et al. (2010) concluded that the structured
PCA was superior compared to unstructured PCA
when within-lithology contrasts are in focus.
The star diagrams, visualizing the relation be-
tween structured PC loadings in Table 2, show
that the PC1 ss has about identical loadings to the
PC1 z1 and PC1 z2 indicating that the primary
component of all three analysis are close to identical
(Fig. 2). This PC is interpreted to separate sand
and shale as the dominant variables are GR, NPHI
and RT. In zone 1, the PC1 z1 is explaining 75.3%
of the variations compared to only 44.1% of PC1 z2
in zone 2 indicating that zone 1 consist of more ho-
mogeneous sandstone. The PC1 ss, explains 47.5%
of the total variability, has similar magnitude of
variability as PC1 z2. This indicates that the over-
all variability of all sandstone lithological units, 867
records, are similar to the 10m sequence of the sec-
ond point bar with only 62 records.
The PC2 signature of the sandstone grouping,
PC2 ss, and PC2 z2 of zone 2 show similar vari-
ance (22.9%), while the corresponding signature of
zone 1, PC3 z1, has a variance of only 5.4% (Table
2, Figs. 2 and 3). This indicates that the signatures
explaining a speciﬁc heterogeneity type, interpreted
to be coal with dominant variables of DT and NPHI
and an opposing RHOB, is less important in zone
1 as can be seen from the change in order of the
PCs from PC2 z2 to PC3 z1 expressing similar sig-
natures, but varying presence of variance explained.
The PC3 ss loading corresponds with PC2 z1 and
PC3 z2, explaining 13.7% and 20.5% of the total
variability, respectively, with NPHI and RT as dom-
inating variables and an opposing GR interpreted to
diﬀerentiate between GR-rich sand and shale. The
PC4 z2 of zone 2, explaining 7.2% variance, por-
trays three sandstone successions within the point
bar not visible from the initial wireline logs and is
veriﬁed by the sedimentology log and corresponding
core photos (Fig. 3). The PC4 z2 is marginal diﬀer-
ent compared to PC4 ss with lower RHOB and DT
loadings including the identical NPHI loadings in
5
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PC1 ss PC2 ss PC3 ss PC4 ss PC5 ss
GR 0.741 0.171 −0.645 0.066 0.023
RHOB 0.221 −0.373 0.076 −0.860 0.258
NPHI 0.461 0.226 0.632 0.235 0.530
RT 0.435 −0.320 0.394 0.063 −0.741
DT −0.011 0.823 0.148 −0.443 −0.322
Variability 47.5% 22.9% 17.4% 7.2% 5.0%
PC1 z1 PC2 z1 PC3 z1 PC4 z1 PC5 z1
GR 0.720 −0.674 −0.164 −0.024 −0.019
RHOB 0.206 0.223 −0.018 −0.579 0.757
NPHI 0.507 0.442 0.294 0.639 0.228
RT 0.425 0.521 −0.145 −0.419 −0.593
DT 0.037 −0.172 0.930 −0.283 −0.153
Variability 75.3% 13.7% 5.4% 3.6% 1.9%
PC1 z2 PC2 z2 PC3 z2 PC4 z2 PC5 z2
GR 0.709 0.033 −0.697 0.039 −0.097
RHOB 0.299 −0.521 0.203 −0.729 0.258
NPHI 0.473 0.383 0.428 0.258 0.616
RT 0.418 0.054 0.532 0.021 −0.734
DT −0.093 0.760 −0.084 −0.633 −0.077
Variability 44.1% 22.9% 20.5% 7.2% 5.3%
Table 2: PC loadings for the structures PCA of all sandstone records (PC ss) and two sandstone zones (zone 1 - zone 2). The
loadings are calculated from the standardized wireline logs. The percentage of the total variability accounted for by each PC i
shown in %.
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Figure 2: The star diagrams graphically illustrate the PC loading interactions for the structured PCA and the two separate
10m zones shown in Table 2. The dotted line indicates zero loading and the center point represent a -1 loading. The z1 to z2 are
loadings calculated from separate 10m heterogeneous sand dominated lithological sequences, where z1 and z2 are interpreted
to be two channel point bars, have signatures also found in the structured PCA of all sandstone units.
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which gives the pronounced sandstone successions.
The PC4 z1 has less variability (3.6%) and do not
outline these successions. The last PC, PC5, ex-
plains about 5% variability for PC5 ss and PC5 z2
and only 1.9% for PC5 z1. The opposition between
the positive NPHI and RHOB and the negative RT
is assumed to express internal sandatone variaonts.
The PC5 signatures of the three structured ap-
proaches in Fig. 3 have deviating signatures within
the sandstone interpreted intervals. The PC z2 has
the most deviating signature and is not captured by
either the zone 1 analysis or all sandstone interval
analysis.
The results of structured PCAs including the star
diagrams are summarized in Table 1 and show the
dominant opposing wireline variables of each of the
PC loadings. The diﬀerence between each zone,
illustrated by both the loading values in Table 3,
and the plot of the 10m sequences of zone 2 in Fig.
4, indicates that zone 1 has less sandstone impuri-
ties with fewer coal and silt intervals than zone 2.
The similarity between PC1 ss and PC1 z2 show
that the mixing of all sandstone intervals in terms
of shale is similar to a study sequence with fewer
records, and indicate that zone 2 is a representa-
tive selection of the variations within all sandstone
interpreted records.
In addition, the responses of the 10m point bar
sequence in zone 2, accentuate the heterogeneity
of the three sandstone successions (PC4 z2). The
interpretation of each of the structured PCA results
gives a more detailed knowledge than the evaluation
of the initial wireline log responses.
3.2. Reﬁned characterization using the Eckart-
Young theorem
Following the structured PCA, the subsequent
analysis performed is a reﬁned structured PCA us-
ing an inverse PCA transform by decomposing each
of the loadings representing separate lithological ef-
fects that back calculate reﬁned estimates of the ini-
tial wireline log variables by means of the Eckart-
Young theorem. Firstly, all ﬁve initial wireline log
responses are divided into new values transformed
in correspondence with the response of each of the
PC scores. These new synthetic values for the wire-
line log variables contain sum of separate eﬀects ex-
plaining the diﬀerent sources of petro-variability.
In order to investigate the eﬀect of ﬁve de-
composed wireline variables, the neutron porosity
(NPHI) variable was selected as an example and
evaluated and related to the 10m sequence of zone
2 (Fig. 4). The initial wireline NPHI variable is
plotted with its standardized values (NPHI stan-
dard). This NPHI standard response is decom-
posed by using the Eckart-Young theorem into ﬁve
separate NPHI resonses (NPHI1 standard - NPHI5
standard) reﬂecting the NPHI contribution of each
PC. The NPHI [%] response indicates the percent
contribution for each of the ﬁve decomposed NPHI
variables relative to the total NPHI at that speciﬁc
depth interval. The Eckart-Young derived NPHI
values has diﬀerent values than the PC scores and
is related to the impact magnitude for each of the
records, which is assumed to be related to the wire-
line log responses explaining geological variations.
The strongest contribution to the total NPHI re-
sponse is NPHI3 and NPHI5 response with about
30% and 60%, respectivily. This is in strong con-
trast to the total variability in PC3 z2 and PC5 z2
which only express 20.5% and 5.3% , respectivily.
Eventhough the NPHI loading of PC1 z2 is sig-
niﬁcant (0.473), the NPHI contribution has only
marginal inﬂucence on the PC1 z2 score response
as the response is mainly expressed by the other
wireline log variables.
The NPHI loading of NPHI2 and NPHI4 have
also high PC loadings, still they contribute
marginally to the total NPHI response. It is no-
table that the earlier identiﬁed three sandstone suc-
cessions outlined in PC4 z2 only contributes with
about 1% of the total reponse. As sandstone suc-
cessions are mainly aﬀected by sorting as a result of
various sediment transport energy, this process has
only a marginal constrbution of the total reponse.
As earlier stated, the strongest contribution to
the total NPHI response is NPHI5 response with
around 60%. This show that the majority of the
NPHI variability is captured by the lastest eigen-
vector. Whereas the NPHI standard response has a
near constant value of 0.40 within the sandstone in-
terval (records 16-60), its relative response (NPHI5
[%]) shows a varying reponse with depth that can be
related to geologic properties (e.g. sediment pack-
ing).
The Eckart-Young derived NPHI values, ex-
plained above, are further displayed in crossplots
to illustrate the diﬀerent impact of each of the new
NPHI values (Fig. 5). First is the intial NPHI re-
sponse plotted against the initial density response,
RHOB, which is the traditionally way of display-
ing their covariations (Fig. 5a). The crossplot of
initial RHOB and NPHI wireline logs for the 10m
sequence of zone 2 shows that the sandstone units
7
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Figure 3: Variations between scores using loadings of point bar 1 and point bar 2 and the sandstone lithological unit variables,
PC1 ss-PC5 ss, visualized by the point bar 2 sequence. The ﬁrst, third and ﬁfth plots have close to identical responses, whereas
the second and fourth responses do not correspond solely to the other responses. The fourth plots of zone 2 diverge particularly
at the PC4 z2 responses indicating three sandstone successions.
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Figure 4: The plots of Eckart-Young derived scores constructing new responses ﬁrst scaled to show their contribution to the
standardized wireline log response and secondly the percentile contribution for each variable of each sample point. This can
ease speciﬁc lithology trend interpretations based upon speciﬁc decomposed wireline log variables without interpreting the
traditional PC scores.
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Figure 5: The crossplots of Eckart-Young derived responses in relation to intial wireline log responses show that the Eckart-
Young derived responses can isolate eﬀects that in not visable by the initial wireline log responses. This can ease speciﬁc
lithology trend interpretations based upon speciﬁc decomposed wireline log responses without interpreting the traditional PC
scores.
10
231
are plotted in the lower left and the coal inﬂuence
sand in the upper right. The NPHI standardized
values show identical results as the initial NPHI
values (Fig. 5b).
The crossplot of initial RHOB values and the
NPHI3 [%] has GR-enriched sandstone intervals in
lower left and coal inﬂuenced records in the up-
per right (Fig. 5c). The intial RHOB values and
NPHI5 [%] crossplot outline clean sand with the
largest grain size in the right area (Fig. 5d). The
crossplot of the NPHI3 and NPHI5 responses (Fig.
5e) outline GR-enriched sand and coal inﬂucenced
records. This is also outlined in the crossplot of the
percentile contribution of these responses (NPHI3
[%] and NPHI5 [%]), as well as a more distinct view
of the clean sand (records 30-50) (Fig. 5f).
The decomposed transformed scores show that
both scaled values and fractions of the initial wire-
line variables are easier to identify and interpret
than the original PC scores as they correspond to
the magnitude of the initial wireline log values.
4. Discussion
As shown by the case study analyzing a spe-
ciﬁc ﬂuviodeltaic sequence, we have improved the
interpretation performance of multivariate analysis
from applying structured PCA to evaluate speciﬁc
within-lithofacies variations to enhanced interpre-
tation capability obtained by the introduction of
the Eckart-Young theorem. From the case study
presented here we showed that the performance is
related to the methods used to collect data and that
the data need to be anchored to geologic features.
The contrasts in the facies properties and their sta-
tistical distribution are the main limitations of the
study, as the selected study interval is water ﬁlled
with close to horizontal layering without varying
well diameter.
We have demonstrated the application of the
Eckart-Young theorem for evaluation of one spe-
ciﬁc out of four lithofacies using ﬁve wireline log
responses in a case of real data. There is, how-
ever, no limitation to the number of wireline log
responses that can be applied to distinguish be-
tween the lithofacies. The characterization of real
data is challenging since the lithofacies were ini-
tially deﬁned by visual inspection of cores, and thus
not fully compatible with the wireline log responses
which detect diﬀerent physical properties and have
a coarser spatial sampling. The main obstacle in us-
ing petrophysical responses is the resolution of log
responses related to the geologic layering, especially
in heterolithic deposits (Doveton, 1994). Lithofa-
cies, deﬁned as speciﬁed units distinguished on the
basis of lithologic features, are in this study iden-
tiﬁed at the wireline log scale of measurement of
15 cm. Nordahl and Ringrose (2008) discussed the
concept of representative element volume (REV),
indicating that the lithofacies variations of wireline
logs (dm scale) are averaging out the lamina scale
variations (cm). However, small impurities within
speciﬁc lithofacies types can be recorded resulting
in a slightly change of the log response. Analyzing
separate 10m intervals of a sandstone zone inter-
preted to be point bar sedimentary features resulted
in diﬀerences in the loading signatures compared to
all sandstone records. This can indicate that the
optimal REV, or representative elementary scale of
wireline log analysis should include more that 66
sample points.
In this work we have focused on characterizing
higher order lithological heterogeneity within a ﬂu-
viodeltaic deposit and the result portrays hetero-
geneity within lithological intervals in terms of wire-
line log derived variability. Several papers have
discussed the use of PCA to indicate variations in
wireline log responses (c.f. Moline and Bahr, 1995).
Although PCA is a robust and powerful method
for both visualizing and manipulating the multidi-
mensional representation of wireline data, it can-
not be used as a black box, and should be carefully
designed in order to obtain signiﬁcant interpreted
results. If violation of these principles leads to a
strong bias, a loss in power will inevitably result,
because any recognized lithology association will be
eﬀect by a strong instance of bias. There are some
general limitations in PCA, such that the statisti-
cal signiﬁcance provided by the ﬁrst few principal
component axes are no guarantees to have the best
subset of features (Nadler and Smith, 1993). This
is due to the fact that PCA uncovers feature com-
binations that model the variance of a data set, but
these may not be the same features that separate
the diﬀerent lithology changes. In other words, the
PCA components that model the largest contribu-
tions to the data set variance may work poorly for
pattern recognition. This is the reason why the
structured PCA approach should be taken.
The use of Eckart-Young theorem to decompose
the wireline log responses makes it possible to trans-
form the PC scores into decomposed values of the
initial wireline log responses that can ease the in-
terpretation performed by petrophysicists or geolo-
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PC ss PC z1 PC z2 Dominant (+) or
opposing (-) vari-
ables
Dependent on lithofacies varia-
tions
Process variable
PC1 ss PC1 z1 PC1 z2 +GR
+RHOB
+NPHI
+RT
Lithofacies separation of
sand/shale
V1
PC2 ss PC3 z1 PC2 z2 +DT
+NPHI
-RHOB Lithofacies separation speciﬁes
coal
V2
PC3 ss PC2 z1 PC3 z2 +NPHI
+RT
-GR GR rich sand V3
PC4 ss PC4 z1 PC4 z2 -RHOB
-DT
Internal sand variations V4
PC5 ss PC5 z1 PC5 z2 +
RHOB
+NPHI
-RT Internal sand variations V5
Table 3: Summary of the relations between the most prominent loadings derived from the structured PCAs as indicated by
the PC loadings, spider diagrams as well as PC responses. The rank of the PC loadings is varying according to the magnitude
of variability explained by each loading. The variables explain contrasting types of lithologic heterogeneity and are grouped
into variable numbers (V1-V5) according to variables signatures used to explain the lithofacies variations in PC ss.
gists. The mathematical decomposition of Eckart-
Young theorem allows also to merge two or more
variables for constructing new responses. This is
now performed in the present study, however, it
can be a powerful tool to visualize combined litho-
facies signatures not achievable from a standard
PCA. Still, it need to be arranged cautiously and
anchored to geologic reasoning as inaccuracy can
lead to delusion of the results.
5. Conclusions
We have described a new workﬂow using sepa-
rate PCAs derived from diﬀerent lithological inter-
vals to detect and correct for higher order hetero-
geneity that explicitly models internal lithological
diﬀerences and gives a clearer and more compre-
hensive interpretation of the data. A case study
analyzing higher order lithological eﬀects from the
ﬂuviodeltaic deposit of the Heidrun Field, oﬀ-
shore mid-Norway, has indicated an improved ﬂu-
viodeltaic reservoir heterogeneity description based
upon wireline logs and the structured PCA ap-
proach. The structured PCA method and the
method using Eckart-Young theorem outperforms
the prevailing unstructured method on initial wire-
line log data sets and can easily be applied to iso-
late other depositional environments, particularly
in studies involving heterolithic deposits. The back
calculation of wireline log values by the use of
the Eckart-Young theorem permits the eﬀective re-
moval of variability due to gross lithological eﬀects
and allows for diﬀerential interpretation of hetero-
geneity. The study can diﬀerentiate shale and GR
rich sand and indicate sandstone successions within
sandstone intervals not visible on the initial wire-
line logs. PCA mapping within lithological intervals
provides a statistical method for precise positioning
of the core versus the wireline log and can be used
to predict reservoir heterogeneity in wells that have
not been cored. Finally, the use of separate PCAs
from diﬀerent lithological intervals has been eﬀec-
tive in the portrayal of petrophysical variability of
reservoir properties within diﬀerent reservoir facies
at sub-seismic scales and the the decomposed values
of the wireline log responses can ease the interpre-
tation performed by petrophysics or geologist.
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,QW$VVRFIRU0DWKHPDWLFDO*HRORJ\
WK;, ,QWHUQDWLRQDO&RQJUHVV
8QLYHUVLWpGH/LqJH%HOJLXP
$1RYHO:RUNIORZIRU',QWHJUDWLRQRI*HRORJLFDODQG
*HRSK\VLFDO+HWHURJHQHLW\6LJQDWXUHVDW5HVHUYRLU6FDOH
56LQGLQJ/DUVHQ$6WRYDV0/DQGU¡.%%UDQGVHJJ62-RKQVHQ
6-/LSSDUG0%(0¡UN(9LN
'HSDUPHQWRI*HRORJ\DQG0LQHUDO5HVRXUFHV(QJLQHHULQJ
1RUZHJLDQ8QLYHUVLW\RI6FLHQFHDQG7HFKQRORJ\17URQGKHLP1RUZD\
'HSDUPHQWRI3HWUROHXP(QJLQHHULQJDQG$SSOLHG*HRSK\VLFV
1RUZHJLDQ8QLYHUVLW\RI6FLHQFHDQG7HFKQRORJ\17URQGKHLP1RUZD\
6WDWRLO5HVHDUFK&HQWHU17URQGKHLP1RUZD\
&RUUHVSRQGLQJDXWKRUULFKDUGVLQGLQJODUVHQ#JHRQWQXQR
$%675$&77KHPDLQIRFXVRIWKHZRUNIORZLVWRH[SORLWDPHWKRGRORJ\WKDWFDQEHXVHGWR
HQKDQFH WKH LPSRUWDQFH RI JHRORJ\ LQ FRQVWUXFWLQJ UHDOLVWLF UHVHUYRLU PRGHOV DQG YDOLGDWH
LQGXVWU\VWDQGDUG JHRPRGHOV ERWK IRU K\GURFDUERQ H[SORUDWLRQ DQG SURGXFWLRQ 5HVHUYRLU
FKDUDFWHUL]DWLRQLVHQKDQFHGE\PHDQVRIDJHRORJ\GULYHQWRRODOORZLQJXVWRPRGHOWKHKLJK
IUHTXHQF\ LQIRUPDWLRQ FRQWHQW RI WKH VHLVPLF VLJQDO &RPSRVLWH PRVDLFV RI JHRORJLFDO
DQDORJXHV DUH XVHG WR GHULYH UHDOLVWLF DFRXVWLF LPSHGDQFHV IURP SODXVLEOH JHRORJLFDO
VFHQDULRV6\QWKHWLF VHLVPLFJHQHUDWHG IURPK\SRWKHWLFDOZHOOERUHVFDQEHXVHG WRFDOLEUDWH
WKHVSDWLDOYDULDWLRQVRIVXEVXUIDFHSURSHUWLHV7KHPHWKRGLVWHVWHGRQD1RUWK6HDWXUELGLWH
ILHOG ,QWHJUDWLQJ JHRORJLFDO DQG JHRSK\VLFDO LQIRUPDWLRQ IURP ZHOOV DQG FRPSRVLWH
DQDORJXHVLQRUGHUWRSRUWUD\WKHKHWHURJHQHLW\RIUHVHUYRLUVERWKDWVHLVPLFDQGVXEVHLVPLF
VFDOHVLVRIIXQGDPHQWDOLPSRUWDQFHIRUWKHIRUHFDVWLQJRIIXWXUHK\GURFDUERQSURGXFWLRQ
.(<:25'66XEVHLVPLFGHVFULSWLRQ5HVHUYRLUKHWHURJHQHLW\
 ,QWURGXFWLRQ
+\GURFDUERQUHVHUYRLUFKDUDFWHUL]DWLRQFRPSULVHVWKHSURFHVVRIFUHDWLQJDQLQWHUGLVFLSOLQDU\
XQGHUVWDQGLQJRIUHVHUYRLUFRPSOH[LW\DVLQSXWWRWKHHYDOXDWLRQRIUHFRYHUDEOHYROXPHV)RU
PRVW PRGHUQ K\GURFDUERQ UHVHUYRLUV ' VHLVPLF LV XVHG WR FKDUDFWHUL]H GHSRVLWLRQDO
JHRPHWULHVDQGIOXLGVDWXUDWLRQVDQGWRJHQHUDWHWKHLQLWLDOUHVHUYRLUJHRPRGHO:HOOGDWDWKDW
LVDYDLODEOHDIWHUDGLVFRYHU\UHSUHVHQWVLVRODWHGVDPSOLQJSRLQWVWKDWODWHUDOO\RQO\KROGDIHZ
FPRIJHRORJLFDOLQIRUPDWLRQ6HLVPLFUHVROXWLRQLVQRUPDOO\FKDUDFWHUL]HGE\DYR[HOVL]HRI
 P ERWK KRUL]RQWDO DQG YHUWLFDO )URP WKH ' VHLVPLF GDWD WRS DQG EDVH RI WKLQ
UHVHUYRLUV FDQ EH LQWHUSUHWHG ZKHUDV WKH LQWHUQDO ERXQGDULHV LQ WKH UHVHUYRLU QHHGV WR EH
ORFDWHGEDVHGRQZHOOERUHLQIRUPDWLRQ7KHVHLQWUDUHVHUYRLUERXQGDULHVDUHWKHQLQWHUSRODWHG
EHWZHHQ ZHOO ORFDWLRQV *HRORJLFDO VRIWZDUH SDFNDJHV FDQ WRGD\ UHSUHVHQW YHU\ GHWDLOHG
JHRORJLFDOPRGHOVEXWWKHVHVWLOOKDYHVLJQLILFDQWXQFHUWDLQW\DWWKHVXEVHLVPLFVFDOH$YVHWK
HW DO7KH ILQGLQJVSUHVHQWHG LQ WKLVSDSHU LV D UHVXOWRI WKH LQWHJUDWLRQRIPRGHOOLQJ
HQYLURQPHQWV LQ JHRORJ\ DQG JHRSK\VLFV DW 1718 IURP D ORQJ UHFRUG RI SURMHFWV LQ
VHGLPHQWDU\ GHSRVLW PRGHOOLQJ DV ZHOO DV VHLVPLF PRGHOOLQJ -DQEX HW DO  1RUGDKO
6WRYDV/DQGU¡DQG$YVHWK6WRYDVDQG/DQGU¡6WRYDVDQG8UVLQ
:HQ
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,QW$VVRFIRU0DWKHPDWLFDO*HRORJ\
WK;, ,QWHUQDWLRQDO&RQJUHVV
8QLYHUVLWpGH/LqJH%HOJLXP
 0HWKRGRORJ\
7KH6%(' VRIWZDUH *HRPRGHOLQJ  IURP*HRPRGHOLQJ7HFKQRORJ\&RUS UHSUHVHQWV
WKH VWDWH RI WKH DUW LQ TXDQWLI\LQJ SHWURSK\VLFDO SURSHUWLHV IURP VHGLPHQWDU\ FRPSOH[LW\
GHVFULEHG E\ GHSRVLWLRQDO HQYLURQPHQWV 7KH VWUDWLJUDSKLF DUFKLWHFWXUH RI UHVHUYRLUV FDQ EH
GLJLWDOO\TXDQWLILHGDQGXVHGDVLQSXWIRUVHLVPLFPRGHOOLQJ7KH6%('VRIWZDUHLVEDVHGRQ
PDQLSXODWLQJ VLQHIXQFWLRQV FUHDWLQJ VXUIDFHV UHSUHVHQWLQJ LQFUHPHQWDO VHGLPHQWDWLRQ
1RUGDKO 1RUGDKO HW DO :HQ HW DO  7KH GLVSODFHPHQW RI WKH VXUIDFHV
JHQHUDWHV D WKUHH GLPHQVLRQDO LPDJH PLPLFNLQJ EHGIRUP PLJUDWLRQ DQG GHSRVLWLRQDO
HQYLURQPHQWVZKLFKFDQEHXVHGWRPRGHOLQWULQVLFSURSHUWLHVVXFKDVSRURVLW\SHUPHDELOLW\
DQG QHWWRJURVV UDWLR EDVHG XSRQ FXVWRPL]HG *DXVVLDQ GLVWULEXWLRQV (DFK K\SRWKHWLFDOO\
JHQHUDWHGZHOOERUHUHSUHVHQWVDQXOWUDVOLPRQHGLPHQVLRQDOGLJLWDOZHOOERUHZLWKDYHUWLFDO
UHVROXWLRQ RI FP *HRORJLVWV FDQ YHULI\ WKDW WKH K\SRWKHWLFDO ZHOO ERUH FRUUHVSRQGV WR
UHOHYDQWIDFLHVIURPUHDOERUHKROHGDWDRXWFURSVRULPDJLQDU\ZHOOVWKURXJKTXDOLW\FRQWURO
RIWKHSHWURSK\VLFDOSDUDPHWHUV)LJ
7KH DGYDQWDJH RI WKLVPHWKRG LV WKDW YHU\ GHWDLOHG OD\HULQJ FDQ EHPRGHOOHG DQG V\QWKHWLF
VHLVPLFFDQEHJHQHUDWHGWKDWWDNHVLQWRDFFRXQWWKHLQWHUEHGGHGPXOWLSOHVZKLFKDUHRIJUHDW
LPSRUWDQFH LQ WKLQOD\HUHG UHVHUYRLUV 6WRYDV DQG /DQGU¡  'LIIHUHQW GHSRVLWLRQDO
VFHQDULRV FDQ VXEVHTXHQWO\ EH HYDOXDWHG DJDLQVW ' VHLVPLF LQGLFDWLQJ WKH SUREDELOLW\ RI
PDWFK7KHPRVW OLNHO\VFHQDULRFDQEHIRXQGDPRQJVHYHUDO UHOHYDQWFRPSRVLWHDQDORJXHV
7KH VLPLODULW\ RI ' VHLVPLF WUDFHV DQG WKH V\QWKHWLF VHLVPLF WUDFHV DUH HYDOXDWHG E\ FURVV
FRUUHODWLRQ
)LJ 5HSUHVHQWDWLRQRIWKHZRUNIORZ7KHLQLWLDOJHRPRGHOLVEDVHGRQUHJLRQDO'VHLVPLFDQG
ZHOOV$FRPSRVLWHJHRORJLFDODQDORJXHLVFUHDWHGDQGFDOLEUDWHGZLWKZHOOERUHVDQGUHOHYDQW
JHRORJLFDORXWFURSV+\SRWKHWLFDOZHOOERUHVDUHWKHQSRVLWLRQHGDQGPRGHOOHGE\6%('6%('
PRGHOOLQJJLYHVRXWSXWIRUVHLVPLFPRGHOOLQJZKLFKFDQLQWXUQEHFRPSDUHGZLWKWKH'UHJLRQDO
VHLVPLFFXEH+\SRWKHWLFDOLQILOOZHOOVDQGH[LVWLQJZHOOVJHQHUDWHGZLWK6%('DUHFRQVWUDLQHG
ZLWKVHLVPLFGDWDWKURXJKPRGHOOLQJDQGXVHGWRXSGDWHWKHH[LVWLQJJHRPRGHO
 &DVHVWXG\
6WXGLHVRIDVPDOONPWXUELGLWLFRIIVKRUHRLOILHOGORFDWHGLQWKH1RUWK6HDZLWKHVWLPDWHG
WRWDOUHFRYHUDEOHUHVRXUFHVRIPLOOEDUUHOVRLOKDVVHUYHGDVDEDVLVIRUWKLVHYDOXDWLRQ7KH
UHVHUYRLULVVLWXDWHGLQD3DODHRFHQHVXEPDULQHIDQFRPSOH[7KHIDQKDVDKLJKQHWWRJURVV
VDQG\ VXEPDULQH OREH DEDQGRQPHQW IDFLHV DQG D QXPEHU RI WKLQ VKDOHV IRUPLQJ LPSRUWDQW
KHWHURJHQHLWLHVQRWYLVLEOHRQ WKH VHLVPLFGDWD $YVHWKHW DO7KH UHVHUYRLUKDVEHHQ
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,QW$VVRFIRU0DWKHPDWLFDO*HRORJ\
WK;, ,QWHUQDWLRQDO&RQJUHVV
8QLYHUVLWpGH/LqJH%HOJLXP
VWXGLHG IURP FP UHVROXWLRQ FRUH VDPSOHV DQG FP UHVROXWLRQ SHWURSK\VLFDO ORJV 7KHVH
LQSXW SDUDPHWHUV DUH XVHG E\ 6%(' WR PRGHO WKH JHRORJLFDO FRPSOH[LW\ LQ DQG EHWZHHQ
H[LVWLQJ YHUWLFDO ZHOOV 7KH RXWSXW SDUDPHWHUV SRURVLW\ DQG QHWWRJURVV DUH WKH NH\
SDUDPHWHUVXVHGLQWKHV\QWKHWLFVHLVPLFPRGHOOLQJ
)LJ 7ZRVHSDUDWHK\SRWKHWLFDOZHOOVDUHFRQVWUXFWHGEDVHGXSRQQHDUE\ZHOOLQIRUPDWLRQUHVHUYRLU
DQDORJXHVDQGGHSRVLWLRQDOKLVWRU\IRUJHQHUDWLRQRIGLIIHUHQWV\QWKHWLFVHLVPLFWUDFHV%RWKVFHQDULRV
KDYHDOWHUQDWLQJVKDOHDQGVDQGZKHUHEPRGHOKDYHWKLQQHUVDQGERGLHVDQGPRUHVKDOHWKDQ
PRGHODPRGHO
)LJ &URVVFRUUHODWLRQEHWZHHQ'VHLVPLFDQGV\QWKHWLFVHLVPLFEDVHGRQK\SRWKHWLFDOZHOOVIURP
WZRGHSRVLWLRQDOVFHQDULRVPRGHODQGPRGHO7KHWUDFHZLWKWKHKLJKHVWPDWFKPRGHOLVPRUH
SODXVLEOHGXHWRLWVFRUUHVSRQGHQFHWR'VHLVPLFFRPSDUHGWRWKHGHSRVLWLRQDOVFHQDULRIRUPRGHO
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,QW$VVRFIRU0DWKHPDWLFDO*HRORJ\
WK;, ,QWHUQDWLRQDO&RQJUHVV
8QLYHUVLWpGH/LqJH%HOJLXP
7RLQIHUWKHKHWHURJHQHLW\LQDUHDVEHWZHHQZHOOVGLIIHUHQWW\SHVRIFRPSRVLWHDQDORJXHVKDYH
EHHQXVHG7ZRGLIIHUHQW VFHQDULRV DUH FRQVWUXFWHG DV LQSXW WR WKH6%('PRGHOOLQJ7KHVH
VFHQDULRV DUH EDVHG XSRQ D VXSHUSRVLWLRQ RI WXUELGLWLF UHVHUYRLU DQDORJXHV DQG QHDUE\ZHOO
LQIRUPDWLRQ6HSDUDWHV\QWKHWLFVHLVPLFWUDFHVDUHJHQHUDWHGIURPWKHVHVFHQDULRV)LJ7KH
OLNHOLKRRGIRUWKHUHDOLW\RIDJLYHQKHWHURJHQHLW\VFHQDULRLVHYDOXDWHGDJDLQVWWKHFHQWHUDQG
 VXUURXQGLQJ ' VHLVPLF WUDFHV 2QO\ WKH ZLWKLQ KHWHURJHQHLW\ RI WKH UHVHUYRLU KDV EHHQ
FRUUHODWHGDJDLQVW'VHLVPLF0RGHOGLVSOD\VZLWKLQWKLV LQWHUYDODGHFUHDVHLQDPSOLWXGH
ZLWKGHSWKZKHUHPRGHOGLVSOD\VWKHRSSRVLWH)LJ)URPILJLWFDQEHVHHQWKDWWKH
PRGHO VFHQDULRKDVDKLJKHUFRUUHODWLRQFRHIILFLHQW WKDQPRGHODQG WKHUHIRUH UHSUHVHQWV
WKHPRVWSODXVLEOHKHWHURJHQHLW\VHWWLQJRIWKHWZR
 &RQFOXVLRQV
 7KLV VWXG\ SUHVHQWV D QRYHO ZRUNIORZ IRU WKH LQWHJUDWLRQ RI JHRORJLFDO DQG JHRSK\VLFDO
KHWHURJHQHLW\ VLJQDWXUHV DW WKH VXEVHLVPLF VFDOH WKDW PD\ LQIOXHQFHV WKH DPRXQW RI
UHFRYHUDEOHK\GURFDUERQUHVRXUFHVIURPDWXUELGLWLFILHOG
 7KHPHWKRGHQDEOHVXVWRGHWHUPLQHDQGTXDQWLI\KRZSUREDEOHRQHKHWHURJHQHLW\VFHQDULR
LVFRPSDUHGWRDQRWKHU
 6%(' PRGHOOLQJ RI K\SRWKHWLFDO ZHOOV FDOLEUDWHG DJDLQVW ' VHLVPLF FDQ LPSURYH WKH
XQGHUVWDQGLQJRIXQGULOOHGDUHDV
 7KHSURSRVHGZRUNIORZLQFOXGHVLQIRUPDWLRQIURPK\SRWKHWLFDOZHOOVDQGFDQEHXVHGWR
SRUWUD\ UHVHUYRLU KHWHURJHQHLW\ WKDW PD\ LQIOXHQFH ERWK H[SORUDWLRQ DQG SURGXFWLRQ
GHFLVLRQV
$FNQRZOHGJPHQWV6WDWRLOKDVNLQGO\SURYLGHGWKH1RUWK6HD)LHOGGDWDQHFHVVDU\IRUFRQGXFWLQJWKLV
VWXG\7KHILQDQFLDOVXSSRUWIURPWKH1RUZHJLDQ5HVHDUFK&RXQFLOLVKLJKO\DSSUHFLDWHG
5()(5(1&(6
$YVHWK30XNHUML7DQG0DYNR*³4XDQWLWDWLYH6HLVPLF,QWHUSUHWDWLRQ´SS&DPEULGJH
8QLYHUVLW\3UHVV
$YVHWK30XNHUML7-RUVWDG$0DYNR*9HJJHODQG76HLVPLFUHVHUYRLUPDSSLQJIURP
'$92LQD1RUWK6HDWXUELGLWHV\VWHP*HRSK\VLFV
*HRPRGHOLQJ 7HFK &RUS  6%(' VRIWZDUH KWWSZZZJHRPRGHOLQJFRPSURGXFWV
SURGXFWVFIP
-DQEX1(6WRYDV$6LQGLQJ/DUVHQ5/LSSDUG6-/DQGU¡0-RKQVHQ620¡UN0%(	
%UDQGVHJJ .%  $ QRYHO ZRUNIORZ IRU WKH LQWHJUDWLRQ RI JHRORJLFDO DQG JHRSK\VLFDO
KHWHURJHQHLW\VLJQDWXUHVDWWKHUHVHUYRLUVFDOH,Q1*)$EVWUDFWVDQG3URFHHGLQJVRIWKH*HRORJLFDO
6RFLHW\RI1RUZD\HGE\5LQJURVH3	/RPEDHUWV)QUS
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Diﬀerential Decompaction in Sequential Re-burial modelling
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Abstract
A new methodology for robust, high-resolution correlation of reservoir sandstones in highly compactable
depositional sequences is proposed. Quantitative sequential re-burial modelling has been successfully applied
on real data from seven wells covering the heterogeneous ﬂuviodeltaic Åre Fm. in the Heidrun Field, oﬀshore
Mid-Norway. The methodology is based on ten interpreted lithofacies classes derived from core descriptions
and wireline logs signatures, in addition to interpreted sequence stratigraphic surfaces, i.e. ﬂooding surfaces.
Analysis of decompacted sedimentary columns, with emphasis on studies of shallow compaction eﬀects tied
to uniquely calculated compaction curves, has revealed several new correlatable horizons within the Åre Fm.
These include laterally extensive coals and several laterally correlatable ﬂuvial sandstones enabling a re-
interpretation of parts of the Åre stratigraphy. The results from the present study demonstrate the beneﬁts
of correcting for the eﬀects of diﬀerential compaction in well-to-well correlation of heterogeneous reservoirs
comprising highly compactable sediments. The methodology outlined here has widespread applicability to
other stratigraphic successions and could potential help in the correlation of highly compacted sediments in
the subsurface.
Key words: Re-burial, sequence stratigraphy, compaction curves, decompaction, porosity, correlation
1. Introduction
Depositional systems are generally thought of as
a product of the interactions of three main allo-
genic controls - basin ﬂoor subsidence, base-level
change and sediment supply (Posamentier et al.,
1988; Posamentier and Vail, 1988; Van Wagoner
et al., 1990, 1988). In addition, local factors,
such as climate, topography and sediment com-
paction, deﬁne major autogenic controls. Hetero-
geneities in the sedimentary architecture at many
scales can aﬀect reservoir performance by diﬀeren-
tial compaction. Subsidence analysis of wells and
core sections based on decompaction of the sedi-
ment column (e.g. Bond and Kominz, 1984; Sclater
∗Corresponding author: Tel.: +47 41501284.
Email address: erih@statoil.com (Erik Hammer)
1Current address: Statoil ASA, Strandveien 4, Postboks
273, N-7501 Stjørdal
2Current address: Exploro AS, Stiklestadveien 1, N-7041
Trondheim
and Christie, 1980; Van Hinte, 1978) is a standard
method for investigating sedimentary basins (Allen
and Allen, 2005; Leeder, 1999; Miall, 1999). The
restored sediment thicknesses based on the back-
stripping technique (Sleep, 1971) allow for the cal-
culation of sedimentation rate and basement subsi-
dence, and is the standard method for basin re-
construction (Bond and Kominz, 1984). In this
study we introduce backstripping as a tool also for
reservoir scale reconstruction based on high resolu-
tion (cm scale) wireline- and core data. The cor-
relatability of reservoir units in heterogeneous de-
posits can be improved by applying decompacted
sedimentary columns in the correlation process and
taking into account and correcting for the eﬀect of
diﬀerential compaction. Robust correlations are a
fundamental prerequisite in reﬁned reservoir mod-
els used as a decision tool in optimizing drainage
solutions.
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2. Background; correlation challenges in ﬂu-
vial deposits
The Åre Fm. (Dalland et al., 1988) in the Hei-
drun Field (Koenig, 1986) comprises strongly het-
erogeneous sediments deposited in a ﬂuvial to lower
delta plain environment (Pedersen et al., 1989; Gjel-
berg et al., 1987; Svela, 2001; Leary et al., 2007;
Thrana et al., 2008). Due to the lateral and ver-
tical heterogeneous nature and architecture of the
deposits, including isolated channel ﬁlls and highly
compactable lithologies (i.e. muds and coals), large
reservoir correlation diﬃculties are encountered. A
reservoir model also taking into account diﬀeren-
tial compaction was therefore desired in order to
counter this eﬀect and hence, increasing the cor-
relatability of sandstone reservoir units. Based on
a backstripping technique that is using interpreted
ﬂooding surfaces as backstripping surfaces, we sug-
gest that the eﬀect of diﬀerential compaction can
be accounted for by stepwise correlation on decom-
pacted reservoir sections (Fig. 1).
Figure 1: Sketch comparing correlation of two artiﬁcial litho-
logical columns illustrating the eﬀect of diﬀerential com-
paction. Correlation of reservoir sands in the columns pre-
sented to the left is very diﬀerent from the decompacted
columns presented to the right.
2.1. The Åre Fm. reservoir zonation
The Åre Fm. is about 300-500m thick and
has been subdivided into seven reservoir zones by
Thrana et al. (2009); Leary et al. (2007). The
present study focuses on the lower ﬂuvial domi-
nated/ﬂuvial inﬂuenced part of the stratigraphy,
i.e. Åre 1 to Åre 3 (Fig.2). This interval contains
abundant, highly compactable sediments (FF and
coals) which are thought to have inﬂuenced reser-
voir architecture signiﬁcantly during burial due
to diﬀerential compaction. Åre 1-2.2 are inter-
preted as entirely ﬂuvial deposits comprising ﬂu-
vial channel sands, ﬂood plain ﬁnes and crevasses.
Åre 3 is a transition zone from ﬂuvial to deltaic
depositional environment, including sediments de-
posited in distributary, occasionally tidally inﬂu-
enced, delta channels and interdistributary bay ar-
eas. The studied interval is terminated by a re-
gionally interpreted ﬂooding event at top Åre 3.3.
Depositional direction has been interpreted to be
towards the south-southeast from the ﬁrst appear-
ance of marine inﬂux in the southeast and from FMI
dip data indicating a south-southeast palaeocurrent
direction (Thrana et al., 2009).
Figure 2: Statoil’s revised reservoir zonation scheme mod-
iﬁed from (Thrana et al., 2009). Interpreted ﬂooding sur-
faces used in the present study as backstripping horizons as
well as base-level changes interpreted for the selected Åre
interval are displayed. Stippled lines indicates local (ﬁeld-
wide) surfaces, whereas continuous lines are correlatable in
a larger area, i.e. to neighbouring ﬁelds. Interval coverage
of presented decompacted sequences (c.f. Figs. 8 a to h) are
displayed on the right.
3. Backstripping calculation
To account for the eﬀect of diﬀerential com-
paction, especially where considerable early dif-
ferential compaction occurs, a correlation exercise
2
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performed on decompacted sediment columns is
suggested. This challenge is solved by applying
the technique of backstripping in a reservoir scale,
although in this study a more precise deﬁnition
would be reverse backstripping or sequential re-
burial (reloading). Backstripping, a technique de-
veloped by Sleep (1971), was ﬁrst explored in detail
by Watts and Ryan (1976). The technique is gen-
erally used to estimate tectonic subsidence by ac-
counting for and removing the eﬀect of other causes
of subsidence, such as loading due to the sedimen-
tary column (Bond and Kominz, 1984; Steckler and
Watts, 1978), or in a basin in which the tectonic
subsidence history is simple, allowing to model sea-
level changes (e.g. Bond et al., 1989; Kominz and
Pekar, 2001). Where tectonic subsidence can be es-
timated, the backstripping approach can be used
to calculate palaeobathymetry and reconstruct the
stratigraphy through time (Steckler et al., 1999,
1988). The process of reconstructing the develop-
ment of a sedimentary column consists of several
steps (Bond and Kominz, 1984). The procedure
starts with the division of the stratigraphic column
into increments, usually formations or groups, or as
suggested here, at higher resolution, such as litho-
facies, if stratigraphically correlatable surfaces are
available, for which the thickness and age range
can be accurately determined. Age is not consid-
ered in this study, except relative age, as the incre-
ments represent relatively small time periods (in the
∼100.000 yrs range). These "time slices" are added
to the basement one by one, calculating the orig-
inal decompacted thickness and bulk density and
placing its top at a depth below sea level corre-
sponding to the average depth of water in which
the unit was deposited (palaeobathymetry). The
isostatic subsidence caused by the weight of this
sediment can then be calculated, and the depth to
the surface on which the sediment was deposited
is calculated with only the weight of the water as
the basement load. For ﬂuvial deposits (as for the
Åre Fm.), no water is present as overburden. The
second unit is then added and adjusted accord-
ingly. The thickness and bulk density of the ﬁrst
unit are adjusted in accordance with the depth of
burial beneath the second unit, and so on up the
column (Fig. 3). Age controlled stratigraphic sur-
faces, such as sequence boundaries and ﬂooding sur-
faces, are the ground pillar of backstripping. If
available, high-resolution, biostratigraphic and/or
chronostratigraphic markers are excellent surface
markers to be applied in a backstripping reconstruc-
Figure 3: A conceptual sketch illustrating the backstripping
procedure. Stepwise loading comprising progressive com-
paction beginning with decompaction of the lowermost unit
(1) after removing the overburden (2-5). This is followed
by a stepwise burial (compaction) in time steps (t1-t5), de-
termined by ﬂooding surfaces, of each unit and subsequent
reduction in porosity following calculated porosity-depth-
trends for each interpreted lithofacies within each unit (mod-
iﬁed from Bond and Kominz, 1984). t0 corresponds to the
present day scenario.
tion of a sedimentary basin. A simple model, where
decompaction is a mechanical, non-reversible pro-
cess, is here assumed, despite the results of Ham-
mer et al. (2010) indicating some alteration of the
grains due to diagenesis. These eﬀects are how-
ever accordingly accounted for where they eﬀect the
compactability of the lithofacies class (see below).
In a mechanical decompaction process initial poros-
ity and compaction gradients for each lithology are
necessary input data and discussed in turn below.
We "restore" all the stratigraphic units in a sequence
for each time step - decompacting the younger units
and compacting the older ones. The calculations of
the new depths for each step for each unit can be
expressed as:
Zn =
i=1∑
n
di (1)
where
di = dn
[
φi + S
φn + S
]
(2)
and
φi = k + (φ0 + k)e−CZi (3)
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Zn is the calculated burial depth of the n’th layer,
dn is the thickness of the n’th layer at depth Zn.
φ0, φn and φi are initial porosity, primary porosity
and porosity at depth Zi, respectively. As shown
in Fig. 4 secondary porosity, if present, must be
subtracted from the porosity measurements. S is
the solid grain fraction and is calculated by s = 1-
φ0 for each lithofacies class. φn is derived from
compaction curves calculated for each lithofacies
expressed by Eq.3 (Sclater and Christie, 1980) and
are discussed in more detail below. C is a lithology-
dependent constant calculated for each lithofacies
class using Eq.3 with present burial depth, present
burial porosities and initial porosities as input val-
ues. If no porosity data is available from the reser-
voir, C can, according to Ramm (1992), be esti-
mated from least-square regression methods or, ac-
cording to Wood (1989), be approximated from es-
timates of the initial porosity (φ0) and the depth
to half-porosity, Z1/2. k is a correction constant
for coal and equals 0.15 which is the lower limit
for coal compaction. For other lithofacies classes
k = 0. This correction is due to the rapid poros-
ity decrease in peat to coal compaction where the
thickness of coal (dcoal) would approach zero for rel-
atively shallow burial depths (∼100m). The step-
wise reconstruction of sedimentary units to the time
of interest in the presented model is based on the
reduction of porosity with burial depth. Numer-
ous authors have published porosity-depth-curves
for silisiclastic sediments (e.g. Athy, 1930; Baldwin
and Butler, 1985; Gluyas and Cade, 1997; Hedberg,
1936; Houseknecht, 1987; Mondol et al., 2007; Pax-
ton et al., 2002; Sclater and Christie, 1980; Velde,
1996; Wilson and McBride, 1988). Depth is, how-
ever, a poor indicator for compaction (Schmoker
and Gautier, 1988), but acceptable for sediments
not subjected to overpressure or to extensive chem-
ical diagenesis. Normally pressured sediments, un-
aﬀected by diagenetic eﬀects such as cementation
and dissolution, display an exponential decrease
in porosity vs depth (Sclater and Christie, 1980).
This relationship, ﬁrst presented by Athy (1930),
has later been modiﬁed by accounting for eﬀec-
tive stress, time and temperature (Bjørlykke et al.,
1989; Ramm and Bjørlykke, 1994; Schneider et al.,
1996; Walderhaug, 1996; Walderhaug et al., 2001)
assessing the eﬀect of mechanical and chemical com-
paction. In the present case study of the Åre Fm.
in the Heidrun area with a burial depth of no more
than∼3000m and with most rapid burial during the
Figure 4: Sketch illustrating the interval thickness change (d)
related to porosity changes with burial. Secondary porosity
is not related to the mechanical reduction of pore-space and
must be quantiﬁed and corrected for.
last 3 million years (Ottesen, 2006), pure mechan-
ical compaction is assumed, discarding the eﬀect
of chemical compactional processes. According to
Hammer et al. (2010) diagenesis within the Åre Fm.
in the Heidrun Field occurred locally during initial
and late stages of burial. Early diagenesis resulted
in variable dissolution of feldspar and mica grains
from meteoric leaching in ﬂuvial channel (FCH) or
sandy bay ﬁll (SBF) facies associations, and lo-
cal early siderite precipitation in muddy bay ﬁll
(MBF) facies association. The leaching of labile
grains amounts in some places up to 10% porosity
units, with ﬂuvial sandstones (FCH) being more af-
fected than the marginal marine facies (SBF). Eo-
genetic siderite cement was found to represent on
average 10% of the bulk volume of MBF sediments,
although only a few samples are recorded from this
facies association. These eﬀects are eogenetic in
origin, however, they are not considered to have
inﬂuenced signiﬁcantly on diﬀerential burial com-
paction, although it has local inﬂuence on porosity.
Any eﬀect of diﬀerential compaction would decrease
in magnitude as the diﬀerence in compactability be-
tween SBF and MBF decrease. Secondary poros-
ity may be accounted for by subtracting average
values of secondary porosity from modal analysis,
for the FCH and SBF sediments, respectively. For
cemented layers the average volume fraction of ce-
ment is added to the average measured porosity e.g.
in the MBF deposits. In many cases modiﬁcation
4
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of porosity-depth trends are performed by replacing
depth with eﬀective stress that accounts for the ef-
fect of overpressure (e.g. Ungerer et al., 1990) and
corrections using intergranular volume (IGV) val-
ues (e.g. Lander and Walderhaug, 1999). The use
of IGV values from the sandstones of the Åre Fm.
is disfavoured by the variable replacement of frame-
work grains in cases of cementation (c.f. Hammer
et al., 2010). In the ﬁne-grained sediments, how-
ever, approximately 10% cement is corrected for in
the MBF deposits. Regarding overpressure, minor
pressure gradients have been identiﬁed across some
ﬂooding surfaces in the Heidrun Field, but probably
not suﬃcient to contribute signiﬁcantly to preser-
vation of porosity.
Figure 5: A conceptual sketch illustrating the principles of
signal stretching. The sample interval is increased in rela-
tion to the added porosity due to decompaction whereas the
sample value is retained.
4. Interactive, sample based model
The presented model is sample based, i.e. the
backstripping calculation is performed for each
sample in the database (15cm interval). In the
present study a sample is deﬁned as the petrophys-
ical sample recorded at 15cm intervals which have
been manually interpreted and classiﬁed according
to ten identiﬁed lithofacies classes for all the seven
analyzed wells. This allows us to create an in-
teractive dataset, where surfaces can be picked at
any desired sample point and decompacted accord-
ingly. This also allows us to tie the initial sample
to petrophysical wireline log data values (gamma,
density, neutron porosity etc.). These values are
connected to the sample point through the back-
stripping procedure. As the length of the sample
interval is modiﬁed according to the porosity vari-
ation vs depth function (Eq. 3), the wireline data
remains constant for each sample. The signal sig-
nature is thereby stretched, but with measured val-
ues retained (Fig. 5). This method thereby allows
for interpretation of decompacted depositional se-
quences between known surfaces and in uncored in-
tervals. The backstripping modelling process is it-
erative and may be repeated using additional new
identiﬁed surfaces as new backstripping surfaces.
5. Application
The applicability of our model has been tested on
data from the Late Triassic - Early Jurassic Åre Fm.
in the Heidrun Field, oﬀshore Mid-Norway (Fig. 6).
These sediments consist of heterogeneous, ﬂuvial to
lower delta plain (ﬂuviodeltaic) deposits comprising
ﬂuvial and tidally inﬂuenced channel sands, ﬂood-
plain ﬁnes, sandy and muddy bay ﬁll deposits in
addition to coal units. Some thin (∼dm- to a few
m) carbonate cemented intervals are also observed
throughout the studied interval. The present study
uses the Åre Fm. as a case study, due to expe-
rienced large reservoir sandstone correlation chal-
lenges. Having established a relative age model
with correlation between wells based on a sequence
stratigraphic framework (Leary et al., 2007; Thrana
et al., 2009; Hammer, 2010), the thickness of the
sediments up to surface level was reconstructed us-
ing the backstripping model (Eq. 1-3). Relative
sea level changes and palaeobathymetric data have
not been incorporated since the basin sediments are
predominantly continental deposits.
5.1. Database
The primary data from the Heidrun Field used in
the present study were obtained from petrophysical
wireline logs; gamma ray (GR), density (RHOB)
neutron density (NPHI) sonic (DT) and resistivity
(RT), as well as core sections from four wells (Wells
II, III, IV and V). These data form the basis for
facies interpretation and porosity vs depth calcu-
lations in addition to identifying suitable ﬂooding
surfaces used as backstripping horizons. Flooding
surfaces are here considered to represent a relatively
ﬂat landscape making them excellent datums for
sequential re-burial modelling. For the backstrip-
ping procedure in the present study, ten lithofacies
5
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Figure 6: Left: The structural elements of the Mid-Norwegian continental shelf (modiﬁed from Gabrielsen et al. (1984); Koch
and Heum (1995)) and the location of the Heidrun Field (shaded rectangle). Right: Top Åre reservoir structure (after Svela,
2001) and the location of studied wells and cross-section.
classes are introduced (Table 1). These include ﬁve
facies associations identiﬁed within the Åre Fm.;
ﬂuvial channel sand (FCH), ﬂoodplain ﬁnes (FF),
tidally inﬂuenced distributary channel sand (TCH),
sandy bay ﬁll (SBF) and muddy bay ﬁll (MBF), in
addition to coal and coaly units (COAL). Cemented
intervals are also classiﬁed, however, due to the lim-
ited amount and occurrence within sandy intervals,
these are deﬁned as FCH. Regarding the overbur-
den (post-Åre Fm. deposits), the sediments have
been classiﬁed as undiﬀerentiated sandstone (Un-
diﬀ.sst) or undiﬀerentiated mudstone (Undiﬀ.mst)
using the parameters speciﬁed for FCH and FF, re-
spectively. Fault zones, recognized in well I and
V, are treated as incompressible rock (φ=0) for the
purpose of reconstructing the fault throws within
the reservoir formation. Each identiﬁed fault is
treated separately to take into account the respec-
tive throws. The calculation of faults is discussed
further below.
5.2. Data preparation and input to decompaction
calculations
As a prerequisite for facies interpretation on wire-
line logs, the continuous wireline logs ﬁrst have to
be segmented into discrete zones with similar prop-
erties (electrofacies (c.f. Serra and Abbott, 1982))
representing each of the identiﬁed lithofacies. These
electrofacies constitute the elementary units of ref-
erence for inferring a correlation between wells and
they are equivalent, but not identical to the litho-
facies interpreted from core data. Log data are
the result of indirect measurements of petrophys-
ical responses to lithology, whereas lithofacies clas-
siﬁcation from cores are deﬁned directly from the
visible features of the rock samples. Manual in-
terpretation of facies from well logs and core data
is a labor-intensive process that requires a consid-
erable amount of time by an experienced log an-
alyst (Doveton, 1994). For this reason, comput-
erized numerical procedures have thus been intro-
duced for pattern recognition in facies determina-
tion (e.g. Moline and Bahr, 1995; Bhatt and Helle,
2002; Brandsegg et al., 2010). Facies interpretation
from log data is inﬂuenced by rules that are dif-
ﬁcult to represent by simple algorithms (e.g. tool
variability, stratigraphic context, overlap of mea-
surements, diagenetic eﬀects etc.). For this rea-
son, manual interpretation of combined log and core
data is essential within the present study in order
to achieve the necessary resolution in the model.
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Table 1: Calculated and measured values for the identiﬁed lithofacies classes included in the study
Lithofacies class C-value Initial porosity Burial porosity (∼2.5km)
FCH/TCH/Undiﬀ.sst 0.000188 40 25(29)a
SBF 0.000239 40 22(29)b
FF/Undiﬀ.mst 0.000481 60 18
MBF 0.000232 50 28c
COAL 0.001156 90 5
Fault N/A 0 0
Seawater N/A 100 100
a4% average secondary porosity
b7% average secondary porosity
c10% average cement
5.3. Sandstone compaction (FCH, SBF, TCH, Un-
diﬀ.sst)
The sandstones of the Åre Fm. are relatively
loose and sometimes appear unconsolidated in core
sections, despite a burial depth of up to 3000m.
Average porosity values from plug data represent-
ing FCH, TCH and SBF are calculated to 29%
(+/- 6%). Modal analysis reveal average secondary
porosity amounting to 4% in FCH/TCH and 7%
in SBF, although up to 10% secondary porosity
in FCH has been counted (Hammer et al., 2010).
Hammer et al. (2010) concluded that only minor di-
agenesis has occurred in the sandstones, in most in-
tervals limited to authigenic kaolinite precipitation
due to meteoric ﬂushing and subsequent feldspar
dissolution, and eogenetic siderite cementation as-
sociated with thin (mm scale) mica and organic rich
lamina. Massively carbonate cemented intervals oc-
cur in decimeter and up to a few meters thick zones
in rare cases. However, these cemented intervals
are thought to have little inﬂuence on the calcu-
lations due to the limited occurrence and the tim-
ing as late diagenetic precipitation (Hammer et al.,
2010). Backstripping procedures are dependent on
the initial values of porosity for each identiﬁed litho-
facies class to be able to calculate porosity reduc-
tion during burial. Variation in porosity is a func-
tion of sorting, grain shape, and depositional pro-
cesses. Many authors have published porosity data
on freshly deposited sands (c.f. Table 1 in Atkins
and McBride, 1992), from ﬁeld measurements on
sands deposited in river point bars, beaches and
eolian dunes, and from sands deposited in labo-
ratory experiments. These studies display aver-
age porosity values ranging from 39-49% for point
bars, 41-47% for beaches, 39-51% for eolian dunes,
and 37-45% for laboratory experiments (Atkins and
McBride, 1992). Based on these data 40% initial
porosity is usually assumed for moderately to well
sorted sandstones (e.g. Houseknecht, 1987; Wilson
and McBride, 1988), however Ehrenberg (1989) ar-
gued that their value of 40% is an unnecessary over-
simpliﬁcation based on the correlation between the
decrease in sorting and initial porosity as demon-
strated by Beard and Weyl (1973). Nevertheless,
in this study 40% initial porosity is applied for the
moderately to well sorted Åre Fm. reservoir sand-
stones.
5.4. Fine-grained sediment compaction (FF, MBF,
Undiﬀ.mst)
Concerning argillaceous sediments, a wide range
of porosity-depth trends are published in Mondol
et al. (2007). Sediments comparable to the muddy
siltstones of the Åre Fm. at burial depth porosi-
ties similar to reservoir depth display values of
about 18% and average initial porosity values of
∼60%. Some of these authors present initial porosi-
ties lower than 60%, which is explained by the pres-
ence of sand that reduces initial porosities. The silt-
stones in the ﬂuvial part of the Åre Fm. (FF) are
observed to be relatively free of sand, whereas the
sediments comprising MBF deposits are more het-
erogeneous including both more muddy and more
sandy successions. The MBF are also found to be
more preferable for eogenetic siderite cementation,
amouting up to 10% in some samples (Hammer
et al., 2010). Initial porosity is set at 60% for FF,
whereas MBF is deﬁned lower (∼50%) and with
more preserved burial porosity (∼28%) due to the
early stage siderite cements compared to FF (18%).
5.5. Coal compaction
Peat-to-coal ratios are deﬁned as the ratio of
thickness before compaction to thickness after com-
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Figure 7: Compaction curves calculated for each of the main
interpreted lithofacies. The calculations are based on initial
and burial porosities from published and measured (plug and
modal analyses) data, respectively. Note that burial porosi-
ties for curve calculations have been corrected for diagenetic
eﬀects and therefore do not match the measured porosities
directly. Plug porosities from Well III and V are plotted
in small symbols, porosity from modal analyses from well
V are plotted in large symbols. Inset ﬁgure displays com-
paction trends of the ﬁrst 50m of burial. At present the Åre
Fm. in the Heidrun Field is interpreted to be at maximum
burial depth between 2200-2900m. See Fig.6 for location of
wells III and V.
paction (e.g. Ryer and Lange, 1980). Based on a
comparison between the thickness of vertical ag-
graded channel ﬁlls and the underlying peat de-
posit, a peat-to-coal ratio of 6:1 (i.e. a 83,3% vol-
ume reduction) is applied for the coals in the Åre
Fm. The coals of the Åre Fm. are interpreted
as high volatile bituminous coals (TOCs varying
from 20% to 50% in the true coals) (Leith, T.L.
pers.comm. 2009), which are reported to have a
porosity of ∼5% (Rodrigues and Lemos de Sousa,
2002). The peat-to-coal ratio and a present burial
porosity of 5% reveals an initial porosity value
of 90% when assuming predominantly mechanical
compaction has taken place during burial. This
peat-to-coal ratio has been calculated by assum-
ing that peat compaction created the accumulation
space for the channel sand. This has previously
been proposed by Rajchl and Ulicný (2005) for the
Neogene, Most Basin, Czech Republic. Using the
decompacted thickness of the sand as a measure for
the original peat thickness and comparing this re-
sult to the present thickness of the coal provides an
initial peat-to-coal ratio. This can, however, lead to
an overestimation of the ratio based on the fact that
the channel can and may have eroded parts of the
underlying peat. The coal zone also displays a large
variability in composition, from mudprone organic
rich intervals to pure coals, and this must be taken
into consideration when relating the decompacted
thickness of the coal to the decompacted thickness
of the sand. Concerning the timing of peat-to-coal
compaction, a large part of the volume reduction
is thought to occur shortly after burial, i.e. within
the ﬁrst meters or tens of meters of burial (Nadon,
1998) as indicated from Eq. 3 for low C-values.
Based on these observations, compaction of peat is
in the current study represented by an exponen-
tial decrease of porosity down to a cut-oﬀ value of
about 5% related to the peat-to-coal-ratio of 6:1.
In the following sections the coals are termed peat
where they are discussed in the context of decom-
pacted deposits and coals for compacted intervals.
Porosity-depth-curves for diﬀerent lithology com-
position are presented in Fig. 7.
6. Interpretation of a decompacted reservoir
In this section a reﬁned sequence stratigraphic
interpretation, as compared to the model presented
by Thrana et al. (2009) of the Åre Fm., is sug-
gested based on correlations of six decompacted
reservoir cross-sections (Fig. 8a-f), corresponding
to time steps selected at known correlatable sur-
faces (ﬂooding surfaces). The reconstructed units
are presented in 50m thick interpreted decompacted
sections representing the upper part of the decom-
pacted sequence. The stretched wireline log data
are also shown for inter-well comparison of gamma
ray (GR) and neutron-density (NPHI-RHOB) log
signatures. Interpretation on decompacted reser-
voir architecture reveals additional (inter-zonal)
correlations of lithofacies, which are not part of the
current sequence stratigraphic model enabling a re-
ﬁned sequence stratigraphy of the Åre Fm., Heidrun
Field.
6.1. Correlation of Åre 1 and 2
Wells I, II, III, V and VI penetrate into the Åre
2.1 interval, whereas wells I, III and V also pene-
trate into Åre 1. Comparison of present and up-
8
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(a) Cross-section 1 showing 50m section of decompacted reservoir underlying the top Åre 3.3 ﬂooding surface. The section
suggest ﬁve correlatable units; Åre 3.2 "funnel shaped" channel sand, Intra- and top Åre 3.3 channel sandstones top Åre 3.2 coal
and intra Åre 3.3 coal. GR = Black line, RHOB = Blue line and NPHI = Red line. See Fig. 6 for well locations and 8(f) for
legend.
(b) Cross-section 2 showing 50m decompacted reservoir underlying the intra Åre 3.1 Coal I suggests several correlatable channel
sandstones in addition to intra Åre 3.1 coal II approximately 20 m below the intra Åre 3.1 coal I.
Figure 8: continued
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(c) Cross-section 3 showing 50m decompacted reservoir underlying the intra Åre 3.1 Coal II. The channel sands corresponding
to the Åre 2.2 incised valley ﬁll of Leary et al. (2007) is here suggested to represent a zone of increased occurrence of channel
sandstones represented by several individual channel units, in contrast to one single valley ﬁll.
(d) Cross-section 4 showing 50m decompacted reservoir underlying the top Åre 2.2 incised valley ﬁll (the Thrana et al. (2008) top
Åre 2.2 surface). The valley ﬁll displays large thickness variations across the studied area (total and partly faulted out in wells
IV and V, respectively)). A correlatable coal is situated below this zone of increased abundance of channel sands and underlying
this Top Åre 2.1 Coal, several channel sandstones are suggested correlatable (Fig. 8(e)).
Figure 8: continued
10
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(e) Cross-section 5 showing 50m decompacted reservoir underlying the top Åre 2.1 coal. Three possible correlatable FCH
sandstones and one correlated anastomosing FCH sandstone are suggested. In particular the uppermost channel sandstone
(Intra Åre 2.1 channel) seems to have a lateral continuity extending all six wells penetrating this interval.
(f) Cross-section 6 comprising the Top Åre 1 Coal Marker. A correlation of MFCH deposits in wells I, III and V is suggested.
The cross-section is interpreted as parallel to palaeoﬂow direction (south east) as these sandstones are suggested to represent
anastomosing channel deposits indicating limited channel widths.
Figure 8: Reconstructed cross-sections of 50m decompacted intervals from Wells I-VII. Key sedimentary units are interpreted.
See Fig. 8(f) for legend and Fig. 6 for location of wells.
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dated correlation of the Åre 1 to Åre 3 is presented
in Figs. 10 and 9
One coal zone has been mapped on seismic and
correlated in all the wells penetrating this lower
Åre interval, representing the top Åre 1 coal marker
(Fig. 2). The zone ranges from a >15m relatively
pure peat deposit overlying a >20m interbedded
sequence of FF and peat in Well I, to a thick unit
(several 10s of meters) of interbedded mudstones
and peats, including a thin FCH sand deposit, in
Well III (Fig. 8(f)). In Well V the sequence is dom-
inated by ∼ 10m peats and thicker ﬂuvial sand-
stones. By applying this ﬂooding surface in our
model, a lower channel feature appears as correlat-
able between wells.
The sandstones comprise up to ∼30m thick, ver-
tical aggraded, ﬂuvial channel sandstones under-
lain by a thick coal rich unit (Fig. 10). Svela
(2001) interpreted these channel sandstone deposits
as incised valley ﬁll, suggesting a relative sea level
fall prior to or during deposition. However, based
on the presence of thick underlying peat deposits,
a factor of compaction controlling sand deposition
must have occurred and that autogenic rather than
allogenic factors dominated during the deposition
at this time. These peats, when compacted, created
accommodation space for the channel sands to be
deposited (i.e. Rajchl and Ulicný, 2005), i.e. auto-
genic controlled channel sand deposition promoted
vertical accretion in an anastomosing channel envi-
ronment.
From the well data used in this study, a change
from the thick, multi-storey channel sandstones, to
deposition dominated by single storey channels is
observed going from Åre 1 to Åre 2.1. This is the
opposite of what is observed on ﬁeld scale where
channel sands are thinner and less abundant in Åre
1 compared to Åre 2.1, with a NTG of ∼ 30% in
Åre 1 compared to ∼ 40% in Åre 2.1. However,
an increase in correlatable channel sandstones is,
nevertheless, observed from the decompacted cross-
section in Figs. 8(d) and 8(e) in Åre 2.1. This in-
crease in correlatability of channel sandstones, and
the fact that NTG increases from Åre 1 to Åre 2.1,
may be related to a decreasing base level rise and
subsequent fall. A base-level fall has been suggested
for the overlying Åre 2.2 incised valley by Svela
(2001). If a base level fall occurred at that time,
then the underlying top Åre 2.1 sediments may rep-
resent late highstand deposition which would ex-
plain the presence of increased abundance of later-
ally extensive channel sandstones.
A zone rich in peat deposits occurs in the up-
permost part of Åre 2.1, which is correlated in the
studied wells. The zone is in a way similar, although
thinner, compared to the coal zone occurring in Åre
1 (i.e. Fig. 8(d)). This could suggest that this zone
represents a short period of increased base level rise
and may therefore be interpreted as a local ﬂood-
ing surface. However, the zone is hard to corre-
late, especially in the bounding wells (well I and
VII) and therefore not added as a ﬂooding surface
in Fig 2. Applying this surface as a backstripping
surface reveals a possible correlation of four chan-
nel sandstone bodies (i.e. well Fig. 8(e)) of which
the uppermost unit is correlated across the entire
cross-section. These correlatable units are not part
of the Thrana et al. (2009) reservoir zonation model
for the Åre Fm. We suggest that these sands report,
at least local, base level change and shows poten-
tial as possible reservoir ﬂow units if they are truly
lateral extensive.
In the uppermost part of the Åre 2, several signif-
icant channel features appear. Some of these chan-
nel sands represent laterally and vertically amalga-
mated river deposits, possibly braided (C. Thrana,
2008, pers.comm), corresponding to the Åre 2.2
reservoir zone of Leary et al. (2007) (i.e Fig. 8(d)
and 8(c)). The unit is up to 15m thick in the studied
wells and comprises individual channel sands on av-
erage 2-8m thick. This feature has been interpreted
as an incised valley ﬁll by Svela (2001) or a signiﬁ-
cant channel feature present across most of Heidrun
Field area (Leary et al., 2007; Thrana et al., 2009)
suggesting a base level fall during/prior to depo-
sition. A sequence boundary was therefore inter-
preted at the channel base. However, as seen from
correlation of decompacted reservoir sequences (i.e.
8(c) and 8(b)), this interval seems to comprise sev-
eral separate channel features, in contrast to one
signiﬁcant incised valley ﬁll or channel feature. Lat-
eral and vertical amalgamation of channel ﬁll does
indeed occur within speciﬁc channel features and
may represent more localized incision and subse-
quent ﬁlling. The increase in the abundance of
channel deposits upwards in the Åre 2.1 and into
Åre 2.2, together with the appearance of several
correlatable channel deposit at the top of the unit
suggest that the base level rise was decreasing and
that these sediments therefore represents highstand
or late highstand deposits.
As the valleys ﬁlled with sediments, the con-
straint on the river by the valley topography was
suspended, enabling channel accretions onto the in-
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terﬂuves, consequently signiﬁcantly decreasing the
channel width to ﬂoodplain width ratio. The
base-level increased, changing the controlling fac-
tors from predominantly allogenic to autogenic and,
thus river style. The upper boundary of this unit is
therefore interpreted as a ﬂooding surface, marking
a level of change in ﬂuvial style in the sediments,
from braided back to single story, meandering type
deposits.
6.2. Correlation of Åre 3
The unit comprises sediments dominated by
ﬂoodplain ﬁnes and single storey channel sands
(some showing evidence of tidal inﬂuence) and bay
ﬁll deposits including both SBF and MBF. Marine
inﬂuence, represented by SBF, MBF and TCH de-
posits, increase upwards. A tendency of more abun-
dant and thicker ﬂuvially derived sediments is ob-
served in the central parts of the cross-section (Figs.
8(a) and 10), within zones Åre 3.2 to 3.3. Tidal
inﬂuence increases upwards in the Åre 3 stratigra-
phy and towards the southeast, possibly indicating
a retrogradational palaeocoastline in the southeast
as earlier proposed.
A signiﬁcant channel feature, up to ∼20m thick,
with a distinctive ﬁning-upwards proﬁle ("fun-
nel shaped" signature of the abandonment phase
on combined neutron porosity (NPHI)-density
(RHOB) logs) capped with coal, is striking within
this interval and is correlatable in all the studied
wells. This channel thins towards the southeast
and northwest. In areas where the main channel
sandstone is thin (only a few m) as in Wells I, V,
VI and VII, the channel termination phase is ob-
served to comprise more abundant ∼m scale sand-
stone units (crevasse channel) deposits. This could
indicate that the palaeo channel developed along
preferred courses, represented by the thicker chan-
nel sandstone units, such as in wells II, III and IV.
The sand rich termination phase above represents
an area close to these main channels, which are
subjected to steady inﬂux of crevasse sands dur-
ing ﬂoods. This may also be suggested for the Top
and Intra Åre 3.3 channel, although thinner as com-
pared to the Åre 3.2 unit. In addition, the laterally
correlatable coals representing Top Åre 3.2 and In-
tra Åre 3.3 appear thicker in the central parts of
the cross-section which may suggest that the coals
controlled the preferred course of the channels and
subsequent channel sand deposition. The Åre 3.2
channel succession is always capped by coal in the
studied wells which is interpreted to represent a lo-
cal ﬂooding surface.
Below this channel another coal interval appears
and may possibly represent a local (not neces-
sarily ﬁeld-wide) ﬂooding surface, probably orig-
inating from autogenic delta lobe switching (e.g.
Emery and Myers, 1996). Using this surface as da-
tum enables correlation of a third coal interval and
two suggested correlatable channel sandstones (Fig.
8(b)). Although these correlations are uncertain,
the stacking pattern reveals a reservoir architecture
dominated by single storey channel deposits where
some might be correlatable between wells. The up-
per boundary of Åre 3.2 is represented by up to a
few m thick peat (now coal) deposits. This unit
has been identiﬁed and correlated in central parts
of the Heidrun Field (i.e. Fig. 8(a)) and is here
interpreted as a local candidate ﬂooding surface .
The central parts of the Åre 3.3 unit are sandier
compared to the marginal parts, comprising rel-
atively thin, possibly laterally extensive, single
storey ﬂuvial channel sands (i.e. Fig. 8(a) and
8(b)). A peat interval a few meters thick occur-
ring in the middle part of the unit appears similar
to the top Åre 3.2 coal and thinning towards the
southeast. The lobate shape of this Åre 3.3 succes-
sion, as seen in cross-section, is somewhat distorted
by a fault in well I (not seen on cross-section). Nev-
ertheless, a depositional environment controlled by
delta lobe switching is suggested as the main con-
trolling factor during deposition, based on the ge-
ometries and stacking pattern of the facies associ-
ations, where compaction of peat to coal may have
played an important part.
Compared to ﬂuvially originated peat swamps,
coals deposited in interdistributary bays are
thought to have a greater lateral extent suggest-
ing higher correlatability within such coals. These
coals may have extended the total width of the bay,
suggested by Kjærefjord (1999) to be 2-7 km wide in
the Heidrun ﬁeld, which is suﬃcient for good well-
to-well correlatability with the current well spacing
(<∼1 km). A regionally correlatable, well deﬁned
bay ﬁll succession deﬁnes the upper boundary of
this unit and is interpreted as a candidate ﬂooding
surface by Leary et al. (2007). It has a distinct sig-
nature on wireline logs and is correlatable through-
out the Heidrun ﬁeld.
The Åre 3 reservoir zone shows sediments de-
posited in a transgressive environment as ﬂuvial de-
posits below are gradually replaced by marine inﬂu-
enced bay ﬁlls and distributary channel sandstones.
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The unit is relatively heterogeneous, dominated by
thin beds of sand, silt and coal interpreted to be
deposited in the transition zone between a ﬂuvial
and marine inﬂuenced delta plain environment, in-
cluding ﬂuvial channel sands, crevasses, lacustrine
muds, paleosols and bay ﬁll sediments.
A reservoir architecture interpretation of the Åre
1 to Åre 3 based on published and identiﬁed corre-
latable surfaces from this study is presented in Fig.
10.
7. Discussion
Due to the heterogeneous nature of the Åre 1-
2.1 reservoir zones, correlation of channel sandstone
bodies on wireline log data alone may be treacher-
ous territory. Much eﬀort has therefore been put
in investigating methods to enhance inter-well in-
terpretation on sub seismic scale in heterogeneous
reservoirs (i.e. Stovas, 2007; Doveton, 1994). None
of these methods, have, however, applied palaeoﬂat
surfaces in a decompaction routine on wireline log
scale.
As noted previously, backstripping, sensu sticto,
is traditionally applied for basin reconstruction and
therefore not directly applicable to reservoir scale
reconstruction. Presented here is a reservoir recon-
struction taking into account eﬀects of diﬀerential
compaction on intra-reservoir scale. Estimation of
decompacted reservoir lithofacies classes using the
backstripping approach on high resolution petro-
physical data and interpreted ﬂooding surfaces has
shown to increase the correlatability of heteroge-
neous reservoirs by considering and removing the
eﬀect of diﬀerential compaction. This is in partic-
ular the case where highly compactable sediments,
such as coals and muds, are present, such as in the
lower Åre Fm in the Heidrun Field.
The presented model suggest several correlations
of depositional units between known correlatable
surfaces. No proof of actual connectivity exists,
such as by pressure support indications. However,
as the palaeo ﬂow direction is fairly certain, indi-
cating channel orientation towards the southeast, in
addition to relatively closed spaced wells (<∼1km
apart)(i.e. Fig. 6), correlations performed on de-
compacted reservoir architecture seems fairly valid,
especially for the upper most part (<50m) of de-
compacted cross-sections. On the other hand, parts
of individual meandering channels may ﬂow per-
pendicular, or even opposite, of main palaeoﬂow
directions which should be taken into consideration
when doing correlation exercises.
Improvements regarding reservoir unit correla-
tions are suggested within Åre 1, 2.1, 2.2 and 3
reservoir zones. Especially for the top Åre 2 (top 2.1
and 2.2) where a new interpretation of the channel
sandstones is suggested. The intra Åre 2.1 channel
sandstone (i.e. 8(d)) is suggested correlatable in
all the studied wells. However, as the shape of the
unit (in cross-section) seems to follow the base of
the Åre 2.2 incised valley ﬁll, one could argue that
if the Åre 2.2 is truly an incised valley, less cor-
relation between the shapes of the underlying 2.1
channel compared to the base of the valley should
be expected. Also, based on the decompacted reser-
voir sections presented, several individual channel
features replace the old single incised valley ﬁll in-
terpretation. Incision may still have occurred, how-
ever, on a smaller scale than previous works in-
dicate. Both scenarios do, however, still conclude
that base-level changes was the driving mechanism
for this change in depositional style. For Åre 3,
several additional interpreted horizons are identi-
ﬁed, which enable a reﬁned interpretation of the
depositional environment for this reservoir zone, at
least in the central parts of the Heidrun Field.
As discussed earlier, a relationship between chan-
nel sand deposition and compaction of peat-to-coal
is suggested for some of the vertically aggraded
channel sandstone successions. This is exempli-
ﬁed by the signiﬁcant channel features in Åre 1,
occurring in wells I, III and V, interpreted to rep-
resent anastomosing channel deposits. Anastomos-
ing rivers comprise relatively narrow features with a
low width-to-depth ratio (c.f. Nadon, 1994). With
a well spacing of up to a kilometer apart, a cor-
relation of the Åre 1 channel sandstone suggests
that the cross-section is oriented along the palae-
oﬂow direction, i.e. towards the southeast. This
is supported by provenance studies of Early Juras-
sic rocks in the Heidrun Field, where Morton et al.
(2009) found that the ﬂuvial parts of the Åre Fm.
have been sourced from a westerly source area. In
addition, Thrana et al. (2009) also concluded with
a southeastern palaeoﬂow direction based on lateral
facies shifts within the Åre 1-2.1 zones.
As suggested from the decompacted sections in
Figs. 8(a) and 8(b), an autogenic signature due to
delta lobe switching is revealed within the Åre 3.3
reservoir zone. The lateral distribution and vertical
stacking of facies associations within this zone sug-
gests delta lobe switching was active in the study
14
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area during deposition. The thickening of the reser-
voir units towards the center of the cross-sections
and thinning towards the southeast seems to corre-
late well with the thickness of the top Åre 3.2 and
intra Åre 3.3 coals. A relationship is therefore sug-
gested between compaction of peat and deposition
of sand. In addition, as the Åre 3.2 funnel-shaped
channel also follow this trend of thickening towards
the central parts of the cross-section, the weight of
this sand may have created a focus point for sub-
sidence in this area, evidently resulting in the peat
distribution seen above.
The correlatable channel sandstones correspond-
ing to intra and top Åre 3.3 may comprise the
proximal part of individual prograding delta lobes,
whereas the coals represents abandonment. As seen
from the cross-sections a possible lateral shift to-
wards the northwest of the main delta depocenter
is inferred by the more westerly oriented top Åre
3.3 channel compared to the intra Åre 3.3 channel
where the underlying top Åre 3.2 and intra Åre 3.3
coals controlled the preferred course of the channels
and subsequent channel sand deposition.
The eﬀect of diﬀerential compaction on correlata-
bility is accounted for by correcting for the com-
pactability of interpreted lithofacies classes by dif-
ferential decompaction and by applying ﬂooding
surfaces as backstripping surfaces in a sequence
stratigraphic backstripping exercise.
In addition to magnitude, timing of compaction
is equally important, especially for coal rich ﬂu-
vial deposits as the bulk of volume reduction in
peat deposits occurs in the earliest phases of burial
(ﬁrst few meters) (Nadon, 1998). As observed in
the Åre Fm. ﬂuvial succession, several types of ﬂu-
vial channel deposits occur. Single storey channel
sands dominate, of which some are suggested corre-
latable between wells. Anastomosing channel sands
are present in the lowermost unit and occur regu-
larly above thick peat deposits (e.g. Fig. 8(f)).
The presence of the underlying peat, in addition
to the lower lateral extent of these units as com-
pared to the upper Åre 2.2 sand, suggests that these
sands are vertical accreted channel deposits where
the compaction of peat created the accommodation
for sand deposition. The unit Åre 2.2 sand, on the
other hand, is regional, laterally correlatable over
a 2km distance within the study area and varies
in thickness from 3-34m, with a typical thickness of
10-15m. The unit is thinning towards the southeast
and west with greatest thickness in the northwest.
However, in some wells (i.e. Well V) the unit is
missing due to normal faulting related to consec-
utive divergent tectonic activity in the study area
(c.f. Fig. 6).
Due to tectonic activity, several faults have been
interpreted in the studied wells, represented by
missing sections in cross-section with length equal
to the interpreted missing sediment thickness (com-
pacted). The unit thicknesses in the reconstructed
reservoir seem fairly uniform in un-faulted parts,
increasing in thickness where faults are present.
Keeping in mind that the cross-section represents
partly decompacted sediments and that the thick-
ening due to fault reconstruction would increase
further during burial, leads us to imply an overesti-
mation of the fault throws in the Åre Fm. This over-
estimation may be as much as 20m in the largest
faults which is a signiﬁcant amount, especially when
vertical thicknesses of the reservoir sands in the ﬂu-
vial part of the Åre Fm. usually are below this
value. The basis for calculation of compactabil-
Figure 11: Sketched deﬁnitions of TST, TVDMSL and MD.
TST is calculated based on TVD and the azimuth (α)
and the dip angle (β). Thickness of the selected reser-
voir unit is MD', TVDMSL'or TST'. For vertical wells,
TVDMSL'=TST=MD'. For wells with reservoir dip in the
same direction as well dip: TST<TVDMSL', for opposite
dips, TST>TVDMSL'. Note MD measured from rotary ta-
ble, TVDMSL from mean sea level (MSL) and TST from sea
bed.
ity and compaction rate for the lithofacies classes
used in this study is porosity and rate of porosity
change with depth. A basic requirement was there-
fore to discriminate between the diﬀerent lithofacies
classes. Due to long distance between source and
receiver of some of the wireline logging tools, un-
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precise petrophysical signature recording of speciﬁc
geologic layers may occur. However, as the Heidrun
Field is a mature hydrocarbon area, multiple rela-
tively closed spaced wells, some of which are cored,
are available. This creates the opportunity of re-
ducing this bias eﬀect by applying sedimentological
log interpretations from core section in the lithofa-
cies class interpretation process.
The lithofacies classes are derived from observa-
tions and interpretations of cores tied to speciﬁc
wireline signatures. However, when core data is
unavailable, methods such as principal component
analysis (PCA) may be used by combining sepa-
rate PCs derived from diﬀerent lithological intervals
to detect higher order heterogeneities that corre-
sponds to small scale lithological variations within
the lithofacies classes (c.f. Brandsegg et al., 2010).
Porosity variation vs depth is in the present study
deﬁned as an exponential decrease in porosity with
depth (c.f. Eq. 3), where the degree of decrease
is dependent on the facies association classiﬁcation
and the depositional (initial) porosity of the sed-
iments. It has been widely argued that the expo-
nential porosity-depth relationship does not ﬁt shal-
lower depth data particularly well (Falvey and Mid-
dleton, 1981; Falvey and Deighton, 1982). Falvey
and Middleton (1981) proposed an alternative rela-
tionship by assuming incremental change in poros-
ity is proportional to change in load. However, no
explanatory reason is given for this improvement.
However, the Sclater and Christie (1980) model has
been successfully applied to calculate land subsi-
dence rates due to early compaction in the coastal
areas of the Netherlands (c.f. Kooi, 2000).
Exponential decrease in porosity vs depth may on
the other hand be an oversimpliﬁcation as errors are
introduced due to e.g. overpressure (as discussed
above) and diagenesis (cementation, dissolution),
which may modify the pore space in the rock. These
errors may be small for each eﬀect; however the sum
could be signiﬁcant and inﬂuence the correlatabil-
ity of the reservoir. It is therefore important to
investigate the presence of diagenesis (e.g. Hammer
et al., 2010) and overpressure before a backstripping
routine is applied. Secondly, the determination of
initial porosity is based on published values for dif-
ferent lithologies (c.f. Beard and Weyl, 1973). The
initial porosity of the sand and silt of the Åre Fm.
is not known, however, values are estimated based
on comparison with published data and grain size,
sorting, angularity and sand purity in the sandy de-
posits of the Åre Fm. Mudstones are on the other
hand a larger source of error as these calculations
are entirely dependent on published porosity-depth-
curves. Third, coal compaction is determined by
peat-to-coal ratios and published burial porosities.
Coals may vary signiﬁcantly from well to well and
from interval to interval. This is exempliﬁed in the
text with coals varying from true "coal" to coaly
units interbedded with sand and silt, which would
reduce the compactability of the unit. However, as
the calculations are based on direct indicators for
peat-to-coal-compaction and the coals in the Åre
Fm. are generally a mixture of coal, silt and sand,
the presented values seems fairly valid.
In an optimal backstripping routine it is custom-
ary to use the true stratigraphic thickness (TST) to
avoid errors due to inclined reservoir units caused
by folding, faulting etc. (Fig. 11). The tilt on
the stratal units from the studied interval in the
Heidrun Field due to the tectonic history of this
region (Blystad et al., 1995; Brekke et al., 2001;
Bukovics et al., 1984; Bukovics and Ziegler, 1985;
Dooley et al., 2003; Doré, 1991; Gjelberg et al.,
1987; Schmidt, 1992; Swiecicki et al., 1998), should
be accounted for and is traditionally included by us-
ing true stratigraphic thickness (TST) during back-
stripping. We are however using true vertical depth
mean sea level (TVDMSL) thicknesses. The wells
used in this study are near vertical wells and the
diﬀerence between TST and TVDMSL is small (2%
in average, reaching a maximum of 6% in Well IV).
TVDMSL is also used because it is measured con-
tinuously throughout the well which is a necces-
sary criteria in a sample based model, as compared
to TST thickness which is only measured for each
reservoir zone. To investigate the intra zone archi-
tecture we are therefore compelled to use TVDMSL
data. A third argument is that TST is a calculated
thickness based on angle of dip and asimuth of the
layers. Small errors in these values can lead to sig-
niﬁcant miscalculations of the TST thickness.
A major advantage in the presented model is the
sample based decompaction routine. Any selected
sample point (15cm interval) can be used as a po-
tential datum (backstripping surface) and decom-
pacted accordingly. This allows for a more interac-
tive role for the user in the decompaction process.
The petrophysical parameter values are retained
from the original sample values making lithologi-
cal interpretation between identiﬁed surfaces and
in uncored wells possible at any desired level. New
correlatable surfaces identiﬁed after decompaction
can be used and implemented in the model and a
18
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new backstripping is modelled using the previous
and the new surfaces as datums. This process is
then repeated for any new surfaces identiﬁed to in-
crease the correlation resolution after each itera-
tion. In the present study each sample has been
assigned, by observation and interpretation of core
and wireline logs, to a speciﬁc lithofacies (1-9). This
gives us the possibility to work with resolutions far
beyond that of traditional backstripping. By using
these available high resolution data in the back-
stripping process, we are able to reconstruct the
reservoir architecture, as regards to decompacted
facies distributions. This will potentially increase
the productivity of such reservoirs by increasing the
understanding of reservoir sand connectivity.
7.1. Recommendations
The technique described in this study can be ap-
plied to reﬁne reservoir models, based on correla-
tion of decompacted sediments, and implemented
in a process-based modeling tool (e.g Nordahl et al.,
2005). Simulation of permeability distribution and
ﬂuid ﬂow by such modeling tools, and comparing
the results to real production data (history match-
ing) has the potential of optimizing production and
increasing recoverable reserves by enhanced hydro-
carbon ﬂow prediction. It would also be beneﬁ-
cial to test this methodology on other ﬂuviodeltaic
deposits with less faults and other depositional
environments in general, to test the robustness
of our quantitative, sequential re-burial modelling
tool. Furthermore, applying additional, and per-
haps more reﬁned, methods for reservoir subdivi-
sion, as exempliﬁed by a study done by Morris et al.
(2003) on interpreted sequence stratigraphy based
on megaspore assemblages within the Åre Fm. in
the Heidrun Field, shows potential and could have
been added and tested in further studies.
8. Conclusion
A method for sequence stratigraphic backstrip-
ping in heterogeneous ﬂuviodeltaic deposits is pro-
posed which explicitly models stepwise deposition
at intra-reservoir scale using lithofacies classes de-
rived from wireline logs and core data.
Diﬀerential decompaction is calculated based on
porosity change vs. burial depth for each identi-
ﬁed lithofacies class and incorporated in the back-
stripping model. The presented model is sample
based and measured values of petrophysical pa-
rameters are kept constant while relating the sam-
ple thickness change to changes in porosity with
burial depth (decompaction). This enables inter-
pretation and correlation of depositional units be-
tween known correlatable surfaces and diﬀerent de-
positional scenarios can be evaluated. In particular,
this can be valuable in reservoirs comprising highly
compactable sediments, such as coals.
The eﬀect of diﬀerential compaction on correlata-
bility is accounted for by correcting for the com-
pactability of interpreted lithofacies classes by dif-
ferential decompaction and by applying ﬂooding
surfaces as backstripping surfaces in a sequential
re-burial exercise.
This methodology was successfully tested on the
ﬂuviodeltaic Åre Fm. in the Heidrun Field. Sev-
eral channel sandstones within the Åre Fm. are
suggested as correlatable between wells. These cor-
relations would be important for reservoir property
modelling and drainage strategies, especially for the
studied central area of the Heidrun Field. We also
suggest a re-evaluation of the Åre 2.2 channelized
reservoir unit as a channel dominated interval com-
prising several individual channel deposits, where of
some are correlatable between wells, derived from
decreasing base level rise.
Improving the reservoir sequence stratigraphic
resolution strengthen the robustness of the reservoir
geomodel and improved history matching. This
methodology therefore has the potential as a de-
cision making tool for hydrocarbon production op-
timalization. This would also beneﬁt HC volume
calculations of reservoir sections which are an im-
portant part of ﬁeld economics.
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'HSDUWPHQWRI*HRORJ\DQG0LQHUDO5HVRXUFHV(QJLQHHULQJ
6HP6 ODQGVY17URQGKHLP1RUZD\
(PDLOULFKDUGVLQGLQJODUVHQ#JHRQWQXQR56LQGLQJ/DUVHQ
$EVWUDFW
7KH *,6 HQYLURQPHQW RIIHUV WKH H[SORUDWLRQ JHRORJLVW D ZLGH YDULHW\ RI RSWLRQV IRU LQWHJUDWLQJ
UHJLRQDOL]HGJHRGDWD7KHIXOOSRZHURIWKHPHWKRGRORJ\RI&KDUDFWHULVWLF$QDO\VLVLQWURGXFHGLQWKH
HLJKWLHVFDQQRZEHH[SORLWHGE\PHDQVRI*,6VXSSRUW7KHFKDUDFWHULVWLFDQDO\VLVPHWKRGXVHVFHOO
EDVHGWHUQDU\FRGLQJWRH[SUHVVERWKIDYRUDEOHDQGXQIDYRUDEOHFRQGLWLRQVLQDGGLWLRQWRWKHVLWXDWLRQ
ZKHUHWKHFRQWUROOLQJHIIHFWRIDQDWWULEXWHLVXQNQRZQRUWKHRFFXUUHQFHLVXQHYDOXDWHGZLWKLQDFHOO
)DYRUDELOLW\ LV FRPSXWHG E\ D ZHLJKWHG OLQHDU FRPELQDWLRQ RI WHUQDU\ DWWULEXWHV XVLQJ D VSHFLDO
VLJQLILFDQFH SUREDELOLW\ PHWULF IRU VHOHFWLQJ FHOOV DQG YDULDEOHV 7KLV SDSHU ZLOO GHPRQVWUDWH WKH
FKDUDFWHULVWLF DQDO\VLV PHWULF DQG VKRZ KRZ WKH GHULYHG IDYRUDELOLWLHV FDQ EH XVHG WR HYDOXDWH
H[SORUDWLRQULVNRQWKH+DOWHQ7HUUDFH
,QWURGXFWLRQ
&KDUDFWHULVWLFDQDO\VLV&$LVDPXOWLYDULDWHWHFKQLTXHWKDWKDVEHHQXVHGVXFFHVVIXOO\LQLGHQWLI\LQJ
H[SORUDWLRQ WDUJHWV IRU D ZLGH YDULHW\ RI GHSRVLW W\SHV 0F&DPPRQ HW DO  %UDQGVHJJ DQG
6LQGLQJ/DUVHQ6LQFH&$ZDVSURSRVHGVHYHUDOQHZPHWKRGVKDYHEHHQGHYHORSHGWRLPSURYH
SUHGLFWLRQFDSDELOLWLHVRI WKH IDYRUDELOLW\ IXQFWLRQSULPDULO\EDVHGXSRQPD[LPL]LQJ WKH FRUUHODWLRQ
EHWZHHQ WKH IDYRUDELOLW\ IXQFWLRQ DQG WDUJHW DWWULEXWHV RU E\ XVLQJ ZHLJKW RI HYLGHQFH PRGHOLQJ
DSSURDFKHV+RZHYHUQRQHKDYHIXOO\H[SORLWHGWKHRULJLQDOLGHDRI&$XVLQJDWDUJHWPRGHOEDVHGRQ
WKH VLJQLILFDQFH SUREDELOLW\ RI WKH REVHUYHG FRRFFXUUHQFH IUHTXHQFLHV RI WHUQDU\ FRGHG DWWULEXWHV
ZLWKLQ WDUJHW PRGHO FHOOV 7KH *,6 YHUVLRQ RI WKH &$ ZRUNIORZ SUHVHQWHG LQFOXGHV RSWLRQV IRU WKH
VHOHFWLRQ RI UHJLRQDO FHOOV VXLWDEOH IRU FKDUDFWHUL]LQJ GLIIHUHQW WUDSSLQJ PRGHOV WKH VHOHFWLRQ RI
YDULDEOH WKDW FRQVWLWXWH WKH PRGHOV DQG WKH FKRLFH RI ORJLFDO FRPELQDWLRQV RI YDULDEOHV WKDW EHVW
UHSUHVHQWWKHVHPRGHOV
'DWD7UDQVIRUPDWLRQ
,QHDUOLHUDSSOLFDWLRQVWKHGDWDXVHGLQ&$ZHUHWUDQVIRUPHGLQWRELQDU\IRUPPHDQLQJIDYRXUDEOH
DQGPHDQLQJXQIDYRXUDEOH RU XQHYDOXDWHG ,Q RUGHU WKDW WKH WZR VWDWHV UHSUHVHQWHGE\ FRXOGEH
GLVWLQJXLVKDEOH WKH GDWD ZHUH WUDQVIRUPHG LQWR WHUQDU\ IRUP  PHDQLQJ IDYRXUDEOH DV EHIRUH 
PHDQLQJXQIDYRXUDEOHDQGPHDQLQJXQHYDOXDWHG,IGDWDDUHPLVVLQJQRDVVLJQPHQW LVPDGH7KH
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                  5 6LQGLQJ/DUVHQ DQG .% %UDQGVHJJ
GDWDIRUHDFKYDULDEOHDUHWUDQVIRUPHGLQWRWHUQDU\IRUPSULRUWR&$RIDQ\DUHDWKDWKDVEHHQGLYLGHG
LQWRUHJLRQDOFHOOVE\XVHRI$UF*,67KHPDQQHU LQZKLFKWKLVWUDQVIRUPDWLRQLVSHUIRUPHGGHSHQGV
XSRQWKH QDWXUHRI WKH H[SORUDWLRQPRGHODQG WKH QDWXUHRI WKHGDWD )URPWKH RULJLQDOYHFWRUPDS
GLIIHUHQW IDXOW WUHQGV ZHUH H[WUDFWHG LQWR WKUHH VHSDUDWH YHFWRU PDSV 7KHVH YHFWRU PDSV ZHUH
UDVWHUL]HGE\DNPE\NPSL[HOVL]H
/RJLFDO&RPELQDWLRQVRI7UDQVIRUPHG9DULDEOHV
,Q &$ WKH IDYRXUDELOLW\ I RI D JLYHQ FHOO LV GHILQHG DV D ZHLJKWHG OLQHDU FRPELQDWLRQ RI WKH
WHUQDU\WUDQVIRUPHGYDULDEOHVWKDWLV
I D[ D[ «DQ[Q                                           
ZKHUH WKH DL L     « Q UHSUHVHQWHG WKH ZHLJKWV DQG WKH [L L     « Q UHSUHVHQWHG Q
WUDQVIRUPHG YDULDEOHV +RZHYHU DQ H[SHULHQFHG H[SORUDWLRQLVWV FRPPRQO\ KDV SULRU NQRZOHGJH RI
GLIIHUHQWORJLFDOFRPELQDWLRQVRIYDULDEOHVXVLQJ$1'25DQG127FRPELQDWLRQVWKDWDUHMXGJHGWR
EH IDYRXUDEOH RUXQIDYRXUDEOHZLWKUHVSHFW WR SDUWLFXODUPRGHOV&RQVHTXHQWO\ WKH [LV LQ KDYH
EHHQ H[WHQGHG WR LQFOXGH QRW RQO\ WHUQDU\WUDQVIRUPHG YDULDEOHV EXW DOVR ORJLFDO FRPELQDWLRQV RI
WHUQDU\WUDQVIRUPHGYDULDEOHV7KHFDSDFLW\WRFRQVWUXFW ORJLFDOFRPELQDWLRQVRIWHUQDU\WUDQVIRUPHG
YDULDEOHVHQKDQFHVWKHUHVXOWREWDLQHGE\XVLQJ&$DVGHPRQVWUDWHGLQWKHFXUUHQWDSSOLFDWLRQDQGWKH
UHJLRQDOUHVXOWVRXWOLQHGE\%UDQGVHJJDQG6LQGLQJ/DUVHQ
0RGHO*HQHUDOL]DWLRQ
0RVW H[SORUDWLRQPRGHOVDUHEDVHGSULPDULO\RQREVHUYDWLRQVRUPHDVXUHPHQWV WDNHQ LQDQGDURXQG
NQRZQDFFXPXODWLRQV,WLVSUHVXPHGWKDWVLPLODUREVHUYDWLRQVRUPHDVXUHPHQWVLQXQNQRZQDUHDVDUH
OLNHO\WRUHIOHFWVLPLODUFRQGLWLRQVDQGWKHUHIRUHDUHOLNHO\WREHFOXHVWRIDYRXUDEOHWDUJHWDUHDV7KH
GHJUHH RI PDWFK EHWZHHQ D VHW RI REVHUYDWLRQV RU PHDVXUHPHQWV LQ DQ XQNQRZQ DUHD DQG WKH
REVHUYDWLRQV RU PHDVXUHPHQWV WKDW GHILQH D PRGHO IRUPV WKH EDVLV RI ³FKDUDFWHULVWLF DQDO\VLV´ $V
QRWHG D PRGHO LV JHQHUDOO\ GHILQHG E\ D VHOHFWHG VHW RI WHUQDU\WUDQVIRUPHG YDULDEOHV LQ DUHDV RI
NQRZQLQWHUHVWHJZKHUHH[SORUDWLRQZHOOVKDYHEHHQGULOOHGDQGWUDSSLQJDVVXPHGWREHDGHTXDWH
7KHZHLJKWV DLLQDUHGHWHUPLQHGE\VROYLQJWKHPDWUL[HTXDWLRQ
;¶; D OD                                                     
ZKHUH O LV WKH ODUJHVW HLJHQYDOXH RI ;¶; ; LV WKH P î Q PDWUL[ RI REVHUYDWLRQV RI Q
WHUQDU\WUDQVIRUPHGYDULDEOHVRUFRPELQDWLRQVIRU P VHOHFWHGFHOOVWKDWFRPSULVHWKHPRGHO7KH DLV
DUHWKHHOHPHQWVRIWKHHLJHQYHFWRU D DVVRFLDWHGZLWK ODQGDUHVFDOHGVXFKWKDW I LQOLHVEHWZHHQ
DQG7KHVROXWLRQLQLVHTXLYDOHQWWRPD[LPL]LQJ
¦
 
Q
L
L
II
[I
 


                                                          
7KHPD[LPL]HGYDOXH LVDPHDVXUHRIWKHRYHUDOOVLPLODULW\RIWKHH[SUHVVLRQLQ WRWKHYDOXHVIRU
WKHWHUQDU\WUDQVIRUPHGYDULDEOHVLQWKHPRGHO
265
&KDUDFWHULVWLF$QDO\VLV±*,6DQG3HWUROHXP([SORUDWLRQ5LVN                                    
)RU D FHOO RXWVLGH WKHPRGHO DUHD WKH IDYRXUDELOLW\ LV GHWHUPLQHG XVLQJ  9DOXHV RI I FORVH WR 
LQGLFDWHKLJKGHJUHHVRIPDWFKZLWKWKHPRGHO9DOXHVRI IFORVHWRLQGLFDWHDORZGHJUHHRIPDWFK
ZLWKWKHPRGHO9DOXHVRI IFORVHWR]HURLQGLFDWHQHLWKHUDKLJKGHJUHHQRUDORZGHJUHHRIPDWFKDQG
DUHMXGJHGWREHQHXWUDO
$SUREOHPWKDWDULVHVLQPRGHOGHILQLWLRQLVFHOOVHOHFWLRQ0RVWRIWHQWKHFHOOVVHOHFWHGDUHWKRVHWKDW
FRQWDLQFRQGLWLRQVRIWKHW\SHEHLQJFRQVLGHUHG%HFDXVHDWUDSXVXDOO\KDVXQLTXHIHDWXUHV WKHGDWD
XVHG WR GHILQH D PRGHO DUH RYHUO\ UHVWULFWLYH LQ WKH VHQVH WKDW GDWD IURP RWKHU DUHDV DUH XQOLNHO\ WR
PDWFKWKHPFORVHO\&RQVHTXHQWO\ DPRGHOVKRXOGEHJHQHUDOL]HGE\WKH LQFOXVLRQRIUHJLRQDOFHOOV
WKDW GR QRW FRQWDLQ ZLOGFDW ZHOOV HYHQ LI WKH\ DUH ZLWKLQ D SURVSHFWLYH ]RQH 7KH IROORZLQJ LV D
JHQHUDOL]DWLRQSURFHGXUH&RQVLGHU NFHOOV WKDW FRQWDLQH[SORUDWLRQWDUJHWV)RU Q WHUQDU\WUDQVIRUPHG
YDULDEOHV DPRGHOFDQEHGHILQHGXVLQJ  6XSSRVHQRZWKDW  LVDSSOLHG WRRWKHUFHOOVZLWKLQ D
ODUJHUDUHDDQGWKDW ORIWKHVHFHOOVDUHGHWHUPLQHGWRKDYHWKHVDPHRUDJUHDWHUGHJUHHRIPDWFKZLWK
WKHH[LVWLQJPRGHOWKDQWKH NFHOOVKDYH$TXHVWLRQWKDWFDQEHDVNHGLVZKHWKHUWKLVGHJUHHRIPDWFK
LVGXHSXUHO\WRFKDQFHRUZKHWKHUDVLJQLILFDQWUHODWLRQH[LVWVEHWZHHQWKHVHFHOOVDQGWKHFHOOV WKDW
FRPSULVH WKH PRGHO 7KH TXHVWLRQ FDQ EH DQVZHUHG E\ FRQVLGHULQJ WKH PDWFKHV DPRQJ WKH
WHUQDU\WUDQVIRUPHGYDULDEOHVIRUWKHNOFHOOV)RUHDFKVXFKYDULDEOHWKHYDOXHLVRU7KXV
IRUHDFKYDULDEOHIRUNO FHOOVWKHUHLVDQRUGHUHGDUUD\RINO¶V¶VRU¶VIRUH[DPSOH^
«`)RUWZRYDULDEOHVH[SUHVVHGDVYHFWRUV X DQG YWKHQXPEHURIQRQ]HURPDWFKHV PFDQEH
H[SUHVVHGDV P XcY  ,IWKHDVVXPSWLRQLVPDGHWKDWWKHREVHUYHGVHTXHQFHVRIYDOXHVFRQWDLQHGLQ
X DQG YFRXOGKDYHRFFXUUHGLQDQ\RUGHULWLVSRVVLEOHWRGHWHUPLQHWKHSUREDELOLW\WKDWWKHREVHUYHG
QXPEHU RI PDWFKHV LV QRW D FKDQFH RFFXUUHQFH WKH H[SUHVVLRQ IRU WKLV SUREDELOLW\ LV JLYHQ LQ
0F&DPPRQHWDO,IWKLVSUREDELOLW\LVKLJKWKHWZRYDULDEOHVKDYHKLJKO\VLPLODUSDWWHUQVRI
RFFXUUHQFH RU QRQRFFXUUHQFH ,I WKH SUREDELOLW\ LV ORZ WKH WZR YDULDEOHV KDYH KLJKO\ GLVVLPLODU
SDWWHUQVRIRFFXUUHQFHRUQRQRFFXUUHQFH&RQVLGHUQRZDQ QîQV\PPHWULFPDWUL[ 3WKDWFRQWDLQV
WKHVHSUREDELOLWLHVDQGWKDWFRQWDLQVXQLW\DORQJWKHPDLQGLDJRQDO 3FDQQRZEHVXEVWLWXWHGIRU ;¶;
LQDQGDVHWRIZHLJKWV DLVFDQEHFDOFXODWHG7KHGHJUHHRIPDWFK I LVFDOFXODWHGIRUWKHNO
FHOOV DQGWKRVH S FHOOVKDYLQJWKHKLJKHVWYDOXHVDUHVHOHFWHGDVWKHFHOOVRIDJHQHUDOL]HGPRGHO ,Q
WKLV ZD\ D PRGHO LV GHILQHG WKDW LV QRW UHVWULFWHG LQ LWV DSSOLFDWLRQ E\ WKH XQLTXH IHDWXUHV RI
H[SORUDWLRQWDUJHWV
7KH+DOWHQ7HUUDFH
,Q WKLV SDSHU DQ DSSOLFDWLRQ RI FKDUDFWHULVWLF DQDO\VLV WR WKH SUHULIW +DOWHQ 7HUUDFH SOD\ RQ WKH
0LG1RUZD\FRQWLQHQWDOVKHOILVSUHVHQWHGIRFXVLQJRQWUDSPRGHOVDQGWKHFKRLFHRIWUDQVIRUPDWLRQV
DSSOLHG WR SXEOLVKHG IDXOW GDWD 7KH PDMRU UHVHUYRLU LV WKH /RZHU0LGGOH -XUDVVLF VKDOORZ PDULQH
VDQGVZKLFKKDVWZRPDMRUVRXUFHXQLWVDJDVFRQGHQVDWHSURQH8SSHU7ULDVVLF/RZHU-XUDVVLFFRDO
XQLWDQG8SSHU-XUDVVLFRLOSURQHEODFNVKDOH6LQFHWKH/RZHUDQG0LGGOH-XUDVVLFSOD\RIWKH
+DOWHQ 7HUUDFH KDV VHHQ D QXPEHU RI GLVFRYHULHV 7KH GLVWULEXWLRQ RI ILHOGV DQG GLVFRYHULHV LV
GLVSOD\HGLQ)LJ7KHUHJLRQDOIDXOWGDWDIRUWKH+DOWHQ7HUUDFHZHUHFRGHGLQWRUHJLRQDOFHOOV
PHDVXULQJ NPRQD VLGH ,Q WKLV SDSHU RQO\RQH VXEDUHD FRQWDLQLQJ  UHJLRQDOFHOOV KDV EHHQ
FRQVLGHUHG)LJ2IWKHRULJLQDOIDXOWYDULDEOHVLQLWLDOO\FRGHGIRUHDFKFHOOGHULYDWLYHYDULDEOHV
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                  5 6LQGLQJ/DUVHQ DQG .% %UDQGVHJJ
ZHUHFRQVWUXFWHGXVLQJVSDWLDOWUDQVIRUPDWLRQDQGHYDOXDWHGLQWHUPVRIUHOHYDQFHIRUWKHIDYRXUDELOLW\
RI EHLQJ D GULOOLQJ WDUJHW )RU XVH LQ &$ 7DEOH  RQO\  YDULDEOHV  RI WKHP VWUXFWXUDO 
UHSUHVHQWLQJ WHFWRQLF FRPSOH[LW\ DQG  UHSUHVHQWLQJ WHFWRQLF LQWHQVLW\ DV ZHOO DV  ORJLFDO
FRPELQDWLRQVZHUHILQDOO\VHOHFWHG
)LJ $%$SUHVHQWVWKHILHOGVRQWKH+DOWHQ7HUUDFHDQG%LVDVHLVPLFFURVVVHFWLRQ
7RDODUJHH[WHQWWKHVXFFHVVRUIDLOXUHRIFKDUDFWHULVWLFDQDO\VLVRIDJLYHQVHWRIGDWDUHVWVXSRQWKH
DELOLW\RIWKHLQWHUSUHWHUWRGHWHUPLQHZKDWFRQVWLWXWHVIDYRXUDELOLW\IRUHDFKYDULDEOH$PRUHGHWDLOHG
GHVFULSWLRQRIWKHYDULDEOHVDQGKRZWKH\ZHUHGHULYHGFDQEHIRXQGLQ%UDQGVHJJDQG6LQGLQJ/DUVHQ

7DEOH 7HUQDU\WUDQVIRUPHGYDULDEOHVUHODWHGWRWKHURWDWHGIDXOWEORFNPRGHOXVHGWR
GHVFULEHH[SORUDWLRQGDWDLQWKH+DOWHQ7HUUDFHDUHD1RUZD\
6WUXFWXUDO1:6( 6WUXFWXUDO16 6WUXFWXUDO1(6: ,QWHQVLW\FRXQW





NP
NPIURPIDXOW
NPIDXOW
!NPIDXOW





DWIDXOWFHOOV
QHLJKERXUIDXOW
(RIIDXOWNP
:RIIDXOWNP
!NPIURPIDXOW





DWIDXOWFHOOV
QHLJKERXUIDXOWFHOOV
6(RIIDXOWNP
1:RIIDXOWNP
!NPIURPIDXOW




! IDXOWV
QHLJKERXUIDXOWFHOOV
NPIURPIDXOW
!NPIURPIDXOW
,QWHQVLW\OHQJWK ,QWHQVLW\UDWLR &RPSOH[LW\FRXQW &RPSOH[LW\OHQJWK





!NPIDXOWGLVW
QHLJKERXUIDXOW
NPIURPIDXOW
!NPIURPIDXOW




!PIDXOWUDWLR
QHLJKERXUIDXOW
NPIURPIDXOW
!NPIURPIDXOW




6'!
6'!DQG6'
NPIURPIDXOW
NPIURPIDXOW




6'!
6'!DQG6'
NPIURPIDXOW
!NPIURPIDXOW
  5RWDWHG)DXOW0RGHO
0DQ\ ODUJH DQG VHYHUDO VPDOO K\GURFDUERQ DFFXPXODWLRQV KDYH EHHQ IRXQG RQ WKH +DOWHQ 7HUUDFH
RIIVKRUHPLG1RUZD\ ,QWKLVDSSOLFDWLRQIDYRXUDEOHWUDSSLQJFRQGLWLRQVUHODWHGWRWKHUHJLRQDOIDXOW
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LQ DQ DUHD GLVVHFWHG E\ D QXPEHU RI PDMRU 11:66: EDVHPHQWLQYROYHG QRUPDO IDXOWV 7KH
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7KH\ DUH VKRZQ LQ )LJ ' 7KH 6P¡UEXNN DFFXPXODWLRQ FRYHUV DQ DUHD RI NPE\ NP )RU WKH
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                  5 6LQGLQJ/DUVHQ DQG .% %UDQGVHJJ
7KH IUHTXHQF\GLVWULEXWLRQRIWKHGHJUHHRIPDWFK LVJLYHQ LQ)LJ$%&)RUSXUSRVHVRIJUDSKLF
GLVSOD\WKHGHJUHHVRIPDWFKZHUHJURXSHGLQWRFODVVHVFRUUHVSRQGLQJWRWKHSHUFHLYHGPRGHVLQWKH
IUHTXHQF\GLVWULEXWLRQ7KHGHJUHHRIPDWFK LVUHSUHVHQWHG LQ)LJ'IRUFODVVHV LQZKLFKFODVV
UHSUHVHQWV WKHPRGH IRU WKH ORZHVWGHJUHHRIPDWFKDQGFODVV UHSUHVHQWV WKHPRGH IRU WKHKLJKHVW
GHJUHH RIPDWFK 7KH SURFHGXUH LV XVHG WKURXJKRXW WKLV SDSHU WR UHSUHVHQW WKH GHJUHH RIPDWFK LQ
JUDSKLFIRUP$VVWDWHGDERYHPRGHOVEDVHGVROHO\RQFHOOVWKDWFRYHUNQRZQGULOOLQJWDUJHWVPD\QRW
EH RSWLPDO LQ WKDW VXFK PRGHOV DUH RYHUO\ UHVWULFWLYH LQ WKHLU DSSOLFDWLRQ LQ RWKHU DUHDV 7KXV ZH
H[SDQGHG WKH PRGHO 6 E\ LQFOXGLQJ DOO FHOO LQ )LJ ' LQ ZKLFK WKH GHJUHH RI PDWFK LV KLJKO\
IDYRUDEOH 7KH FHOOV IRU ZKLFK WKLV LV WUXH LQFOXVLYH RI WKH  FHOOV FRYHULQJ WKH 6P¡UEXNN ILHOG
FRQVWLWXWHZKDWFDQEHFRQVLGHUHGDVDSURYLVLRQDOJHQHUDOL]HG6P¡UEXNN7UDSPRGHOFDOOHG67KH
SUREOHPQRZLVWKDWZHPD\KDYHRYHUJHQHUDOL]HGWKHPRGHOE\LQFOXGLQJFHOOVLQZKLFKWKHYDULDEOHV
DUHXQUHODWHG&HOOVZLWKXQUHODWHGYDULDEOHVDUHGHWULPHQWDODQG WKHUHIRUH VKRXOGEHHOLPLQDWHG7R
LGHQWLI\ XQUHODWHG YDULDEOH FHOOV ZH FDOFXODWHG WKH FKDUDFWHULVWLF ZHLJKWV EDVHG RQ WKH SUREDELOLW\
PDWUL[ DV GHVFULEHG DERYH 7KHVHZHLJKWV DUH JLYHQ LQ7DEOH  8VLQJ WKHVHZHLJKWV WKH GHJUHH RI
PDWFK IRU HDFK FHOO LQ WKH PRGHO )LJ ( LV FDOFXODWHG 7KH KLJKHVW IDYRUDELOLW\ FODVV LV DVVRFLDWHG
ZLWK FHOOV ZLWK DGHTXDWH WUDS DQG IRUPHG WKH EDVLV RI D JHQHUDOL]HG PRGHO 6 7KH FHOOV XOWLPDWHO\
NHSWDVPRGHO6DUHVKRZQLQ)LJ)7RVXPPDUL]HDQLQLWLDOPRGHORIFHOOVZDVH[SDQGHGWRD
PRGHORIFHOOVDQGILQDOO\FRQWUDFWHGWRDPRGHORIFHOOV
7KHJHQHUDOL]HGPRGHOFDQEHLQWHUSUHWHGDVEHLQJUHSUHVHQWDWLYHRIWKHWUDSSLQJFRQGLWLRQVDVVRFLDWHG
ZLWK WKH 6P¡UEXNN W\SH 16 WUHQGLQJ URWDWHG IDXOW EORFNV DQG FDQ EH UHJDUGHG DV D PRGHO IRU
H[SORUDWLRQLQDUHDVLQZKLFKVLPLODUWHFWRQLFVHWWLQJVH[LVW
&RQFOXVLRQ
&KDUDFWHULVWLFDQDO\VLVKDVEHHQXVHG WRFKDUDFWHUL]H WKH6P¡UEXNN WUDSPRGHODQG WRGHWHUPLQH WKH
GHJUHHRIPDWFKEHWZHHQWKHFHQWUDO+DOWHQ7HUUDFHDUHDDQGWKLVPRGHO7KHPRGHOZDVEDVHGRQIDXOW
GHULYHG YDULDEOHV DQG JHQHUDOL]HG WR LQFOXGH GDWD RQ VXUURXQGLQJ VWUXFWXUHV 7KH JHQHUDOL]HG
IDYRUDELOLW\PDSVKRZIDYRUDEOHWUDSSLQJFRQGLWLRQVRQWKH7UHVWDNNILHOGWKDWGLGQRWVKRZXSRQWKH
LQLWLDO 6P¡UEXNN PRGHO WKDW LV WR VSHFLILF WR EH RI JHQHUDO XVH 6HYHUDO DUHDV RI KLJK IDYRUDELOLW\
RXWVLGHH[LVWLQJVWUXFWXUHVGHSLFWHGE\WKHJHQHUDOL]HGPRGHOQHHGWREHORRNHGDWFORVHUHVSHFLDOO\WR
WKH QRUWK DQG QRUWKHDVW RI WKH 6P¡UEXNN ILHOG ,I XVHG E\ H[SHULHQFH LQWHUSUHWHUV FKDUDFWHULVWLF
DQDO\VLVLVDYDOXDEOHWRROIRUHYDOXDWLQJH[SORUDWLRQULVNDQGGHOLQHDWLQJIDYRXUDEOHDUHDVIRU
XVHLQK\GURFDUERQSOD\DVVHVVPHQW
5HIHUHQFHV
%UDQGVHJJ . % DQG 6LQGLQJ/DUVHQ 5  :KHUH VKRXOG ZH H[SORUH LQ WKH +DOWHQ 7HUUDFH" ± *,6 DQG
&KDUDFWHULVWLFDQDO\VLVDSSOLHGWRDPDWXUHSOD\LQWKH1RUZHJLDQ6HD,$0*FRQIHUHQFHSURFHHGLQJV
5LFKDUGVRQ1-8QGHUKLOO-5	/HZLV*7KHUROHRIHYDSRULWHPRELOLW\LQPRGLI\LQJVXEVLGHQFHSDWWHUQV
GXULQJQRUPDOIDXOWJURZWKDQGOLQNDJH+DOWHQ7HUUDFH0LG1RUZD\%DVLQ5HVHDUFK
0F&DPPRQ 5 % %RWERO -0 6LQGLQJ/DUVHQ 5%RZHQ5:  &KDUDFWHULVWLF DQDO\VLV )LQDO
SURJUDPDQGDSRVVLEOHGLVFRYHU\0DWKHPDWLFDO*HRORJ\
Appendix F
Where should we explore in the
Halten Terrace? -GIS and
Characteristic analysis applied to
a mature play in the Norwegian
Sea
Brandsegg, K.B.1,2, Sinding-Larsen, R.1
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3URFHHGLQJVRI,$0*¶*,6DQG6SDWLDO$QDO\VLV9RO
:KHUH6KRXOG:H([SORUHLQWKH+DOWHQ7HUUDFH"
*,6DQG&KDUDFWHULVWLF$QDO\VLV$SSOLHGWRD0DWXUH3OD\
LQWKH1RUZHJLDQ6HD
.%%UDQGVHJJ56LQGLQJ/DUVHQ
1RUZHJLDQ8QLYHUVLW\RI6FLHQFHDQG7HFKQRORJ\'HSDUWPHQWRI*HRORJ\DQG0LQHUDO5HVRXUFHV
(QJLQHHULQJ6HP6 ODQGVY17URQGKHLP1RUZD\
(PDLONULVWEUD#QWQXQR.%%UDQGVHJJ
$EVWUDFW
&KDUDFWHULVWLFDQDO\VLV&$KDVEHHQUHLPSOHPHQWHGLQD*,6HQYLURQPHQWDQGXVHGWRFDOFXODWHWKH
IDYRUDELOLW\ IRU URWDWHG IDXOW EORFN WUDSV LQ WKH +DOWHQ 7HUUDFH SOD\ IURPWKH 1RUZHJLDQ 6HD 9HFWRU
PDSVDYDLODEOHIURPWKH1RUZHJLDQ3HWUROHXP'LUHFWRUDWHFRQWDLQLQJVWUXFWXUDODQGSOD\LQIRUPDWLRQ
IURP8SSHUDQG/RZHU-XUDVVLFUHVHUYRLUVIRUPWKHEDVLVIRUWKHLQSXWDWWULEXWHV7KH$UF*,6V\VWHP
LVXVHGWRFDOFXODWHWKHIDYRUDELOLWLHVUHVXOWLQJIURPWKH&$PHWKRG7KHIDYRUDELOLW\EDVHGXSRQ&$
FDQ EH LQWHUSUHWHG LQ WHUPV RI WKH JHRORJLFDO LQIRUPDWLRQ FDSWXUHG IURP WKH LQSXW DWWULEXWHV DQG
HYDOXDWHGDJDLQVWWKHREMHFWLYHVRIWKHVWXG\,WLVVKRZQWKDWDGHTXDWHDWWULEXWHSUHSURFHVVLQJLVYLWDO
IRU D JRRG UHVXOW DQG WKDW LPDJH DQDO\VLV DQG *,6 DUH LGHDO WRROV WR SHUIRUP WKH WXQLQJ RI WHUQDU\
FRGLQJXVHGDVLQSXW7KHIDYRUDELOLWLHVREWDLQHGVKRZKRZWKH&$PHWKRGFDQEHXVHGWRH[SUHVVWKH
IDYRUDELOLW\IRUURWDWHGIDXOWEORFNWUDSV
,QWURGXFWLRQ
&KDUDFWHULVWLF DQDO\VLV &$ ZDV LQWURGXFHG LQ WKH ODWH ¶V DQG WKH SRWHQWLDO RI &$ DV DQ
H[SORUDWLRQ WRRO IRU WKH RLO LQGXVWU\KDYH EHHQGHPRQVWUDWHGE\&KDYHV  XVLQJ VWUXFWXUDODQG
OLWKRVWUDWLJUDSKLF YDULDEOHV LQ DQ DUHD RI NQRZQ K\GURFDUERQ GLVFRYHULHV 7KH MRLQW SUHVHQFH RI
QHFHVVDU\FRQGLWLRQVIRUWUDSSLQJZLWKLQDQ\JLYHQDUHDLVRQHRIWKHPRVWLPSRUWDQWLQGLFDWRUVIRUWKH
SUHVHQFH RI K\GURFDUERQV 7KLV SDSHU SUHVHQWV DQ DSSOLFDWLRQ RI&$FRPELQLQJ WHUQDU\SDWWHUQV RI
IDXOWIHDWXUHVIRUPDSSLQJK\GURFDUERQWUDSSLQJIDYRUDELOLW\RQWKH+DOWHQ7HUUDFHRIIVKRUH1RUZD\
$JHRJUDSKLFDOLQIRUPDWLRQV\VWHPRIJHRORJLFDODQGH[SORUDWLRQZHOOGDWDGRZQORDGHGIURPDSXEOLF
ZHESDJHKWWSZZZQSGQRIDFWPDSVLVXVHGWRH[DPLQHHPSLULFDOO\WKHVSDWLDOFRUUHODWLRQEHWZHHQ
IDXOWGHULYHGYDULDEOHVDQGGULOOHGVWUXFWXUHVH[HPSOLILHGE\ZLOGFDWZHOOV
0HWKRGRORJ\
&KDUDFWHULVWLF DQDO\VLV LV D GLVFUHWHPXOWLYDULDWH SURFHGXUH IRU FRPELQLQJ DQG LQWHUSUHWLQJ GDWD$OO
JHRYDULDEOHV XVHG DUH WUDQVIRUPHG LQWR WHUQDU\ IRUP E\ DVVLJQLQJ WKH YDOXH RI  IDYRUDEOH 
XQIDYRUDEOH DQG  LQGHWHUPLQDQWXQHYDOXDWHG LQ HDFK FHOO 7KH PDQQHU LQ ZKLFK WKLV
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:KHUH 6KRXOG :H ([SORUH LQ WKH +DOWHQ 7HUUDFH"*,6 DQG &KDUDFWHULVWLF $QDO\VLV $SSOLHG     
)LJ)DXOWWUHQGVGLVFRYHULHVDQGILHOGLQ
WKH +DOWHQ 7HUUDFH )RU ORFDWLQJ ILHOGV
SOHDVHUHIHUWRZZZQSGQRIDFWPDSV
WUDQVIRUPDWLRQLVSHUIRUPHGGHSHQGVXSRQWKHQDWXUHRIWKHH[SORUDWLRQPRGHODQGWKHQDWXUHRIWKH
GDWD7KHWHFKQLTXHUHTXLUHVDVSDWLDOGLVFUHWL]DWLRQRIPDSVLQWRFHOOV7KHIDYRUDELOLW\RIDJLYHQFHOO
UHODWHGWRWUDSSLQJSRWHQWLDOLVDZHLJKWHGOLQHDUFRPELQDWLRQRIWKHWUDQVIRUPHGYDULDEOHV7KHZHLJKW
RIHDFKYDULDEOHLVJLYHQE\WKHSULQFLSDOHLJHQYHFWRURIWKHSURGXFWPDWUL[ZKHUHWKHSURGXFWPDWUL[
LVWKHPDWUL[RIWKHREVHUYHGWUDQVIRUPHGYDULDEOHVIRUWKHFHOOVWKDWPDNHXSWKHPRGHOPXOWLSOLHGE\
LWVWUDQVSRVH7KHZHLJKWVEDVHGXSRQDSUREDELOLW\IRUVLJQLILFDQWLQWHUYDULDEOHFRUUHODWLRQLVXVHGWR
VHOHFW FHOOV DQG YDULDEOHV WR EH XVHG LQ WKH ILQDO FDOFXODWLRQ 7KH UHVXOWDQW IDYRUDELOLW\ PDS LV
JHQHUDWHG E\ VFDOHG FHOO IDYRUDELOLW\ YDOXHV ZLWK YDOXHV EHWZHHQ  XQIDYRUDEOH DQG  KLJKO\
IDYRUDEOH7KHEDFNJURXQGRIWKHPHWKRGFDQEHIRXQGLQ6LQGLQJ/DUVHQDQG%UDQGVHJJDQG
&KDYHV
&DVH6WXG\
7KH+DOWHQ7HUUDFH DPDWXUH K\GURFDUERQ DUHDRIDERXW NP ORFDWHG LQ WKH 1RUZHJLDQ 6HD
ZDV FKRVHQ WR WHVW WKH XVHIXOQHVV RI TXDQWLWDWLYH PHWKRGV LQ RLO H[SORUDWLRQ 7KH (DUO\ WR 0LGGOH
-XUDVVLF SUHULIW VHTXHQFH LV WKH PDLQ WDUJHW IRU H[SORUDWLRQ LQ WKH +DOWHQ 7HUUDFH SOD\ 7KH PDMRU
UHVHUYRLU LV WKH /RZHU0LGGOH -XUDVVLF VKDOORZPDULQH VDQGV ZKLFK KDV WZRPDMRU VRXUFH XQLWV D
JDVFRQGHQVDWHSURQH8SSHU7ULDVVLF/RZHU -XUDVVLF FRDOXQLW DQG8SSHU -XUDVVLF RLOSURQH VKDOHV
7KHGRPLQDQWVWUXFWXUDOWUHQGVZLWKLQWKH+DOWHQ7HUUDFHDUH1(6:DOWKRXJKWKHWHUUDFHDGGLWLRQDOO\
FRQWDLQV16WUHQGLQJQRUPDOIDXOWVZKLFKDOVRERXQGWKHWHUUDFHWRHDVWDQGZHVW7KHDUHDFRQWDLQV
GULOOHGVWUXFWXUHVUHVXOWLQJ LQK\GURFDUERQZHOOVDQG
GU\ZHOOV
,Q WKLV VWXG\ WKH YDULDEOHV XVHG DUH UHODWHG WR PDMRU IDXOWV LQ
WKH+DOWHQ7HUUDFH7KHIDXOWVDUHGLYLGHGLQWRWKUHHVXEJURXSV
EDVHG XSRQ WKH IROORZLQJ IDXOW GLUHFWLRQV 1:6( 16 DQG
1(6:7KHH[SORUDWLRQGDWDIRUWKH+DOWHQ7HUUDFHZDVFRGHG
LQWR   UHJLRQDO FHOOV PHDVXULQJ NP RQ D VLGH 2I WKH
RULJLQDO  IDXOW YDULDEOHV LQLWLDOO\ FRGHG IRU HDFK FHOO
GHULYDWLYH YDULDEOHV ZHUH FRQVWUXFWHG XVLQJ VSDWLDO
WUDQVIRUPDWLRQ DQG HYDOXDWHG LQ WHUPV RI UHOHYDQFH IRU WKH
IDYRUDELOLW\ RI EHLQJ D GULOOLQJ WDUJHW 7KLV VWXG\ IRFXV RQ
FRQGLWLRQV IDYRUDEOH IRU WUDSSLQJ UHODWHG WR WKH UHJLRQDO IDXOW
SDWWHUQ ,QGHILQLQJDWUDSPRGHO LW ZDVQHFHVVDU\WRFRQVLGHU
KRZ WKHVH DFFXPXODWLRQV RFFXUV LQ UHODWLRQ WR WKH UHJLRQDO
IDXOW SDWWHUQ 7KH 6P¡UEXNN ILHOG HJ LV VLWXDWHG LQ DQ DUHD
GLVVHFWHGE\DQXPEHURIPDMRU11:66:EDVHPHQWLQYROYHG
QRUPDOIDXOWVDQGFDQEHFKRVHQDVDWHPSODWHIRUDWUDSPRGHO
 YDULDEOHV  VWUXFWXUDO  WHFWRQLF LQWHQVLW\ DQG  WHFWRQLF
FRPSOH[LW\DQGDVZHOODVORJLFDOFRPELQDWLRQVZHUHILQDOO\
VHOHFWHGWREHXVHGLQWKHIDXOWWUDSPRGHO7KHWUDQVIRUPDWLRQ
6P¡UEXNN
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Abstract
Oil exploration in Chad started in the late 1950’s and few reports on the total oil resources of the country are
publicly available. A oil resource assessment has therefore been undertaken where both an analogue approach
and the USGS World Petroleum Assessment workﬂow have been carried out. Firstly, this study outlines
areas most likely to contain undiscovered oil resources and, secondly, quantiﬁcation of these resources.
Individual sedimentary basins containing dominantly oil have been assessed with total aggregated most
likely oil resources of about 1400 mill bbl. Most of these resources are located in six areas, including the
Doba-Bongor, Lake Chad and Erdis basins. Oil resource assessments provides not only inputs to petroleum
explorers but can serve as a basis for policies related to oil exploration, production and taxation as well as
an judge to what degree expected undiscovered oil resources can be a trigger for potential conﬂicts.
Key words: Prospective oil resources, Chad, resource assessment, hydrocarbon exploration
1. Introduction
The Republic of Chad is located in Central Africa
between 5-16◦N and 13-24◦E covers 1.284 million
km2 (Fig. 1). Chad is made up of two sedimen-
tary domains, intra-cratonic basins in the northern
and central parts and rift basins in the central and
southern parts (Cratchley et al., 1984; Genik, 1993;
Kusnir, 1997; Craig et al., 2009; Brownﬁeld et al.,
2010). The relief is generally low except around
the Tibesti Massif, where altitudes range up to
3400m. Chad is the ﬁfth largest country in Africa
and is landlocked. This together with political in-
stability has resulted in a patchy exploration eﬀort
since the start of oil exploration in the late 1950s
(Klitzsch, 1994; Kusnir, 1997). Due to these chal-
lenges, the main oil exploration eﬀort has been fo-
cussed around the capital, N’Djamena, along the
western border towards Cameroon and in the south-
ern part towards the Central African Republic bor-
der (Younous, 2008).
The development and use of hydrocarbon assess-
ment methods (e.g. Otis and Schneidermann, 1997;
∗Corresponding author: Tel.: +47 91783003.
Email address: kristian.brandsegg@exploro.no
(Kristian Bjarnøe Brandsegg)
1Current address: Exploro AS, Stiklestadveien 1, N-7041,
Trondheim, Norway
Meneley et al., 2003) for national appraisals are
an ongoing activity in most oil producing coun-
tries. Russia (Sandvik and Zakharov, 1996), China
(Zhao et al., 2008), USA (Ahlbrandt and Klett,
2005) and Norway (NPD, 2007, 2009), assess their
hydrocarbon resources regularly as part of their
strategy to increase eﬃciency in hydrocarbon re-
source management. These assessments divide
their resources into reserves and prospective /
prognostic resources. Whereas the reserves can
be divided into produced hydrocarbons and iden-
tiﬁed economic reserves, resources can be sepa-
rated into prospective and hypothetical resources
(Craig et al., 2001).
BP statistical Review of World Energy (BP,
2010) is one of the few publications that indi-
cates a magnitude for the likely hydrocarbon re-
serves of Chad. The USGS world assessment is
the most authoritative publicly available informa-
tion on undiscovered resources and a recent assess-
ment of the Cretaceous-Tertiary rifts of the Chad
Basin province was published by USGS in 2010
(Brownﬁeld et al., 2010).
Chad has, in addition to the areas with identiﬁed
economic reserves (Lake Chad, Bongor and Doba
basins, where oil currently is exported through a
pipeline to the Atlantic Ocean (Table 1)), large
In manuscript 1st March 2011
278 APPENDIX G. YET TO FIND OIL RESOURCES IN CHAD



 




 

































(
(
(
(
(
(
(
(
(
(
(


:
::
: (
1 1
1 1
1 1
1 1
 
6 6
6 6
6 6
*HRORJLFSURYLQFHVLQ$IULFDm
   .LORPHWHUV
/HJHQG
 &DSLWDOV
&KDGERUGHU
&RXQWU\ERUGHUV
2LOSURYLQFHVLQ&HQWUDO$IULFD
.XIUD(UGLV
&KDG%DVLQ
6XG
*HRORJLFSURYLQFHV
6HGLPHQWDU\SURYLQFH
$UFKPDVVLIXSOLIW
Figure 1: According to USGS (Charpentier et al., 2000),
Chad can be divided into several structural provinces. The
three sedimentary basin provinces within Chad are named
Erdis Kufra in north, Chad Basin in central west and Sud in
the south.
areas towards the N and SE where exploration
drilling has not been performed due to remote ac-
cess, harsh arid climate and remnants from armed
conﬂicts (Azevedo, 1998; Kusnir, 1997; Younous,
2008)(Fig. 2). Oil exploration in the neigh-
bouring countries; Nigeria (Olugbemiro et al.,
1997; Obaje et al., 2006; Alalade and Tyson,
2010), Niger (Zanguina et al., 1998), Libya
(Lu¨ning et al., 1999; Guoping and Lei, 2007), Su-
dan (Mohamed et al., 2002), Central African Re-
public (United Reef Limited, 2004) and Cameroon
(Njandjock et al., 2006; Nguimbous-Kouoh et al.,
2010) has led to an increased interest beyond
the Doba basin. Several studies have indicated
that the unproven sedimentary basins in Chad
can contain similar geological structures and
hydrocarbon volumes as discovered in the proven
plays of the neighbouring countries e.g. the Aga-
dem/Lake Chad basins (Zanguina et al., 1998), the
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Figure 2: The mapped proven and inferred sedimentary
basins within the available Chadian licensing blocks (Fig.
3) are interpreted from the Bouguer anomaly map (Fig. 4)
of Louis (1969, 1970).
Murzuq/Djado basins (Davidson et al., 2000) in
addition to the Kufra/Erdis basins that currently
only contain unproven plays (Guoping and Lei,
2007; Craig et al., 2009).
The aim of the current study is to give an
overview of the prospective oil resources of Chad
by using publicly available data and identifying in-
dividual areas with a yet to ﬁnd oil potential. This
paper is organized as follows. Section 2 gives a
brief overview of the geological framework of Chad.
Section 3 deals with resource assessment method-
ology. Section 4 presents the hydrocarbon geology
and past exploration eﬀorts of three separate assess-
ment units. Section 5 presents the estimated yet to
ﬁnd oil resources and their implications for future
prospectivity and their role as potential triggers for
conﬂicts.
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Figure 3: The map of Chad oil concessions from 2008 out-
lines both existing concessions and those concessions open
for bidding (Younous, 2008). This map show that there is
large areas available for further oil exploration. The colors
represent regional groups of licenses.
2. Geological framework of Chad
During the last decade, several papers have been
published that provide excellent syntheses on the
African regional geological framework, such as the
Phanerozoic development of the central and north-
ern Africa reviewed by Guiraud et al. (2005), the
synthesis of Africa’s petroleum basins and sys-
tems (Purdy and MacGregor, 2003) and the evo-
lution of the Neoproterozoic to Late Ordovician-
Early Silurian petroleum systems in North Africa
(Guoping and Lei, 2007; Craig et al., 2009). Inter-
ested readers can refer to these references for a de-
tailed coverage of the general geological setting, tec-
tonic evolution and stratigraphy. A brief overview
compiled from Chad related published papers with
a focus on hydrocarbon geology is given below.
Figure 4: The Bouguer anomaly map of Chad (Louis, 1969,
1970) reﬂects the relative rock (mineral) density distribution
below the Earth’s surface, where red colours represent areas
of the crust which contain high density rocks, whereas the
blue colours show those areas which have rocks of a lower
density (e.g. possible sedimentary basins). Interpretation of
this map is in this study used to delineate potential sedimen-
tary basins of Chad (Fig. 2).
Genik (1993) outlined that the structural frame-
work of central Africa is composed of ﬁve phases,
all of them are present in Chad:
1. Pan African crustal consolidation (750-550
Ma)
2. Palaeozoic-Jurassic platform development
(550-130 Ma)
3. Early Cretaceous (130-98 Ma) to Late Creta-
ceous (98-75 Ma) rifting development
4. Maastrichtian-Palaeogene rift and subsidence
(75-30 Ma)
5. Neogene-Recent subsidence and erosion (30-0
Ma)
Chad comprises three distinct sedimentary do-
mains, the Palaeozoic-Jurassic intra-cratonic de-
pression in the North and two rift systems in
3
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the S-SW related to Cretaceous-Tertiary rifting
(Guiraud et al., 2005). Three major types of hy-
drocarbon source rocks can be found within these
domains; Upper Paleozoic (Silurian) marine source
rock (Guoping and Lei, 2007; Craig et al., 2009),
Cretaceous lacustrine and marine shales (Genik,
1993; Alalade and Tyson, 2010) and Paleogene la-
custrine shales (Genik, 1993; Alalade and Tyson,
2010). Several publications indicate that many
of the large sedimentary basins in Chad can con-
tain multiple types and amounts of hydrocarbons.
This is explained by the presence of diﬀerent
types of both source rocks and reservoir rocks in
combination with a favorable timing for the hy-
drocarbon generation (Genik, 1993; Lu¨ning et al.,
1999; Tawadros, 2001; Mohamed et al., 2002;
Guoping and Lei, 2007; Craig et al., 2009).
Based upon these petroleum system elements,
three composite assessment units (AU) were de-
ﬁned within Chad: (1) AU Center-North, includ-
ing only Paleozoic source and reservoir rocks that
are assumed to be present in both the Kufra Erdis
and Chad Basin provinces; (2) AU Center-West,
includes only Upper Cretaceous to Tertiary source
and reservoir rocks that are assumed to be present
only within the greater Chad Basin province; and
(3) AU South, including only the Lower Cretaceous
source and reservoir rocks of the Sud province. The
mapped and inferred basins outlined in Fig. 2 can
be categorized into three assessment units (AU):
1. AU Center-North: Erdis, Djado, Siltou,
Manga and Largeau 1-6 basins
2. AU Center-West: Lake Chad, Madiago, Mous-
soro and Largeau 7-10 basins
3. AU South: Bongor, Chari West, Salamat,
Doseo and Doba basins
3. Methodology and assessment procedures
Two separate assessments are performed, ﬁrst
basin analogue methodology and subsequently a
basin play assessment methodology. Using a basin
analogue is the simplest method for estimating the
undiscovered petroleum potential of a basin. Ac-
cording to Meneley et al. (2003); Divi (2004), this
method may have little reliability, as two basins
rarely are geologically identical. However, as a ﬁrst
indication it may be beneﬁcial to use this approach
even to sedimentary basins like the Chadian with
limited available geological information. By ap-
plying the reserve/resource density (reserves/km2)
from a geologic analogue that has been suﬃciently
explored with a fully realized resource potential to
a target basin, an estimate of the resource potential
of the target can be obtained.
The second methodology is similar to the
methodology for conventional assessment carried
out by the USGS for their World Petroleum Assess-
ment 2000 (here named the USGS 2000 method-
ology). A total petroleum system (TPS) concept
(Magoon and Dow, 1994; Magoon and Schmoker,
2000; Klett et al., 2005) was a cornerstone of the
USGS approach and is used to delineate the three
assessment units. The geologic elements of a TPS
include hydrocarbon source rocks (source rock mat-
uration and hydrocarbon generation and migra-
tion), reservoir rocks (quality and distribution), and
traps for hydrocarbon accumulation.
The USGS 2000 methodology uses Monte Carlo
simulations to combine the TPS parameters
(Charpentier et al., 2000; Charpentier and Klett,
2005). The input parameters consists of in-
formation about the assessment unit, estimates
of the number and size of undiscovered oil
ﬁelds (Klett and Ahlbrandt, 2000). Oil is as-
sumed to be the only viable exploration target
(African Petroleum Producer’s Association, 2008).
The threshold value of the resource base for this
assessment is set to 10 MMBO, thereby excluding
small ﬁelds with no commercial interest. Risk is as-
sessed separately for each individual basin, even if
the undiscovered ﬁeld sizes for each of the three as-
sessment units have the same ﬁeld size distribution
for all basins within each assessment unit (AU) (Ta-
ble 5). The chosen risking structure is based upon
the assumption that the assessment units are rea-
sonably homogeneous in terms of charge, rocks, and
timing (Klett et al., 2000).
4. Hydrocarbon geology of the Chadian sed-
imentary basins
The sedimentary basins of Chad outlined be-
low are inferred from the interpretation of the
Bouguer anomaly map of Chad (Fig. 4), the
2008 Chad concession map (Fig. 3) and are in-
line with the deﬁnition of the individual petroleum
system (TPS) within the three assessment units
(Brownﬁeld et al., 2010).
Even though exploration drilling have been per-
formed within all these three AUs, proven eco-
nomic oil accumulations related to eﬀective source
and reservoir rocks have only been identiﬁed within
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Table 1: Oil reserves in Chad and their pool sizes based on USGS minerals yearbook (2000); EssoChad (2002, 2010); Chevron
(2008); CNPC (2008, 2009); Geosint (2011); Liangqing (2008)).
Sed. Field Discovery Discovery Reserves Reserves/ Nr. ﬁeld Reserves/
basin name name closure closure basin basin
name area area area area
[km
2
] [MMBO] [MMBO/
km
2
]
ﬁelds MMBO
/1000km
2
/1000km
2
Doba
Doba Kome 50.8 588 11.6
Doba Bolobo 13.5 135 10.0
Doba Miandoum 22.7 227 11.3
Doba Nya 1.3 11 8.4
Doba Moundouli 15.0 69 4.6
Doba Maikeri 3.2 22 6.9
Sum Doba basin 106.5 1052 9.9 0.26 46.3
Lake
Chad
Se´digui
Se´digui
Kanem/Kumia
5.0 15 2.0
2.0 4 3.0
Sum Lake Chad basin 7.0 19 2.7 0.14 0.9
Bongor
Ronier Ronier 30.0 243 8.1
Mimosa Mimosa 10.6 86 8.1
Baobab Baobab 5.6 44 8.1
Kubla Kubla 9.4 76 8.1
Sum Bongor basin 55.6 450 8.1 0.23 26.3
Total: 191.1 1583 8.3
Cretaceous-Tertiary strata the S-SW Chadian sed-
imentary basins of Lake Chad, Doba, Bongor
(USGS minerals yearbook, 2009).
Despite the fact that the Chadian government
has opened for bidding from oil blocks that cover
nearly all regions of Chad (Fig. 3), only techni-
cal discoveries (e.g. Doseo and Salamat basins)
have been found outside the Lake Chad, Doba and
Bongor basins (Table 1 and 4). The area of clo-
sure reserves, and areal yield from the discoveries in
Doba, Lake Chad and Bongor basin are calculated
from the proven reserves divided by the estimated
closure area expressed as MMBO/km2 and range
from 2 to 11.6. Stratigraphically, all the major eco-
nomic oil reserves in Chad is discovered in Creta-
ceous strata. Additionally, the Lake Chad basin
has a thin oil zone discovered in Eocene sandstones
(Genik, 1993). A summary of the major Chadian
sedimentary basin characteristics and their assess-
ment units (AU) are given in Tables 2 and 4.
4.1. Description of AU Center-North
The AU Center-North includes the mapped intra-
catonic basins in the Kufra Erdis province, in ad-
dition to the inferred intra-cratonic basins fur-
ther South along what has been hypothesized as a
Transafrican Lineament that are not inﬂuenced by
the Cretaceous-Tertiary rifting(Chratchley et al.,
1984; Le Heron et al., 2009).
Hydrocarbon exploration and oil discoveries in AU
Center-North
The ﬁrst oil discovery onshore Algeria in 1953
and onshore Libya in 1956, resulted in a mas-
sive interest in oil exploration in northern Chad
(Klitzsch, 1994). Exploration in the Erdis basin
was initiated in the late 1950’s by Petropar (the
French Socie´te´ de Participations Pe´trolie`res) with
geophysical studies East of the Hoggar Massif
(USGS minerals yearbook, 1963). Through the
1962 mining and petroleum legislations, interna-
tional actors were invited to perform exploration
in Chad and rumours of an oil discovery in the
northeastern Chad (Erdis basin) caused optimism
(USGS minerals yearbook, 1963). The early 1960s
publication of the Erdis and Djado basins raised the
understanding of the regional geology related to oil
exploration (Klitzsch, 1994). In 1965, after ﬁve ex-
ploration wells, Petropar concluded that there is
only sand and water in the Erdis region of Chad
After the exploration wells drilled in the 1960’s
in the Erdis basin no exploration drilling has been
performed within AU Center-North. Therefore, no
production information is available as no oil re-
sources are proven within the intra-cratonic basins
of Chad. However, oil and gas resources are proven
in the Murzuq basin in Libya, whereas the Kufra
basin in Libya is still unproven (Guoping and Lei,
2007; Aziz and Ghnia, 2009).
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Hydrocarbon geology of AU Center-North
According to the map of Chratchley et al. (1984),
the tectonics and sedimentation of the Erdis and
Largeau basins are assumed to be similar to the
Kufra basin. These characteristics can also be
applied to the mapped and inferred northwestern
Chadian basins (Djado/Manga/Siltou) that are as-
sumed to be prolongations of the intra-cratonic
Murzuq basin in Libya and the Djado basin in Niger
(Zanguina et al., 1998; Davidson et al., 2000).
As the published literature of the sedimen-
tary basins of Northern Chad is almost ab-
sent, information about the basin development
of the neighbouring countries, especially Niger
(Zanguina et al., 1998) and Libya (Boote et al.,
1998; Tawadros, 2001; Craig et al., 2009), are im-
portant. The largest of the AU Center-North
basins, the Erdis basin (named Kufra in Libya
and Moundou in Sudan), is part of a large intra-
cratonic depression with a Palaeozoic succession
(Craig et al., 2009). This basin developed ﬁrst
as an intra-cratonic sag during the late Hercy-
nian phase of deformation and was subsequently
buried unconformabily beneath poorly dated Juras-
sic and Cretaceous continental clastic deposits
(Guoping and Lei, 2007). Later mid-Tertiary uplift
followed by erosion of the surrounding highs has re-
sulted in outcrops of the Palaeozoic strata around
the basin margins (Boote et al., 1998; Craig et al.,
2009; Le Heron et al., 2009).
Silurian marine shales form the most important
source rock on the Sahara Platform of North Africa
with total organic carbon (TOC) content between
2% and 17% (Boote et al., 1998). This source
rock was predomininantly deposited in Libya, Al-
geria and Niger, however the source rock is as-
sumed to extend into the northern part of Chad on
both sides of the Tibesti Massif, in Erdis/Largeau
and Djado/Manga/Siltou basins (Thomas, 1996;
Boote et al., 1998; Lu¨ning et al., 1999). The
main source rock candidate is the Tanezzuft Fm.
(Guoping and Lei, 2007; Craig et al., 2009). This
source rock shale has not been adequately stud-
ied within the AU Center-North basins and the
presence and potential remains unclear (Younous,
2008). However, the source rock has been tested
sucessfully in the Murzuq Basin, where the Tanez-
zuft Fm. is assumed to be lateral extensive
throughout the entire basin and acts both as
source rock and cap rock (Davidson et al., 2000)
and is estimated to have generated 8.3 to 19.4
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Table 4: Input parameters for the basin analogue approach
assessing the sedimentary basin in Chad. The values in the
Reserves/1000km2 columns have the unit MMBO/1000km2.
Case
AU C-North AU C-West AU South
Fields Reserves Fields Reserves Fields Reserves
pr. 1000km
2
pr. 1000km
2
pr. 1000km
2
Min 0.05 5 0.05 5 0.05 5
Mean 0.15 10 0.15 20 0.20 50
Max 0.25 50 0.25 100 0.35 110
mmbbl/km2 (Aziz et al., 2000). Subsidence curves
from four wells in the Kufra Basin seems to indi-
cate depths greater than 2km during the Phanero-
zoic and represent similar subsidence curves as in
the Murzuq Basin (Gravr˚ak, 2010). Several authors
have postulated the presence of an Intra Cambrian
source rock in the Kufra basin (Craig et al., 2009;
Aziz and Ghnia, 2009) and this older source rock
alternative could also be present in the AU Center-
North basins. Given that depths similar to the
Murzuk and Kufra basin depths are not found in the
Erdis basin thereby indicating the likelihood for im-
mature source rocks, lateral migration from Libya
into immature areas of the Erdis Basin might be the
only possibility (Boote et al., 1998; Lu¨ning et al.,
1999).
Within the Djado/Manga/Siltou basin, based on
information from the Murzuq basin, the shoreface
deposit sandstones of the Mamuniyat Fm. (Ordovi-
cian - Ashgill) can provide the primary reservoir
unit, with the ﬂuvial and shallow marine sandstones
of the Hawaz Fm. (Ordovician - Llanv.) as a sec-
ondary target (Davidson et al., 2000). The most
probable play in the Erdis and Largeau basins that
may have identical plays as the Kufra basin could
be an Ordovician-Silurian play characterized by a
porous Ordovician sandstone reservoir rock.
Favorable factors for a proliﬁc petroleum sys-
tem in the Kufra sedimentary basin (and also
other AU Center-North basins) are, according to
Lu¨ning et al. (1999), the lateral extent of source
rock and a favourable burial depth history.
4.2. Description of AU Center-West
The AU Center-West is deﬁned to include an Up-
per Cretaceous and Tertiary TPS that is character-
ized by lacustrine and marine source rocks, Creta-
ceous and Tertiary clastic reservoirs, shale seals and
traps that are mostly structural (Brownﬁeld et al.,
2010).
Hydrocarbon exploration and oil discoveries of AU
Center-West
The American company, CONOCO (Continental
Oil Company), obtained in 1969 permits for explo-
ration in southern Chad (USGS minerals yearbook,
1971). In 1972, CONOCO sold 50% of its con-
cession to Shell and these companies stepped up
their seismic campaign in the Lake Chad basin
that resulted in Chad’s ﬁrst economic oil discov-
ery (the Se´digui ﬁeld) (USGS minerals yearbook,
1974). The establishment of the Conoco-Tchad
consortium, owned by Shell (50%), Chevron (25%),
Esso (12.5%) and the operator CONOCO (12.5%)
aimed to construct a 350km long pipeline from Lake
Chad to connect the Se´digui ﬁeld with a reﬁnery
near N’Djamena that was never built. After sev-
eral decades, the Se´digui ﬁeld will now ﬁnally be
developed and connected to a new reﬁnery near
N’Djamena that is estimated to be operative in
2012 (CNPC, 2009). The exploration eﬀort con-
ducted in this area has been low after the Se´digui
discovery as there has been no economic feasible ex-
port option of the already proven oil reserves before
a pipeline and a reﬁnery was operational.
However, multiple companies have had conces-
sions within the AU Center-West the last decades.
Hunt International Petroleum Co. of the United
States conducted oil exploration in central Chad in
the 1980’s without any reported success. Similar,
the EssoChad consortium (Exxon (40%), Petronas
(35%) and Chevron (25%)) increased their conces-
sions in 2004 but later relinquish in 2008 (Chevron,
2008).
In Lake Chad, three ﬁelds of total 150 MMBO
have been discovered (Table 1). In the Agadem
basin (E Niger) six oil discoveries and one gas dis-
covery have proven approximately 400 MMBOE
(TG World Energy Corporation, 2008). The sedi-
ment thickness of the Lake Chad basins are not as
thick as in the Agadem basin, however, the discov-
ery of the Se´digui ﬁeld proves a potential for further
discoveries in the Lake Chad basin as well as other
of the AU Center-West basins.
Hydrocarbon geology of AU Center-West
The AU Center-West and AU South were de-
veloped from the similar Cretaceous rift system,
termed the West and Central African rift sys-
tem (WCAS) which is subdivided into two coeval
parts, the West African Rift Subsystem (WAS)
and Central African Rift Subsystem (CAS) (Genik,
1993). The origin of the WCAS is attributed to the
7
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Table 3: Resource assessment summary of the sedimentary basin in Chad using the basin analogue approach. The ultimate
number of ﬁelds and resources are calculated from the values in Table 4 for each mapped and inferred sedimentary basin areas
deﬁned in Fig. 2. Maps of the mean number of ﬁelds and mean resources are shown in Fig. 5 and resources Fig. 6, respectivily.
ID Mapped area Name Assessment Status Fields Resources [MMBOE]
[km
2
] Unit Min Mean Max Min Mean Max
1 67994 Erdis
AU
Center-
North
Drilled 3 10 17 136 680 3400
2 3502 Djado Undrilled 0 1 1 7 35 175
3 5914 Manga Undrilled 0 1 1 12 59 296
4 12667 Siltou Undrilled 1 2 3 25 127 633
5 1584 Mossoro Undrilled 0 0 1 3 16 79
6 43942 Largeau Undrilled 2 7 11 88 439 2197
7 11007 Largeau 2 Undrilled 1 2 3 22 110 550
8 1860 Largeau 3 Undrilled 0 0 1 4 19 93
9 3735 Largeau 4 Undrilled 0 1 1 7 37 187
10 4049 Largeau 5 Undrilled 0 1 1 8 40 202
11 4354 Largeau 6
AU
Center-
West
Undrilled 0 1 1 9 44 218
12 2725 Largeau 7 Undrilled 0 0 1 5 27 272
13 4682 Largeau 8 Undrilled 0 1 1 9 47 468
14 2212 Largeau 9 Undrilled 0 0 1 4 22 221
15 2415 Largeau 10 Undrilled 0 0 1 5 24 224
16 20821 Lake Chad Economic discovery 1 3 4 42 208 2082
17 11490 Lake Chad 2 Undrilled 1 2 2 23 115 1149
18 6997 Lake Chad 3 Undrilled 0 1 1 14 70 700
19 3206 Madiago West Undrilled 0 0 1 6 32 321
20 3807 Madiago East Undrilled 0 1 1 8 38 381
21 17098 Bongor
AU
South
Economic discovery 1 3 6 85 855 1881
22 5178 Chari West Undrilled 0 1 2 26 259 570
23 22698 Doba Economic discovery 1 5 8 113 1135 2497
24 23676 Doseo Technical discovery 1 5 8 118 1184 2604
25 15209 Salamat Technical discovery 1 3 5 76 760 1673
Total resources in the Chadian basins 13 51 79 855 6382 23090
breakup of Gondwana and the start of separation
between Africa and South America (Guiraud et al.,
2005). The Early Cretaceous rifting (phase 3) in-
duced major fractures representing reactivated Pan
African crustal discontinuities of phase 1 (Genik,
1993). The WAS was developed through a trans-
tensional opening accompanied by the extensional
subsidence of the Niger and West Chad basins
(Genik, 1993). During phase 3 in the Late Cre-
taceous, a late rift to sag stage was accompanied
by a marine transgression (Genik, 1993). During
the Late Cretaceous rifting (phase 4) thick ﬂuvial
and lacustrine sediments were deposited. In phase
5, no tectonic rifting activity have been active in
the WCAS rift system (Genik, 1993). However,
there has been an uplift associated with tectonic
and (or) magmatic activity during the Pliocene in
the Tibesti Massif (NW Chad), the Darfur region
(E Chad) and along the Cameroon Line (SW Chad)
(Guiraud et al., 2005; Swezey, 2009) that can have
aﬀect the petroleum systems of Chad.
Within AU Center-West, three source rocks are
identiﬁed; Early Cretaceous lacustrine, Late Cre-
taceous marine and Paleogene lacustrine (Genik,
1993). In the Lake Chad basin, oil of 20◦ − 36◦
API has been discovered in Eocene lacustrine sand-
stone reservoirs which are sourced from Late Creta-
ceous shallow marine and Eocene lacustrine shales
(Genik, 1993). In the Agadem basin (Niger), the
elongation of Lake Chad basin, oil (30◦ − 45◦ API)
and gas have been discovered in fault blocks and
faulted anticlines in marine tidal Late Cretaceous
reservoir sands, which are sourced and sealed by
coeval marine to estuarine shales (Zanguina et al.,
1998).
4.3. Description of AU South
The AU South area is deﬁned as the Lower Cre-
taceous TPS, consisting of lacustrine source rocks
and Early and Late Cretaceous reservoir rocks lo-
cated in the hydrocarbon province named Sud by
the USGS and extending into southern Sudan.
Hydrocarbon exploration and oil discoveries in AU
South
The ﬁrst exploration within the AU South area
was carried out by CONOCO and Shell with seis-
mic campaigns in the Doba, Doseo and Salamat
basins that led to a oil discovery in the Doba basin
in 1989 (USGS minerals yearbook, 1998). Further
exploration drilling of the Doba basin in the 1990’s
increased the total estimated reserves up to one bil-
lion barrels (USGS minerals yearbook, 1998). The
appraisal drilling of this ﬁrst campaign discoveries
8
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Figure 5: Estimated ultimate number of oil ﬁelds in Chad
using the reference (mean) scenario of the analogue method-
ology. Full details are given in Table 3.
(now named the Doba ﬁeld) was ﬁnished in 1994
and proved suﬃcient volumes to build a transporta-
tion pipeline for export to the international market
(USGS minerals yearbook, 1995). The consortium
withdrawal of Shell and Elf prior to the develop-
ment of the Doba ﬁeld resulted in a three com-
pany consortium reconstruction, EssoChad; Exxon
(40%), Petronas (35%) and Chevron (25%) that
had assistance from the World Bank (EssoChad,
2010). After a construction period of only three
years, oil production commenced in late 2003
(EssoChad, 2010). The consortium increased their
concessions in 2004 including new exploration ar-
eas covering the Chari Ouest (Doba), Chari East
(Doseo). In 2005, the Consortium began work on
the Nya-Moundouli expansion project, which was
developing two new oil ﬁelds in the vicinity of
the original three ﬁelds of Kome´, Miandoum, and
Bolobo (EssoChad, 2010).
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Figure 6: Estimated ultimate oil resources [bill bbl oil] in
Chad using the reference (mean) scenario of the analogue
methodology. Full details are given in Table 3.
In 2004, the Chadian government awarded oil ex-
ploration permits to Canadas Energem Petroleum
Corporation. These permits were for the Chari-
Ouest basin, located near the Doba basin. In 2006,
OPIC of Taiwan (a CPC - Chinese Petroleum Cor-
poration subsidiary) signed for exploration rights to
blocks Chari I, II and III in the Doba basins.
The Bongor basin concession was in 1999 signed
to Trinity Gas and Carlton Energy of the United
States as well as Nigerian Oriental Energy Re-
sources (Djimrabaye, 2005). This concession was in
2002 given to EnCana, that focused on exploration
primarily in the Bongor basin (Petzet, 2007). In
2007, EnCana sold its Chadian assets (Permit H) to
the China National Petroleum Company (CNPC)
after having drilled 11 wells in the Bongor basin
during the last ﬁve years but were unable to prove
economic quantities of hydrocarbons (Petzet, 2007).
In the following year, the CNPC discovered sev-
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Figure 7: Estimated mean unrisked undiscovered oil re-
sources in Chad using the USGS 2000 methodology.
eral large economic oil discoveries in Bongor basin
(CNPC, 2008, 2009).
The present economic quantities of oil in AU
South (Table 1) have been discovered within the
Bongor (450 MMBO reserves from 1850 MMBO
oil in place) (CNPC, 2008, 2009) and Doba basins
(1052 MMBO) (Chevron, 2008; EssoChad, 2010).
Within the last year, the addition Chadian oil re-
serves are solely derived from the Bongor basin, in-
cluding the discoveries of Mimosa, Kubla, Baobab
and Ronier ﬁelds (CNPC, 2008, 2009).
The result of the ExxonMobil consortium explo-
ration in the surrounding structures of the Doba
ﬁeld has only resulted in the 2007 Timbre mi-
nor discovery. This discovery was tied to exist-
ing infrastructure and production started in 2009
(Johnston and Rogers, 2008; EssoChad, 2010).
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Figure 8: Estimated P10 unrisked undiscovered oil resources
in Chad using the USGS 2000 methodology.
Hydrocarbon geology of AU South
Whereas the WAS was developed through a
trans-tensional opening accompanied by the sub-
sidence of the Chad Basin province, the CAS in
southern Chad (Sud province) was developed by an
obliquely opening and subsidence, where only con-
tinental sediments were deposited (Genik, 1993).
The phase 3 and 4 rifting in Late Cretaceous is
not identiﬁed in the southern Chad basins (Genik,
1993).
The major source rock in AU South is the Early
Cretaceous lacustrine shales (Genik, 1993). Source
rock kerogen type analysis within the sedimentary
basins in Chad have been identiﬁed as a mixture of
type I and III kerogens leading to waxy oils with low
sulfur content (Schull, 1988; Carroll and Bohacs,
2001). Source rock analysis has also been published
from the Muglad basin, SW Sudan. The Muglad
basin comprises, as was the case for Doba/Doseo
basins, two Early Cretaceous source rocks with an
11
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Figure 9: Estimated mean risked undiscovered oil resources
in Chad using the USGS 2000 methodology
oil-prone Type I kerogen and a gas-prone Type III
kerogen (Mustafa and Tyson, 2002). This is diﬀer-
ent to the wells in the Bongor basin that contain
predominantly lighter oil (CNPC, 2008). This is
due to the fact that Bongor basin has a marginal
inﬂuence by WAS that includes a Upper Cretaceous
marine shale (Genik, 1993).
5. Oil assessment results of Chad
Basin analogue methodology results
The three assessment units have diﬀerent maxi-
mum ﬁelds sizes and reserve yields (Table 4), where
the AU South is assumed to be more proliﬁc than
both the AU Center-West and AU Center-North.
In the high case scenario, reserves and ﬁeld den-
sities like the Bongor basin are assumed, whereas
for the reference case Doba basin reserves and ﬁeld
densities are applied. The intra-cratonic basins of
AU Center-North are assumed to have a lower ﬁeld
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Figure 10: Estimated P10 risked undiscovered oil resources
in Chad using the USGS 2000 methodology.
density and reserve density than the rift basins to
the South.
The results (Table 3 and Figs. 5 and 6) show
that the total number of estimated ﬁelds and the
total ultimate reserves are a function of the ex-
tent of the inferred/mapped sedimentary basin ar-
eas. The largest number of postulated ﬁelds are
within the Erdis and Largeau basins and in the rift
basins in S-SE (Doseo and Salamat) that to date
only have technical discoveries (Fig. 5). This is
supported by the many leads identiﬁed by the in-
dependent petroleum potential analysis of the Cen-
tral African part of the Doseo and Salamat basins
(United Reef Limited, 2004). The total resources
map (Fig. 6) shows that the Erdis, Largeau and
Doseo basins have the most undiscovered mean re-
sources.
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The USGS 2000 methodology results
The results of the USGS 2000 methodology are
based upon sedimentary basin speciﬁc input param-
eters (Table 5). The results of using Monte Carlo
simulations of 50000 runs in the excel-based pro-
gram Emc2 (Klett et al., 2000) are outlined in tab-
ular form (Table 6) as well as on maps (Figs. 7- 11).
Compared to the basin analogue method, this ap-
proach is more dependent on incorporating quanti-
ﬁed geologic understanding that portrays the speci-
ﬁcities of the individual sedimentary basins.
The assessment units have been aggregated with
full dependency within each unite due to a common
dependency on a within source. The assessed risked
most likely (mode) undiscovered volumes (Table
7 and Fig. 12) for the intra-cratonic AU (AU
Center-North) is 240 MMBO. Most of the undis-
covered resources are expected to be in the Erdis
and Largeau basins, with a modest potential in the
Siltou basin as it is only partly within Chad. The
assessed risked most likely undiscovered volumes
in AU Center-West are 310 MMBO. Most of the
remaining undiscovered resources are likely to be
in the Lake Chad area and the Madiago basins.
This estimate compares well with the estimated
2315 MMBO mean risked undiscovered resources
of the USGS assessment for the greater Chad Basin
province, that includes Algeria, Cameroon, Chad,
Niger and Nigeria, with only approximately 20% of
the area within Chad (approximately 463 MMBO
(Brownﬁeld et al., 2010)). For the AU South the as-
sessed risked most likely undiscovered volumes are
780 MMBO. Most of the undiscovered resources are
expected to be in the Bongor and Doseo basins. In
Chad, the total estimate of mode risked undiscov-
ered resources are 1420 MMBO. This mode is used
to report ultimate resources due to its lack of sen-
sitivity ﬁr a higly uncertain upside potential.
Future directions for oil exploration in Chad
The estimated mode risked undiscovered re-
sources are about half of the ultimate mean re-
sources of 42639 MMBO (Table 7). Although
Chad is generally underexplored in both the intra-
cratonic and the rift development related basins,
they are estimated to contain signiﬁcant yet to ﬁnd
oil that can potentially lead to ﬁeld developments
and to sustain Chad’s oil export volumes. Most
of the undiscovered resources are expected to be
in the intra-cratonic Paleozoic strata (Erdis and
Largeau basins), in the Upper Cretaceous-Tertiary
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Figure 11: Estimated mean risked undiscovered oil resources
pr 1000km2 in Chad using the USGS 2000 methodology.
strata (Lake Chad, Madiago basins) and the Lower
Cretaceous strata (Bongor and Doseo basins).
The fully-operated Doba pipeline in southern
Chad, the development of the 350 MMBO Niger
discoveries near Chad’s western border (Petzet,
2007), the development of central Libya discover-
ies (Lu¨ning et al., 1999) and the Sudan pipelines
assembled about 500km from the border of east-
ern Chad (Mohamed et al., 2002), can represent
options for tieback from future discoveries. The
exploration results in the Kufra basin will have
strong inﬂuence on the exploration in the Erdis
and Largeau basins. Similarly, the exploration of
the undrilled sedimentary basins in north-eastern
Chad (Djado, Manga and Siltou basins) will be
inﬂuenced by the exploration eﬀort in the Djado
basin in Niger and the exploration of the southern
part of the already proven proliﬁc Murzuk basin
(Aziz and Ghnia, 2009). Based on this, the future
exploration areas in Chad can be divided accord-
13
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Table 7: Chad ultimate technically recoverable oil are compiled from proven reserves (Table 1), cumulative oil production
(EssoChad, 2010) and the oil assessment results using the USGS 2000 methodology (Table 6). MMBO, million barrels of oil.
Results shown are fully risked estimates. P90 represents a 90 percent chance of at least the amount tabulated; other fractiles
are deﬁned similarly. The individual basin results are aggregated under the assumption of full interdependency due to the
regional uncertainty about the presence and the adequacy of a mature source rock. AU, assessment unit.
Assessment
Unit (AU)
Field
Type
Cumulative
production
Identiﬁed
reserves
Original
reserves
Total undiscovered Resources Ultimate
resources
(mode)
Oil (MMBO)
P90 P50 P10 Mean Mode
AU Center-North Oil - - - 103 285 552 304 240 240
AU Center-West Oil - 19 19 139 368 739 413 310 329
AU South Oil 354 1210 1564 270 699 1002 630 780 2344
Total 354 1229 1583 877 1376 1900 1347 1420 2639
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Figure 12: Chad ultimate oil resources. Graphical display
of Tab. 7. The upper non-shded area of the resource col-
umn indicates the magnitude of undiscovered resources given
removal of the geological and access risk.
ing to future potential into two categories: High
to medium and low prospective areas. The for-
mer areas, such as Doseo, Madiago East, Madiago
West and Lake Chad basins, are areas where the
petroleum system is well constrained. Low prospec-
tive areas, such the Largeau basins in AU Central-
North, represents high risk, but could contain large
quantities of oil if the petroleum system in Erdis
proves to be adequate.
In 2000, the Chadian government revised its
Petroleum Code and the revision allowed for pro-
duction sharing agreements (PSAs) between for-
eign companies and the Chadian government. This
opened for Chad’s ﬁrst national oil company, the
Socie´te´ des Hydrocarbures du Tchad (SHT). With
this, Chad indicated a desire to control 60 % of
the country’s oil sector (Younous, 2008). This na-
tional oil company has also shares in the new re-
ﬁnery that is beeing built. The increased govern-
mental control of the petroleum sector and sud-
den changes in oil policy such as tax increases
(Frank and Guesnet, 2009) and potential domes-
tic and international armed conﬂicts (Brandsegg,
2011) can signiﬁcantly inﬂuence the result of future
oil exploration in Chad.
The resource assessment results provide in Table
7 could shed light on the potential relation between
greed as a motive for conﬂicts when the area distri-
bution of anticipated future wealth favors rivalry
within and between diﬀerent groups (Brandsegg,
2011).
6. Conclusions
The present oil resource assessment of Chad in-
dicates that Chad has a signiﬁcant undiscovered oil
potential. Three separate assessment units have
been modeled to properly assess Chad’s total oil po-
tential. Based upon two sets of oil resource assess-
ments, the USGS 2000 methodology gives a more
credible indication of the remaining potential for
oil than the basin analogue methodology. This is
due to the uncertainty in the upscaling from discov-
ery/ﬁeld to basin scale and the application of these
values to other sedimentary basins that can be con-
sidered as representative. The most proliﬁc basins
are the Palaeozoic in the Erdis and Largeau basins,
the Cretaceous in the rifted grabens in the Bon-
gor and Doseo basins and the Cretaceous-Tertiary
in the West Chad rifts (Lake Chad and Madiago
basins). Chad’s current declining oil production
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will be supplemented by the soon completed de-
velopment of the Bongor and Lake Chad discover-
ies. It is to be hoped that the national oil com-
pany (SHT) will manage to promote increased ex-
ploration eﬀorts in the more remote regions of Chad
will be essential for discovering the yet to ﬁnd
oil and sustain production. Chad is estimated to
have mode risked undiscovered resources of 1420
MMBO. This is about half of the ultimate re-
coverable resources (2639 MMBO). The calculated
undiscovered resources give a quantitative indica-
tion of a signiﬁcant potential within the Chadian
sedimentary basins, but will require considerable
eﬀort and dedication to establish their existence.
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Abstract
The relation between proven and prospective non-renewable natural resources and the governance of such
resources is not fully understood. This present study outlines the exploration, development and exploitation
history of non-renewable natural resources in Chad and how this has co-existed with violent conﬂicts.
Further, the magnitude of prospective non-renewable resources has been outlined and discussed in relation
to their impact on the future governance challenges in Chad. Chad, a large, land-locked country in central
Africa, has since its independence in 1960, seen the discovery of multiple types of non-renewable natural
resources in terms of uranium, gold, diamonds and hydrocarbons. The country is infested with a wide-spread
poverty, poor education system, a negligible industrial sector and political turbulence that includes several
coup attempts and fatal civil wars. Following increased exploration eﬀorts after the 1960 independence from
France, several areas are indicated to hold mineral enrichments, but without any appearance of world class
mineral deposits.
Based on a review of the literature (scientiﬁc articles, press releases, company reports and reports from
both international and non-governmental organizations) the co-existence between non-renewable resource
exploration/production and violent conﬂicts has been identiﬁed. Further, has two separate mineral and oil
potential resource maps have been created to outline spatially the prospective non-renewable resources of
Chad. These maps have been studied in relation to the governance of Chad and the results show that future
income from hydrocarbon resources are most like to be exploited from southwestern Chad, along the western
border, to northeastern Chad, whereas the mineral resources are most likely to be exploited in southwest,
in east and in northwestern Chad. These prospective resources are by large in distal parts of the country
that are more distant from the capital than the present hydrocarbon production. This diﬀers from the near
future income, which will to come from hydrocarbon development around the capital. This study concludes
that Chad will most likely have a co-existence of natural-resource exploration/exploitation and conﬂicts in
the future.
Key words: Prospective natural resources, Chad, conﬂict
1. Introduction
The Republic of Chad is located in Central Africa
between 5-16◦N and 13-24◦E covers 1.284 million
km2 (Fig. 1). The relief is generally low except
around the Tibesti Massif, where altitudes range
up to 3400m. The diverse landlocked country with
an area of 1 284 000km2 (ﬁfth largest in Africa),
∗Corresponding author: Tel.: +47 91783003.
Email address: kristian.brandsegg@exploro.no
(Kristian Bjarnøe Brandsegg)
stretching 1700km from north to south and 1000km
west to east, bounded in the north by Libya, in the
east by Sudan, in the west by Niger, Nigeria and
Cameroon, and in the south by the Central African
Republic (Fig. 2). Chad has three distinct major
geographical zones: (1) The desert zone in north
with an annual rainfall of 50mm cover about half
of the national territory, (2) The Sahelian zone ac-
count for around 40% of the national territory with
a rainfall of 300 - 600mm, and (3) The Sudanian
zones in the south covering roughly 10% and has a
annual rainfall of 900mm (World Bank, 2000).
In manuscript 1st March 2011
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The borders have locked together around 130
ethnic groups, where the Sara group in the south
(mainly a sedentary agricultural population), rep-
resent only a small proportion of the total popu-
lation compared to the dominant groups of (desert
nomad) Arabs in the north (Posner, 2004). How-
ever, during the French colonial time, the Sara ethic
group, was used both as soldiers for the French
army and for industrial labor force, particularly
Chad’s main export commodity, the cotton indus-
try. The most civilized Muslims Arabs of northern
Chad was used in the capital’s central governments
civil service (Azevedo, 1998).
The geographical constrains together with polit-
ical instability has resulted in a patchy exploration
eﬀort since the start of mineral and hydrocarbon ex-
ploration in the late 1950s (Klitzsch, 1994; Kusnir,
1997). No economic quantities of mineral resources
have been discovered, however several prospective
areas are in an exploration phase (USGS miner-
als yearbook, 2009). The oil discovery of the large
Doba ﬁeld with reserves upto 1000 million barrels of
oil (MMBO) in the late 1980’s was assumed to be
the blessing of Chad that potentially could make
Chad economic self suﬃcient (May and Massey,
2000). In 1999, by the aid of the World Bank, an ex-
port pipeline was initiated for transporting oil from
Chad to a seaport in Cameroon (EssoChad, 2002).
The aim of the World Bank supported oil for
poverty project was innovative, not for its size,
remoteness or complexity, but as it was the ﬁrst
time environmental management and institutional
capacity-building was linked to hydrocarbon devel-
opment (World Bank, 2000). However, in the be-
ginning of 2009, Pegg (2009) concluded that Chad
is the last victim of the ”resource curse” as the
World Bank driven oil-for-poverty project in Chad
had failed, categorizing Chad along with Angola,
Equatorial Guinea, Nigeria and Sudan, where the
oil abundance has fostered increased greed, corrup-
tion, patronage and rent-seeking behavior rather
than generating an eﬃcient and competence state
(Frank and Guesnet, 2009).
Chad is today one of the ten poorest countries
of the world, ranking 170 of 179 countries in the
United Nation’s 2008 Human Development Index
(Frank and Guesnet, 2009). With a per capita in-
come of under $250 a year, and 55% of the popula-
tion living under the poverty line, Chad also strug-
gles with low social indicators: more than half of
the population over the age of 15 is illiterate and
electricity is accessible to only 1% of the population
(OECD, 2008). The Human Poverty Index (HPI),
focuses on the proportion of people below a thresh-
old level, living a long and healthy life, having ac-
cess to education, and a decent standard of living,
the value is 56.2% for Chad, ranks 133rd among 135
developing countries for which the index has been
calculated (OECD, 2008).
The exploration and exploitation of non-
renewable natural resources have attracted several
researchers and policy makers to try to ﬁnd the
causal mechanisms that such resource wealths have
on, among others, civil conﬂicts (e.g Collier, 2000)
and democracy (e.g. Ross, 2001). Whereas some
argue that resource wealth can ﬁnance rebellions
(e.g. Collier and Hoeﬄer, 2004) or making sepa-
ratism ﬁnancially attractive in resource-rich regions
(Le Billon, 2005), others argue that resource wealth
lowers the state capacity (Fearon and Laitin, 2005;
Humphreys, 2005).
Di John (2010) states that the extent to which
mineral and fuel abundance generate developmental
outcomes depends largely on the nature of the state
and politics as well as the structure of ownership in
the export sector, all of which are neglected in much
of the research-curse literature today.
The purpose of this current paper is to explore
the history of the exploration eﬀorts under the Cha-
dian resource management and intra-state and in-
ternational conﬂicts. I have focussed on three main
areas: Firstly, I assessed the main sources of non-
renewable natural resource information, press re-
leases and reports form exploration companies, in-
formation provided by UN and governmental agen-
cies and the activities of non-governmental or-
ganizations. Secondly, I reviewed available non-
renewable resources in Chad and had during the
2008 CIOME conference (in N’Djamena, Chad)
personal interviews with Division Manager of Min-
istre du Petrole, representatives from multinational
oil companies as well as NGO’s present in Chad.
Thirdly, I have examined how the relation between
conﬂicts and resources has been outlined in the lit-
erature.
In chapter 2 gives a overview of the minerals
and hydrocarbon exploration evolution and its re-
lation to the political history of Chad. Section 3
presents the status of the known and prospective
hydrocarbon and mineral deposits of Chad. Sec-
tion 4 presents how Chad has managed its non-
renewable resources under domestic conﬂict since
independence.
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Figure 1: Structural provinces in African (according to
USGS Charpentier et al., 2000) and the location of Chad.
2. Minerals and hydrocarbon exploration
evolution and its relation to the political
history of Chad
This section brieﬂy outlines the exploration his-
tory of the non-renewable natural resources in Chad
(Fig. 3) paralleled with political changes. Histori-
cally, Chad’s mineral and energy industry has, until
the oil export stated in 2003, not played a signiﬁ-
cant part in the national economy (USGS minerals
yearbook, 2009). Prior to oil export, soda ash and
salt has been the only mineral commodities pro-
duced, primarily for domestic consumption (Kus-
nir, 1997). Prior to becoming an oil exporter, the
Chadian economy was heavily reliant on the cot-
ton sector, and agriculture generated 40% of GDP
and provided a livelihood for 85% of the popula-
tion (USGS minerals yearbook, 2004). The national
economy followed the cotton price ﬂuctuations and
year with drought result in predominantly relying
on foreign aid.
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Figure 2: Administration boundaries and major settlements
in Chad.
2.1. Pre-independence
Before colonialisation, non-centralist societies in
the south co-existed with Islamic kingdoms in the
Sahelian zone. The French-British convention of
1899 drew up the borders in West and East, and
Chad became a French colony in 1920. The north-
ern border was deﬁned after a French-Italian agree-
ment in 1936 (Azevedo, 1998). The ﬁrst exploration
for natural resources in Chad, performed in the
Tibesti massif in northern Chad, was conducted by
Desio in 1935-36 investigated the land in proximity
to the Italian colony of Libya with the purpose to
obtain topographic maps (Klitzsch, 1994).
During the colonial times, France became aware
of the hardship to administer Chad with its huge
size, rough topography, geographical disparities,
scarce resources and poverty (Azevedo, 1998). The
French taxation approach, following the colonial
trend of how to best govern Chad in such way that
it would beneﬁt France, focused on southern Chad,
with its savannas and rainforests, leaving the north-
ern parts neglected due to its poverty and lack
3
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Table 1: Guerrilla, fractional and national armies in Chad, 1969-1995 (Azevedo, 1998).
Year Military Units Numbers Leaders
1969-1978 French troops 1500-2500 Cortadellas, Forest
1974 FAT (Forces Arme`es Tchadiennes 4000 Tchadian Oﬃcer
1979-1980 GUNT (Government of National Union 4000-5000 Gukuni
FACP (Forces Arme´es Populaires 4000-5000 Acyl
FAT 4000 Kamougue
CDR (Comite´ De´mocratique de Re´volution) 3000 Acyl
Isl. legion 7000-90000 Qaddaﬁ
FAO 1000 Acyl
FAN (Forces Arme´es du Nord 4000-6000 Habre
1983 OAC’S IAF 3800 Ajiga
FANT (Forces Arme`es Nationales Tchadiennes) 10000 Habra
1985 Codos 3000-5000 Djogo et al
1986 French Op. Manta 3500 French Generals
1987 FANT (Forces Arme`es Nationales Tchadiennes) 28000 Habre
1993 ANT (Arme`es Nationales Tchadiennes) 40000 Deby
1995 ANT (Arme`es Nationales Tchadiennes) 25000 Deby
of signiﬁcant natural resources (Azevedo, 1998).
Azevedo (1998) conclude that the pre-independent
Chad was so chaotic and violent at the end of the
colonial time as the colonial system by nature was
prone to abuse due the unequal power and the
marginal supervision of the territories from Chad’s
capital.
Parallel to the independence of Chad, exploration
for economic natural resources within the region
was carried out (Klitzsch, 1994). The systematic
exploration in Chad started in the beginning of
the 1950s as an extension of the exploration of the
French occupied Fezzan province (SW Libya) and
the primary target was mineral resources as the vast
quantities of oil in the African interior were un-
known at that time. The discovery of oil onshore
Algeria in 1953 followed by the ﬁrst oil discovery
onshore Libya in 1956, peaked by the ﬁrst Libyan
economic discovery in 1959, resulted in a massive
interest in oil exploration in northern Chad (Kl-
itzsch, 1994).
2.2. The Nineteen Sixties
The independence of Chad, led by a colonial-
imposed solution, aimed to form a national unity
preventing divisions along religious and ethnic lines
(Azevedo, 1998). The ﬁrst president of Chad,
Tombalbaye, from the Sara ethic group, was ﬁrst
representing Moyen-Chari county in the Territorial
Assembly and later forming the provisional govern-
ment in Chad prior to the independence in 1960
(Azevedo, 1998). At ﬁrst, Tombalbaye was at-
tempting to unite all parties by forcing them to col-
laborate with his own party. This tactic failed, and
in 1962, he banned all political parties except his
own(Azevedo, 1998). The following was the start
of series of arrests from prominent cabinet minis-
ters to regular Christians and Muslims activists.
The increased tension following the introduction of
a single-party state led to massive deadly conﬂicts
by the opposition with following counter-attacks by
government forces (Azevedo, 1998).
Through the 1962 mining and petroleum legis-
lations, Chad invited international actors to per-
form exploration and rumors of a substantial oil
ﬁnd in the northeastern Chad caused optimism
(USGS minerals yearbook, 1963). In 1962, Petro-
dar, a company led by a subdivision of the French
ELF company, explored for oil in Erdis basin in
northeastern Chad (Borkou-Ennedi-Tibesti county,
BET). After ﬁve exploration wells, this exploration
concluded in 1965 that there is only sand and wa-
ter in this region (USGS minerals yearbook, 1965).
This disappointed President Tombalbaye, who saw
the potential of future oil revenue disappearing and
he canceled the 152 000 km2 Pertrodar concession
(Djimrabaye, 2005). Angry with the French explo-
ration eﬀort, Tombalbaye, forced the French troops
out of BET (Azevedo, 1998) and sought to United
States and Italy for exploration participation. Fol-
lowing this he announced an intensive 5-year plan
for mineral exploration including hydrocarbons in
the Erdis basin, geologic mapping near Abeche
and mineralized veins and Uranium in the Tibesti
(USGS minerals yearbook, 1965). Now without any
French support, the United Nations Special Fund
Aid stepped up and ﬁnanced the mineral explo-
ration resulting in the discovery of columbite, tin
and tungsten in the Tibesti Mountains and a lime-
stone deposit in Maya-Kebbi and diamonds along
the Lobaye river in Logone Occidental county, how-
ever all deposits were too small, widely scattered
and of too low quality for large-scale exploitation
4
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(USGS minerals yearbook, 1967).
In 1966, the establishment of the National Lib-
eration Front (FROLINAT) by northern politicians
and nationalists, whose objective was to overthrow
the Sara led regime in N’Djamena by force, led
to a further escalation of the revolt that prolif-
erated further south into other regions, such as
Chari-Bagirmi and Wadai regions (Azevedo, 1998).
In 1968, a legislation was adopted by the govern-
ment of Chad, encouraging mineral development
in favor of foreign investments including gener-
ous tax and custom beneﬁts (USGS minerals year-
book, 1968). The map of the mineral deposits
within Chad (Chaussier, 1968; Kusnir, 1997) that
described and located the principal mineral de-
posits led to an increased tension within the gov-
ernment of Chad as this map indicated prospective
national revenues (Azevedo, 1998). Before further
drilling for oil in the Erdis basin, it was important
for the government to secure a Chad-Libyan agree-
ment for a possible pipeline through the most ob-
vious oil transportation route through the Libyan
desert (Djimrabaye, 2005). In 1968, and the signa-
ture of bilateral friendship and technical agreements
resulted in an large northern rural revolt, includ-
ing an increased opposition within the government
(Azevedo, 1998). President Tombalbaye had to re-
connect to France and ask President Charles de
Gaulle to honor the French-Chadian military pact
(Azevedo, 1998). The French intervention in 1969
helped to keep the rebels at distance. During the
ﬁrst half of 1970s, President Tombalbaye survived
several coup attempts as he was facing even more
opposition than he was able to prevent (Azevedo,
1998).
In late 1969, the government of Chad granted a
5-year permit for hydrocarbon exploration to Con-
tinental Oil Co. (CONOCO) covering a 600 000km2
area of the Lake Chad Syncline and Chari De-
pression in the central and southern Chad (USGS
minerals yearbook, 1969). During the ﬁst years
CONOCO performed only magnetometric and pho-
togeologic surveys over their concessions (USGS
minerals yearbook, 1971), followed by drilling 28
exploration wells with 11 discoveries between 1969
and 1986 (Djimrabaye, 2005). This was the ﬁrst
oil exploration within the southern areas. In par-
allel, the government was encouraging minerals ex-
ploration surveys that resulted in the discovery of
uneconomic salt deposit in the BET area and gold
veins near Abeche and copper near Lere (USGS
minerals yearbook, 1969).
2.3. The Nineteen Seventies
The Erdis basin permit was in September
1970 reassigned to the French company Ste.
Inde`pendante de Recherches et d’Exploitation
Pe`trolie`res (SIREP). The mentioned map of
Chaussier (1968) speciﬁed 14 locations potentially
containing uranium deposit in the Tibesti region
and these resources were one of the reasons why
Libya, in 1972, occupied the Aouzou strip of North-
ern Chad (Huliaras, 2001). The military interven-
tion in Chad was undoubtedly Libya’s most signif-
icant external involvement, as Chad was the cen-
ter piece of Colonel Qaddaﬁ’s Libya intention for
a large Muslim central African cooperation. Libya
spent important ﬁnancial resources with an intense
anti-imperialism in supporting Coup d’Etats and
radical governments all over sub-Saharan Africa to
give support to this ambition (Huliaras, 2001).
In 1972, CONOCO sold 50% of its concession
to Chad Shell Exploration and Development Corp.
CONOCO and Shell stepped up their seismic cam-
paign in Mondou, Doba and Sarh; south of Bousso;
Kanem northeast of Lake Chad. Both oil explo-
ration and mineral activities in the south were ham-
pered by local unrest (USGS minerals yearbook,
1973). The UNPD (United Nations Development
Programme) 10 000 km2 geologic survey program
of the Mayo-Kibbi region trained the Chad Geo-
logic Survey staﬀ as part of a institutional capacity-
building eﬀort that resulted in evidence for the pres-
ence of gold, nickel, uranium and complex sulﬁde
ores (USGS minerals yearbook, 1976). This ex-
ploration surveys for gold, copper and lead occur-
rences were continued in Mayo-Kebbi and Ouad-
dai regions. The gold deposit was classiﬁed as
poor in contrast to some interesting nickel and ura-
nium anomalies thought to present promising tar-
gets for future exploration (USGS minerals year-
book, 1979).
The ﬁrst economic oil discovery in Lake Chad
region was hit in September 1974 (USGS minerals
yearbook, 1974). This opened for full exploration
in the Lake Chad and Doba areas. Despite that
the military took control over the Government in
April 1975, there was no change in the Govern-
ment’s position towards mining and petroleum ven-
tures (USGS minerals yearbook, 1975). The subse-
quent year, 1975, oil was discovered near the town
Doba (USGS minerals yearbook, 1976).
The assassination of President Tombalbaye dur-
ing the successful coup d’etat 1975, where the op-
position, led by Malloum, a Sara ethnic, blamed
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the president for dividing the country, putting the
tribes one against the other, and for humiliating
the military (Azevedo, 1998). From 1975 to 1982
Chad was under military rule including a civil war.
The French was expelled from Chad in 1975 after
the new head of state, Malloum, discovered that
the French government had directly negotiated with
the northern rebel groups in the 1974 capture of a
French German group (Azevedo, 1998). This mis-
step paved the road to N’Djamena for the northern
rebels and the French army returning to Chad in
1978 could not prevent the break out of the Cha-
dian Civil war where the southern Chad population
lost their inﬂuence (Azevedo, 1998). The war was
signiﬁcantly international, where Libya was ﬁght-
ing a war against Chad backed by France (Huliaras,
2001).
Despite the civil war, Conoco-Tchad, owned by
Shell (50%), Chevron (25%), Esso (12.5%) and the
operator CONOCO (12.5%), planned to construct
a 350km long pipeline from Lake Chad connection
the Se´digui ﬁeld with a purposed new reﬁnery near
N’Djamena with scheduled completion by late 1979
(USGS minerals yearbook, 1977). The company
Standard oil bought Chevron’s share and became
operator of the Doba oil concession. The escalation
and spreading of the civil war delayed the planned
reﬁnary as well as Chad’s hope of becoming an
oil producer as most foreign personnel ﬂed Chad
(USGS minerals yearbook, 1980).
2.4. The Nineteen Eighties
The cease of the civil war in November 1981
resulted in the withdrawal of Libyan forces from
nearby N’Djamena (Azevedo, 1998). The gov-
ernment outlined then a 5-year plan which in-
cluded both hydrocarbon exploration and evalua-
tion of uranium resources (USGS minerals year-
book, 1981). New riots in 1983 from the Libya-
backed northern rebels were defeated with the help
of French troops (Azevedo, 1998). The Conoco-
Tchad oil exploration in southern Chad concluded
in 1987 that the expenses of producing oil for do-
mestic use, coupled with the cost of constructing
a reﬁnery, made the reﬁnery building program ﬁ-
nancially unfeasible in the near future USGS min-
erals yearbook (1988). The ending of the Libya-
Chad conﬂict over the Aozou strip in northern Chad
terminated in 1988 with the ﬁnal withdrawal of
the Libyan troops in 1994 after the International
Court in Haag ruling that Aozou strip belongs to
Chad (Azevedo, 1998). In 1988, Hunt International
Petroleum Co. (US) signed an agreement with the
government to conduct oil exploration in central
Chad (Lake Chad area) (USGS minerals yearbook,
1989). Chad’s Direction de Ge`ologiques et Minie`res
(DRGM) funded by the United Nations Develop-
ment Program (UNDP) had during the 1980’s iden-
tiﬁed tin, tungsten, and uranium mineralization in
the Tibesti massif in the northwestern part of the
country (USGS minerals yearbook, 1996).
2.5. The Nineteen Nineties
In the late 1980s civil unrest escalated as Pres-
ident Habre` could not control the ethnic tension
amongst government troops serving in the south
as well as disaﬀection in the capital (Azevedo,
1998). Beyond military superiority and clever ne-
gotiation, Habre` relied on the twin support of the
United States and, in particular, France (May and
Massey, 2000). These assumptions did not ma-
terialize and following the successful coup d’etat
led by De`by, a Zaghawa ethnic from eastern Chad
(May and Massey, 2000). The new government
indicated a more democratic rule and strength-
ened their systematic prospection for mineral and
energy resources by encourage investors to carry
out research and exploit known mineral resources
that would diversify the energy sector (Frank and
Guesnet, 2009). The new mining code (law No.
011/PR/1995 of 1995) and petroleum code (Law
No. 001/pr/99 of 1999) led to an increase in explo-
ration for both mineral and petroleum (Frank and
Guesnet, 2009).
In the beginning of the 1990s, the mining
prospection focused on economic re-evaluating the
gold seams in Mayo-Kebbi region and the min-
ing potential in Quaddai, Guera and Kanem re-
gions (USGS minerals yearbook, 1991). The De`by
regime process of democratization was played out
against a backdrop of constant civil conﬂict (May
and Massey, 2000). Through 1991 and 1992 the
government faced several coup attempts and these
were answered with reprisals that extended beyond
rebel ﬁghters (May and Massey, 2000). The ap-
praisal drilling of the discoveries constituting the
Doba ﬁeld was ﬁnished in 1994 and proved enough
volumes to make a transportation pipeline for oil
export to the international market feasible (USGS
minerals yearbook, 1995). In 1996, Chad and
Cameroon agreed to a bilateral treaty that provided
for the construction and operation of the pipeline
and other oil transportation facilities. During this
appraisal drilling and later, the De`by regime was in
6
300 APPENDIX H. NON-RENEWABLE RESOURCES AND CONFLICTS IN CHAD
more or less constant struggle and negotiations with
the southern rebels which terminated at Moundou
in 1997, where the most dangerous armed rebels
were liquidated (May and Massey, 2000).
2.6. After the Millennium
In 2003, the ﬁrst signiﬁcant oil exploitation
started after three year development of the World
Bank supported a 1070km long pipeline, including
pumping stations and production facilities to trans-
port oil from the Doba ﬁeld in southern Chad, to
the port of Kirbi, Cameroon (EssoChad, 2010).
In 2005, the Consortium began work on the Nya-
Moundouli expansion project, which was develop-
ing two new oil ﬁelds in the vicinity of the origi-
nal three discoveries of the Doba ﬁeld (EssoChad,
2010). In 2007, EnCana sold its Chadian assets,
permit H, to China National Petroleum Company
(CNPC), after drilled 11 wells in the Bongor basin
within the last 5 years (EnCana, 2007). The en-
trance of the CNPC provided new possibility for
the De`by Itno regime. Following the potential de-
velopment of Se`digui ﬁeld, near Lake Chad, and
the hydrocarbon discoveries in Bongor basin, in-
cluding an oil reﬁnery (that is be operational in
2012) designed to meet more than Chad’s domestic
consumption (CNPC, 2009).
The mineral industry of Chad is for the time
beeing fully overshadowed by the petroleum explo-
ration leading to minimal focus on mineral explo-
ration (USGS minerals yearbook, 2006).
In the beginning of 2004, president De`by Itno
resisted political instability after the amendment of
the constitution that abolished the limitation of the
number of re-elections (Frank and Guesnet, 2009).
The President announced in 2005 a desire to re-
negotiate the oil revenue management plan with a
raise in the non-priority sector from 13.5% to 30%
and inclusion of new priority sectors such as justice,
security and territorial administration (Frank and
Guesnet, 2009). The abolition in late 2005 by the
Chadian parliament of the future generation funds
displeased the World Bank and resulted in a freeze
of its accounts to Chad (Pegg, 2009).
In Spring 2006, a unsuccessful Coup d’etat was
performed by rebel groups supported by Sudan as
a result of the rebel growth in eastern Chad, re-
lating to the Darfur crisis in Sudan (Frank and
Guesnet, 2009). The following month President
De`by Itno, who threatened to expel 200000 Darfur
refugees from Chadian Territory, came to an agree-
ment after talking with France and the US that he
would receive 10% more of the oil revenue by lower-
ing the poverty reduction percentile (Pegg, 2009).
The next step of was to create a national oil com-
pany (SHT), whose aim was to have an ownership
of 60% in the oil industry (Acyl, 2008). The wel-
coming of the Chinese investments in the oil indus-
try changed the Chadian commitments to France
and US (Pegg, 2009). After getting a larger share
of the oil revenue income, President De`by Itno, ac-
cused Petronas and Chevron for failing to pay taxes
and threatened to expel them from the country, but
came to an agreement were Petronas and Chevron
had to pay Chad $289 million (Pegg, 2009). At
the end of 2007, after the De`by Itno regime had
ﬁrst replaced the commitment of the 5 percent fund
of royalties paid to the oil-producing region by his
own hand-picked government appointees and sec-
ondly, dissolved the national coordination for the oil
project, the World Bank realized that their position
in the pipeline project was not sustainable (Pegg,
2009). The World bank ended the involvement af-
ter conveying its concerns to Chad about the 2006
Memorandum of Understanding the breach of Chad
answered by respondly fully paying all outstanding
World Bank loans (Pegg, 2009).
The eastern multi-ethnic rebels that also include
the same ethnic group as De`by Itno, have attacked
the capital twice, 2006 and 2008, where the De`by
Itno regime defeated the opposition with minor help
from France (Pegg, 2009).
3. Known and prospective mineral and hy-
drocarbon deposits of Chad
The exploration history in Chad in the last 50
years has resulted in the identiﬁcation of large
amount of mineral (Table 2 and Fig. 3) and hydro-
carbon deposits (Table 3 and Fig. 4). Despite the
fact that most of the proven mineralizations have
been evaluated, several of the them need to be re-
evaluated due to new permit owners, new analyti-
cal methods, change in world demand / commodity
price (Griﬃths, 1978; Moutaye, 2008). All publicly
available known mineral deposits in Chad are sum-
marized in Table 2. These deposits are clustered in
three regions of Chad located in speciﬁc areas (geo-
logically deﬁned as arches, massifs and uplifted ar-
eas) that are more prone for mineral deposits than
those deﬁned as sedimentary basins (Fig. 3).
Numerous types of minerals are proven within
favorable provinces (Fig. 3), known as mining
districts, within the Mayo-Kebbi (gold, uranium),
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Table 2: Known mineral exploration discoveries in Chad
ID Name Latitude Longitude Commodity Rock type Region
1 Ribao 9.783 14.317 uranium Syenite Mayo-Kebbi
2 Zalbi 9.783 14.317 uranium Syenite Mayo-Kebbi
3 Massonebare 9.783 14.317 uranium Syenite Mayo-Kebbi
4 Bouboa 9.783 14.317 uranium Syenite Mayo-Kebbi
5 Bakou 13.183 22.100 uranium Syenite Ouaddai
6 Tibesti 22.200 17.450 uranium Syenite BET
7 Fada Itou 17.1847 21.590 uranium Syenite BET
8 Fada Itou 17.1847 21.590 uranium Syenite BET
9 Yedri Tenere 22.200 17.450 uranium Syenite BET
10 Yedri Tenere 22.200 17.450 uranium Syenite BET
11 Yedri Tenere 22.200 17.450 uranium Syenite BET
12 Sodje Mbaye 9.400 14.933 uranium Syenite Mayo-Kebbi
13 Abeche 13.817 20.817 Diamond Alluvial Ouaddai
14 Biltine 14.533 20.917 Diamond Alluvial Biltine
15 Am Zoer 14.217 21.383 Diamond Alluvial Biltine
16 Adre 13.467 22.200 Diamond Alluvial Ouaddai
17 Melﬁ-Bitkine 11.060 17.930 Diamond Alluvial Guera
18 Baibokoum 7.750 15.683 Diamond Alluvial Mayo-Kebbi
19 Teubara 9.654 14.230 Gold Proterozoic greenstone Mayo-Kebbi
20 Gambok 9.366 14.900 Gold Proterozoic greenstone Mayo-Kebbi
21 Massond 9.366 14.900 Gold Proterozoic greenstone Mayo-Kebbi
22 Mbibou 9.366 14.900 Gold Proterozoic greenstone Mayo-Kebbi
23 Mourbame 9.600 14.150 Gold Proterozoic greenstone Mayo-Kebbi
24 Mayo N’Dala 9.667 14.500 Gold Alluvial Mayo-Kebbi
25 Goz Beia 12.217 21.416 Gold granite/quartzite contact Ouaddai
26 Am Ouchar 12.000 21.850 Gold granite/quartzite contact Ouaddai
27 Echbara 12.700 21.333 Gold granite/quartzite contact Ouaddai
28 Ade 12.667 21.900 Gold granite/quartzite contact Ouaddai
29 Ardelik 12.4167 21.383 Gold granite/quartzite contact Ouaddai
30 Aozou strip 21.837 17.427 Gold Alluvial BET
31 Haidjen Hadid 13.450 21.667 Iron ore Precambrian ferrious quartzites Ouaddai
32 Gourgoudji 13.300 21.700 Iron ore Precambrian ferrious quartzites Ouaddai
33 Koukou Angarama 12.017 21.683 Iron ore Hematite schist Ouaddai
34 Tile Nougar 12.583 19.233 Iron ore oolitic fm Guera
Ouiddai (Gold, Diamond) and Tibesti (gold, ura-
nium, tin, tungsten, wolframiite) provinces, hav-
ing the highest concentrations (Kusnir, 1997; Soo-
Young and Se-Jung, 2001; Brinkley Mining, 2008;
Mining Weekly, 2009; Signet Mining, 2009; USGS
minerals yearbook, 2009). In addition, are sev-
eral alluvial deposited minerals (gold, diamonds
and bauxite) identiﬁed scattered over a large area
mainly restricted the southern half of Chad (Fig.
3). This includes the bauxite deposit at Koro de
Lai with an estimated 7 million metric tons grad-
ing 57% Al2O3. . Madagzang prospect near Lere
is in a ﬁnal stage of production feasibility (Mining
Weekly, 2009; Signet Mining, 2009), with a postu-
lated production of 1000 t/yr, which is about 2% of
the total world uranium production (World Nuclear
Association, 2008; IAEA, 2009).
Diatomite, dolomite, granite, kaolin, limestone,
and marble deposits were also reported (USGS min-
erals yearbook, 1995). Still, no world class min-
eral deposits are discovered in Chad and according
to (Moutaye, 2008), this is assumed to be related
to the low exploration eﬀort carried out in Chad.
Even though Orris and Grauch (2002); USGS min-
erals yearbook (2009) state that there are currently
no discoveries of rare earth element (REE) min-
erals within Chad, Africa Mining (2000) outlines
the post-tectonic granitic rocks of Tibesti to host
niobium, tantalum and beryllium, and Columbo-
tantalite in alluvial deposits in Tibesti.
Chad has identiﬁed economic hydrocarbon re-
serves in three sedimentary basin; Lake Chad, Bon-
gor and Doba basins (Table 3). In Lake Chad, three
ﬁelds of total 19 MMBO have been discovered. The
present economic quantities of oil in the southern
part of Chad have been discovered during the last
years within the Bongor (450 MMBO) including the
discoveries of Mimosa, Kubla, Baobab and Ronier
ﬁelds and Doba basins (1052 MMBO).
3.1. Prospective minerals
The exploration for minerals in Chad has a long
history ranging from the tungsten and uranium
identiﬁcations in the Tibesti region at the end of the
colonial era to the present gold and uranium eval-
uation for development in the Mayo-Kebbi region
(Fig. 3). Predominantly, this mineral exploration
has been sparse and patchy with several discover-
ies without any world class deposit (Kusnir, 1997;
Frank and Guesnet, 2009).
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Table 3: Oil reserves in Chad and their pool sizes based on USGS minerals yearbook (2000); EssoChad (2002, 2010); Chevron
(2008); CNPC (2008, 2009); Geosint (2011); Liangqing (2008)).
Sed. Field Discovery Discovery Reserves Reserves/ Nr. ﬁeld Reserves/
basin name name closure closure basin basin
name area area area area
[km
2
] [MMBO] [MMBO/
km
2
]
ﬁelds MMBO
/1000km
2
/1000km
2
Doba
Doba Kome 50.8 588 11.6
Doba Bolobo 13.5 135 10.0
Doba Miandoum 22.7 227 11.3
Doba Nya 1.3 11 8.4
Doba Moundouli 15.0 69 4.6
Doba Maikeri 3.2 22 6.9
Sum Doba basin 106.5 1052 9.9 0.26 46.3
Lake
Chad
Se´digui
Se´digui
Kanem/Kumia
5.0 15 2.0
2.0 4 3.0
Sum Lake Chad basin 7.0 19 2.7 0.14 0.9
Bongor
Ronier Ronier 30.0 243 8.1
Mimosa Mimosa 10.6 86 8.1
Baobab Baobab 5.6 44 8.1
Kubla Kubla 9.4 76 8.1
Sum Bongor basin 55.6 450 8.1 0.23 26.3
Total: 191.1 1583 8.3
Table 4: Assessment results of the total undiscovered oil resources of Chad using USGS 2000 methodology (Brandsegg, 2011).
Sedimentary basins with area less than 3000 km2 (ID: 5 (Mousso), 8 (Largeau 3), 12 (Largeau 7), 14 (Largeau 9), 15 (Largeau
10)) are not displayed as their sediment volumes are interpreted to be insuﬃcient for an active TPS. These sedimentary basins
are displayed without any oil resources in Fig. 4.
ID
Basin
area
[km
2
]
Basin
area
name
Undiscovered oil [MMBO]
Geologic+access
P90 P50 P10 Mean
1 67994 Erdis 36 116 212 118
2 3502 Djado 5 15 39 20
3 5914 Manga 5 15 28 20
4 12667 Siltou 8 21 49 27
6 43942 Largeau 22 47 89 53
7 11007 Largeau 2 6 15 36 19
9 3735 Largeau 4 4 12 32 16
10 4049 Largeau 5 3 11 29 15
11 4354 Largeau 6 4 12 32 16
13 4682 Largeau 8 5 21 36 19
16 20821 Lake Chad 70 169 316 185
17 11490 Lake Chad 2 29 72 155 85
18 6997 Lake Chad 3 12 35 84 44
19 3206 Madiago West 12 31 75 40
20 3807 Madiago East 12 31 75 40
21 17098 Bongor 68 166 324 184
22 5178 Chari West 19 52 119 63
23 22698 Doba 25 71 165 87
24 23676 Doseo 66 163 308 178
25 15209 Salamat 41 102 212 118
Total undiscovered resources 1347
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Figure 3: The Mineral discoveries outlined in Table 2 are
shown geographically including province boundaries, and
major settlements.
The latest assessment by USGS, named Quanti-
tative Global Mineral-Resource Assessments, that
aimed to delineate areas of the world that are geo-
logically permissive for the occurrence of undiscov-
ered selected non-fuel mineral resources, together
with estimates of the quantity and quality of those
resources (Taylor et al., 2009). This study con-
cluded that there are high potential to discover nu-
merous prospects for signiﬁcant undiscovered non-
fuel mineral resources in Africa. For Chad’s case,
the assessment outlined no major prospective min-
eral resources. However, Taylor et al. (2009)’s study
bring to a close that the less that is known about
an area, the more likely that mineral/ore deposits
are left undiscovered. The remoteness of mining
districts, together with overlying deposits of sand
obscure much detail and have therefor curtailed ex-
ploration activity in Chad (Moutaye, 2008).
The non-fuel mineral operations of Africa and
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Figure 4: Geologic and access risked P50 undiscovered hy-
drocarbon resources [MMBO] of Chad using the USGS 2000
methodology. Names of the speciﬁc sedimentary basins (la-
belled 1-25) are given in Table 4
Middle East were digitally published by USGS,
following the 2004 USGS Minerals Yearbook, and
presented information about the mineral facilities
including their location, ownership or operating
company, operating status, and capacity (Orris
and Grauch, 2002; Eros and Candelario-Quintana,
2006). Related to Chad, this map outlined only the
artisanal Mayo Dala gold placer with an annual pro-
duction of 150 kg per year. The subsequent work
that delineated areas in Africa that are geologically
permissive for the occurrence of selected undiscov-
ered non-fuel mineral resources together with esti-
mates of the quantity and quality of these resources,
presented new knowledge of the African abundance,
distribution, and general geologic setting of non-
fuel mineral commodities (Taylor et al., 2009).
As the energy resources of the world holds a
more strategic economic signiﬁcance, USGS are ex-
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cluding both existing and prospective uranium re-
sources (the three exceptions are Ro¨ssing mine in
Namibia and Akouta and Arlit mines in Niger) and
prospective hydrocarbon resources. The uranium
mines and prospects in Chad need to be identi-
ﬁed/estimated by other sources (Bamba and Petry,
2010). However, Goodell (1992) pointed out that
Tibesti massif could become a major source of ura-
nium in the future. The exploration eﬀort in Tibesti
is currently inactive therefore in a short term per-
spective the uranium resources in the Mandagzang
prospect (near Lere) are assumed to be developed
ﬁrst (Bamba and Petry, 2010).
Alluvial mineral deposits, known as placer de-
posits, are accumulation of valuable minerals
formed by deposition of dense mineral phases in a
trap site and are remembrance of weathered rocks
which have been transported by water and accumu-
lated a deposit concentration (Craig et al., 2001).
The host rock of the alluvial diamond in Biltine,
Guera and Ouaddai counties are not yet discovered,
and is assumed to be within Chad (USGS minerals
yearbook, 2006). Alluvial diamonds are mined on
the Central African Republic side of the border and
alluvial gold are discovered in conjugation of the
Precambrian greenstone rocks in Mayo-Kebbi and
Ouaddai (Kusnir, 1997). Generally, such placer de-
posits are located within sedimentary basins near
crystalline provinces where the potential host rock
is present (Craig et al., 2001). Based on this infor-
mation a prospective mineral resource map is com-
piled (Fig. 3) indicating that no signiﬁcant future
mineral deposits are assumed near N’Djamena.
Due to the large number of mineral types already
identiﬁed and that Chad is a large country with
multiple mining provinces, it is not feasible to es-
timate the number of mineral occurrences or their
volumetric or monetary value. However, the min-
ing districts are assumed to be located in igneous
or metamorphic rock provinces (arches, massifs) or
in alluvial deposits near these provinces. Based on
this, the main locations for discovering new min-
eral deposits that has a high potential to become
economic are (Fig. 3):
• Tibesti massif (Uranium, Tin, Tungsten, cop-
per sulﬁdes, silver, zinc, wolframe, REE)
• Mayo-Kebbi area (Uranium, gold)
• Ouaddai area (Iron ore, gold, diamond)
• Guera area (Gold, diamond)
3.2. Prospective hydrocarbon resources
As outlined in the yet to ﬁnd hydrocarbon assess-
ment of Chad (Brandsegg, 2011) using USGS World
assessment methodology (Klett et al., 2000), there
are sedimentary basins in Chad that could contain
undiscovered hydrocarbon resources (Table 4 and
Fig. 4). The estimated mean risked undiscovered
resources (1350 mill bbl oil) are about one-third of
the ultimate mean resources of 4300 mill bbl oil.
Although Chad is generally underexplored in both
the intra-cratonic and the rift development related
basins, they are estimated to contain signiﬁcant yet
to ﬁnd oil that can potentially lead to ﬁeld devel-
opments and to sustain Chad’s oil export volumes.
Most of the undiscovered resources are expected to
be in the intra-cratonic Paleozoic strata (Erdis and
Largeau basins), in the Upper Cretaceous-Tertiary
strata (Lake Chad, Madiago basins) and the Lower
Cretaceous strata (Bongor and Doseo basins).
The fully-operated Doba pipeline in southern
Chad, the development of the 350 MMBO Niger
discoveries near Chad’s western border (Petzet,
2007), the development of central Libya discover-
ies (Lu¨ning et al., 1999) and the Sudan pipelines
assembled about 500km from the border of east-
ern Chad (Mohamed et al., 2002), can represent
options for tieback from future discoveries. The
exploration results in the Kufra basin will have
strong inﬂuence on the exploration in the Erdis
and Largeau basins. Similarly, the exploration of
the undrilled sedimentary basins in north-eastern
Chad (Djado, Manga and Siltou basins) will be in-
ﬂuenced by the exploration eﬀort in the Djado basin
in Niger and the exploration of the southern part
of the already proven proliﬁc Murzuk basin (Aziz
and Ghnia, 2009). Based on this, the future explo-
ration areas in Chad can be divided according to fu-
ture potential into two categories: High to medium
and low prospective areas. The former areas, such
as Doseo, Madiago East, Madiago West and Lake
Chad basins, are areas where the petroleum system
is well constrained. Low prospective areas, such
the Largeau basins in AU Central-North, represents
high risk, but could contain large quantities of oil
if the petroleum system in Erdis proves to be ade-
quate.
The exploitation of hydrocarbon resources is the
priority of energy policy in Chad (Younous, 2008)
and can be summarized as (Fig. 4):
• Erdis in the north: Undrilled since 1960. High
potential.
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• Lake Chad in the west: Moderate reserves,
moderate potential.
• Largeau in the Center: Undrilled, highly spec-
ulative.
• Madiago in south-west; Undrilled, moderate
reserves with further moderate potential.
• Bongor and Doba and in the South: large re-
serves, where Bongor has most remaining po-
tential.
• Doseo and Salamat in South East: Minor po-
tential.
4. Prospective non-renewable natural re-
sources and its co-existence to future con-
ﬂicts in Chad
The general assumption in the literature is that
there is a correlation between exploration and ex-
ploitation of non-renewable resources and violent
conﬂicts, however the causal mechanisms for this
correlation is highly debated (Collier, 2000; Ross,
2004; Buhaug, 2007). This is evident in quanti-
tative research (large-N studies) where global or
regional data are tested for identifying signiﬁcant
causal mechanisms that is observed on country level
scale. (Buhaug, 2007) argues that both large-N
studies and case studies must be applied for the
purpose to fully understand the causal mechanisms
of natural resources and conﬂicts. According to
(Collier et al., 2009), quantitative analysis based
on global scale data has its own severe limitations
imposed by data constrains and so should be seen
as complimenting qualitative in-country research
rather than supplanting it.
Humphreys (2005) supports this view and at-
tempts to look behind the observed correlations and
suggests ways to introduce ﬁner division of the data
that can help to chose between plausible underly-
ing causal mechanisms. This paper tries to compile
conﬂict evidence and ultimate resource values to
help complement some weaknesses in the current
information base regarding the potential conﬂict-
natural resource links in Chad.
Several researchers and policy makers has tried
to identify the causal mechanisms that resource
wealths have on, among others, civil conﬂicts (e.g
Collier, 2000) and democracy (e.g. Ross, 2001).
Whereas some argue that resource wealth can ﬁ-
nance rebellions (e.g. Collier and Hoeﬄer, 2004)
or making separatism ﬁnancially attractive in
resource-rich regions (Le Billon, 2005), others ar-
gue that resource wealth lowers the state capacity
(Fearon and Laitin, 2005; Humphreys, 2005).
(Humphreys, 2005) outlined several mechanisms
that can explain the relation between natural re-
source and civil war and these are exempliﬁed below
with examples from Chad.
The greedy rebels mechanism can be divided
into three parts: (1) Domestic groups may engage
in quasi-criminal activity to beneﬁt from resources
independent from the state. (2) Natural resources
increase the ”prize” values to gain state control
(Fearon and Laitin, 2005). This is evident when
De`by Itno performed a successfully coup d’etat us-
ing only 2000 soldiers (Eriksson and Hagstrømer,
2005). (3) Natural resources are concentrated in a
particular region of the country (Ron, 2005). In the
1990s in southern Chad, the citizens were ﬁghting
to obtain a share of the money that would later
be generated from the Doba oil ﬁelds (May and
Massey, 2000). The appraisal drilling of the dis-
coveries constituting the Doba ﬁeld was ﬁnished in
1994 and proved enough volumes to make a trans-
portation pipeline for oil export to the international
market feasible (USGS minerals yearbook, 1995).
In 1996, Chad and Cameroon agreed to a bilat-
eral treaty that provided for the construction and
operation of the pipeline and other oil transporta-
tion facilities. During this appraisal drilling and
later, the De`by regime was in more or less constant
struggle and negotiations with the southern rebels
which terminated at Moundou in 1997, where the
most dangerous armed rebels were liquidated (May
and Massey, 2000). By this, President De`by Itno
obtained full control over both the Doba produc-
tion unit and eliminated a potential greedy rebel
conﬂict.
The grievance mechanism is related to in-
equality, political rights, ethnic polarization and
religious fractionalization (Collier and Hoeﬄer,
2004). The process of extraction may produce
grievances, for example, through forced migration
and natural resource wealth may be seen as more
unjustly distributed than other wealth. This is ev-
ident in Chad as the local citizens near the Doba
oil ﬁelds have received land compensation when the
ﬁeld was constructed as well as the local leaders re-
ceive annual compensation (such as infrastructure,
clean water, schools) directly from the company op-
erating the ﬁeld (EssoChad, 2010).
Similar, the grievance mechanism was develop-
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Table 5: Chad ultimate technically recoverable oil are compiled from proven reserves (Table 3), cumulative oil production
(EssoChad, 2010) and the oil assessment results using the USGS 2000 methodology (Table 4). MMBO, million barrels of oil.
Results shown are fully risked estimates. P90 represents a 90 percent chance of at least the amount tabulated; other fractiles
are deﬁned similarly. AU, assessment unit.
Assessment
Unit (AU)
Field
Type
Cumulative
production
Identiﬁed
reserves
Original
reserves
Total undiscovered Resources Ultimate
resources
(mode)
Oil (MMBO)
P90 P50 P10 Mean Mode
AU Center-North Oil - - - 103 285 552 304 240 240
AU Center-West Oil - 19 19 139 368 739 413 310 329
AU South Oil 354 1210 1564 270 699 1002 630 780 2344
Total 354 1229 1583 877 1376 1900 1347 1420 2639
ing after the independence of Chad the government
abuses in 1968 led to beginning of the northern
rebellions ﬁght against N’Djamena. The Chadian
Independence, led by a colonial-imposed solution,
aimed to form a national unity preventing divisions
along religious and ethic lines (Azevedo, 1998). The
ﬁrst president of Chad, Tombalbaye, from the Sara
ethic group, was ﬁrst representing Moyen-Chari in
the Territorial Assembly and later forming the pro-
visional government in Chad prior to the indepen-
dence in 1960 (Azevedo, 1998). At ﬁrst, Tombal-
baye was attempting to unite all parties by forc-
ing them to collaborate with his own party. This
tactic failed, and in 1962, he banned all political
parties except his own and was performing abuses
to the northern citizens (Azevedo, 1998). In 1966,
the establishment of the National Liberation Front
(FROLINAT) by northern politicians and nation-
alists, whose objective was to overthrow the Sara
led regime in N’Djamena by force, led to a fur-
ther escalation of the revolt that proliferated fur-
ther south into other regions, such as Chari-Bagirmi
and Wadai regions (Azevedo, 1998). In 1968, a leg-
islation was adopted by the government of Chad,
encouraging mineral development in favor of for-
eign investments including generous tax and custom
beneﬁts (USGS minerals yearbook, 1968). The map
of the mineral deposits within Chad (Chaussier,
1968; Kusnir, 1997) that described and located the
principal mineral deposits led to an increased ten-
sion within the government of Chad as this map
indicated prospective national revenues (Azevedo,
1998).
The feasibility mechanism argue that natural
resources could provide a way to ﬁnance rebellions
that have been started for other reasons, thereby
increasing the prospects of success (Collier et al.,
2009). Either is this through control of exploitation
of natural resources during war time, or through
the sales of prospective resource revenues, named
booty futures (Ross, 2004). In Chad, the booty
futures argument has been identiﬁed since Chad’s
independence. The map of uranium deposits of the
Tibesti (Chaussier, 1968; Kusnir, 1997) was one of
the arguments for Libya to control the Aozou strip
in 1970’s (Huliaras, 2001) (The main aim was to in-
clude Chad as the center piece of Colonel Qaddaﬁ’s
Libya intention for a large Muslim central African
cooperation). It is also indicated that the success-
ful coup d’etat of President De`by Itno in 1990 was
supported by France as French troops were passive
during the revolt and did not intervene with the
rebels (Eriksson and Hagstrømer, 2005). This re-
sulted in that ELF (a French company) received a
stake in the southern Doba oil ﬁeld after this coup
d’etat (Humphreys, 2005).
The weak state mechanism argues that state
structures may be weaker in natural-resource de-
pendent economies (Collier and Hoeﬄer, 2005;
Sobek, 2010). There are two prominent variants
of the argument focusing on the strength of state-
society linkages; (1) As the general citizens of Chad
is untaxed by the government, it has less power over
them. This include that these citizens have less in-
formation about the government activities. (2) The
increase of state capacity in Chad was one of the
arguments World Bank used to initiate the Doba
pipeline (World Bank, 2000) that intended, among
others, to increase the payment to the counties of
Chad and make the oil revenue transparent so that
the citizens and the world community could see how
the oil revenue was spent. This World Bank initia-
tive was, after the oil was started to be produced,
in 2006 terminated by President De`by Itno, cor-
responds with the second argument of the weak
state mechanism arguing that governments rely-
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ing on natural resources rather than taxation have
weakened incentives to create strong bureaucratic
institutions. This is also argued by Fearon (2005)
that oil states are more likely to have weak struc-
tures as they have less need for intrusive bureau-
cracies to raise revenue. Based on this argument,
President De`by Itno has no interest to increase the
bureaucracies as long as he has revenues from e.g.
oil. This corresponds also with rentier state concept
in Basedau and Lay (2009) indicating that govern-
ments use abundant resources to buy oﬀ opposition
or suppress armed rebellion, thereby contributing
to political stability and preventing armed conﬂict.
as well as the last rebellion attacks in N’Djamena,
the 2008 attempt, where the rebel forces tried to
oust Chad’s President De`by Itno for the purpose to
gain state control (Ngarmbassa, 2008).
These examples have identiﬁed several mecha-
nisms related to natural resource-conﬂict that is
evident in Chad. Based on this history is clearly a
co-existence between prospective natural resources
and conﬂicts in Chad. This allows for using the
known and prospective mineral and hydrocarbon
resources in Chad as a basis for indicating how the
future of Chad will develop.
As Chad has only produced 25% of its identiﬁed
reserves (300 mill bbl of oil out of about 1200 (Table
5)) and that the Bongor and Lake Chad areas are
not yet started to produce, Chad is likely to recieve
similar or higher annual oil revenues in the future
given a steady oil price. The assessment results
indicate ultimate recoverable oil resources in Chad
in the order of 2639 mill bbl oil. Following the greed
motive of Fearon (2005), this opens for more coup
d etat, as the ”prize” to win is higher than the
previous successful and unsuccessful attempts.
As earlier stated, there are geographically vari-
ations of where the prospective non-renewable re-
sources in Chad are located in terms of type and
quality. New regions that can contain producible
quantities of oil (Fig. 4 and Table 5) represent
windfall economic opportunities. The most likely
areas are the Erdis basin, as well as the Bongor
and Lake Chad area. The Erdis basin lies within
an area with marginalized control from the govern-
ment with historically a low level for local unrest.
In parallel to the prospective oil resources, the
other prospective non-renewable resources (e.g.
gold, diamonds, uranium) is geographically located
in other regions of Chad than where the current
oil production is. Similar as oil revenue is impor-
tant for the current Chadian government, the gov-
ernment will apply eﬀort to obtain revenue from
new oil discoveries and/or potentially other non-
renewable resources (e.g. gold, diamonds, ura-
nium). Such new discoveries can in the future both
destabilize and strengthen the De`by Itno regime as
the current oil production facilities are under strong
governmental protection, it is likely that new loca-
tions of extractive resources need to have identi-
cal control of the government. The location of the
prospective mineral resources, e.g. mineral district
of Tibesti in northern Chad and the district in the
east can both increase the possibility for conﬂicts.
Di John (2010) concludes that the extent to
which mineral and fuel abundance generate out-
comes that beneﬁt development depends largely on
the nature of the state and politics as well as the
structure of ownership in the export sector, all of
which are neglected in much of the research-curse
literature today.
5. Conclusions
The conﬂict literature do not agree on the exact
extent and role that the natural resources abun-
dance play in relation to armed conﬂict. In Chad,
international and national companies are seeking to
increase their reserves by exploring for commercial
quantities of both minerals and hydrocarbons. Si-
multaneously, there is an endemic tension between
rebel groups and the central government through-
out the modern history of Chad. The last rebel
tension started after the 2005 government election
where the majority of the opposition parties with-
drew from the election indicating that the election
was ﬁxed by the sitting President De`by Itno.
Despite the many severe conﬂicts in Chad since
its independence, co-existence between exploration
(and later production) and violence has been ob-
served. On the one side is the extractive industry
seeking to increase their reserve base and produc-
tion volume, and on the other side, the government
is dependent on the revenue derived from these ac-
tivities and both those in power and those that
take power will beneﬁt from an undisruptive rev-
enue stream.
As the quantitative (large-N) analysis has limi-
tations imposed by data constraints and that ﬁnd-
ing the causal natural resource-conﬂict mechanisms
for the study of civil wars is not simple and need
explanations with ﬁner grain, such as public pol-
icy responses that require stories about who is do-
ing what and why. This study has ﬁrst outlined
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the results from exploration for non-renewable re-
sources, including the development and extraction
of these resources, in conjugation with variations
in Chad’s domestic and foreign policy that has af-
fected Chad. Secondly, this study has through re-
source assessments identiﬁed within which regions
it is most likely to ﬁnd, develop and exploit fu-
ture non-renewable resources. Thirdly, this study
has outlined potential implications these resources
would have on the governance of Chad.
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SRSXODWLRQGHQVLW\DQGWKHPHDQOHYHORISUHFLSLWDWLRQLQFUHDVHVWKHULVNRIFRQIOLFW
ELYDULDWHO\EXWQHLWKHUUHPDLQVVLJQLILFDQWZKHQZHFRQWUROIRUWKHQXPEHURIQHLJKERXULQJ
DUHDVZLWKFRQIOLFW,QRXUPXOWLYDULDWHPRGHOVZHILQGQRGLUHFWUHODWLRQVKLSKRZHYHUGU\HU
UHJLRQVZLWKKLJKYDULDWLRQVLQUDLQIDOODUHUXQQLQJDKLJKHUULVNRIFRQIOLFWWKDQRWKHUVEXW
WKLVUHODWLRQVKLSLVQRWUREXVW:HFDQQRWFRQILUPWKDWFKDQJHVUDWKHULQOHYHOVLQSUHVVXUHRQ
UHQHZDEOHUHVRXUFHVDUHPRUHUHODWHGWRFRQIOLFW5HJLRQVZRUVHRIILQPDWHULDOWHUPVDUH
IRXQGQRWWREHDIIHFWHGKDUGHUE\VFDUFLWLHVWKDQRWKHUUHJLRQV:HFDQWHQWDWLYHO\FRQFOXGH
WKDWWKHULVNRIQRQVWDWHFRQIOLFWVLVRQO\PDUJLQDOO\DIIHFWHGE\DGHFUHDVLQJDFFHVVWR
UHQHZDEOHUHVRXUFHV)RUIXWXUHUHVHDUFKLWVKRXOGEHORRNHGDWKRZDQGLIQRQVWDWHFRQIOLFWV
UHODWHWRWKHHVFDODWLRQRIFLYLOZDUV,IWKHUHLVIRXQGDOLQNSUHYHQWLRQRIFRQIOLFWFRXOGEH
PDGHOHVVFRVWO\LIZHNQRZKRZWRSUHYHQWWKHPDWDQHDUO\VWDJH



:HDUHYHU\JUDWHIXO IRU WKHKHOSDQGDGYLFHSURYLGHGE\1LOV3HWWHU*OHGLWVFK/LQGD%M¡UJDQ6FRWW*DWHV
(ULF1HXPD\HU,QGUDGH6R\VD,QJULG6DPVHW+nYDUG+HJUH+DOYDUG%XKDXJ/DUV:LOKHOPVHQ7RYH*UHWH
/LH -DQ .HWLO 5¡G 5DJQKLOG 1RUGnV 7DQMD (OOLQJVHQ $ULOG %OHNHVDXQH 0DULW %URFKPDQQ +HOJD 0DOPLQ
%LQQLQJVE¡ DQGRWKHU SDUWLFLSDQWV DW WKH9,3VHPLQDU DW ,661718DQG WKHSDUWLFLSDQWV DW WKH WK QDWLRQDO
FRQIHUHQFHLQ3ROLWLFDO6FLHQFH-DQXDU\7URQGKHLP7KDQNVWRWKH&HQWUHIRUWKH6WXG\RI&LYLO:DU
&6&:DWWKH,QWHUQDWLRQDO3HDFH5HVHDUFK,QVWLWXWH2VOR35,2IRUILQDQFLDOVXSSRUW7KDQNVWRWKH8SSVDOD
&RQIOLFW'DWDEDVH3URMHFWIRUSURYLGLQJXVZLWKLQIRUPDWLRQRQQRQVWDWHFRQIOLFWV7KLVSDSHUERUURZVKHDYLO\
IURP7KHLVHQ:HZRXOGDOVROLNHWR WKDQN0V'HEUD%RZHUV6WUDWHJLF,QIRUPDWLRQ8QLW'LYLVLRQRI
3ROLF\DQG3ODQQLQJ81,&()IRUSURYLGLQJGDWDRQLQIDQWPRUWDOLW\RQWKH6RXWKHUQ6XGDQ
2OH0DJQXV7KHLVHQLVD0DVWHULQ3ROLWLFDO6FLHQFHDWWKH8QLYHUVLW\RI6FLHQFHDQG7HFKQRORJ\7URQGKHLP
1718+HLVFXUUHQWO\DUHVHDUFKDVVLVWDQWDW,661718	&6&:35,2
.ULVWLDQ%MDUQ¡H%UDQGVHJJKROGVD0DVWHULQ5HVRXUFH*HRORJ\IURP1718+HLVFXUUHQWO\D3K'FDQGLGDWH
LQUHVRXUFHJHRORJ\DW1718
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,QWURGXFWLRQ


:KDWZH¶UHVHHLQJDFURVV$IULFDQRZLVWKDWWKHKHUGHUVZKRDUHRQWKHVRXWKHUQHGJHRIWKH
6DKHODUHEHLQJIRUFHGVRXWKZDUGLQWRWKHDJULFXOWXUDODUHDV«,Q1LJHULDLW¶VDFRQIOLFW
EHWZHHQ0XVOLPKHUGHUVDQG&KULVWLDQIDUPHUV,Q'DUIXULQ6XGDQLW¶VEHWZHHQ$UDEVDQG
EODFNV«$QGDOODFURVV$IULFDWKDWFRQIOLFWLVSOD\LQJRXW
/HVWHU%URZQKHDGRIWKH(DUWK3ROLF\,QVWLWXWHFLWHGLQ/DUJH


2YHUWKHODVW\HDUVWKHDVVXPSWLRQWKDWVFDUFLW\RIUHQHZDEOHUHVRXUFHVLQFUHDVHVWKH
ULVNRIYLROHQWFRQIOLFWKDVEHHQZLGHO\LQIOXHQWLDOLQDFDGHPLFDQGSROLF\FLUFOHV,QDODUPLQJ
WHUPVDUHSRUWWRWKH3HQWDJRQE\6FKZDUW]	5DQGDOOZDUQVWKDWUHVRXUFHVFDUFLW\DVD
FRQVHTXHQFHRIDEUXSWFOLPDWHFKDQJHFDQOHDGWRDZRUOGZLWK+REEHVLDQVWUXJJOHVRIDOO
DJDLQVWDOO6FDUFHZDWHUKDVEHHQDUJXHGWREHWKHLVVXHDURXQGZKLFKDQH[WODUJHZDUPLJKW
HYROYHVHHIRULQVWDQFH.ODUHDQGTXLWHDIHZSURPLQHQWGLSORPDWVDQGSROLWLFLDQV
FODLPWKDWWKHWZRODUJHVWJHQRFLGHVGXULQJWKHODVWILIWHHQ\HDUV'DUIXUDQG5ZDQGDDUHWRD
ODUJHH[WHQWGULYHQE\UHVRXUFHVFDUFLW\:KLOHWKHJURZWKUDWHRIWKHJOREDOSRSXODWLRQKDV
WDSHUHGRIILWUHPDLQVTXLWHKLJKLQTXLWHDIHZOHVVGHYHORSLQJFRXQWULHV,QDGGLWLRQWRPRUH
IUHTXHQWH[WUHPHZHDWKHUDVDFRQVHTXHQFHRIWKHSUHGLFWHGFOLPDWHFKDQJHVWKLVKDVDUJXHG
WREHDVWUDLQRQUHQHZDEOHUHVRXUFHDFFHVVWRVXFKDQH[WHQWWKDWLWPLJKWEULQJYLROHQFHVHH
IRULQVWDQFH.DKO
7RGDWHDOOODUJHQVWXGLHVWKDWKDYHLQYHVWLJDWHGWKHVFDUFLW\FRQIOLFWQH[XVKDYH
IRFXVHGRQHLWKHULQWHUVWDWHRUFLYLODUPHGFRQIOLFWV+RZHYHUFDVHVWXGLHVSRLQWWRDQLQYHUVH
UHODWLRQVKLSEHWZHHQWKHLPSRUWDQFHRIVFDUFHUHVRXUFHVDQGWKHVFDOHRIFRQIOLFWWKHVPDOOHU
WKHVFDOHRIWKHVWULIHWKHPRUHLPSRUWDQWUHVRXUFHVFDUFLW\WHQGVWREH,QOLQHZLWKWKLVZH
FKRRVHWRIRFXVRQORZHUOHYHOLQWUDVWDWHFRQIOLFWVEHWZHHQJURXSVRXWRIZKLFKWKH
JRYHUQPHQWRIWKHVWDWHLVQRWDQDFWLYHSDUW±VRFDOOHGLQWHUFRPPXQDORUQRQVWDWHFRQIOLFWV
(FN)XUWKHUPRUHWKHWKHRUHWLFDOOLWHUDWXUHVXJJHVWVLWKDWVWUHVVRQUHQHZDEOH
UHVRXUFHVLVWKUHDWHQLQJWRSHDFHLQOHVVGHYHORSHGFRXQWULHVRQO\VHHIRULQVWDQFH%DUQHWW	
$GJHUDQGLLWKDWQHJDWLYHFKDQJHVWRSHRSOH¶VDFFHVVWRUHVRXUFHVUDWKHUWKDQ
DEVROXWHUHVRXUFHOHYHOVDUHPRVWVDOLHQWLQEULQJLQJDERXWFRQIOLFWDVIRXQGLQ0LJXHOHWDO
+HQGUL[	*ODVHU
 :HWHVWWKHVHFRQWHQWLRQVXVLQJJHRUHIHUHQFHGPHDVXUHVRIUDLQIDOOGHYLDWLRQVLQ
UDLQIDOOSRSXODWLRQJURZWKDQGGHQVLW\RQGDWDRQWKHLQFLGHQFHRIQRQVWDWHFRQIOLFWVLQ6XE
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6DKDUDQ$IULFDIRUWKHSHULRG7RRXUNQRZOHGJHWKLVLVWKHILUVWODUJHQVWXG\RI
QRQVWDWHFRQIOLFWVDQGLWLVDOVRWKHILUVWFRQIOLFWVWXG\WKDWXVHVGLVDJJUHJDWHGGDWDRQ
GHYHORSPHQWIRUWKHZKROHRI6XE6DKDUDQ$IULFD2XUPDLQILQGLQJLVWKDWUHVRXUFHVFDUFLW\
LVRQO\YHU\ZHDNO\UHODWHGWRLQWHUQDODUPHGFRQIOLFWDQGWKHRQO\ILQGLQJWKDWKROGV
VRPHZKDWLQRXUPXOWLYDULDWHPRGHOVLVWKDWUHJLRQVWKDWERWKKDYHORZHUOHYHOVRIUDLQIDOODQG
DKLJKGHYLDWLRQLQUDLQIDOODUHUXQQLQJDKLJKHUULVNRIH[SHULHQFLQJDUPHGFRQIOLFW
 7KHSDSHUKDVIRXUSDUWV7KHILUVWVHFWLRQGLVFXVVHVWKHRUHWLFDOLVVXHVLQWKHGHEDWHRQ
SRSXODWLRQDQGHQYLURQPHQWDVZHGHULYHWKUHHSURSRVLWLRQVIRUWHVWLQJ7KHPHWKRGXVHGDQG
LPSRUWDQWPHWKRGRORJLFDOFDYHDWVDUHQRWHGLQSDUWWZRZKLOHSDUWWKUHHLVGHYRWHGWRDQ
HPSLULFDODQDO\VLVRIWKHK\SRWKHVHV7KHODVWSDUWVXPPDUL]HVRXUILQGLQJVIROORZHGE\D
GLVFXVVLRQRIUHVXOWVLQUHODWLRQWRH[LVWLQJFRQIOLFWWKHRU\

7KHRU\DQG3UHYLRXV5HVHDUFK
7KLVVHFWLRQLVVWUXFWXUHGDVIROORZVILUVWZHUHYLHZWKHGHEDWHEHWZHHQWKRVHZKRDUJXHWKDW
WKHUHDUHLQGHHGVFDUFLWLHVDQGWKDWWKHVHKDYHFRQVHTXHQFHVIRUWKHFRQIOLFWULVNYHUVXVWKRVH
ZKRDUJXHWKDWUHVRXUFHVFDUFLW\DVDSUREOHPLVQHJOLJLEOH6HFRQGO\ZHWDNHUHVRXUFH
VFDUFLW\DVDµJLYHQ¶DQGORRNDWZKDWNLQGRIFRQIOLFWVLWLVDUJXHGWRFDXVH/DVWO\ZHGLVWLO
WKUHHFDXVDOK\SRWKHVHVIURPWKHOLWHUDWXUHIRUWHVWLQJWKHUHODWLRQEHWZHHQVFDUFLW\DQG
FRQIOLFW

3RSXODWLRQ(QYLURQPHQWDQG&RQIOLFW
8QWLOWKHPLGVDUJXPHQWVFRQQHFWLQJVFDUFHUHQHZDEOHUHVRXUFHVWRDUPHGFRQIOLFWZHUH
SRSXODUEXWYDJXH6LQFHWKHODWHVKRZHYHUWKHHPSLULFDONQRZOHGJHDQGWKHRUHWLFDO
VRSKLVWLFDWLRQLQWKLVILHOGKDYHLQFUHDVHGFRQVLGHUDEO\6WLOOWKHUHODWLYHLPSRUWDQFHIRU
DUPHGFRQIOLFWRIUHQHZDEOHUHVRXUFHVFDUFLW\DQGGHSOHWLRQUHPDLQVKRWO\GHEDWHG$FFRUGLQJ
WR*OHGLWVFKWKHDUJXPHQWWKDWVFDUFLWLHVDQGUHVRXUFHGHSOHWLRQLQFUHDVHVWKHULVNRI
YLROHQWFRQIOLFWLVDUHVXOWRIWKHDWWHPSWWRPHUJHWZRSURPLQHQWGHEDWHVZLWKLQLQWHUQDWLRQDO
UHODWLRQVQDPHO\WKHGHEDWHVRQHQYLURQPHQWDQGVHFXULW\7KLVDWWHPSWKDVQRWEHHQ
XQFRQWHVWHGIRUDPXFKQRWHGH[DPSOHVHH/RPERUJ
 ,QWKHOLWHUDWXUHVFDUFLW\RIDQDWXUDOUHVRXUFHWHQGVWREHFRQFHSWXDOLVHGLQWHUPVRI
WKHDEVROXWHDPRXQWRIGHPDQGIRUDQGGLVWULEXWLRQRIWKHUHVRXUFHLQTXHVWLRQ<HWLQWKLV
SDSHUZHZLVKWRWHVWWKHHIIHFWRIHQYLURQPHQWDODQGGHPRJUDSKLFIDFWRUVRQWKHLQFLGHQFHRI

)RUDPRUHGHWDLOHGGLVFXVVLRQRIWKHHQYLURQPHQWFRQIOLFWQH[XVVHH*OHGLWVFKDEDQG*OHGLWVFK
	7KHLVHQIRUWKFRPLQJ
314 APPENDIX I. THE ENVIRONMENT AND NON-STATE CONFLICTS
 
LQWHUJURXSFRQIOLFWV,QRUGHUWRGRVRWKHWUDGLWLRQDOVFDUFLW\FRQFHSWFDQQRWEHXVHGVLQFHLW
LQFRUSRUDWHVERWKHQYLURQPHQWDODQGGHPRJUDSKLFLVVXHVDVZHOODVGLVWULEXWLRQDODVSHFWVFI
)DLUKHDG+DUWPDQQ*LYHQ WKHVHDQDO\WLFDOSUREOHPVRXURSHUDWLRQDO
GHILQLWLRQRI µVFDUFLW\RI D UHQHZDEOH UHVRXUFH¶ LV µD ORZDFFHVV WRD UHQHZDEOH UHVRXUFHRI
ZKLFK GHFUHDVHG DEVROXWH LQSXW DQGRU LQFUHDVHG GHPDQG OHDGV WR DEVROXWH VFDUFLW\¶ 7KLV
GHILQLWLRQ VKHGV OLJKW RQ ZKHWKHU D FRQIOLFW LV GULYHQ E\ DEVROXWH SK\VLFDO VFDUFLW\ DQGRU
GHSOHWLRQ RI D UHVRXUFH RU E\ GLVWULEXWLRQDO LVVXHV KLJKOLJKWHG E\ VWXGLHV XVLQJ WKH
FRQYHQWLRQDOVFDUFLW\FRQFHSWLQFOXGLQJVRFDOOHGµQHR0DOWKXVLDQ¶VWXGLHV
 :LWKKLVµKXPDQQHHGV¶DSSURDFK0DOWKXVUDLVHGWKHFRQFHUQDERXWKRZDJURZLQJ
SRSXODWLRQFDQPDLQWDLQIRRGSURGXFWLRQDWDVXIILFLHQWOHYHOJLYHQWKHV\VWHP¶VHFRORJLFDO
OLPLWV1HR0DOWKXVLDQVDUHOHVVGHWHUPLQLVWLFWKDQWKHLUSUHGHFHVVRUZLWKUHJDUGVWRWKHVH
SURVSHFWVEXWWKH\GRLQJHQHUDOYLHZWKHIXWXUHZLWKSHVVLPLVPLQOLJKWRIWKHIDFWWKDWWKH
ZRUOGSRSXODWLRQLVVWLOOSURMHFWHGWRJURZ%XLOGLQJRQWKHRULJLQDOFRPSRQHQWVRIWKH
0DOWKXVLDQPRGHOSRSXODWLRQDQGIRRGSURGXFWLRQQHR0DOWKXVLDQVKDYHDUJXHGWKDW
FKDOOHQJHVVWHPPLQJIURPDGHWHULRUDWLQJHQYLURQPHQWKXPDQLQDELOLW\WRVROYHSUREOHPV
DURXQGWKHFRQVXPSWLRQRIFROOHFWLYHJRRGVDQGPRUHUHFHQWO\GLVWULEXWLRQDODVSHFWVDGGWR
WKHEXUGHQRIPHHWLQJEDVLFKXPDQQHHGV7KHUHODWLYHO\PRGHUDWHQHR0DOWKXVLDQVZULWLQJ
RQFRQIOLFWJHQHUDOO\DUJXHWKDWLSDUWVRIWKHZRUOGLVQRWSURGXFLQJHQRXJKIRRGLLWKH
VLWXDWLRQLVOLNHO\WRJHWZRUVHDQGLLLSHRSOHXQGHUVWUHVVDUHOHVVDEOHWRKDQGOHVWUHVV7KLV
ODVWSRLQWKDVHVSHFLDOO\EHHQIURQWHGE\+RPHU'L[RQZKRK\SRWKHVL]HVWKDWDQ
µLQJHQXLW\JDS¶ZLOOGHYHORSEHWZHHQWKRVHULFKHUVRFLHWLHVWKDWPDQDJHWRFRSHZLWKWKH
LQFUHDVLQJVFDUFLWLHVYHUVXVWKRVHSRRUHUVRFLHWLHVWKDWZLOOQRWDQGLQFRQVHTXHQFHZLOO
VXIIHUHYHQPRUHWKDQWKH\GRWRGD\
,QGHSWKFDVHVWXGLHVRQWKHFRQVHTXHQFHVRISRSXODWLRQSUHVVXUHLQGHYHORSLQJ
FRXQWULHVKDYHOHQWVXSSRUWERWKWRWKHSHVVLPLVWLFQHR0DOWKXVLDQYLHZDQGWRWKHPRUH
SRVLWLYH&RUQXFRSLDQVWDQGSRLQW$QGUp	3ODWWHX¶VVWXG\RISRSXODWLRQSUHVVXUHODQG
VFDUFLW\DQGGLVWULEXWLRQLQDFRPPXQLW\LQQRUWKHDVWHUQ5ZDQGDIRUWKHSHULRGWR
IRXQGWKDWDGHFUHDVLQJODQGSHUSHUVRQUDWLRLQFRQMXQFWLRQZLWKULVLQJLQHTXDOLWLHVDQGORZ

7KRPDV+RPHU'L[RQGLVWLQJXLVKHVEHWZHHQWKUHHGLIIHUHQWFRPSRQHQWVRISK\VLFDOVFDUFLW\
+RPHU'L[RQDQG%OLWW,WVILUVWFRPSRQHQWLVVXSSO\LQGXFHGVFDUFLW\PHDQLQJWKHDEVROXWHVXSSO\
RIDUHQHZDEOHUHVRXUFHLHWKHDEVROXWHµLQSXW¶RIDUHVRXUFH+RPHU'L[RQII7KHVHFRQGNLQGRI
VFDUFLW\GHPDQGLQGXFHGVFDUFLW\LVGHSHQGHQWRQWKHVL]HRIWKHSRSXODWLRQDQGFRQVXPSWLRQSHUFDSLWDLELG
7KHWKLUGNLQGRIVFDUFLW\VWUXFWXUDOVFDUFLW\LVVNHZQHVVLQWKHGLVWULEXWLRQRIUHVRXUFHVZLWKLQDJLYHQ
VRFLHW\ZKLFKFDXVHVVFDUFLW\IRUVRPHSDUWVRIDSRSXODWLRQLELG$OOWKUHHIDFWRUVWRJHWKHUDUHODEHOOHG
HQYLURQPHQWDOVFDUFLW\)RUDVOLJKWO\PRGLILHGYHUVLRQVHH.DKOI
)RUDPRUHWKRURXJKGLVFXVVLRQRIWKHGLIIHUHQWVWUDQGVRIWKRXJKWZLWKLQWKHHQYLURQPHQWDOGHEDWHVHH'U\]HN
IRUDGLVFXVVLRQRIWKHGHEDWHRQDUPHGFRQIOLFWDQGWKHHQYLURQPHQWVHH*OHGLWVFKD
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RIIIDUPHPSOR\PHQWRSSRUWXQLWLHVLQFUHDVHWHQVLRQVFRQVLGHUDEO\LQFOXGLQJYLROHQFH7KH\
WKHUHIRUHTXHVWLRQWKHJHQHUDOILQGLQJVRI%RVHUXSZKRDUJXHVWKDWSRSXODWLRQSUHVVXUH
LVDSUHUHTXLVLWHIRUPRGHUQL]DWLRQDVLWEULQJVHFRQRPLHVRIVFDOH2QWKHRWKHUKDQGDFDVH
VWXG\RIWKH0DFKDNRV'LVWULFWLQ.HQ\D7LIIHQHWDOILQGVWKDWIURPWKHVWRWKH
ODWHVWKHSRSXODWLRQRIWKHDUHDTXLQWXSOHGWKHQXPEHURIOLYHVWRFNGRXEOHGWKHRXWSXW
SHUKHFWDUHLQFUHDVHGWHQIROGDQGWKHVKDUHRIDUHDFXOWLYDWHGJUHZIURPWREHWZHHQ
WRGHVSLWHWKLVEHLQJDVHPLDULGDUHDLQDGHYHORSLQJFRXQWU\7KH\DFFUHGLWWKHUHYHUVDO
RIWKHVRLOHURVLRQWRWKHIDFWWKDWIDUPLQJZDVPDGHSURILWDEOHVWLPXODWLQJSULYDWHLQYHVWPHQW
DQGLQQRYDWLRQLQVRLOFRQVHUYDWLRQDQGDJULFXOWXUDOSURGXFWLRQIRUWKHORFDOVE\WKHORFDOVLH
VROLGVXSSRUWIRU%RVHUXS¶VWKHVLV)ROORZLQJ%RVHUXSVRFDOOHG&RUQXFRSLDQVGHQ\
WKDWWKHUHDUHZLGHVSUHDGSUREOHPVZLWKVFDUFHUHVRXUFHVUHVXOWLQJLQIRRGVFDUFLW\DQGWKDW
KXPDQLQJHQXLW\ZLOORYHUFRPHVFDUFLWLHVWKURXJKPRUHHIILFLHQWSULFLQJPDUNHW
OLEHUDOL]DWLRQVXEVWLWXWLRQDQGPRUHHIILFLHQWUHVRXUFHXVH/RPERUJ7KXVSRSXODWLRQ
SUHVVXUHLQDJULFXOWXUDOVRFLHWLHVZLOOOHDGWRWKHGHYHORSPHQWRIPRUHHIILFLHQWFURSPHWKRGV
DVZHOODVGLYHUVLILFDWLRQRIWKHUXUDOHFRQRP\,QWRWDOWKLVLVDUJXHGWRUHVXOWLQPRUHIRRGIRU
DOODQGLQJHQHUDODKLJKHUOHYHORIGHYHORSPHQW
&RQFHUQLQJSRSXODWLRQJURZWKDQGLWVFRQVHTXHQFHV&RUQXFRSLDQVDQGPRGHUDWHQHR
0DOWKXVLDQVHJ&LQFRWWDHWDODJUHHWKDWLIWKHUHLVDSUREOHPZLWKVFDUFLW\GXHWR
KLJKUDWHVRISRSXODWLRQJURZWKLWLVOLNHO\WREHWHPSRUDU\DVWKHILUVWGHPRJUDSKLFWUDQVLWLRQ
KDVUHDFKHGOLWHUDOO\WKHHQWLUHZRUOGZKLOHWKHVHFRQGWKLUGDQGIRXUWKDQGWKHSRVVLEOH
ILIWKVWDJHLVWDNLQJSODFHZLWKLQFUHDVLQJOHYHOVRIGHYHORSPHQWQHDUO\ZLWKRXWH[FHSWLRQ
*LYHQWKLVEDFNGURSRQWKHHIIHFWRISRSXODWLRQSUHVVXUHGLUHFWO\DQGLQGLUHFWO\YLDLWVLPSDFW
RQWKHQDWXUDOHQYLURQPHQWLQGHYHORSLQJFRXQWULHVRQVFDUFLW\ZHQRZWXUQWRWUHDWLQJ
VFDUFLW\DVDJLYHQIDFWRUDQGSURYLGHDQRXWOLQHRIKRZWKLVKDVEHHQOLQNHGWRDUPHG
FRQIOLFW
$FRPPRQWRSLFLQWKHVFDUFLW\OLWHUDWXUHLV$IULFDQGU\ODQGVDOOHJHGO\XQGHUJRLQJ
GHVHUWLILFDWLRQGXHWRDQWKURSRJHQLFDFWLYLW\2YHUJUD]LQJE\WKHKHUGVRIQRPDGVDQG
GHIRUHVWDWLRQGXHWRILUHZRRGFRQVXPSWLRQDUHDUJXHGWROHDGWRVRLOGHJUDGDWLRQDVZHOODV
WKHVSUHDGRIGHVHUWVZKLFKDJDLQLVOLQNHGWRDUPHGFRQIOLFWFI%lFKOHU.DKO
5HFHQWUHVHDUFKRIGU\ODQGDUHDVKDVZHDNHQHGWKHVHDUJXPHQWVE\LQGLFDWLQJ
WKDWKXPDQDFWLYLW\KDVYHU\OLWWOHLPSDFWRQZKHUHWKH6DKDUDEHJLQVDVYDULDWLRQVLQUDLQIDOO
LVVHHQDVWKHPDLQGHWHUPLQDQWRIKRZIDUWKHGHVHUWVWUHWFKHV%HQMDPLQVHQ
1HYHUWKHOHVVSRZHUIXOLQVWLWXWLRQVVXFKDVWKH81VXPPRQLQJIRULQFUHDVHGDZDUHQHVVRI
GHVHUWLILFDWLRQLQHPSKDVL]HGLUHFWDQWKURSRJHQLFFDXVHVRIGHVHUWLILFDWLRQ
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ZZZXQRUJ7KXVWKHGHEDWHZKHWKHUWKHUHLVDSURFHVVRIGHVHUWLILFDWLRQJRLQJRQDQGZKDW
LWVFDXVHVDUHLVQRWVHWWOHG
(YHQWKRXJKGHYLDWLRQLQUDLQIDOOLVOLNHO\WREHDIIHFWHGE\KXPDQLQGXFHGFOLPDWH
FKDQJHWKLVGHEDWHLVEH\RQGWKHVFRSHRIWKLVSDSHUVHH5HXYHQ\+HQGUL[	*ODVHU¶V
PRGHORISURMHFWHGUDLQIDOOIRU$IULFDILQGVWKDWRYHUDOOSUHFLSLWDWLRQLVH[SHFWHGWR
LQFUHDVHLQWKHQH[WILIW\\HDUVEXWWKHYDULDELOLW\LVQRWOLNHO\WREHJUHDWHUWKDQLWKDVEHHQ
IRUWKHFXUUHQWSHULRG6XGGHQQHJDWLYHVKLIWVLQUDLQIDOORURWKHUUHQHZDEOHUHVRXUFHVLVRQH
IDFHWRIWKHQHR0DOWKXVLDQDUJXPHQWWKDWUHPDLQVXQDQVZHUHGE\&RUQXFRSLDQVDV%RVHUXS
DQG6LPRQDUHFRQFHUQHGZLWKLQFUHPHQWDOFKDQJHVUDWKHUWKDQVXGGHQVKLIWVLW
FRXOGWKHUHIRUHEHH[SHFWHGWKDWVKRFNVUDWKHUWKDQVORZHUFKDQJHVDUHPRUHVDOLHQWLQ
EULQJLQJDERXWDFXWHVFDUFLW\

,I7KHUH,V6FDUFLW\:KR:LOO)LJKW"
:KLOHPRVWQHR0DOWKXVLDQVDQG&RUQXFRSLDQVGRQRWVD\PXFKDERXWYLROHQFHVRPHQHR
0DOWKXVLDQVDUJXHWKDWVFDUFLW\FDQSURGXFHYLROHQWFRQIOLFW(FRVFDUFLW\VFKRODUVDVWKH\
DOVRDUHODEHOOHGDUJXHWKDWFRQIOLFWVDUHILUVWDQGIRUHPRVWOLNHO\WRWDNHSODFHZLWKLQSRRU
FRXQWULHVDQGWDNHWKHIRUPRILQVXUJHQFLHVRULQWUDJURXSFRQIOLFWVRYHUVFDUFHUHQHZDEOH
UHVRXUFHVVXFKDVIDUPODQGDQGZDWHU%lFKOHU.DKO
 7DNLQJLQWRDFFRXQWUHVRXUFHPRELOL]DWLRQWKHRU\*ROGVWRQHSRLQWVWRVHYHUDO
ZHDNQHVVHV LQ PRVW QHR0DOWKXVLDQ ZRUNV 7KH DSSUHKHQVLRQ RI HQYLURQPHQWDO FKDQJH DV
GUDPDWLF DQG DOOHQFRPSDVVLQJ RYHUORRNV WKH UROH WKDW HOLWH OHDGHUVKLS DOOLDQFHV DQG VWDWH
ZHDNQHVV SOD\ LQ RUGHU WR WUDQVODWH GLVFRQWHQW LQWR FLYLO FRQIOLFW *ROGVWRQH DUJXHV WKDW
HQYLURQPHQWDO GHJUDGDWLRQPRVWO\ WDNHV D IRUP WKDW VWUHQJWKHQV HOLWHV WKH VWDWH DQGRU WKH
UHODWLRQVKLS EHWZHHQ WKHP WKXV GHFUHDVLQJ WKH OLNHOLKRRG WKDW RSSRVLWLRQ DJDLQVW WKH
GHJUDGDWLRQ LV VWURQJ:LWKRXWSROLWLFDO VWUXJJOHV WKDW VHW HOLWHV LQRSSRVLWLRQ WR WKH VWDWHRU
HDFK RWKHU ODUJHVFDOH YLROHQFH LV XQOLNHO\ WR RFFXU LELG  $JUHHLQJZLWK *ROGVWRQH¶V
DUJXPHQW6XKUNH.DKODQG.ODUHSRLQWVWRWKDW
WKH GHJUDGDWLRQ RI WKH UHVRXUFH EDVH FDQ GHSULYH SHRSOH RI WKHLU QDWXUDO KDELWDW EXW WKHLU
HIIHFWLYHFRQIOLFWSRWHQWLDOYLVjYLV WKHVWDWH LVPLQLPDO,QVXUJHQFLHVDUHWKHUHIRUHOLNHO\WR
EH XQVXFFHVVIXO D IDFW WKDW IUHTXHQWO\ UHVXOWV LQ UHVLJQDWLRQ QRW UHEHOOLRQ E\ WKRVH KLW WKH
KDUGHVW
7KH IDFW WKDW ILJKWLQJ D JRYHUQPHQW DUP\ UHTXLUHV D FRQVLGHUDEOH DPRXQW RI
RUJDQL]DWLRQ DQG UHVRXUFHV VKRXOG PDNH XV H[SHFW WKDW FRQIOLFWV EHWZHHQ QRQVWDWH DFWRUV
FDOOHG QRQVWDWH FRQIOLFWV DUH WR D JUHDWHU H[WHQW DIIHFWHG E\ HQYLURQPHQWDO VFDUFLWLHV WKDQ
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FRQIOLFWV EHWZHHQ D JLYHQ JURXS DQG WKH JRYHUQPHQW RI D VWDWH ,I WKH FRQIOLFW LV RYHU WKH
VFDUFLW\RIUHVRXUFHVWKHDJJULHYHGFRXOGEHH[SHFWHGWREHUHODWLYHO\ZHDNHUWKDQFRPSDUHG
WR D VLWXDWLRQ LQ ZKLFK QDWXUDO UHVRXUFH VFDUFLW\ LV QRW D PRWLYDWLRQ IRU YLROHQW FROOHFWLYH
DFWLRQ
6LQFH QRQVWDWH FRQIOLFWV UHSUHVHQW D EUHDFK RI WKH VWDWH PRQRSRO\ RI IRUFH WKHLU
RFFXUUHQFHUHTXLUHVWKDWWKHVWDWHVRPHKRZDOORZVWKHPWRWDNHSODFHDQGRUWKDWLWLVXQDEOH
WR SUHYHQW WKHP IURP RFFXUULQJ .DKO   DUJXHV WKDW UHODWLYH GHSULYDWLRQ WKHRU\
LJQRUHV WKH SOD\ RI SROLWLFV E\ VWDWH HOLWHV VLQFH LW LV VROHO\ D ERWWRPXS DSSURDFK +H
JHQHUDOO\FULWLFL]HVWKHK\SRWKHVLVWKDWVFDUFLW\RIUHQHZDEOHUHVRXUFHVOHDGVWRFRQIOLFWRQO\
ZKHQ WKH\ JHQHUDWH UHODWLYH GHSULYDWLRQ DQGRU D ZHDN VWDWH 7KHVH YLHZSRLQWV QHJOHFW WKH
SRWHQWLDOO\ DFWLYH UROH RI WKH VWDWH LQ IDFLOLWDWLQJ FRQIOLFW.DKO SURSRVHV D W\SH RI VFDUFLW\
FRQIOLFW LQ ZKLFK JRYHUQPHQW HOLWHV FDSLWDOL]H RQ GHPRJUDSKLFDOO\ DQG HQYLURQPHQWDOO\
LQGXFHGVFDUFLWLHVI6FDUFLW\FDQOHDGWRDFUXPEOLQJRIUHJLPHOHJLWLPDF\ZKLFK
LQ WXUQ OHDGV HOLWHV PRUH RU OHVV DFWLYHO\ LJQLWLQJ LQWHUHWKQLF FRQIOLFW ZLWKRXW GLUHFW VWDWH
LQYROYHPHQW +H DUJXHV WKDW WKLV FDQ GLYHUW DWWHQWLRQ IURP XQSRSXODU VWDWH SROLFLHV PDNH
WKRVHJURXSV WKDW WKH VWDWH LPSOLFLWO\ VXSSRUWHYHQPRUHGHSHQGHQWRQ LW DQG LI FRQGXFWHG
VXFFHVVIXOO\SURYLGHDQDPSOHRSSRUWXQLW\DWFUXVKLQJSROLWLFDORSSRQHQWVLELG
6XOLPDQDFRPPHQWLQJRQWKH(QYLURQPHQWDQG&RQIOLFWV3URMHFW(1&23
FDVHVWXGLHVLQWKH6DKHOLDQEHOWDQGWKH+RUQRI$IULFDFRQWHQGVWKDWDGHFUHDVHGSHUVRQWR
UHVRXUFHUDWLRSOXVWKHGHQLDORIDFFHVVWRODQGKDVOHGQHJOHFWHGIDUPHUVWRPLJUDWHRULJQLWH
DUPHGLQWHUJURXSFRQIOLFWLQUXUDODUHDVDPRQJRWKHUSODFHVLQ6HQHJDO0DOL1LJHU6XGDQ
(WKLRSLD6RPDOLDDQG(ULWUHD3RSXODWLRQJURZWKDQGWKHGHJUDGDWLRQRIUHQHZDEOHUHVRXUFHV
KDYHSURGXFHGDVLWXDWLRQLQZKLFKWKHIRUPHUDEXQGDQFHRIQRQFXOWLYDWHGODQGSURYLGLQJ
µVDIHKDYHQV¶LQWLPHVRIVFDUFLW\LVGLVDSSHDULQJLELG*URZLQJVFDUFLW\KDVZHDNHQHG
WKHKLVWRULFDOO\FRRSHUDWLYHFOLPDWHEHWZHHQJURXSVZKLFKKDVOHGWRDQXSVXUJHRIFRQIOLFW
EHWZHHQQHLJKERXULQJJURXSVLQZKLFKRQHLQKDELWVDPRUHIHUWLOHHFR]RQHWKDQWKHRWKHU
GXEEHGWKHµGHVHUWYHUVXVWKHRDVLVV\QGURPH¶6XOLPDQE7KHHDV\DFFHVVRIDUPV
KDVOHGWKHVHFRQIOLFWVWRJRIURPPHUHGHPRQVWUDWLRQVRISRZHUWRFODLPLQJTXLWHDIHZ
FDVXDOWLHV6XOLPDQD6XOLPDQFRQFOXGHVWKDWLQ$IULFDWRGD\FRQIOLFWVRYHU
UHQHZDEOHUHVRXUFHVDUHPRVWO\ORFDOEXWWKHIUHTXHQF\DQGLQWHQVLW\RIWKHVHLVLQFUHDVLQJ

7KLVLVDOVRFDOOHGSULYDWL]HGVWDWHYLROHQFHDQGFDQEHGHILQHGDVµFRHUFLRQRUFKHVWUDWHGE\WKHVWDWHDJDLQVW
UHDORUSHUFHLYHGRSSRQHQWVEXWFDUULHGRXWE\QRQVWDWHDFWRUVVXFKDVYLJLODQWHVSDUDPLOLWDULHVDQGPLOLWLDV
ZKRDUHGLUHFWO\RULQGLUHFWO\VXSSRUWHGE\WKHJRYHUQPHQW¶5RHVVOHU3ULYDWL]HGYLROHQFHUHTXLUHV
WKDWWKHVWDWHILQDQFLDOO\RUE\RWKHUPHDQVVXSSRUWVRUUHIXVHVWRTXHOOUHSUHVVLYHDFWLYLWLHVE\QRQVWDWHDFWRUV
IRUSROLWLFDOJDLQLELG
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HYHQWKRXJKWKH\FDQUHODWLYHO\HDVLO\EHSUHYHQWHGWKURXJKDPRUHGLYHUVLILHGUXUDOHFRQRP\
LELGI
7KHUHH[LVWVQRODUJHQVWXG\RQQRQVWDWHFRQIOLFWVWRGDWH7KLVLVPDLQO\GXHWRWKHODFN
RIGDWDRQVXFKFRQIOLFWKRZHYHU WKHQHZ8&'3GDWDRQQRQVWDWHFRQIOLFWV 8&'3
PDNHV LWSRVVLEOH WRDQDO\]H WKLVNLQGRIFRQIOLFWV0HLHU%RQG	%RQG¶VDUWLFOHRQ
WKH.DUDPRMDFOXVWHULQWKH+RUQRI$IULFDLVWKHRQHWKDWFRPHVFORVHVWWRGDWH7KH\ILQGD
VXEVWDQWLDOODJEHWZHHQWKHGULHVWSHULRGVDQGWKHSHULRGVZLWKOHDVWIRUDJH7KHODWWHUDUHWKH
PRVWFRQIOLFWSURQHGXHWRWKHLPSRUWDQFHRIOLYHVWRFNLQDQRPDGLFFXOWXUH6FDUFLW\RIZDWHU
DQGIRUDJHGRQRW OHDG WRDQ LQFUHDVHG IUHTXHQF\RIFRQIOLFWEHKDYLRXUEXW WKHPRVWVHYHUH
LQFLGHQWV ZLWKPRVW SHUVRQV NLOOHG WDNH SODFH LQ WLPHV RI VFDUFLW\ LELG  %RFFKL HW DO
 ILQG WKDW VHYHUDOSDUWVRI.HQ\DDUHDIIHFWHGE\GHFUHDVLQJDFFHVV WRZDWHUDQG
SDVWXUHV $OWKRXJK WKH\ KDYH QR VWULFW LQGLFDWRU RI FRQIOLFW WKH\ UHSRUW WKDW LQ WKH ZRUVW
DIIHFWHG UHJLRQV WKHUH KDYH EHHQ GHDGO\ FODVKHV EHWZHHQ JURXSV RYHU VFDUFH UHVRXUFHV
5DOHLJK	8UGDODQG+HQGUL[	*ODVHUILQGPL[HGHYLGHQFHIRUDOLQNEHWZHHQ
UHQHZDEOHUHVRXUFHVFDUFLW\DQGDUPHGFRQIOLFWEXWWKDWLVIRUFLYLOFRQIOLFWV

,I7KHUH,V6FDUFLW\:K\:LOO7KHUH%H9LROHQFH"
7KHPRVWSURIRXQGFDXVDODUJXPHQWVIRUOLQNDJHVEHWZHHQVFDUFLW\DQGFRQIOLFWKDYHEHHQSXW
IRUZDUGE\+RPHU'L[RQ+RPHU'L[RQ	%OLWW+HDUJXHVWKDW
UXUDOWRUXUDOPLJUDWLRQPRWLYDWHGE\VFDUFLW\LQWKHSODFHRIGHSDUWXUHOHDGVWRIXUWKHU
HFRORJLFDODQGHFRQRPLFGHFOLQHDWWKHSODFHRIDUULYDO7KLVLVEHFDXVHWKHQHZFRPHUVGRQRW
KDYHVXIILFLHQWORFDONQRZOHGJHWRWUHDWWKHHFRV\VWHPVSURSHUO\OHDGLQJWRRYHUH[SORLWDWLRQ
DQGLUUHPHGLDEOHGDPDJH7KLVSURFHVVLVODEHOOHGHQYLURQPHQWDOPDUJLQDOL]DWLRQDQGLV
DUJXHGWRKDYHFDXVHGGHSULYDWLRQFRQIOLFWVLQ&KLDSDV0H[LFRDQGWKH3KLOLSSLQHV+RPHU
'L[RQI/ySH]GHVFULEHVDVLPLODUVLWXDWLRQRIHQYLURQPHQWDO
PDUJLQDOL]DWLRQLQWKH%UD]LOLDQ$PD]RQIRUHVWZKHUHWKHVFDUFLW\UHODWHGSURFHVVKDVIXHOOHG
FRQIOLFWVRYHUODQGDOWKRXJKUDUHO\YLROHQWRQHVZLWKODUJHGHDWKWROOV$UHODWHGHIIHFWRI
PLJUDWLRQVXJJHVWHGE\+RPHU'L[RQLVHWKQLFFODVKHVDVODUJHSRSXODWLRQPRYHPHQWV
FDXVHGE\HQYLURQPHQWDOVWUHVVFDQLQGXFHDQWDJRQLVPEHWZHHQJURXSVRUOHDGWRDVSLUDORI

%REURZ6WUDLQIIDUJXHVWKDWWKHDFWXDOVFDUFLW\LQ&KLDSDVZKLFK+RPHU'L[RQ	%OLWW
UHIHUVWRLVQRWGXHWRHQYLURQPHQWDOIDFWRUVRUPDWWHUVRIODQGGLVWULEXWLRQEXWUDWKHUSROLWLFDOO\FKDUJHGIRUFHV
WKDWSXVKSURGXFHUVWRZDUGVOHVVHIIHFWLYHDQGOHVVODERXUGHPDQGLQJSURGXFWLRQLQWXUQFDXVLQJXQHPSOR\PHQW
+HDOVRSRLQWVRXWWKDWWKHSRSXODWLRQGHQVLW\RI&KLDSDVDOWKRXJKLQFUHDVLQJTXLWHUDSLGO\KDVQRW\HWUHDFKHG
WKHDYHUDJHOHYHOVIRXQGLQPDQ\RI0H[LFR¶VRWKHUKLJKO\UXUDOVWDWHV7KHWUHQGLQODQGGLVWULEXWLRQLVDOVR
FRQWUDU\WRWKHHFRVFDUFLW\DUJXPHQWDVVPDOOSHDVDQWVDFKLHYHGDSURJUHVVLYHO\KLJKHUVKDUHRIWKHODQGLQWKH
SURYLQFHGXULQJWKHILIW\\HDUVSULRUWRWKHUHEHOOLRQ7KHOLEHUDOL]DWLRQRIWUDGHDQGWKHDEROLVKPHQWRIVWDWH
ILQDQFLDOVXSSRUWIRUIDUPHUVFUHDWHGDFULVLVIRUVPDOOSHDVDQWVDQGUDQFKHUVDOLNH
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LQVHFXULW\DVWKHGHPRJUDSKLFEDODQFHEHWZHHQJURXSVVKLIW+RPHU'L[RQ
7KXVHQYLURQPHQWDOGHJUDGDWLRQLQFRQMXQFWLRQZLWKSRSXODWLRQPRYHPHQWLQFUHDVHVWKH
ULVNRIDUPHGFRQIOLFWWKURXJKUHODWLYHGHSULYDWLRQ6LQFHWKHUHDUHQRJRRGGDWDDYDLODEOHRQ
LQWHUQDOPLJUDWLRQWKLVPHFKDQLVPFDQQRWEHWHVWHGGLUHFWO\+RZHYHULWFRXOGEHDUJXHGWKDW
VLQFHVFDUFLW\LVERWKWKHFDXVHDQGHIIHFWRIWKHPLJUDWLRQWKHVFDUFLW\LQWKHUHFHLYLQJDUHD
VKRXOGEHDJRRGSUR[\
7KH DVVXPSWLRQV RI WKH HFRYLROHQFH OLWHUDWXUH GR QRW IROORZ UHODWLYH GHSULYDWLRQ
WKHRU\ H[FOXVLYHO\7ZRRWKHU SRVVLEOH DQG TXLWH FRPSOHPHQWDU\ IDFWRUV FDQ EH GLVWLOOHG
IURPWKHQHR0DOWKXVLDQFRQIOLFW OLWHUDWXUH7KHILUVWRI WKHVH LV WKH ORZHU UHEHO UHFUXLWPHQW
FRVW WKDW DULVHV DV D UHVXOW RI GHFUHDVLQJ DJULFXOWXUDO RXWSXW GXH WR HQYLURQPHQWDO DQG
GHPRJUDSKLFSURFHVVHV*URVVPDQ¶V HTXLOLEULXPPRGHORI LQVXUUHFWLRQV LQDSHDVDQW
VRFLHW\ PDLQWDLQV WKDW OHVV HPSOR\PHQW RSSRUWXQLWLHV LQ WKH IRUPDO VHFWRU PDNHV WKH
RSSRUWXQLW\FRVWRISDUWDNLQJLQFULPLQDODFWLYLWLHVPRUHDWWUDFWLYHKROGLQJWKHFDSDFLW\RIWKH
VWDWH WR VXSSUHVV FULPH FRQVWDQW ,I WKHUH LV D JHQHUDO ODFN RI RWKHU LQFRPHHDUQLQJ
RSSRUWXQLWLHV WKH ZLOOLQJQHVV WR MRLQ DQ DUPHG FRQIOLFW ZLOO EH KLJKHU 0RUHRYHU IHZHU
HPSOR\PHQWRSSRUWXQLWLHVPDNHLWFKHDSHUWRILQDQFHFRPEDWDQWVFRPSDUHGWRDVLWXDWLRQLQ
ZKLFKWKHUHDUHVXIILFLHQWMREV,QVXFKVLWXDWLRQVDQLQFUHDVHGQXPEHURISHRSOHLVOLNHO\WR
WXUQ IURP SHDFHIXO SURGXFWLYH DFWLYLWLHV WR YLROHQW RU FULPLQDO DFWLYLWLHV VLQFH WKH UHODWLYH
UDWHVRIUHWXUQIRUWKHIRUPHUFRPSDUHGWRWKHODWWHUKDVGHFUHDVHG&ROOLHU	+RHIIOHU
0LJXHOHWDO7KXVDORVVRIOLYHOLKRRGIURPVFDUFLW\RIUHVRXUFHVVXFKDVIUHVKZDWHU
DQGSURGXFWLYHODQGLVDUJXHGWREHRIDJURZLQJLPSRUWDQFHLQFRXQWULHVLQZKLFKWKHPRGHUQ
HFRQRPLF VHFWRU FDQQRW DEVRUE WKH UHVLGXDOSRSXODWLRQ2KOVVRQ  DUJXHV WKDW ODUJH
FRKRUWVRI\RXQJPHQGHSULYHGRIWKHLUOLYHOLKRRGVFRQVWLWXWHWKHPDMRUVKDUHRIUHEHOVLQWKLUG
ZRUOGPLOLWLDV$VµDQJU\\RXQJPHQ¶DUHPRUHHDVLO\UHFUXLWHGWRLOOHJDODFWLYLWLHVVFDUFLW\RI
UHQHZDEOHUHVRXUFHVLQOHVVGHYHORSHGFRXQWULHVZLWKKLJKXQHPSOR\PHQWLQFUHDVHWKHULVNRI
FRQIOLFW
7KH FRQWHQWLRQ WKDW VWDWH FDSDFLW\ LV ZHDNHQHG WKURXJK HQYLURQPHQWDO DQG
GHPRJUDSKLFSURFHVVHVLVDOVRUHOHYDQWLQWKHVWXG\RILQWHUJURXSFRQIOLFW(YHQWKRXJKQRW
H[SOLFLWO\DUJXLQJIURPVXFKDSHUVSHFWLYH+RPHU'L[RQFODLPVWKDWVWDWHUHSUHVVLYHFDSDFLW\

$FFRUGLQJWR6XKUNHWKLVVWDWHPHQWLVEDVHGRQRQHVLQJOHFDVHQDPHO\WKHFRPPXQDOFRQIOLFWV
EHWZHHQ$VVDPHVH,QGLDDQGPLJUDQWVIURP%DQJODGHVK1HYHUWKHOHVV+RPHU'L[RQFODLPVWKDWLWLVHQRXJK
WRUHMHFWWKHQXOOK\SRWKHVLVRIQRUHODWLRQVKLSEHWZHHQHFRPLJUDWLRQDQGFRQIOLFW
$SSO\LQJUHODWLYHGHSULYDWLRQWKHRU\WRHQYLURQPHQWDOGHFOLQHPLJKWEHSUREOHPDWLFDVRQHPDQ¶VGHJUDGDWLRQ
PLJKWEHDQRWKHUPDQ¶VXSJUDGLQJ%HQMDPLQVHQ)XUWKHUPRUH*ROGVWRQHDUJXHVWKDWLIWKH
SRSXODWLRQDWWKHSODFHH[SHULHQFHVWKHHQYLURQPHQWDOFKDQJHDVEHQHILFLDOWRWKHPVHOYHVIRULQVWDQFHFXWWLQJRI
WUHHVWRFOHDUIDUPODQGWKHSURFHVVLVQRWVHHQDVGHJUDGDWLRQE\WKHPWKXVPDNLQJFRQIOLFWRYHUWKLVKLJKO\
XQOLNHO\$VLQDOOFRQIOLFWOLWHUDWXUHOLQNHGWRUHODWLYHGHSULYDWLRQSHUFHSWLRQVDUHFUXFLDOFI5XOH
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LVDIIHFWHGE\HQYLURQPHQWDOVFDUFLW\VLQFHLWPLJKWFDXVHERWKVWDWHOHJLWLPDF\DQGUHYHQXH
VWUHDPV WR GHFUHDVH    7KH DQDO\VLV RI +RPHU'L[RQ IRXQG WKDW VRFLHWLHV
DOUHDG\ KDYLQJ SUREOHPV ZLWK DGDSWDWLRQ ± LH WKRVH WKDW DUH RQ µWKH ZURQJ VLGH¶ RI WKH
LQJHQXLW\JDS±DUHOLNHO\WREHDIIHFWHGE\VFDUFLW\RIUHQHZDEOHUHVRXUFHVDVZHOODVDUHVXOW
RI RQH RU D FRPELQDWLRQ RI WKH IROORZLQJ IDFWRUV PDUNHW IDLOXUH VRFLDO IULFWLRQ DQG WKH
HPHUJHQFH RI QDUURZ FRDOLWLRQV ODFN RI DYDLODEOH FDSLWDO FRJQLWLYH OLPLWV WR LQJHQXLW\
JURZLQJFRVWVRIUHVHDUFKWKHQRQOLQHDUSDFHRIVFLHQWLILFGLVFRYHULHVDQGWKHYXOQHUDELOLW\
RI UHVHDUFK WR VRFLDO XQUHVW +RPHU'L[RQ  II $OO LQ DOO LQFUHDVLQJ SRSXODWLRQ
SUHVVXUHDVZHOODVWKHGHJUDGDWLRQRIUHQHZDEOHUHVRXUFHVLV WKRXJKWWRLQFUHDVHWKHULVNRI
DUPHGFRQIOLFWLQGHYHORSLQJFRXQWULHVDVVKRZQLQ)LJXUHEHORZ
7KXVWKUHHGLIIHUHQWWKHRUHWLFDODQJOHVKDYHOHGHFRVFDUFLW\WKLQNHUVDUJXHWKDW
VFDUFLW\RIUHQHZDEOHUHVRXUFHVLQFUHDVHWKHULVNRIDUPHGFRQIOLFWLQGLUHFWO\EXWSRVVLEO\
H[FOXGLQJ%lFKOHUPRVWDOVRFRQFHGHWKDWLQFUHDVHGHQYLURQPHQWDODQGGHPRJUDSKLF
VWUHVVDOORWKHUWKLQJVEHLQJHTXDOLQFUHDVHVWKHULVNRIFRQIOLFWLQGHYHORSLQJFRXQWULHV7KLV
OHDGVWRWKHIROORZLQJWHVWDEOHSURSRVLWLRQ

3URSRVLWLRQ$ORZHUDEVROXWHDPRXQWOHYHORIUHQHZDEOHUHVRXUFHVDYDLODEOHLQD
FRXQWU\LQFUHDVHWKHULVNRILQWHUQDOFRQIOLFWLQFLGHQFH

0LUURULQJ 'DYLHV¶ MFXUYH  *XUU¶V  DQDO\VLV FDQ EH VHHQ DV WKH OLQN
EHWZHHQ UHODWLYH GHSULYDWLRQ WKHRU\ DQG UHODWHG DUJXPHQWV LQ WKH QHR0DOWKXVLDQ OLWHUDWXUH
*XUUDUJXHVWKDWVHULRXVVFDUFLWLHVRIUHVRXUFHVDUHOLNHO\WRJHQHUDWHLQWHUQDODUPHGFRQIOLFW
DV HFRQRPLF JURZWK DQG SROLWLFDO LQVWLWXWLRQV DUH RQO\ WR VRPH H[WHQW DEOH WR PLWLJDWH
VFDUFLWLHV HVSHFLDOO\ WR QHJDWLYH WUHQGV ,I DQ DEUXSW FKDQJH WDNHV SODFH DGDSWDWLRQ LV KDUG
LELG,QSRRUVRFLHWLHVZKHUHPDQ\SHRSOHDOUHDG\OLYHRQWKHPDUJLQRIVXEVLVWHQFHWKH
HIIHFWRILQFUHDVLQJVFDUFLWLHVFDQEHLQFUHDVLQJLQHTXDOLWLHVOHDGLQJWRIDFWLRQDOFRQIOLFWRYHU
JRYHUQPHQW LELG *XUU FRQWHQGV WKDW VFDUFLW\ RI UHQHZDEOH UHVRXUFHV ZLOO SURGXFH D
FKDQJHRIVWDWH LQWRDQHQGXULQJ FRQGLWLRQRIVFDUFLW\ LQZKLFK WKHSROLWLFDO LVVXHEHFRPHV
KRZ WR GLVWULEXWH SULYDWLRQ LQ D QHJDWLYHVXP JDPH *U JHU  DQG 2KOVVRQ 
FRQFXUVWDWLQJWKDWLWLVQRWµDVPXFKWKHVWDWHRISRYHUW\DVWKHUDSLGIDOOLQJLQWRSRYHUW\GXH
WRVFDUFLW\WKDWPDWWHUV2KOVVRQ7KXVLWFRXOGEHH[SHFWHGWKDW

321
 
3URSRVLWLRQ1HJDWLYHFKDQJHVLQSHRSOH¶VDFFHVVWRUHQHZDEOHUHVRXUFHVLQFUHDVH
KHLJKWHQWKHULVNRILQWHUQDOFRQIOLFWLQFLGHQFHPRUHWKDQDEVROXWHDPRXQWOHYHORI
UHQHZDEOHUHVRXUFHVDYDLODEOHLQDFRXQWU\

,QGHYHORSLQJFRXQWULHVDUHDVORFDWHGLQWKHJHRJUDSKLFSHULSKHU\WKDWKDYHOLWWOH
HFRQRPLFVLJQLILFDQFHDUHIUHTXHQWO\PDUJLQDOL]HG6XFKSHULSKHUDODUHDVKDYHWRDODUJHU
H[WHQWEHHQOHIWWRORFDOUXOHRIWHQLPSO\LQJWKDWWKHUHLVQRSRZHUIXOWKLUGSDUW\WRPLWLJDWHLI
IULFWLRQRFFXUV6XOLPDQD%lFKOHUDUJXHWKDWPRUHRUOHVVGHOLEHUDWHVWDWH
GLVFULPLQDWLRQWRZDUGVSHULSKHUDODUHDVLQFRQMXQFWLRQZLWKUHQHZDEOHUHVRXUFHVFDUFLW\KDV
OHGWRLQWHUJURXSFRQIOLFWVLQVHYHUDOGHYHORSLQJFRXQWULHV,QFUHDVLQJVFDUFLWLHVZLOOOHDGWRD
OLPLWHGORFDODELOLW\WRFRSHZLWKSUREOHPVDVUXUDOSHULSKHULHVDUHPRUHGHSHQGHQWRQ
UHQHZDEOHUHVRXUFHV,QFUHDVLQJVFDUFLWLHVFDQWKHUHIRUHOHDGWRIXUWKHUVRFLDOVHJPHQWDWLRQ
DQGG\VIXQFWLRQDOLQVWLWXWLRQVZHDNHQLQJWKHEXIIHUVDJDLQVWYLROHQWVROXWLRQVLELG
0DUNDNLVFRQFXUVVWDWLQJWKDW³DUHDVZKRVHQDWXUDOHQGRZPHQWLVSRRUDQG
GHSOHWHGDQGZKHUHOLWWOHRUQRFRPSHQVDWLRQKDVWDNHQSODFHDUHDOVRDUHDVZKHUHFRQIOLFW
KDVIORXULVKHG´)ROORZLQJWKLVWUDLQRIWKRXJKWLWFDQEHDUJXHGWKDW

3URSRVLWLRQ0DUJLQDOL]HGDUHDVZLWKLQRQHFRXQWU\H[SHULHQFLQJSUHVVXUHRQ
UHQHZDEOHUHVRXUFHVDUHPRUHSURQHWRDUPHGYLROHQWFRQIOLFWWKDQEHWWHURIDUHDV

'DWDDQG0HWKRG

:KDW3K\VLFDO)DFWRUV0DWWHU"
7KHGHSHQGHQWYDULDEOHLQWKLVVWXG\LVWKHLQFLGHQFHRIDUPHGQRQVWDWHFRQIOLFWVZLWKLQ
TXDGUDWLF[NPJULGFHOOV6LQFHZHKDYHRQO\IRXU\HDUVRILQIRUPDWLRQRQRXU
GHSHQGHQWYDULDEOHXVLQJDQLQFLGHQFHGHVLJQLVWKHRQO\GHIHQVLEOHRSWLRQ:HDUHXVLQJ
GHYHORSPHQWSRSXODWLRQGHQVLW\DQGJURZWKDQGSUHFLSLWDWLRQYDULDEOHVWRWU\WRH[SODLQ
ZKHUHQRQVWDWHFRQIOLFWVEUHDNRXWRQDVXEQDWLRQDOOHYHO7KLVUHGXFHVWKHSUREOHPRI
HFRORJLFDOIDOODFLHVGUDVWLFDOO\DVZHDUHXVLQJDVXEQDWLRQDODSSURDFKPXFKPRUHILWWRWHVW
ZKHWKHUWKHWKHRUL]HGORFDOIDFWLVDQHPSLULFDOORFDOIDFW%XKDXJ	5¡G)RUWKHVDNH
RIFRPSDUDELOLW\ZHXVH[NPJULGVDVRXUXQLWRIDQDO\VLVMXVWDV%XKDXJ	5¡G


:HFKRRVHQRWWRXVHVPDOOHUJULGVIRURQHUHDVRQ6LQFHZHDUHLQWHUHVWHGLQXVLQJSRSXODWLRQGHQVLW\DVD
SUR[\IRUSUHVVXUHRQODQGLQDJULFXOWXUDOVRFLHWLHVZHQHHGWRLQFOXGHQRQXUEDQDUHDVLQPRVWRIRXUJULGVLQ
RUGHUWRFODLPWKDWZHDUHVWLOOPHDVXULQJODQGSUHVVXUH7KHIDFWWKDWPRVWYLROHQWHYHQWVUHFRUGHGZHUHUHSRUWHG
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,QWKLVVWXG\DQRQVWDWHFRQIOLFWLVGHILQHGDV³WKHXVHRIDUPHGIRUFHEHWZHHQWZR
RUJDQL]HGJURXSVQHLWKHURIZKLFKLVWKHJRYHUQPHQWRIDVWDWHZKLFKUHVXOWVLQDWOHDVW
EDWWOHUHODWHGGHDWKV´(FN:HUXQDFURVVVHFWLRQDODQDO\VLVIRUWKHWLPHSHULRG
IRU6XE6DKDUDQ$IULFD7KHFRQIOLFWGDWDDUHWDNHQIURPWKH8SSVDOD+XPDQ
6HFXULW\3URMHFW.UHXW]FRYHULQJQRQVWDWHFRQIOLFWVIRUWKHSHULRG:HFRGH
HDFKQRQVWDWHFRQIOLFWORFDWLRQE\WKHFRQIOLFWPLGSRLQWIURPHDFKFRQIOLFWHYHQWRQD
VWDQGDUGDSSURDFKZKHUHDOOHYHQWVDUHZHLJKWHGHTXDOO\:HXVHDFLUFXODUUDGLXVVLPLODUWR
WKHORQJHVWHYHQWGLVWDQFHIURPWKHFRQIOLFWFHQWUHSRLQWURXQGHGXSZDUGVWRWKHFORVHVWNP
FRQVHTXHQWO\WKHPRVWGLVWDQWHYHQWLVZLWKLQWKHFRQIOLFW]RQHDQGQRWORFDWHGH[DFWO\RQWKH
ULP(DFKFRQIOLFW]RQHZLWKLQDFRXQWU\LVVHWWRQRWH[FHHGQHLJKERXULQJFRXQWU\ERUGHUV
DQGWKHYDULDEOHFRQWDLQVWKHUHIRUHQRVSLOORYHUHIIHFWV)LUVWDQGVHFRQGRUGHUVSLOORYHU
YDULDEOHVDUHJHQHUDWHGVHSDUDWHO\E\UHFRUGLQJWKHQXPEHURIFRQIOLFWFHOOVZLWKLQWKH
VXUURXQGLQJFHOOVIRUWKHILUVWRUGHUVSLOORYHUYDULDEOHDQGWKHFHOOVIRUWKHVHFRQGVSLOO
RYHUYDULDEOH
7KHUHDVRQLQJEHKLQGWKHVRFDOOHGµLQJHQXLW\JDS¶DQGUHODWHGDUJXPHQWVDPRQJHFR
VFDUFLW\ WKLQNHUV OHDGV XV WR UHVWULFW RXU VDPSOH WR WKH OHDVW GHYHORSHG DQG WKHUHIRUHPRVW
UHOHYDQWSDUWRIWKHZRUOGQDPHO\6XE6DKDUDQ$IULFD,QDGGLWLRQDQGFRQQHFWHGWRWKLVWKH
UHJLRQ LV WKH PRVW GHSHQGHQW RQ DJULFXOWXUDO SURGXFWLRQ DV ZHOO DV LQ WKH PHGLDQ $IULFDQ
FRXQWU\RQO\SHUFHQWRI WKHFURSODQG LV LUULJDWHG 0LJXHOHWDO+RPHU'L[RQ
2KOVVRQ.DKODQG%lFKOHUDUJXHWKDWIDFWRUVVXFK
DVVRLOGHJUDGDWLRQZLWKLWVH[WUHPHGHVHUWLILFDWLRQIUHVKZDWHUVFDUFLW\DQGGHIRUHVWDWLRQDUH
OLNHO\FDXVHVRIDUPHGGRPHVWLFFRQIOLFW$VVKRZQDERYHWKHUHLVVFDQWHYLGHQFHIRUFODLPLQJ
WKDW WKHUH LV DFWXDOO\ D PDMRU GHVHUWLILFDWLRQ JRLQJ RQ 7KHUH DUH VRPH GDWD RQ VRLO
GHJUDGDWLRQ PDLQO\ WKH */$62' *OREDO $VVHVVPHQW RI 6RLO 'HJUDGDWLRQ VWXG\ E\
2OGHPDQHWDOEXWWKLVKDVEHHQVHYHUHO\FULWLFL]HG7KHGDWDFRQVLVWVRIH[SHUW
DVVHVVPHQWV RI VRLO GHJUDGDWLRQ LQ WKHLU DUHD RI H[SHUWLVH 7KH ODFN RI ³FURVVH[SHUW´
FRPSDUDELOLW\DQGWKHSRWHQWLDOUROHRI LQFHQWLYHVZKLFKFRXOGELDVWKHUHSRUWHGGHJUDGDWLRQ

WREHWDNLQJSODFHLQYLOODJHVDQGWRZQVFRXOGELDVWKHUHVXOWVWRZDUGVDSRVLWLYHILQGLQJKDGZHFKRVHQD
VPDOOHUOHYHORIUHVROXWLRQ
7KHUHDUHVHYHUDOPHWKRGVXVHGIRUFDOFXODWLQJFRQIOLFWLQIOXHQFH]RQHV5DOHLJK	8UGDOXVHGD
FLUFXODUNPUDGLLLQIOXHQFH]RQHIURPHDFKFRQIOLFWHYHQWZKLOH%XKDXJ	5¡GXVHGWKHPHWKRG
H[SUHVVHGLQWKH8SVDOD35,2$&'SURMHFWZKHUHWKHFLUFXODULQIOXHQFH]RQHZDVUHODWHGWRFRQIOLFWLQWHQVLW\
:HZLOOXVHWKHDSSURDFKFKRVHQE\%XKDXJ	5¡GKHUH%	5³,QWKLVVWXG\ZHXVHDUHILQHGYHUVLRQRI
WKHFRQIOLFWORFDWLRQGDWDZKHUHZHUHOD[WKHFUXGHDVVXPSWLRQRIFLUFXODUFRQIOLFW]RQHVDQGUDWKHUXVHSRO\JRQ
JHQHUDWHGWKURXJK*,67KHVHSRO\JRQVFDQWDNHRQDQ\VKDSHDQGDUHWKXVEHWWHUVXLWHGWRUHSUHVHQWWKHDFWXDO
FRQIOLFW]RQHV´7KHUHIRUH%XKDXJ	5¡GXVHGWKHPHWKRGH[SUHVVHGLQWKH8SVDOD35,2$&'SURMHFW
ZKHUHFLUFXODULQIOXHQFH]RQHZHUHRPLWWHGXVLQJSRO\JRQVUHODWHGWRFRQIOLFWLQWHQVLW\ZKLFKUHSUHVHQWWKH
DFWXDOFRQIOLFW]RQHVEHWWHU
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PDNH LWKDUG WRYDOLGDWH WKHGDWD %HQMDPLQVHQ7KH*/$62'PHDVXUHKDVEHHQ
FULWLFL]HGIRURYHUHVWLPDWLQJWKHH[WHQWRIVRLOGHJUDGDWLRQLQ$IULFDDV LWRQO\FRQFHUQVWKH
GHJUDGDWLRQRIIDUPHGODQG1LHPHLMHU	0D]]XFDWR7KXVHYHQWKRXJKSURFHVVHVRI
GHJUDGDWLRQDQGGHVHUWLILFDWLRQDUHDOOHJHGO\LPSRUWDQWWKHODFNRIYDOLGPHDVXUHVSUHYHQWVXV
IURP WHVWLQJ WKHVHFODLPV ,I WKHDVVXPSWLRQ WKDW WKHHEEDQG IORZRIGHVHUWVPDLQO\ IROORZ
SUHFLSLWDWLRQSDWWHUQVKROGVRXUPHDVXUHRIUDLQIDOOVKRXOGFDSWXUHWKHPDLQµGHVHUWHIIHFW¶,Q
DGGLWLRQLIWKHFRUHQHR0DOWKXVLDQDUJXPHQWDERXWDQHJDWLYHHIIHFWRISRSXODWLRQSUHVVXUH
RQ IRRG SURGXFWLRQ WKURXJK GHWHULRUDWLQJ WKH VRLO KROGV WKH HIIHFW RI SRSXODWLRQ SUHVVXUH
VKRXOGSUR[\IRUWKLVDQGWKHUHIRUHDQDOOHJHGLQFUHDVHLQWKHULVNRIFRQIOLFW
 7KHSRSXODWLRQGDWDDUHGRZQORDGHGIURP&HQWHUIRU,QWHUQDWLRQDO(DUWK6FLHQFH
,QIRUPDWLRQ1HWZRUN&,(6,1DRIWKH(DUWK,QVWLWXWHDW&ROXPELD8QLYHUVLW\ZKLFK
KDVJDWKHUHGWKH*ULGGHG3RSXODWLRQRIWKH:RUOGYHUVLRQ*3:Y,WUHQGHUVWKHKXPDQ
SRSXODWLRQVLQDFRPPRQJHRUHIHUHQFHGIUDPHZRUNDWDUHVROXWLRQRIDUFPLQXWHVDERXW
NPDWHTXDWRU7KUHHW\SHVRISRSXODWLRQHVWLPDWHVDUHDYDLODEOHLQ*3:YLSRSXODWLRQ
FRXQWVDGMXVWHGWRPDWFK81WRWDOVLLSRSXODWLRQGHQVLWLHVXQDGMXVWHGSHUVRQVSHUVTXDUH
NPDQGLLLSRSXODWLRQGHQVLWLHVDGMXVWHGWRPDWFK81WRWDOVSHUVRQVSHUVTXDUHNP7KH
SRSXODWLRQHVWLPDWHVDUHDYDLODEOHIRUHDFKILYH\HDUVFRYHULQJIURPWRLQDGGLWLRQ
WRIXWXUHSRSXODWLRQHVWLPDWHSUHGLFWLRQVIRUDQG,QWKLVVWXG\SRSXODWLRQHVWLPDWHV
IURPWRDUHDSSOLHG7KHPHDVXUHRISRSXODWLRQGHQVLW\LVVLPSO\WKH*3:YYDOXH
IRUFDWHJRU\DERYHORJWUDQVIRUPHG3RSXODWLRQFKDQJHLVPHDVXUHGDVWKHSHUFHQWDJH
FKDQJHIURPWRRIWKLVGHQVLW\HVWLPDWH%RWKWKHVHPHDVXUHVDUHGHULYHGIURPWKH
PHDQFDOFXODWHGSRSXODWLRQGHQVLW\ZLWKLQHDFK[NPJULGFHOO
)LJ3RSXODWLRQGHQVLW\DQGFRQIOLFWV

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
3UHFLSLWDWLRQGDWDZHUHGRZQORDGHGIURPWKH&OLPDWH3UHGLFWLRQ&HQWHU861DWLRQDO
:HDWKHU6HUYLFH&3&$QQXDOSUHFLSLWDWLRQGDWDLQWKHWLPHLQWHUYDOWR
ZHUHDFTXLUHGE\WKHDOJRULWKP5)(5DLQIDOO(VWLPDWHVIROORZHGE\5)(IURP
WR:HXVHWKUHHSUHFLSLWDWLRQYDULDEOHVLWKHDYHUDJHSUHFLSLWDWLRQIRUWKH
SHULRGLLWKHSHUFHQWDJHFKDQJHLQSUHFLSLWDWLRQIRUWKHSHULRGDV
FRPSDUHGWRLLLWKHVWDQGDUGGHYLDWLRQRIUDLQIDOOZLWKLQWKHSHULRG7KH
PHDVXUHIRUPHDQSUHFLSLWDWLRQKDVEHHQORJWUDQVIRUPHGDQGWKHPHDVXUHVIRUDYHUDJH
SUHFLSLWDWLRQDQGSHUFHQWDJHJURZWKLQSUHFLSLWDWLRQKDYHEHHQUHYHUVHGVRWKDWKLJKHUYDOXHV
UHIOHFWPRUHUHVRXUFHVFDUFLW\
2XUPHDVXUHRIGHYHORSPHQWLQIDQWPRUWDOLW\UDWHLVSURGXFHGE\WKH&ROXPELD
8QLYHUVLW\&HQWHUIRU,QWHUQDWLRQDO(DUWK6FLHQFH,QIRUPDWLRQ1HWZRUN&,(6,17KH*OREDO

:HLQFOXGHGWKH\HDULQRUGHUWRDFFRXQWIRUSRWHQWLDOWLPHODJVLQVRLOKXPLGLW\
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6XEQDWLRQDO,QIDQW0RUWDOLW\5DWHVKHUHDIWHU,05FRQVLVWVRIHVWLPDWHVRILQIDQWPRUWDOLW\
UDWHVIRUWKH\HDU&,(6,1E7KH,05LVGHILQHGDVWKHQXPEHURIFKLOGUHQZKR
0DS,QIDQWPRUWDOLW\UDWHDQGFRQIOLFWV

GLHEHIRUHWKHLUILUVWELUWKGD\IRUHYHU\OLYHELUWKV7KHYDULDEOHKDVDPLQXWH
UHVROXWLRQDQGFRYHUWKHHQWLUH$IULFD7KHGDWDVHWKDYHFODVVLILHGWKH6RXWKHUQ6XGDQDVD
PLVVLQJGDWDUHJLRQ6RXWK6XGDQKDVEHHQGRPLQDWHGE\ERWKLQWHUQDOZDUVDQGQRQVWDWH
FRQIOLFWVLQWKHODVWGHFDGHVZKLFKFRXOGKDYHPDGHWKHHVWLPDWLRQRI,05GLIILFXOW$VWXG\
E\WKH1HZ6XGDQ&HQWUHIRU6WDWLVWLFVDQG(YDOXDWLRQLQDVVRFLDWLRQZLWK81,&()KDVGRQH
DPDMRUFRQWULEXWLRQWRTXDQWLI\WKHEHVWHVWLPDWHVRIVRFLDOLQGLFDWRUVIRU6RXWKHUQ6XGDQ
81,&()DQGWKH,05LQWKHUHJLRQLVVHWWREHGHDWKVIRUHYHU\OLYH
ELUWKV

7KLVDOVRGHPRQVWUDWHVWKHSRWHQWLDOHQGRJHQHLW\LQWKLVNLQGRIGDWD
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7RFDSWXUHWKHHIIHFWRIPDUJLQDOL]DWLRQZHDSSOLHGWKHPHDQRI,05DGMXVWHGWR
81,&()¶VPHDVXUHVIRUHDFKJULGFHOODQGVXEWUDFWHGWKH81,&()QDWLRQDOPHDQ7KXVWKH
PHDVXUHRIPDUJLQDOL]DWLRQLVQRWDQDEVROXWHPHDVXUHEXWDPHDVXUHUHODWLYHWRQDWLRQDO
VWDQGDUGVDVLWVD\VVRPHWKLQJDERXWWKHUHODWLYHSULRULWL]LQJRIWKHVWDWHJRYHUQPHQWLQWHUPV
RISURYLGLQJEDVLFLQIUDVWUXFWXUH7KLVPHDVXUHPLJKWWKHUHIRUHFDWFKHDFKDQGRUDOORIWKH
IROORZLQJDVSHFWVLVWDWHOHGFRQIOLFWUHVROXWLRQLQVWLWXWLRQVFDSDFLW\WRTXHOOODUJHVFDOH
YLROHQFHLLDELOLW\ZLOOLQJQHVVWRGHYHORSWKHUHJLRQLLLDELOLW\WRSURYLGHKHOSLIDFULVLV
IRULQVWDQFHDGURXJKWRFFXUVDQGLYWKUHVKROGIRUMRLQLQJFULPLQDOYLROHQWDFWLYLW\LQWKH
PDUJLQDOL]HGUHJLRQUHODWLYHO\WRPRUHGHYHORSHGUHJLRQVZKHUHSHRSOHKDYHPRUHWRORVH
,QRUGHUWRVHHZKHWKHUVWDWHFDSDFLW\DIIHFWVWKHULVNRIFRQIOLFWZHLQFOXGHGRQH
YDULDEOHPHDVXULQJWKHGLVWDQFHWRWKHQDWLRQDOFDSLWDOIRUWKHFHQWHUSRLQWRIHDFK[NP
FHOO7KLVLVEDVHGRQWKHDVVXPSWLRQWKDWWKHFRQWUROFDSDFLW\RIDVWDWHLVVWURQJHVWLQLWV
FDSLWDODQGGLPLQLVKHVDVWKHSUREOHPLVUHPRYHGIDUWKHUIURPWKHFDSLWDOFI+HUEVW
WKXVWKHSUREDELOLW\RILQFLGHQFHRIQRQVWDWHFRQIOLFWVKRXOGLQFUHDVHZLWKGLVWDQFHWRFDSLWDO
7RFRQWUROIRUSRWHQWLDOVSDWLDOVSLOORYHUHIIHFWVZHLQWURGXFHGWZRYDULDEOHV7KHILUVW
FDSWXUHVWKHQXPEHURIILUVWRUGHUQHLJKERXULQJSL[HOFHOOVZLWKFRQIOLFW7KHRWKHUFDSWXUHG
WKHQXPEHURIVHFRQGRUGHUQHLJKERXULQJSL[HOFHOOVZLWKFRQIOLFW
7KHUDVWHUGDWDXVHGDUHGHILQHGE\WKHHDUWK¶VODWLWXGHDQGORQJLWXGHVPHDVXUHGLQ
GHFLPDOGHJUHHVLQDJHRUHIHUHQFHGFRRUGLQDWHV\VWHP7KHDUHDRIHDFKUDVWHUSL[HOZLOO
WKHUHIRUHGLIIHUHQWLDWHIURPUHJLRQVDURXQGHTXDWRUZKHUHWKHSL[HODUHDLVODUJHVWWRUHJLRQV
GLIIHUHQWWRHTXDWRUZLWKOHVVDUHDSHUGHJUHH8VLQJJHRUHIHUHQFHGFRRUGLQDWHV\VWHPLV
WKHUHIRUHQRWRSWLPDOZKHQVWDWLVWLFVDSSOLHGWRYDU\LQJSL[HOFORVXUHDUHDV7KHVROXWLRQLVWR
XVHDSURMHFWHGFRRUGLQDWHV\VWHPKHUH:RUOG(FNHUW9,7KHVWUHQJWKRIDVWDQGDUGEORFN
ZLWKIL[HGFORVXUHDUHDLVWKDWLVLQGHSHQGHQWWRODWLWXGH
7KHUHVROXWLRQSUREOHPZKHQWUDQVIRUPLQJIURPSRO\JRQGDWDWRSL[HOGDWDVXFKDV
LQWHUQDWLRQDOERUGHUVLVDGMXVWHGVRWKDWHDFKSL[HORQO\FDQEHDVVLJQHGWRRQHFRXQWU\7KH
PHWKRGXVHGLVLIDSL[HOLQWHUVHFWVVHYHUDOFRXQWULHVWKHQWKHFRXQWU\SRVLWLRQWKDWLVDWWKH
FHQWUHRIWKHXQLWLVJLYHQWKHSL[HO7UDQVIRUPLQJDQGDSSO\LQJUDVWHUGDWDZLWKYDOXHV
UHFRUGHGDWDQGNPXQLWVWRORZHUUHVROXWLRQVXFKDVNPXQLWVTXDUHVLQYROYHV
FKRRVLQJDQDJJUHJDWLRQW\SH:HDSSOLHGWKHPHDQYDOXHIRUDOORIRXUJULGFRYDULDWHV

+RUL]RQWDOLQHTXDOLWLHVDUHH[SOLFLWO\QRWOLQNHGWRUHODWLYHGHSULYDWLRQLQWKLVVWXG\DVZHGRQRWVWXG\
UHEHOOLRQDJDLQVWWKHVWDWH,IZHZHUHWRWHVWZKHWKHUDGLVVDWLVILHGJURXSDWWDFNVLWVEHWWHURIQHLJKERXUVD
G\DGLFDSSURDFKUHTXLULQJLWKHJHRUHIHUHQFLQJRIZKHUHHWKQLFJURXSVDUHORFDWHGDQGLLWKHFRGLQJRI
LQHTXDOLWLHVLQPDWHULDOZHOIDUHEHWZHHQWKHVH7KLVLVDQLQWHUHVWLQJYHQXHEXWKHUHWKHIRFDOSRLQWLVVWDWH
QHJOHFWRISHULSKHULHV
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0LQRULW\DQGPDMRULW\YDOXHVZLWKLQHDFKFHOOZHUHWHVWHGDQGIRXQGWREHXQVXLWDEOHLQWKLV
VWXG\DVXVLQJRQHRIWKHVHDVEDVLVIRUDJJUHJDWLRQZLOOHJJLYHWKHUHVXOWWKDWWKH
SRSXODWLRQLQDVPDOOWRZQLVQRWWDNHQLQWRFRQVLGHUDWLRQZKHQXVLQJPDMRULW\GXHWRWKHORZ
SRSXODWLRQGHQVLW\LQWKHVXUURXQGLQJDUHDV

&RQWURO9DULDEOHVDWWKH1DWLRQ/HYHO
6LQFHWKHUHDUHQRSUHYLRXVODUJHQVWXGLHVRIQRQVWDWHFRQIOLFWVRXUFKRLFHRIFRQWURO
YDULDEOHVDUHWRDFRQVLGHUDEOHH[WHQWERUURZHGIURPVWXGLHVRIFLYLOFRQIOLFW7RFRQWUROIRU
DOORIWKHVHLVQRWRXUSXUSRVHKHUHVLQFHLWZRXOGOHDGWRPRGHOVWKDWZHUHLQFOXVLYH\HWRYHU
FRPSOH[SRVVLEO\EOXUULQJWKHHIIHFWVRIRXUYDULDEOHVRILQWHUHVWFI5D\2QHRIWKH
PRVWFRQVLVWHQWILQGLQJZLWKLQWKLVOLWHUDWXUHLVWKHSRVLWLYHLPSDFWRISRSXODWLRQVL]HRQULVN
7KLVLQWHUSUHWDWLRQVLJQLILHVWKDWODUJHSRSXODWLRQVJLYHVDOORWKHUWKLQJVHTXDOPRUHSRWHQWLDO
LQVXUJHQWV%XKDXJ	*DWHV)HDURQ	/DLWLQRULQRXUFDVHFRPEDWDQWSDUWLHV
7KLVPHDVXUHVWKHVL]HRIDFRXQWU\LQVTXDUHNLORPHWUHVDQGLVWDNHQIURPWKH&RUUHODWHVRI
:DUKRPHSDJH&RUUHODWHVRI:DU'XHWRLWVVNHZQHVVWKHYDULDEOHKDVEHHQORJ
WUDQVIRUPHG
$QRWKHUIUHTXHQWILQGLQJLQWKHFLYLOZDUOLWHUDWXUHLVWKDWOHVVGHYHORSHGFRXQWULHVKDYHD
KLJKHU ULVN RI FRQIOLFW 7KH UHDVRQ IRU WKLV LV GLVSXWHG6FKRODUVZLWK D µ+REEHVLDQ¶ EHQW
DUJXHWKDWDKLJKHUOHYHORILQFRPHLQWKHSRSXODWLRQPHDQVPRUHWRWD[DQGWKHUHIRUHDOVRD
ULFKHU VWDWH ZLWK DPRUH HIILFLHQWPLOLWDU\ LQFUHDVLQJ WKH RSSRUWXQLW\ FRVW RI UHEHOOLRQ GH
6R\VDD)HDURQ	/DLWLQ2WKHUVDUJXHWKDW WKHFRVWVRIUHFUXLWLQJUHEHOVROGLHUV
DUHORZHULQORZLQFRPHFRXQWULHVEHFDXVHSRWHQWLDOUHEHOVKDYHOHVVWRORVHIURPMRLQLQJDQ
LQVXUJHQF\ &ROOLHU 	 +RHIIOHU   &ROOLHU  6FKRODUV HPSKDVL]LQJ WKH
PRWLYDWLRQDO DVSHFW RI FLYLO YLROHQFH FODLP WKDW GHYHORSPHQWPLJKW UHGXFH FRQIOLFW DORQJ D
VRFLHW\¶V IDXOW OLQHV +HJUH HW DO (VW\ HW DO 2XU IRFXVZLOO EHPDLQO\ RQ WKH
VWDWHFDSDFLW\ XVLQJ WKLV PHDVXUH PHDVXUHG E\ WKH QDWLRQDO DYHUDJH LQIDQW PRUWDOLW\ UDWH
81,&()5HODWLYHUHFUXLWPHQWFRVWDVZHOODV WKHGHJUHHRIPDUJLQDOL]DWLRQ LV WDNHQ
FDUHRIE\WKHGLVDJJUHJDWHG,05PHDVXUHVHHDERYH
6HYHUDOVWXGLHVKDYHIRXQGDFXUYHOLQHDUUHODWLRQVKLSEHWZHHQWKHOHYHORIGHPRFUDF\DQG
FLYLOFRQIOLFW+HJUHHWDODPRQJRWKHUV(YHQWKRXJKQRSUHYLRXVTXDQWLWDWLYHUHVHDUFK
H[LVWVRQQRQVWDWHFRQIOLFWVZHZLOODUJXHWKDWWKHH[SHFWHGUHODWLRQVKLSLVUHODWLYHO\VLPLODU

7KLVLVDYHU\UREXVWILQGLQJDVERWKLQIDQWPRUWDOLW\UDWH(VW\HWDO8UGDODQG*'3
SHUFDSLWD&ROOLHU&ROOLHU	+RHIIOHUGH6R\VDDE(OOLQJVHQ)HDURQ	/DLWLQ
+DXJH	(OOLQJVHQ+HJUHHWDODQGRWKHUVDUHIRXQGWRDIIHFWWKHULVNRIFLYLOFRQIOLFW
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KHUH)LUVWVWDUNDXWRFUDFLHVGRQRWQHHGDQ\FDPRXIODJHGSUR[\WRFUXVKRSSRVLWLRQDQGDUH
RIWHQVWURQJHQRXJKWRGHWHUVXFKPRYHPHQWVIURPDULVLQJDQ\ZD\FI5RHVVOHU7KH
UHJLPHV WKDW PRVWO\ QHHG VXFK DQ LQGLUHFW ZD\ RI FUXVKLQJ RSSRVLWLRQ WKURXJK LQWHUQDO
SUR[LHVVKRXOGEHVHPLGHPRFUDFLHV7KHVHDUHDOVRWKHZHDNHVWUHJLPHVOHDVWDEOHWRSUHYHQW
ODUJH VFDOH ILJKWLQJ IURPRFFXUULQJ )HDURQ	/DLWLQ ,Q IXOO\ GHPRFUDWL]HG VWDWHV LW
VKRXOG EH H[SHFWHG WKDW WR UHVRUW WR DUPVZLOO QRW EH D OLNHO\ZD\ RI DGGUHVVLQJ SUREOHPV
+RZHYHU7DPELDKDUJXHV WKDW LQGHPRFUDFLHVZKHUH WKHSDUW\VWUXFWXUHKDVEHFRPH
GLYLGHG DPRQJ HWKQLF OLQHV FRPPXQDO YLROHQFH LV D QDWXUDO SDUW RI GHPRFUDF\ ,Q RUGHU WR
FRQWURO IRU SROLWLFDO IDFWRUVZH LQFOXGH D FRQWLQXRXVPHDVXUH RI GHPRFUDF\ WDNHQ IURP WKH
3ROLW\,9GDWDVHW0DUVKDOO	-DJJHUV7KLVYDULDEOHYDULHVIURPWRZKHUHWKH
ORZHUYDOXHVLQGLFDWHDOHVVGHPRFUDWLFJRYHUQPHQWDQGLVWKH³3ROLW\´YDULDEOHLQWKH3ROLW\
,9GDWDVHW7RFDSWXUHDSRWHQWLDOFXUYHOLQHDUHIIHFWZHDGGHGDVTXDUHWHUPRIWKHRULJLQDO
YDULDEOH%RWK WKHFRQWLQXRXVDQGLWVVTXDUHGWHUPKDYHEHHQODJJHGRQH\HDU WRUHGXFH WKH
SUREOHPRIUHYHUVHFDXVDOLW\DQGWKHUHDIWHUHDFKFRXQWU\¶VDYHUDJHVFRUHIRUWKHSHULRG
ZDVFDOFXODWHG
3ROLWLFDO LQVWDELOLW\ LV RIWHQ IRXQG WR LQFUHDVH WKH ULVN RI FLYLO FRQIOLFW UHJDUGOHVV RI WKH
OHYHORISROLWLFDOGHPRFUDF\(OOLQJVHQ)HDURQ	/DLWLQ+DXJH	(OOLQJVHQ
+HJUH HW DO  7KHUHIRUH ZH LQFOXGHG D YDULDEOH GHQRWLQJ WKH WLPH VLQFH ODVW UHJLPH
FKDQJH FRGHG DV VXFK LI WKH VWDWH KDG H[SHULHQFHG D FKDQJH RI  RU PRUH SRLQWV RQ WKH
FRPELQHG 3ROLW\ VFRUH GXULQJ WKH ODVW WKUHH \HDUV :H RSHUDWLRQDOL]HG WKLV DV D GHFD\
IXQFWLRQ FDSWXULQJ WKH ULVN RI UHJLPH FKDQJH JLYHQ LQIRUPDWLRQ RQ WKH WLPH WKH VWDWH
H[SHULHQFHGHLWKHU D UHJLPHRU LQGHSHQGHQFH FI+HJUH HW DO  IROORZLQJ WKH IRUPXOD
A\HDUVVLQFHUHJLPHFKDQJH;:HWHVWHGGLIIHUHQWKDOIOLIHYDOXHV;DQGIRXQGRXWWKDWD
\HDU KDOIOLIH HVWLPDWRU JDYH WKH ORZHVW /RJ/LNHOLKRRG YDOXH 7KH YDOXHV KDYH EHHQ
DYHUDJHGIRUWKHSHULRG:HXVHDQLGHQWLFDODSSURDFKWRFDSWXUHWKHHIIHFWRIFLYLO
FRQIOLFW LQ WKHFRXQWU\DVZHFRGHWKHSUR[LPLW\ LQ\HDUVVLQFH WKHFRXQWU\ ODVWH[SHULHQFHG
FLYLOFRQIOLFW7KHYDOXHVDUHDYHUDJHGIRUWKHSHULRGXVLQJDKDOIOLIHHVWLPDWRURI
(WKQLFLW\LVIUHTXHQWO\DUJXHGWREHRIJUHDWLPSRUWDQFHLQLQWHUQDOFRQIOLFWV$OWKRXJK
LGHQWLWLHVDUHIDUIURPFRQILQHGWRHWKQLFLW\PRVWRIWKHOLWHUDWXUHFRQFHUQLQJFLYLOFRQIOLFW

2QHFULWLTXHRIWKH3ROLW\,9PHDVXUHLVWKDWLWGRHVQRWUHFRUGWKHOHYHORISDUWLFLSDWLRQOHDGLQJ6RXWK$IULFD
XQGHU DSDUWKHLG WR VFRUH  PRVW GHPRFUDWLF $Q DOWHUQDWLYH PHDVXUH WKH 3RO\DUFK\ LQGH[ GHYHORSHG E\
9DQKDQHQLQFOXGHVDPHDVXUHRIDFWXDOSDUWLFLSDWLRQEXWODFNVVRPHRWKHULPSRUWDQWFRPSRQHQWV2WKHU
DOWHUQDWLYHVDUH)UHHGRP+RXVH¶VVFDOHRIGHPRFUDF\ZZZIUHHGRPKRXVHRUJDQG3U]HZRUVNLHWDO¶V
PHDVXUH)RU WKHVDNHRIFRPSDUDELOLW\ZHKDYHFKRVHQ WKH3ROLW\,9PHDVXUH$QRWKHUSUREOHPLQXVLQJ WKH
3ROLW\ ,9GDWD IRUDQDO\]LQJFRQIOLFW LV WKDWRQJRLQJZLGHVSUHDGSROLWLFDOYLROHQFHRU LQWHUJURXSFRQIOLFWPD\
UHVXOWLQWKHVFRUHRQGHPRFUDF\WRGURSDXWRPDWLFDOO\*OHGLWVFKHWDO
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IRFXVHVRQWKH7KLUG:RUOGLQZKLFKWKLVNLQGRILGHQWLW\LVDUJXHGWREHPRUHVDOLHQWWKDQ
RWKHUVHJFODVVHVSROLWLFDOSDUWLHVHWF7DPELDK+RURZLW]:KHQLWFRPHV
WRLQWHUQDOFRQIOLFWVWKDWDUHQRWUHEHOOLRQVWKHRU\LVPXFKVSDUVHU$OWKRXJKLWLVFOHDUO\
UHOHYDQWZHZLOOQRWGHDOZLWKWKLVDVSHFWLQWKLVSDSHUDVRXUIRFXVLVRQSUHVVXUHRQ
UHQHZDEOHUHVRXUFHV
:HKDYHFHQWUHGDOOYDULDEOHVWRUHGXFHSRWHQWLDOFROOLQHDULW\SUREOHPVDVZHOODVWR
IDFLOLWDWHLQWHUSUHWDWLRQ:HXVHUREXVWVWDQGDUGHUURUVDQGFOXVWHURQFRXQWU\LQRUGHUWR
UHGXFHWKHSRWHQWLDOLPSDFWRIZLWKLQVWDWHGHSHQGHQFHEHWZHHQXQLWV
 
5HVXOWV
*LYHQWKHUHODWLYHO\XQV\VWHPDWLFVXSSRUWIRUQHR0DOWKXVLDQFODLPVLQODUJHQVWXGLHVRIFLYLO
DUPHGFRQIOLFWVLWFRXOGEHH[SHFWHGWKDWLIWKHUHLVVRPHWKLQJRIVXEVWDQFHWRWKLVVWUDQGRI
WKRXJKW WKH UHVXOWV VKRXOGEHPRUH VXSSRUWLYH IRUQRQVWDWHFRQIOLFWV WKDQ IRU FLYLORU LQWHU
VWDWH FRQIOLFWV 0RGHO  VKRZQ LQ 7DEOH  UHSRUWV WKH UHVXOW RI D ELYDULDWH FURVVVHFWLRQDO
DQDO\VLVRIQRQVWDWHFRQIOLFWVXVLQJELQDU\ORJLVWLFUHJUHVVLRQ7KHGHSHQGHQWYDULDEOHLVQRQ
VWDWHFRQIOLFWLQFLGHQFHIRUDWOHDVWRQHRIWKH\HDUV±LQWKHJULGFHOO$OOWLPHYDU\LQJ
H[SODQDQGD GHPRFUDF\ VWDELOLW\ QDWLRQDO LQIDQWPRUWDOLW\ UDWH SRSXODWLRQ VL]H SRSXODWLRQ
JURZWK DYHUDJH UDLQIDOO FKDQJH LQ UDLQIDOOGHYLDWLRQV LQ UDLQIDOO DUHDYHUDJHG IRU WKH IRXU
\HDUSHULRG
 7DEOHPRGHOV UHYHDOV VRPH LQWHUHVWLQJ UHVXOWV)LUVW WKH OHYHORIGHPRFUDF\
VHHPVWREHQHJDWLYHO\EXWQRWVLJQLILFDQWO\UHODWHGWRFRQIOLFWHYHQELYDULDWHO\7KHHIIHFW
KRZHYHU LV YHU\ FORVH WR VLJQLILFDQFH DW WKH  SHUFHQW OHYHO  LQ0RGHO :H DOVR
WHVWHGZKHWKHUGHPRFUDF\KDVDFXUYLOLQHDUUHODWLRQVKLSWRFRQIOLFWLQFLGHQFH7KLVZDVQRWWKH
FDVH5HJLPHLQVWDELOLW\VHHPVWREHUHODWHGWRWKLVNLQGRIFRQIOLFWDVLWGRHVWRFLYLOFRQIOLFWV
EXW WKH HIIHFW LV QRW YHU\ UREXVW DV LW LV VLJQLILFDQW RQO\ ZKHQ WKH JULG OHYHO FRYDULDWHV LQ
0RGHODUHLQWURGXFHG,05DWWKHFRXQWU\OHYHORQWKHRWKHUKDQGLVLQVLJQLILFDQWDQGLQWKH
RSSRVLWHGLUHFWLRQRIZKDWZHH[SHFWHGHYHQELYDULDWHO\:HDOVRVHHWKDWQDWLRQDOSRSXODWLRQ
VL]H LQFUHDVHV WKH ULVN RI FRQIOLFW MXVW DV H[SHFWHG ERWK ELYDULDWHO\ DQG LQ WKHPXOWLYDULDWH
PRGHOV3UR[LPLW\WRFLYLOFRQIOLFWLQ\HDUVLVQRWDIIHFWLQJWKHULVNRIFRQIOLFW5HJDUGLQJWKH
GLVDJJUHJDWHGPHDVXUHVPRGHOVDQGWKHODFNRIVLJQLILFDQWUHVXOWVZDUUDQWVDWWHQWLRQ
)LUVWRIDOO ODFNRIGHYHORSPHQWDWWKHSRLQWLVQRWUHODWHGWRFRQIOLFW0RGHOHYHQLIZH
GURS WKHPDUJLQDOL]DWLRQPHDVXUH ,Q OLQHZLWK RXU H[SHFWDWLRQV WKH ELYDULDWH UHJUHVVLRQ RQ
UHODWLYHSRYHUW\FRPSDUHGWRWKHQDWLRQDOPHDQVKRZVWKDWPDUJLQDOL]HGUHJLRQVDUHUXQQLQJD

%LYDULDWHUHJUHVVLRQVDUHJLYHQLQWKHDSSHQGL[
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KLJKHUULVNRIFRQIOLFWEXWZKHQZHFRQWUROIRURWKHUUHOHYDQWIDFWRUVLQ0RGHOWKHUHVXOWV
DUHQRORQJHUVLJQLILFDQW7KXVQHLWKHUDEVROXWHQRUUHODWLYHSRYHUW\VHHPVWRLQFUHDVHWKHULVN
RI FRQIOLFW 7KH RQO\ UREXVW ORFDO SUHGLFWRU RI FRQIOLFW LQ PRGHOV  LV WKH QXPEHU RI
QHLJKERXULQJ FHOOV ZLWK FRQIOLFW ZKLFK VLJQLILFDQWO\ DQG VXEVWDQWLDOO\ LQFUHDVHV WKH ULVN RI
FRQIOLFWZLWKDKXJHLPSDFWRQWKHPDUJLQDOULVNRIFRQIOLFW
7KH YDULDEOHV SUR[\LQJ IRU SUHVVXUH RQ UHQHZDEOH UHVRXUFHV DUH RQO\ WR D OLPLWHG
H[WHQW LQ OLQH ZLWK RXU H[SHFWDWLRQV ,Q WKH ELYDULDWH DQDO\VHV DV VKRZQ LQ0RGHO  RQO\
SRSXODWLRQGHQVLW\ LQFUHDVHV WKHULVNRIFRQIOLFWVLJQLILFDQWO\ZKLOH WKHUHYHUVHGPHDVXUHRI
OHYHORISUHFLSLWDWLRQUHYHDOVWKDWWKHGU\HUDFHOOLVWKHVDIHULWLV:KHQZHLQWURGXFHFRQWUROV
IRU FRQIOLFW LQ QHLJKERXULQJ FHOOV DOO WKH JULGOHYHO FRYDULDWHV H[FHSW IRU WKH FRQIOLFW LQ
QHLJKERXULQJFHOOFRQWUROWXUQLQVLJQLILFDQW7KLVLVDOVRWKHFDVHIRUWKHPXOWLYDULDWHDQDO\VHV
VKRZQLQPRGHOV7KXVSURSRVLWLRQDQGJHWVOLWWOHVXSSRUW
 6LQFHFRQVLGHUDEOHSDUWVRI6XE6DKDUDQ$IULFDFDQEHFRQVLGHUHGXQLQKDELWDEOHGXHWR
GHVHUWOLNHFRQGLWLRQVLWFRXOGEHDUJXHGWKDWXQLWVWKDWDUHIXOO\FRYHUHGE\GHVHUWVKRXOGEH
H[FOXGHGIURPWKHDQDO\VLVDVWKH\DUH³SROLWLFDOO\LUUHOHYDQW´:HWHVWHGWKLVFRPELQLQJWKH
(65,$UF$WODVPDSRIGHVHUWYHJHWDWLRQZLWKRXUFRQIOLFW]RQHPDS:HIRXQGWKDWVHYHUDO
FHOOVZLWKFRQIOLFWDUHLQGHVHUWFHOOVWKXVWKHVHXQLWVVKRXOGQRWEHH[HPSWIURPDQDO\VHVRI
LQWHUJURXSFRQIOLFW
$VRXWOLQHGLQSURSRVLWLRQPDUJLQDOL]HGDUHDVZLWKLQFUHDVLQJVFDUFLWLHVZHUH
H[SHFWHGWREHPRUHSURQHWRH[SHULHQFHQRQVWDWHFRQIOLFWV7DEOHDQGUHYHDOVWKDWWKLVLV
QRWVXSSRUWHGE\RXUDQDO\VLV7KHRQO\LQWHUDFWLRQWKDWSURYHGVLJQLILFDQWZDVWKHRQH
EHWZHHQSRSXODWLRQJURZWKDQGPDUJLQDOL]DWLRQZKLFKLVVLJQLILFDQWDWWKHSHUFHQWOHYHO
RQO\DQGKDVDQHJDWLYHLPSDFWRQFRQIOLFWULVN$QDQDO\VLVRIWKHPDUJLQDOHIIHFWVRIWKH
LQWHUDFWLRQWHUPUHYHDOVWKDWPDUJLQDOL]DWLRQLQFUHDVHVWKHSURSHQVLW\IRUFRQIOLFWLQWKLV
PRGHOZKLOHSRSXODWLRQJURZWKLVUHODWLYHO\XQLPSRUWDQW0XOWLSOLFDWLYHWHUPVEHWZHHQ
DEVROXWHORFDOSRYHUW\DQGFRQIOLFWGLGQHLWKHUUHVXOWLQDQ\VLJQLILFDQWILQGLQJV:HDOVR
WHVWHGWKHLQWHUDFWLRQRIWKHGLIIHUHQWPHDVXUHVRIUHVRXUFHSUHVVXUHZLWKHDFKRWKHUZLWKRXW
ILQGLQJPXFKVXSSRUWIRUWKHVFDUFLW\FRQIOLFWVFHQDULRZLWKWKHSRVVLEOHH[FHSWLRQRIGU\
UHJLRQVZLWKDKLJKVWDQGDUGGHYLDWLRQLQUDLQIDOOZKLFKVHHPWRUXQDVXEVWDQWLDOO\KLJKHUULVN
WKDQRWKHUDUHDV7KHPDUJLQDOHIIHFWRIWKLVPXOWLSOLFDWLYHWHUPLQFUHDVHVWKHSUREDELOLW\RI
FRQIOLFWIURPZKHQERWKDUHDWWKHWKSHUFHQWLOHWRZKHQERWKDUHDWWKHWK
SHUFHQWLOH7KLVUHVXOWKRZHYHULVQRWUREXVWWRGURSSLQJWKHJULGFHOOVRI6RPDOLDDQGRU

7KLVLVWKHVDPHFRQFOXVLRQDV%XKDXJ	5¡GUHDFKLQWKHLUDQDO\VLVRIFLYLOFRQIOLFW:HILQGWKDWDOO
RIWKHFRQIOLFWVLQ6XGDQ¶VZHVWHUQUHJLRQ'DUIXUDUHSDUWO\RUZKROO\WDNLQJSODFHLQWKHGHVHUW
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6HQHJDOIURPWKHDQDO\VLV7KHPDLQFRQFOXVLRQIURPWKHHPSLULFDODQDO\VLVLVWKDWWKHRQO\
HQYLURQPHQWDOIDFWRULQGLFDWLQJDQLQFUHDVHLQWKHULVNRIFRQIOLFWLVKLJKYDULDELOLW\LQUDLQIDOO
LQGU\DUHDV

'LVFXVVLRQ
7KLVDQDO\VLVKDVOHQWOLWWOHVXSSRUWWRWKHFODLPVRIHFRVFDUFLW\VFKRODUV7KHPRGHOV\LHOGQR
PRUHVXSSRUW WR WKHFRQWHQWLRQWKDWVFDUFLW\EUHHGVFRQIOLFWZKHQLW LVPHDVXUHGDVQHJDWLYH
FKDQJHVUDWKHUWKDQOHYHOVDVQRQHRIWKHHIIHFWVDUHVLJQLILFDQWZKHQFRQWUROVLQFOXGHG7KH
RQO\ VLJQLILFDQW HIIHFW RI HQYLURQPHQWDO IDFWRUVZDV WKH LQWHUDFWLRQ WHUPEHWZHHQ OHYHO DQG
YDULDELOLW\RISUHFLSLWDWLRQ LQGLFDWLQJ WKDWGURXJKWVDQG IORRGV LQGU\HU UHJLRQV LQFUHDVH WKH
ULVNRIFRQIOLFW:KHQLWFRPHVWRSURSRVLWLRQLWUHFHLYHVQRVXSSRUWLPSO\LQJHLWKHUWKDWRXU
PHDVXUHRIPDUJLQDOL]DWLRQGRHVQRWSHUIRUPYHU\ZHOORUWKDWPDUJLQDOL]HGUHJLRQVDUHQRW
ZRUVHRIIZKHQLWFRPHVWRKDQGOLQJUHQHZDEOHUHVRXUFHVFDUFLW\,WLVGRXEWIXOWKDWWKHUHVXOWV
IRU WKH WHUPV FDSWXULQJ VFDUFLW\ ZRXOG EH PRUH UHYHDOLQJ KDG WKH VDPSOH EHHQ JOREDO DV
+RPHU'L[RQDR DUJXHV VFDUFLWLHV LQGHYHORSHGFRXQWULHV DUHQRW UHOHYDQW2IFRXUVHRXU
VDPSOH FRYHUV RQO\6XE6DKDUDQ$IULFD WKXV OHDYLQJRXW D ODUJH SRUWLRQ RI WKH GHYHORSLQJ
ZRUOG EXW WKLV SDUW RI WKH:RUOG LV WKH OHDVW GHYHORSHG DQG VKRXOG WKHUHIRUHEH WKHRQH LQ
ZKLFKVRFLHWLHVDUHWKHRUHWLFDOO\OHDVWDEOHWRFRSHZLWKUHVRXUFHVKRUWDJHV:HWKHUHIRUHWUDGH
WHVWLQJ WKH WKHRU\ RQ WKH XQLYHUVH RI FDVHV ZLWK WKH UHODWLYH KRPRJHQHLW\ DQG WKHRUHWLFDO
UHOHYDQFHRI6XE6DKDUDQ$IULFD
7KHFRPSOH[LW\RIHFRVFDUFLW\FRQIOLFWPRGHOVHVSHFLDOO\WKHPRGHORI+RPHU'L[RQ
PDNHVLWKDUGWRWHVWWKHVHFODLPVZKHWKHUE\XVLQJFRPSDUDWLYHFDVHVWXGLHVRUVWDWLVWLFDO
PHWKRGV7KHQXPEHURIIHHGEDFNORRSVDQGFRQWLQJHQWDUJXPHQWVKDVLQGHHGOHIW+RPHU
'L[RQDQGDVVRFLDWHVLQVRPHFDVHVGRXEWLQJWKHLURZQFRQFOXVLRQV,QWKHFDVHRI6RXWK
$IULFD+RPHU'L[RQ	%OLWWDFNQRZOHGJHWKDWWKH\FRXOGQRWNQRZZKHWKHU
YLROHQFHZRXOGKDYHHUXSWHGLQDVLWXDWLRQZKHUHWKHUHZDVQRWDGHFUHDVLQJDFFHVVWR
UHQHZDEOHUHVRXUFHV7KXVWKHIDLOXUHRIWHVWLQJWKHFDVHZLWKDFRXQWHUIDFWXDOVWUDWHJ\
VKRZHGWKHOLPLWDWLRQRIPRVWRIWKHQHR0DOWKXVLDQPRGHOVLIWKHUHZDVQRGHJUDGDWLRQ
ZRXOGWKHUHKDYHEHHQOHVVYLROHQFH"7KXVVRPHRIWKHPRVWSURPLQHQWQHR0DOWKXVLDQ
FRQIOLFWPRGHOVDUHQRWDEOHWRVLQJOHRXWWKHHQYLURQPHQWDODQGGHPRJUDSKLFDOHOHPHQWIURP
JHQHUDOUHODWLYHGHSULYDWLRQPRGHOVRIFRQIOLFWWRVXFKDQH[WHQWWKDWWKHLPSDFWRIWKH
µHFRYLROHQFH¶FRPSRQHQWLVYHU\XQFOHDU7KHIDFWWKDWWKH\KDYHQRWORRNHGDWFDVHVLQZKLFK

$PHWKRGWKDWGRHVDOORZIRUPRUHFRPSOH[PRGHOVDQGLVHVSHFLDOO\VXLWHGIRUWKHRUHWLFDODUJXPHQWV
LQYROYLQJPDQ\LQWHUDFWLYHIXQFWLRQVLV4XDOLWDWLYH&RPSDUDWLYH$QDO\VLVDVRXWOLQHGE\5DJLQ
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WKHUHLVYLROHQFHEXWQRGHJUDGDWLRQPDNHVWKHPXQDEOHWRWHVWZKHWKHULWLVWKHVFDUFLWLHVWKDW
OHDGWRFRQIOLFWRULIFRQIOLFWZRXOGPRVWOLNHO\KDYHRFFXUUHGDQ\ZD\GXHWRDQRYHUORRNHG
IDFWRU)XUWKHUPRUHWKHVHOHFWLRQRQWKHGHSHQGHQWYDULDEOHPLJKWKDYHPDGHHFRVFDUFLW\
VFKRODUVRYHUHPSKDVL]HWKHLPSRUWDQFHRIVFDUFHUHVRXUFHVLQWKHFDVHVWKH\VWXG\5RHVVOHU
VXJJHVWVDUHODWHGIUDPHZRUNIRUWKHVDPHFDVHDV.DKOVWXGLHVQDPHO\LQWHU
WULEDOZDUIDUHLQ.HQ\DLQWKHHDUO\VEXWDGGVWKHYLROHQFHLQ5ZDQGDSULRUWRWKH
JHQRFLGHLQDQRWKHUIDYRXULWHFDVHDPRQJQHR0DOWKXVLDQVDQGHFRVFDUFLW\VFKRODUV
VHH%lFKOHU'LDPRQG2KOVVRQ+RZHYHUIRU5RHVVOHULWLVH[WHUQDO
GRQRUV¶SUHVVXUHIRUGHPRFUDWL]DWLRQLQFRQMXQFWLRQZLWKLQWHUQDOGHPDQGVIRUUHJLPH
LQFOXVLYHQHVVWKDWGULYHVWKHVWDWHWRSULYDWL]HYLROHQFHDVWKHFRVWRIFRQYHQWLRQDOUHSUHVVLRQ
DUHWRKLJKGXHWRLWKHRPQLSUHVHQWRSSRVLWLRQDQGLLWKHLQWHUQDWLRQDOGRQRU¶VVFUXWLQ\RI
WKHGHPRFUDWLFWUDQVLWLRQ5RHVVOHU+HFODLPVWKDWWKLVWDFWLFLVVXFFHVVIXORQO\LQ
FDVHVZKHUHHWKQLFGLYLGHVDUHVXIILFLHQWO\PLOLWDUL]HG0RUHLPSRUWDQWO\KHGRHVQRWPHQWLRQ
UHQHZDEOHUHVRXUFHVFDUFLW\ZLWKDVLQJOHZRUGLQKLVFRQIOLFWPRGHO7KLVPLJKWVXJJHVWWKDW
WKHVFDUFLW\FRPSRQHQWLQ.DKO¶VVWDWHH[SORLWDWLRQK\SRWKHVLVLVQRWDQHFHVVDU\FRQGLWLRQIRU
VWDWHOHGYLROHQFHIRU.HQ\DQHLWKHUIRUWKH5ZDQGDQJHQRFLGHDQGFLYLOZDU
:HDUJXHWKDWWKHIRFXVRIWKLVSDSHUKDVVSHFLDOPHULWWRWKHHFRVFDUFLW\OLQHRIWKLQNLQJ
VLQFH LW LV IUHTXHQWO\DUJXHG WKDW WKH ODUJHU WKHUROHRIVFDUFLWLHV WKHVPDOOHU WKHFRQIOLFWV LV
+RPHU'L[RQ%lFKOHU6XOLPDQD7KRPDVVRQ+HQFHWKHVHFRQIOLFWV
DUHOHVVOLNHO\WKDQIXOOVFDOHFLYLOZDUVWREHFDXVHGE\IDFWRUVWKDWDUHFRPPRQWRWKHFRXQWU\
DVDZKROH7HVWLQJWKHLPSDFWRIVFDUFHUHVRXUFHVRQFLYLODQGQRQVWDWHFRQIOLFWVUHVSHFWLYHO\
LVEH\RQGWKHVFRSHRIWKLVSDSHU7KHIDFWWKDWZHGRQRWILQGUREXVWVXSSRUWIRULQWHUJURXS
FRQIOLFWV EHLQJ FDXVHG E\ UHVRXUFH VFDUFLW\ LQ RXU DQDO\VHVPLJKW LPSO\ WKDW RWKHU YHQXHV
VXFK DV JHQRFLGHV DQG YLROHQFH QRW GLUHFWO\ UHODWHG WR RUJDQL]HG FRQIOLFWV VKRXOG EH
LQYHVWLJDWHG
$QLPSRUWDQWFDYHDWIRURXUUHVXOWVFRQFHUQVWKHKRPRJHQHLW\RIWKHVXEMHFWPDWWHUVXE
W\SHVRIQRQVWDWHFRQIOLFWV6LQFHWKHGDWDVHWRQWKHVHFRQIOLFWVFRQWDLQVDOOFRQIOLFWVQRW
LQYROYLQJRIILFLDOIRUFHVWKHGHJUHHRIVLPLODULW\EHWZHHQWKHGLIIHUHQWFRQIOLFWVLVRQHWKLQJ
WKDWVKRXOGEHNHSWLQPLQG+RZHYHUGLVWLQJXLVKLQJIRUH[DPSOHEHWZHHQZKDWLVDFRQIOLFW
EHWZHHQPLOLWLDVDQGZKDWLVDFRQIOLFWEHWZHHQWULEHVFRXOGEHTXLWHIXWLOHDVPRVWDUPHG
FRQIOLFWVRIDVXEVWDQWLDOPDJQLWXGHIROORZHWKQLFERXQGDULHV$QRWKHUOLPLWDWLRQRIWKHGDWD
ZHKDYHXVHGUHODWHVWRWKHWHPSRUDOFDWHJRU\)RXU\HDUVLVQRWDFRPSOHWHWLPHVHULHVZKHQ
LWFRPHVWRFRQIOLFWVWXGLHV,QRUGHUWREHPRUHFHUWDLQDERXWZKDWZD\WKHFDXVDODUURZUXQV
DORQJHUWLPHVSDQVKRXOGEHLQYHVWLJDWHG)XUWKHUPRUHERWKWKHQRQILQGLQJVRQOHYHORI
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GHPRFUDF\DQGGHYHORSPHQWLVPRVWOLNHO\EHFDXVHRXUVDPSOHLV6XE6DKDUDQ$IULFDD
UHJLRQLQZKLFKPRVWRIWKHFRXQWULHVDUHOHVVGHYHORSHGDQGWKHUHOHVVYDULDWLRQLQWKHOHYHORI
GHPRFUDF\WKDQLQWKHZRUOGDWODUJH7KHVHUHVXOWVPLJKWYHU\ZHOOKDYHEHHQGLIIHUHQWKDG
ZHDQDO\]HGWKH:RUOG
3HUKDSVWKHPDMRUFKDOOHQJHIRUDQDO\]LQJWKHUROHRIVFDUFLW\LQUHQHZDEOHUHVRXUFHVLQ
QRQVWDWHFRQIOLFWVLVWRJHWWRNQRZKRZRWKHUIDFWRUVDOVRDIIHFWWKHULVN7KHODFNRIDPRUH
JHQHUDOWKHRU\RQQRQVWDWHFRQIOLFWVPDGHXVXVHVRPHRIWKHµVWDQGDUG¶GHWHUPLQDQWVRIFLYLO
FRQIOLFW,WWXUQHGRXWWKDWDIHZRIWKHPIDUHGZHOOZKLOHRWKHUVPRVWQRWDEO\WKHORFDOOHYHO
YDULDEOHVWXUQHGRXWWRKDYHOLWWOHHIIHFW)XUWKHUWKHRUHWLFDODQGHPSLULFDOLQYHVWLJDWLRQVRI
RWKHUGHWHUPLQDQWVFRUUHODWLQJZLWKQRQVWDWHFRQIOLFWVQHHGWKHUHIRUHWREHXQGHUWDNHQLQ
RUGHUWREULQJIRUZDUGPRUHUREXVWUHVXOWV

&RQFOXVLRQ%DG7KHRU\/HDGVWR%DG3ROLF\"

³)LHUFHFRPSHWLWLRQIRUIUHVKZDWHUPD\ZHOOEHFRPHDVRXUFHRIFRQIOLFWDQGZDUVLQWKHIXWXUH´
.RIL$QQDQ816HFUHWDU\*HQHUDO0DUFKFLWHGLQ$$*

$OWKRXJKWKHUHDUHRQO\DIHZVFKRODUVWKDWDUJXHLQIDYRXURIDVWURQJGLUHFWOLQNEHWZHHQ
UHQHZDEOHUHVRXUFHVFDUFLW\DQGFRQIOLFWWKHPRVWSURQRXQFHGEHLQJ.DSODQWKHLU
DUJXPHQWVFDUU\DGLVSURSRUWLRQDWHZHLJKWLQSROLF\FLUFOHVUHODWLYHWRWKHLUPRUHPRGHUDWH
FRXQWHUSDUWVIRULQVWDQFH*ROGVWRQH.DKO:K\LVWKLVVR"2XUEHVWJXHVVLVWKDW
WKHIRUPHUJLYHDQLQWHUSUHWDWLRQRIWKHZRUOGWKDWLVPXFKHDVLHUWRJUDVSWKDQDQH[SODQDWRU\
PRGHOZLWKHLJKWPHGLDWLQJIDFWRUVEHWZHHQWKHSK\VLFDOVFDUFLW\DQGWKHYLROHQWRXWFRPHDV
IRULQVWDQFH+RPHU'L[RQ¶VPRGHO7KHLPSOLFDWLRQVRIKDYLQJWRFKRRVHEHWZHHQ
DQRYHUWO\VLPSOLILHGPRGHODQGDYHU\FRPSOH[DQGYDJXHRQHZKHQWU\LQJWRIRUPHIIHFWLYH
SROLFLHVDUHKDUPIXOZHZLOOFRQWHQG,IZHWDNHIRUJUDQWHGWKDWVFDUFLW\GRHVOHDGWRYLROHQW
FRQIOLFWWLPHFRQVWUDLQWVDQGWKHQHHGIRUMXVWLI\LQJSROLF\LQDQXQGHUVWDQGDEOHPDQQHUZLOO
PRVWOLNHO\LQWKHIDFHRIEOXUUHGPRGHOVOHDGWRRQHRXWRIWZRRXWFRPHV,IFRXQWU\$LV
FRQVLGHULQJLQWHUYHQLQJLQFRXQWU\%LQZKLFKWKHUHLVDFRQIOLFWZLWKDQDOOHJHGO\VXEVWDQWLDO
FRPSRQHQWRIVFDUFLW\WKHPRVWOLNHO\UHVXOWLVLQDFWLRQ7KHUHDVRQIRUWKLVLVWKDW
SROLF\PDNHUVGRQRWZDQWWRULVNLPSOHPHQWLQJSROLFLHVEDVHGRQDPRGHOWKDWLVWRRFRPSOH[
WREHIOH[LEOHQRULIWKH\DUHFRQYLQFHGWKDWWKHUHLVLQGHHGDGLUHFWUHODWLRQVKLSDVHJ
SRSXODWLRQJURZWKLVKDUGWRSUHYHQWLPSO\LQJDUHODWLRQVKLSZLWKDVFHQWRIGHWHUPLQLVP

$QDQDO\VLVXVLQJVWDWHVDVWKHXQLWVRIDQDO\VLVIRUWKHHQWLUHZRUOGUHYHDOHGDQHJDWLYHDQGVLJQLILFDQW
UHODWLRQVKLSEHWZHHQ*'3SHUFDSLWDDQGWKHLQFLGHQFHRIQRQVWDWHFRQIOLFWV
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EHWZHHQVFDUFLW\DQGFRQIOLFW$OORZXVWRGUDZDSDUDOOHOWRWKHODWWHUVFHQDULR'XULQJWKH
%DONDQZDUVWKHILUVW&OLQWRQDGPLQLVWUDWLRQZDVKHDYLO\LQIOXHQFHGE\WKHZULWLQJVRI5REHUW
'.DSODQHVSHFLDOO\KLVERRN%DONDQ*KRVWV,QWKLVKHDUJXHGWKDWWKHFDXVHRIWKHFRQIOLFW
ZDVDQFLHQWKDWUHGEHWZHHQHWKQLFJURXSV[[LDIDFWWKDWZRXOGUHPDLQWKHVDPHZLWK
RUZLWKRXWH[WHUQDOLQWHUYHQWLRQ7KHUHVXOWZDVLQDFWLRQE\WKHZRUOG¶VRQO\VXSHUSRZHU
)DFLQJWKHFKRLFHEHWZHHQDVLPSOHDOEHLWGLUHFWDQGWKHUHIRUHVOLJKWO\GHWHUPLQLVWLF
UHODWLRQVKLSDQGDPRUHFRPSOH[PRGHOSROLF\PDNHUVDUHOLNHO\WRFKRRVHWKHPRUHHDVLO\
FRPSUHKHQVLEOHPRGHODQGWDNHDFWLRQDQGDFWDVLIWKHUHLVDGLUHFWUHODWLRQVKLS<HWDVZH
KDYHVHHQIHZRIWKHPRVWSURPLQHQWQHR0DOWKXVLDQVDJUHHZLWKWKLVVLPSOHPRGHO
7KHUHVXOWVRIWKLVDQDO\VLVKDYHOHQWOLPLWHGVXSSRUWWRWKHHFRVFDUFLW\DUJXPHQW
LPSO\LQJWKDWWKHDUJXPHQWVWKDWSUHVVXUHVRQUHQHZDEOHUHVRXUFHVLVDVHFXULW\WKUHDWGRQRW
JDLQVXSSRUW2QHYHU\LPSRUWDQWFDYHDWKDVWREHQRWHG7KLVLVWRRXUNQRZOHGJHWKHILUVW
FURVVQDWLRQDOVWXG\RIQRQVWDWHFRQIOLFWVVRIXUWKHUHPSLULFDODQGWKHRUHWLFDOVWXGLHVLV
QHHGHGWRJHWEHWWHUPRGHOOLQJRIWKHFRQIOLFWG\QDPLFVDQGFRQWH[WXDOHIIHFWV/RRNLQJDWWKH
VWDWHPHQWIURP/HVWHU%URZQLQWKHLQWURGXFWLRQDFORVHORRNDWKHUGHUIDUPHUFRQIOLFWVDORQH
PLJKWVHHPOLNHWKHPRVWSURPLVLQJZD\WRJR,WZLOODOVRPDNHPRUHWKHRUHWLFDOVHQVHWRWHVW
RQVHWRIQRQVWDWHFRQIOLFWVUDWKHUWKDQLQFLGHQFHDVVFDUFLWLHVDUHQRWUHJDUGHGDVDSRVLWLYH
IDFWRULQFDWDO\]LQJFRQIOLFW7KLVUHTXLUHVWLPHVHULHVIRUDORQJHUSHULRGWKDQZKDWKDV
KLWKHUWREHHQDYDLODEOH$QRWKHUSRLQWRQWKHµGDWDZLVKOLVW¶ZRXOGEHLQIRUPDWLRQRQHYHQ
ORZHULQWHQVLW\FRQIOLFWVZLWKSHUKDSVDVIHZDVILYHFDVXDOWLHVDVLWLVWKHORZLQWHQVLW\
FRQIOLFWVWKDWDUHDUJXHGWREWKHRQHVLQZKLFKWKHUHVRXUFHVFDUFLW\HOHPHQWLVPRVW
LQIOXHQWLDO6XFKDGDWDVHWLVKRZHYHUDIDUFU\IURPZKDWZHDUHDEOHWRFROOHFWDWSUHVHQW
)RUSROLF\SHUKDSVWKHPRVWLPSRUWDQWWDVNWRHPEDUNRQLVWRILJXUHRXWKRZDQGLI
QRQVWDWHFRQIOLFWVUHODWHWRWKHHVFDODWLRQRIFLYLOZDUVDQGKRVWLOLWLHVLQJHQHUDO,IWKH\DUH
IRXQGWREHVRPHZKDWGLIIHUHQWWRFLYLOFRQIOLFWVEXWDOVRDSDUWRIWKHHVFDODWLRQWRWKHVH
SUHYHQWLRQRIFRQIOLFWFRXOGEHPDGHOHVVFRVWO\LIZHNQRZKRZWRSUHYHQWWKHPDWDQHDUO\
VWDJH7KDWLVZK\WKHVHDUFKVKRXOGJRRQ

5HIHUHQFHV

$QGUp&DWKHULQH	-HDQ3KLOLSSH3ODWWHDXµ/DQGUHODWLRQVXQGHU8QEHDUDEOH6WUHVV5ZDQGD&DXJKW LQ
WKH0DOWKXVLDQ7UDS¶-RXUQDORI(FRQRPLF%HKDYLRU	2UJDQL]DWLRQ±
$QQDQ.RIL$GGUHVVWRWKH$VVRFLDWLRQRI$PHULFDQ*HRJUDSKHUVJLYHQ0$UFKLQ1HZ<RUN
&LW\E\816HFUHWDU\*HQHUDO.RIL$QQDQ$$*1HZVOHWWHU
%lFKOHU*QWKHU9LROHQFH7KURXJK(QYLURQPHQWDO'LVFULPLQDWLRQ'RUGUHFKW.OXZHU$FDGHPLF
%HQMDPLQVHQ7RU$´3RSXODWLRQ$JULFXOWXUHDQGWKH(QYLURQPHQW>%HIRONQLQJODQGEUXNRJPLOM¡@´LQ
7RU$%HQMDPLQVHQ	+DQQH 6YDUVWDG HGV6RFLDO 3HUVSHFWLYHV RQ(QYLURQPHQW DQG'HYHORSPHQW
>6DPIXQQVSHUVSHNWLYHUSnPLOM¡RJXWYLNOLQJ@2VOR8QLYHUVLWHWVIRUODJHW
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%HQMDPLQVHQ 7RU $   %RRNQRWH RI &ROLQ + .DKO  6WDWHV 6FDUFLW\ DQG &LYLO 6WULIH LQ WKH
'HYHORSLQJ:RUOG-RXUQDORI3HDFH5HVHDUFK
%RFFKL 6WHIDQR 6WHIDQR 3HSSLQR 'LVSHUDWL 	 6LPRQH 5RVVL  µ(QYLURQPHQWDO 6HFXULW\ $ *HRJUDSKLF
,QIRUPDWLRQ6\VWHP$QDO\VLV$SSURDFK±7KH&DVHRI.HQ\D¶(QYLURQPHQWDO0DQDJHPHQW±

%REURZ6WUDLQ$DURQµ%HWZHHQD5DQFKDQGD+DUG3ODFH9LROHQFH6FDUFLW\DQG0HDQLQJLQ&KLDSDV
0H[LFR¶ LQ1DQF\/HH3HOXVR	0LFKDHO:DWWV HGV9LROHQW(QYLURQPHQWV ,WKDFD1<	/RQGRQ
&RUQHOO8QLYHUVLW\3UHVV±
%RVHUXS (VWHU  7KH &RQGLWLRQV IRU $JULFXOWXUDO *URZWK WKH (FRQRPLFV RI $JUDULDQ &KDQJH XQGHU
3RSXODWLRQ3UHVVXUH&KLFDJR,/$OGLQH
%XKDXJ+DOYDUG	6FRWW*DWHVµ7KH*HRJUDSK\RI&LYLO:DU¶-RXUQDORI3HDFH5HVHDUFK±

%XKDXJ+DOYDUG	-DQ.HWLO5¡G¶/RFDO'HWHUPLQDQWVRI$IULFDQ&LYLO:DUV¶3ROLWLFDO*HRJUDSK\

&HQWHUIRU,QWHUQDWLRQDO(DUWK6FLHQFH,QIRUPDWLRQ1HWZRUN&,(6,1&ROXPELD8QLYHUVLW\DQG&HQWUR
,QWHUQDFLRQDOGH$JULFXOWXUD7URSLFDO&,$7Dµ*ULGGHG3RSXODWLRQRIWKH:RUOG9HUVLRQ
*3:Y3RSXODWLRQ'HQVLW\*ULGV¶3DOLVDGHV1<6RFLRHFRQRPLF'DWDDQG$SSOLFDWLRQV&HQWHU
6('$&&ROXPELD8QLYHUVLW\$YDLODEOHDWKWWSVHGDFFLHVLQFROXPELDHGXJSZODVWDFFHVVHG
'HFHPEHU
&HQWHUIRU,QWHUQDWLRQDO(DUWK6FLHQFH,QIRUPDWLRQ1HWZRUN&,(6,1&ROXPELD8QLYHUVLW\Eµ*OREDO
VXEQDWLRQDOLQIDQWPRUWDOLW\UDWHV>,05@¶&,(6,13DOLVDGHV1<86$$YDLODEOHDW
KWWSZZZFLHVLQFROXPELDHGXSRYPDSGVBJOREDOKWPOODVWDFHVVHGWK1RYHPEHU
&LQFRWWD5LFKDUG35REHUW(QJHOPDQQ	'DQLHOOH$QDVWDVLRQ7KH6HFXULW\'HPRJUDSKLF3RSXODWLRQ
DQG&LYLO&RQIOLFWDIWHUWKH&ROG:DU:DVKLQJWRQ'&3RSXODWLRQ$FWLRQ,QWHUQDWLRQDO
&OLPDWH3UHGLFWLRQ&HQWHU:HEVLWHRIWKH861DWLRQDO:HDWKHU6HUYLFHKWWSZZZFSFQFHSQRDDJRY
ODVWDFFHVVHG'HFHPEHU
&ROOLHU3DXO¶7KH,PSOLFDWLRQVRI(WKQLF'LYHUVLW\¶(FRQRPLF3ROLF\±
&ROOLHU3DXO	$QNH+RHIIOHUµ2QWKH(FRQRPLF&DXVHVRI&LYLO:DU¶2[IRUG(FRQRPLF3DSHUV
±
&ROOLHU3DXO	$QNH+RHIIOHUµ2QWKH,QFLGHQFHRI&LYLO:DULQ$IULFD¶-RXUQDORI&RQIOLFW5HVROXWLRQ
±
&ROOLHU3DXO	$QNH+RHIIOHUµ*UHHGDQG*ULHYDQFHLQ&LYLO:DU¶2[IRUG(FRQRPLF3DSHUV±

&RUUHODWHVRI:DU3URMHFWKWWSZZZFRUUHODWHVRIZDURUJODVWDFFHVVHG-XO\
'DYLHV-DPHV&KRZQLQJµ7RZDUGDWKHRU\RIUHYROXWLRQ¶$PHULFDQ6RFLRORJLFDO5HYLHZ±
GH6R\VD,QGUDDµ3DUDGLVHLVD%D]DDU"*UHHG&UHHGDQG*RYHUQDQFHLQ&LYLO:DU±¶-RXUQDORI
3HDFH5HVHDUFK±
GH6R\VD,QGUDEµ(FRYLROHQFH6KULQNLQJ3LHRU+RQH\3RW"¶*OREDO(QYLURQPHQWDO3ROLWLFV±
'LDPRQG-DUHG&ROODSVH+RZ6RFLHWLHV&KRRVHWR)DLORU6XUYLYH1HZ<RUN9LNLQJ
'U\]HN-RKQ67KH3ROLWLFVRIWKH(DUWK(QYLURQPHQWDO'LVFRXUVHV2[IRUG2[IRUG8QLYHUVLW\3UHVV
(FN .ULVWLQH  µ&ROOHFWLYH 9LROHQFH LQ  DQG ¶ LQ /RWWD +DUERP 6WDWHV LQ $UPHG &RQIOLFW
8SSVDOD'HSDUWPHQWRI3HDFHDQG&RQIOLFW5HVHDUFK±
(OOLQJVHQ7DQMDµ&RORUIXO&RPPXQLW\RU(WKQLF:LWFKHV¶%UHZ"0XOWLHWKQLFLW\DQG'RPHVWLF&RQIOLFW
'XULQJDQG$IWHUWKH&ROG:DU¶-RXUQDORI&RQIOLFW5HVROXWLRQ±
(VW\ 'DQLHO & HW DO  6WDWH )DLOXUH 7DVN )RUFH 5HSRUW 3KDVH ,, )LQGLQJV 6WDWH )DLOXUH 7DVN )RUFH
5HSRUW0F/HDQ9$6FLHQFH$SSOLFDWLRQV,QWHUQDWLRQDO&RUSRUDWLRQ
)DLUKHDG -DPHV  µ,QWHUQDWLRQDO'LPHQVLRQV RI&RQIOLFW RYHU1DWXUDO DQG(QYLURQPHQWDO5HVRXUFHV¶ LQ
1DQF\/HH3HOXVR	0LFKDHO:DWWV HGV9LROHQW(QYLURQPHQWV ,WKDFD	/RQGRQ&RUQHOO8QLYHUVLW\
3UHVV±
)HDURQ-DPHV'	'DYLG'/DLWLQµ(WKQLFLW\,QVXUJHQF\DQG&LYLO:DU¶$PHULFDQ3ROLWLFDO6FLHQFH
5HYLHZ±
)UHHGRP +RXVH  $QQXDO 6XUYH\V RI )UHHGRP 5DWLQJV ± WR ± GRZQORDGHG IURP
KWWSZZZIUHHGRPKRXVHRUJODVWDFFHVVHG-XQH
*OHGLWVFK1LOV 3HWWHU  µ$UPHG&RQIOLFW DQG WKH(QYLURQPHQW$&ULWLTXH RI WKH/LWHUDWXUH¶-RXUQDO RI
3HDFH5HVHDUFK±
*OHGLWVFK1LOV3HWWHU D µ(QYLURQPHQWDO&KDQJH6HFXULW\ DQG&RQIOLFW¶ LQ&KHVWHU&URFNHU)HQ2VOHU
+DPSVRQ	3DPHOD$DOO HGV7XUEXOHQW3HDFH7KH&KDOOHQJHVRI0DQDJLQJ ,QWHUQDWLRQDO&RQIOLFW
:DVKLQJWRQ'&8QLWHG6WDWHV,QVWLWXWHRI3HDFH3UHVV±
*OHGLWVFK1LOV3HWWHUE µ$UPHG&RQIOLFWDQG WKH(QYLURQPHQW$&ULWLTXHRI WKH/LWHUDWXUH¶ LQ3DXO)
'LHKO	1LOV3HWWHU*OHGLWVFKHGV(QYLURQPHQWDO&RQIOLFW%RXOGHU&2:HVWYLHZ±
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*OHGLWVFK 1LOV 3HWWHU 3HWHU :DOOHQVWHHQ 0LNDHO (ULNVVRQ 0DUJDUHWD 6ROOHQEHUJ 	 +nYDUG 6WUDQG 
µ$UPHG&RQIOLFW±$1HZ'DWDVHW¶-RXUQDORI3HDFH5HVHDUFK±
*OHGLWVFK1LOV3HWWHU	2OH0DJQXV7KHLVHQIRUWKFRPLQJ³5HVRXUFHVWKH(QYLURQPHQWDQG&RQIOLFW´LQ
5LFKDUG$0DWWKHZ0LNH%UNODFLFK'LQD*LDQQLNRSRXORVDQG%U\DQ0F'RQDOGHGV*OREDO
(QYLURQPHQWDO&KDQJHDQG+XPDQ6HFXULW\
*OHGLWVFK1LOV3HWWHU+nYDUG+HJUH	+nYDUG6WUDQG¶'HPRFUDF\DQG&LYLO:DU¶LQ0DQXV0LGODUVN\
HG+DQGERRNRI:DU6WXGLHV,,,$QQ$UERU0,8QLYHUVLW\RI0LFKLJDQ3UHVV
*ROGVWRQH-DFN$µ'HPRJUDSK\(QYLURQPHQWDQG6HFXULW\¶LQ3DXO)'LHKO	1LOV3HWWHU*OHGLWVFK
HGV(QYLURQPHQWDO&RQIOLFW%RXOGHU&2:HVWYLHZ±
*URVVPDQQ+HUVFKHO ,  µ$*HQHUDO (TXLOLEULXP0RGHO RI ,QVXUUHFWLRQV¶$PHULFDQ (FRQRPLF 5HYLHZ
±
*U JHU1LQDµ(QYLURQPHQWDO6HFXULW\"¶-RXUQDORI3HDFH5HVHDUFK±
*XUU 7HG 5REHUW  µ2Q WKH 3ROLWLFDO &RQVHTXHQFHV RI 6FDUFLW\ DQG (FRQRPLF 'HFOLQH¶ ,QWHUQDWLRQDO
6WXGLHV4XDUWHUO\±
+DUWPDQQ%HWV\ µ:LOO WKH&LUFOH%H8QEURNHQ$&ULWLTXHRI WKH3URMHFWRQ(QYLURQPHQW3RSXODWLRQ
DQG6HFXULW\¶ LQ1DQF\/HH3HOXVR	0LFKDHO:DWWV HGV9LROHQW(QYLURQPHQWV&RUQHOO8QLYHUVLW\
3UHVV±
+DXJH :HQFKH 	 7DQMD (OOLQJVHQ  µ%H\RQG (QYLURQPHQWDO 6FDUFLW\ &DXVDO 3DWKZD\V WR &RQIOLFW
-RXUQDORI3HDFH5HVHDUFK±
+HJUH+nYDUG7DQMD(OOLQJVHQ6FRWW*DWHV	1LOV3HWWHU*OHGLWVFKµ7RZDUGD'HPRFUDWLF&LYLO3HDFH"
'HPRFUDF\3ROLWLFDO&KDQJH DQG&LYLO:DU ±¶$PHULFDQ3ROLWLFDO 6FLHQFH5HYLHZ
±
+HQGUL[&XOOHQ6	6DUDK0*ODVHU´7UHQGVDQG7ULJJHUV&OLPDWH&KDQJHDQG&LYLO&RQIOLFWLQ6XE
6DKDUDQ $IULFD´ SDSHU SUHVHQWHG DW WKH ,QWHUQDWLRQDO :RUNVKRS RQ +XPDQ 6HFXULW\ DQG &OLPDWH
&KDQJH 2VOR 1RUZD\ ± -XQH  $YDLODEOH DW
ZZZSULRQRILOHVILOHBDJHQGDBKVFFBGRFODVWDFFHVVHG'HFHPEHU
+HUEVW-HIIUH\6WDWHVDQG3RZHULQ$IULFD&RPSDUDWLYH/HVVRQVLQ$XWKRULW\DQG&RQWURO3ULQFHWRQ1-
3ULQFHWRQ8QLYHUVLW\3UHVV
+RPHU'L[RQ 7KRPDV  µ2Q WKH 7KUHVKROG (QYLURQPHQWDO &KDQJHV DV &DXVHV RI $FXWH &RQIOLFW¶
,QWHUQDWLRQDO6HFXULW\±
+RPHU'L[RQ 7KRPDV  µ(QYLURQPHQWDO 6FDUFLWLHV DQG 9LROHQW &RQIOLFW (YLGHQFH IURP &DVHV¶
,QWHUQDWLRQDO6HFXULW\±
+RPHU'L[RQ7KRPDV(QYLURQPHQW6FDUFLW\DQG9LROHQFH3ULQFHWRQ1-3ULQFHWRQ8QLYHUVLW\3UHVV
+RPHU'L[RQ7KRPDV	-HVVLFD%OLWW(FRYLROHQFH/LQNV$PRQJ(QYLURQPHQW3RSXODWLRQDQG6HFXULW\
1HZ<RUN5RZPDQ	/LWWOHILHOG
+RURZLW]'RQDOG/ (WKQLF*URXSV LQ&RQIOLFW HG %HUNHOH\	/RV$QJHOHV&$8QLYHUVLW\ RI
&DOLIRUQLD3UHVV
-R\FH5--(-DQRZLDN3$$UNLQDQG3;LHµ&0253+$PHWKRGWKDWSURGXFHVJOREDO
UHFLSLWDWLRQHVWLPDWHVIURPSDVVLYHPLFURZDYHDQGLQIUDUHGGDWDDWKLJKVSDWLDODQGWHPSRUDO
UHVROXWLRQ¶+\GURPHW
.DKO&ROLQµ3RSXODWLRQ*URZWK(QYLURQPHQWDO'HJUDGDWLRQDQG6WDWH6SRQVRUHG9LROHQFH7KH&DVHRI
.HQ\D±¶,QWHUQDWLRQDO6HFXULW\±
.DKO &ROLQ  µ'HPRJUDSKLF &KDQJH 1DWXUDO 5HVRXUFHV DQG 9LROHQFH WKH &XUUHQW 'HEDWH¶ -RXUQDO RI
,QWHUQDWLRQDO$IIDLUV±
.DKO&ROLQ6WDWHV6FDUFLW\DQG&LYLO6WULIH LQ WKH'HYHORSLQJ:RUOG3ULQFHWRQ3ULQFHWRQ8QLYHUVLW\
3UHVV
.DSODQ5REHUW'%DONDQ*KRVWVD-RXUQH\7KURXJK+LVWRU\1HZ<RUN5DQGRP+RXVH
.DSODQ5REHUW'µ7KH&RPLQJ$QDUFK\¶$WODQWLF0RQWKO\±
.ODUH 0LFKDHO 7  5HVRXUFH :DUV WKH 1HZ /DQGVFDSH RI *OREDO &RQIOLFW 1HZ <RUN 0HWURSROLWDQ
%RRNV
/DUJH7LPµ$GYDQFLQJGHVHUWVIXHO$IULFDQFRQIOLFWV¶$OHUW1HW5HXWHUV)RXQGDWLRQ
GRZQORDGHGIURPKWWSZZZDOHUWQHWRUJWKHIDFWVUHOLHIUHVRXUFHVKWP
/RPERUJ%M|UQ  µ5HVRXUFH&RQVWUDLQWV RU$EXQGDQFH"¶ LQ 3DXO )'LHKO	1LOV 3HWWHU*OHGLWVFK HGV
(QYLURQPHQWDO&RQIOLFW%RXOGHU&2:HVWYLHZ±
/ySH] $OH[DQGHU  µ(QYLURQPHQWDO &KDQJH 6HFXULW\ DQG 6RFLDO &RQIOLFWV LQ WKH %UD]LOLDQ $PD]RQ¶
(QYLURQPHQWDO&KDQJH6HFXULW\3URMHFW5HSRUW6XPPHU±
0DUNDNLV-RKQ5HVRXUFH&RQIOLFWLQWKH+RUQRI$IULFD2VOR35,2	6DJH3XEOLFDWLRQV
0DUVKDOO0RQW\*	.HLWK-DJJHUV3ROLW\,9'DWDVHW>&RPSXWHUILOHYHUVLRQSY@&ROOHJH3DUN
0' &HQWHU IRU ,QWHUQDWLRQDO 'HYHORSPHQW DQG &RQIOLFW 0DQDJHPHQW 8QLYHUVLW\ RI 0DU\ODQG
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GRZQORDGHG IURP KWWSZZZFLGFPXPGHGXLQVFUSROLW\VKRZOLFKWP ODVW DFFHVVHG  2FWREHU

0HLHU3DWULFN	'RXJ%RQGµ(QYLURQPHQWDO,QIOXHQFHVRQ3DVWRUDO&RQIOLFWLQWKH+RUQRI$IULFD¶SDSHU
SUHSDUHGIRUWKH&RQIHUHQFHRQ+XPDQ6HFXULW\DQG&OLPDWH&KDQJH$VNHU1HDU2VOR1RUZD\±
-XQHGRZQORDGHGIURPKWWSZZZFLFHURXLRQRKXPVHFSDSHUV0HLHU	%RQGSGIODVWDFFHVVHG
0D\
0LJXHO (GZDUG 6KDQNHU 6DW\DQDWK 	 (UQHVW 6HUJHQWL  µ(FRQRPLF 6KRFNV DQG &LYLO &RQIOLFW $Q
,QVWUXPHQWDO9DULDEOH$SSURDFK¶-RXUQDORI3ROLWLFDO(FRQRP\±
0ROY U5HLGXOI.µ3RLQWVIRUWKH$JHQGDRI6WXGLHVLQ(QYLURQPHQWDO6HFXULW\¶LQ6YHUUH/RGJDDUG	
$QGHUV+DI2UQlVHGV7KH(QYLURQPHQWDQG,QWHUQDWLRQDO6HFXULW\35,2UHSRUW1R0D\35,2
2VOR±
1LHPHLMHU'DYLG	9DOHQWLQD0D]]XFDWRµ6RLO'HJUDGDWLRQLQWKH:HVW$IULFDQ6DKHO+RZ6HULRXV,V
,W"¶(QYLURQPHQW±
1REHO3HDFH3UL]HKRPHSDJHZZZQREHOSUL]HRUJODVWDFFHVVHG$SULO
2KOVVRQ/HLI(QYLURQPHQWVFDUFLW\DQGFRQIOLFWDVWXG\RI0DOWKXVLDQFRQFHUQV*|WHERUJ'HSDUWPHQW
RI3HDFHDQG'HYHORSPHQW5HVHDUFK*|WHERUJ8QLYHUVLW\
2KOVVRQ/HLIµ7KHULVNRI/LYHOLKRRG&RQIOLFWVDQGWKH1DWXUHRI3ROLF\0HDVXUHV5HTXLUHG¶LQ1LFKRODV
1.LWWULH HW DO HGV 6HHGV RI 7UXH3HDFH5HVSRQGLQJ WR WKH'LVFRQWHQWV RI D*OREDO&RPPXQLW\
:DVKLQJWRQ'&&DUROLQD$FDGHPLF3UHVV
2OGHPDQ/557$+DNNHOLQJ	:*6RPEURHN:RUOG0DSRI WKH6WDWXVRI+XPDQ,QGXFHG6RLO
'HJUDGDWLRQ$Q([SODQDWRU\1RWH:DJHQLQJH1DLUREL,QWHUQDWLRQDO6RLO5HIHUHQFHDQG,QIRUPDWLRQ
&HQWUH8QLWHG1DWLRQV(QYLURQPHQW3URJUDPPH
VWE\*XGUXQ5DJQKLOG1RUGnV	-DQ.HWLO5¡G³5HJLRQDO,QHTXDOLWLHVDQG&LYLO&RQIOLFW LQ6XE
6DKDUDQ$IULFDQ&RXQWULHV´HDUOLHUYHUVLRQVSUHVHQWHGDWWKHZRUNVKRSRQ3RODUL]DWLRQDQG
&RQIOLFW1LFRVLD&\SUXV $SULO  DQG DW WKH WK$QQXDO&RQYHQWLRQ RI WKH ,QWHUQDWLRQDO
6WXGLHV$VVRFLDWLRQ6DQ'LHJR&$0DUFK
3U]HZRUVNL $GDP0LFKDHO ( $OYDUH] -RVp$QWRQLR &KHLEXE	 )HUQDQGR /LPRQJL 'HPRFUDF\ DQG
'HYHORSPHQW3ROLWLFDO ,QVWLWXWLRQVDQG:HOO%HLQJ LQ WKH:RUOG±&DPEULGJH&DPEULGJH
8QLYHUVLW\3UHVV
5DJLQ &KDUOHV & 7KH &RPSDUDWLYH0HWKRG0RYLQJ EH\RQG4XDOLWDWLYH DQG4XDQWLWDWLYH 6WUDWHJLHV
%HUNHOH\&$8QLYHUVLW\RI&DOLIRUQLD3UHVV
5DOHLJK&OLRQDGK	+HQULN8UGDO  µ&OLPDWH&KDQJH(QYLURQPHQWDO'HJUDGDWLRQ DQG$UPHG&RQIOLFW
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